
 

 

 
 
 
 

 
 

XDS3000 Dual-Channel Series  
Digital Storage Oscilloscopes  

User Manual  
 

 

 

 

 

 

 

www.owon.com.cn 

Двухканальные цифровые запоминающие
осциллографы серии XDS3000

Руководство пользователя



Редакция: май 2018 г., V1.5.1

Авторское право © LILLIPUT. Все права защищены.

Изделия LILLIPUT защищены патентами, включая полученные патенты и поданные заявки.
Информация этого руководства заменяет все ранее опубликованные материалы.

Сведения верны на момент печати. LILLIPUT совершенствует изделия и вправе в любое время
менять характеристики без предварительного уведомления.

является зарегистрированным товарным знаком компании LILLIPUT.

Тел.: +86-596-2130430 Факс: +86-596-2109272

Сайт: www.owon.com.cn E-mail: info@owon.com.cn

Fujian LILLIPUT Optoelectronics Technology Co., Ltd.

№ 19, Heming Road
Промзона Ланьтянь, Чжанчжоу 363005, КНР

mailto:info@owon.com.cn


Общие гарантийные условия
OWON гарантирует отсутствие дефектов материалов и изготовления в течение 3 лет
со дня покупки изделия первоначальным покупателем у компании OWON. Гарантия
на принадлежности, например пробники и аккумулятор, составляет 12 месяцев.
Гарантия распространяется только на первоначального покупателя и не передаётся
третьим лицам.

При выявлении дефекта в течение гарантийного срока OWON бесплатно
отремонтирует изделие, включая детали и работу, либо заменит его. Детали, модули
и изделия, используемые при гарантийном обслуживании, могут быть новыми или
восстановленными до состояния новых. Заменённые детали, модули и изделия
становятся собственностью OWON.

Для гарантийного обслуживания покупатель должен уведомить OWON о дефекте до
истечения гарантии. Покупатель отвечает за упаковку и доставку неисправного
изделия в указанный OWON сервисный центр; также требуется копия документа о
покупке.

Гарантия не распространяется на дефекты, отказы и повреждения вследствие
неправильного использования, ненадлежащего или недостаточного обслуживания и
ухода. OWON не обязана: а) устранять повреждения из-за установки, ремонта или
обслуживания лицами, не являющимися представителями OWON; б) устранять
повреждения из-за неправильного использования или подключения несовместимого
оборудования; в) устранять повреждения и неисправности из-за применения
материалов сторонних производителей; г) обслуживать изменённое изделие или
изделие, объединённое с другими, если это увеличивает время или сложность
обслуживания.

По вопросам обслуживания и получения полного текста гарантии обращайтесь в
ближайшее представительство OWON по продажам и обслуживанию.

Для улучшения послепродажного обслуживания зарегистрируйте приобретённое
изделие на www.owon.com.cn.

Помимо услуг, указанных здесь или в применимых гарантийных обязательствах, OWON
не предоставляет иных явно выраженных или подразумеваемых гарантий, включая
пригодность для продажи и определённой цели. OWON не несёт ответственности за
косвенный, особый или последующий ущерб.
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1. General Safety Requirements  
Before use, please read the following safety precautions to avoid any possible bodily 
injury and to prevent this product or any other connected products from damage. In 
order to avoid any contingent danger, ensure this product is only used within the 
range specified.  

Only the qualified technicians can implement the maintenance.  

To avoid Fire or Personal Injury:  

 Connect the probe correctly. The grounding end of the probe corresponds to the 
grounding phase. Please don't connect the grounding end to the positive phase.  

 Use Proper Power Cord. Use only the power cord supplied with the product and 
certified to use in your country.  

 Connect or Disconnect Correctly. When the probe or test lead is connected to a 
voltage source, please do not connect and disconnect the probe or test lead at random.  

 Product Grounded. This instrument is grounded through the power cord grounding 
conductor. To avoid electric shock, the grounding conductor must be grounded. The 
product must be grounded properly before any connection with its input or output 
terminal.  

When powered by AC power, it is not allowed to measure AC power source 
directly, because the testing ground and power cord ground conductor are 
connected together, otherwise, it will cause short circuit. 

When powered by battery, the product must ground connection. To avoid electric 
shock, there must be a ground wire connect between ground and the ground port 
(on the back of product panel). 

 Check all Terminal Ratings. To avoid fire or shock hazard, check all ratings and 
markers of this product. Refer to the user's manual for more information about ratings 
before connecting to the instrument.  

 Do not operate without covers. Do not operate the instrument with covers or panels 
removed. 

 Use Proper Fuse. Use only the specified type and rating fuse for this instrument.  

 Avoid exposed circuit. Do not touch exposed junctions and components when the 
instrument is powered.  

 Do not operate if in any doubt. If you suspect damage occurs to the instrument, have 
it inspected by qualified service personnel before further operations.  

 Use your Oscilloscope in a well-ventilated area. Make sure the instrument installed 
with proper ventilation, refer to the user manual for more details.  

 Do not operate in wet conditions.  

 Do not operate in an explosive atmosphere.  

 Keep product surfaces clean and dry.  

1. Общие требования безопасности

1. Общие требования безопасности
Перед использованием прочтите следующие меры безопасности, чтобы
избежать травм и повреждений этого и подключённых изделий. Для
предотвращения опасности используйте изделие только в указанных пределах.

Обслуживание разрешено только квалифицированным специалистам.

Во избежание пожара и травм:

■ Правильно подключайте пробник. Заземляющий вывод пробника
предназначен для земли. Не подключайте его к положительному полюсу.

■ Используйте подходящий сетевой шнур. Используйте только поставляемый с
изделием шнур, разрешённый для применения в вашей стране.

■ Правильно подключайте и отключайте пробник или измерительный провод. Не
меняйте произвольно подключение, когда он соединён с источником напряжения.

■ Заземляйте изделие. Прибор заземляется защитным проводником сетевого шнура.
Во избежание поражения током этот проводник должен быть заземлён. Правильно
заземлите изделие до подключения к его входным или выходным гнёздам.

При питании от сети переменного тока запрещено непосредственно
измерять сетевой источник: измерительная земля соединена с защитным
проводником шнура, что приведёт к короткому замыканию.

При питании от аккумулятора изделие необходимо заземлить. Во избежание
поражения током соедините землю с гнездом заземления на задней панели.

■ Соблюдайте предельные параметры всех гнёзд. Во избежание пожара и поражения
током проверьте номиналы и маркировку изделия. Перед подключением уточните
предельные параметры в руководстве.

■ Не работайте со снятыми крышками. Не используйте прибор со снятыми
крышками или панелями.

■ Используйте предохранитель только указанного типа и номинала.

■ Не касайтесь открытых цепей. Не касайтесь открытых соединений и компонентов
включённого прибора.

■ Не работайте при сомнениях в исправности. При подозрении на повреждение
перед дальнейшей работой поручите проверку квалифицированным специалистам.

■ Обеспечьте вентиляцию осциллографа. При установке обеспечьте надлежащее
проветривание; подробности см. в руководстве.

■ Не работайте во влажных условиях.

■ Не работайте во взрывоопасной среде.

■ Поверхности изделия должны быть чистыми и сухими.
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2. Safety Terms and Symbols  
Safety Terms 
Terms in this manual. The following terms may appear in this manual:  

  Warning: Warning indicates the conditions or practices that could result in 

injury or loss of life.  

  Caution: Caution indicates the conditions or practices that could result in 
damage to this product or other property.  

Terms on the product. The following terms may appear on this product:  

Danger: It indicates an injury or hazard may immediately happen.  

Warning: It indicates an injury or hazard may be accessible potentially.  

Caution: It indicates a potential damage to the instrument or other property might occur. 

Safety Symbols 
Symbols on the product. The following symbol may appear on the product:  

 
Hazardous Voltage 

 
Refer to Manual 

 
Protective Earth Terminal 

 
Chassis Ground 

 
Test Ground   

 

 

 

To avoid body damage and prevent product and connected equipment damage, carefully 
read the following safety information before using the test tool. This product can only be 
used in the specified applications.  

 Warning: 

The two channels of the oscilloscope are not electrically isolated. The channels should 
adopt a common ground during measuring. To prevent short circuits, the 2 probe 
grounds must not be connected to 2 different non-isolated DC levels.  

2. Термины и символы безопасности

2. Термины и символы безопасности
Термины безопасности
Термины руководства. В руководстве используются следующие термины:

Предупреждение: условия или действия, способные привести к

травме или гибели.

Внимание: условия или действия, способные повредить изделие или другое
имущество.

Термины на изделии. На изделии могут встречаться следующие термины:

Опасность: непосредственная опасность травмы.

Предупреждение: возможная опасность травмы.

Внимание: возможное повреждение прибора или другого имущества.

Символы безопасности
Символы на изделии. На изделии могут встречаться следующие символы:

Опасное напряжение См. руководство

Защитное заземление Земля корпуса

Измерительная земля

Во избежание травм и повреждения изделия и подключённого оборудования
внимательно изучите следующие правила безопасности перед использованием
прибора. Изделие применимо только по указанному назначению.

Предупреждение:
Два канала осциллографа электрически не изолированы. При измерении
используйте общую землю. Во избежание короткого замыкания не подключайте
земли двух пробников к разным неизолированным уровням постоянного
напряжения.
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The diagram of the oscilloscope ground wire connection:  

Ground Clip

Signal Input

Oscilloscope Electrical OutletProbe

Power Cord

 

The diagram of the ground wire connection when the battery-powered oscilloscope is 
connected to the AC-powered PC through the ports:  

Ground Clip

Signal Input

Oscilloscope
(Battery-power)

PC Electrical OutletProbe

USB/VGA/COM/
LAN Cable

 

It is not allowed to measure AC power when the oscilloscope is AC powered, or when 
the battery-powered oscilloscope is connected to the AC-powered PC through the 
ports.  

 Warning: 

To avoid fire or electrical shock, when the oscilloscope input signal 
connected is more than 42V peak (30Vrms) or on circuits of more than 
4800VA, please take note of below items: 

 Only use accessory insulated voltage probes and test lead.  

 Check the accessories such as probe before use and replace it if 
there are any damages. 

 Remove probes, test leads and other accessories immediately after 
use.  

 Remove USB cable which connects oscilloscope and computer.  

 Do not apply input voltages above the rating of the instrument 
because the probe tip voltage will directly transmit to the 
oscilloscope. Use with caution when the probe is set as 1:1.  

 Do not use exposed metal BNC or banana plug connectors.  

 Do not insert metal objects into connectors. 

2. Термины и символы безопасности

Схема подключения заземляющего провода осциллографа:

Зажим земли

Сигнальный вход

Осциллограф РозеткаПробник

Сетевой шнур

Схема заземления осциллографа с аккумуляторным питанием при
подключении через порты к ПК с сетевым питанием:

Зажим земли

Сигнальный вход

Осциллограф
(аккумулятор)

ПК РозеткаПробник

Кабель USB/VGA/COM/LAN

Запрещено измерять сетевое напряжение при питании осциллографа от сети, а
также при его аккумуляторном питании и подключении через порты к ПК с
сетевым питанием.

Предупреждение:

Во избежание пожара и поражения током при входном сигнале более 42 В
пик. (30 В ср.кв.) или измерении цепей мощностью более 4800 В·А
соблюдайте следующие требования:

● Только комплектные изолированные пробники напряжения и провода.

● Проверяйте принадлежности, например пробник, перед
использованием; заменяйте повреждённые.

● Сразу после работы отсоединяйте пробники, провода и другие
принадлежности.

● Отсоединяйте USB-кабель между осциллографом и компьютером.

● Не превышайте номинальное входное напряжение прибора.
Напряжение наконечника поступает прямо на вход осциллографа.
При 1:1 соблюдайте осторожность.

● Не используйте разъёмы BNC или «банан» с открытым металлом.

● Не вставляйте металлические предметы в разъёмы.
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3. Junior User Guidebook  
This chapter deals with the following topics mainly:  

 Introduction to the structure of the oscilloscope   
 Introduction to the user interface 
 How to implement the general inspection  
 How to implement the function inspection  
 How to make a probe compensation 
 How to set the probe attenuation coefficient   
 How to use the probe safely  
 How to implement an auto-calibration  
 Introduction to the vertical system   
 Introduction to the horizontal system  
 Introduction to the trigger system 
 Touchscreen Controls (Touchscreen is optional) 
 

3. Руководство для начинающего пользователя

3. Руководство для начинающих
В этой главе рассматриваются следующие темы:

● Устройство осциллографа
● Пользовательский интерфейс
● Общая проверка
● Проверка работоспособности
● Компенсация пробника
● Коэффициент ослабления пробника
● Безопасное использование пробника
● Автоматическая калибровка
● Система вертикального отклонения
● Система горизонтального отклонения
● Система запуска
● Сенсорное управление (сенсорный экран - опция)
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Introduction to the Structure of the Oscilloscope  

This chapter makes a simple description of the operation and function of the front panel of 
the oscilloscope, enabling you to be familiar with the use of the oscilloscope in the 
shortest time.  

Front Panel  
The front panel has knobs and function buttons. The 5 buttons in the column on the right 
side of the display screen or in the row under the display screen are menu selection 
buttons, through which, you can set the different options for the current menu. The other 
buttons are function buttons, through which, you can enter different function menus or 
obtain a specific function application directly. 
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Figure 3-1 Front panel 

1. Display area 
2. Control (button and knob) area 
3. Probe Compensation: Measurement signal (5V/1kHz) output.  
4. EXT Trigger Input 
5. Signal Input Channel 
6. Copy button: You can save the waveform by just pressing this button in any user 

interface. 
7. USB Host port: It is used to transfer data when external USB equipment connects to 

the oscilloscope regarded as "host device". For example: Saving the waveform to USB 
flash disk needs to use this port. 
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3. Руководство для начинающего пользователя

Устройство осциллографа

В этой главе кратко описаны органы управления и функции передней панели, что
позволит быстро освоить осциллограф.

Передняя панель
На передней панели расположены ручки и функциональные кнопки. Пять кнопок
справа от экрана и под ним служат для выбора пунктов текущего меню. Остальные
функциональные кнопки открывают различные меню или непосредственно
выполняют отдельные функции.

Рисунок 3-1. Передняя панель

1. Область отображения.
2. Органы управления (кнопки и ручки).
3. Выход компенсации пробника: измерительный сигнал 5 В/1 кГц.
4. Вход внешнего запуска EXT.
5. Входной канал сигнала.
6. Кнопка Copy: сохранение осциллограммы одним нажатием в любом окне
интерфейса.
7. Порт USB Host: передача данных между осциллографом в роли ведущего и
внешним USB-устройством; например, сохранение осциллограммы на
USB-накопитель.
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8. Power on/off 
Backlight of this button:  
Red light: The oscilloscope is turned off (connects with AC Power or battery); 
Green light: The oscilloscope is turned on (powered by AC Power or battery). 

Front Panel Menu Buttons  

Select the right menu item

Select the bottom menu item

Remove the left and right menu

 
Figure 3-2 Menu Buttons 

Rear Panel  
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Figure 3-3 Rear Panel 

1. Handle 
2. Air vents 
3. Input terminals of multimeter (optional) 
4. AC power input jack 
5. Fuse 
6. Foot stool: Adjust the tilt angle of the oscilloscope. 
7. VGA port: To connect the oscilloscope with a monitor or a projector as VGA output 

(optional). 

3.Junior User Guidebook 

 6 

8. Power on/off 
Backlight of this button:  
Red light: The oscilloscope is turned off (connects with AC Power or battery); 
Green light: The oscilloscope is turned on (powered by AC Power or battery). 

Front Panel Menu Buttons  

Select the right menu item

Select the bottom menu item

Remove the left and right menu

 
Figure 3-2 Menu Buttons 

Rear Panel  

3

10 9 8 7

13

12

11

1 2

6

4
5

 
Figure 3-3 Rear Panel 

1. Handle 
2. Air vents 
3. Input terminals of multimeter (optional) 
4. AC power input jack 
5. Fuse 
6. Foot stool: Adjust the tilt angle of the oscilloscope. 
7. VGA port: To connect the oscilloscope with a monitor or a projector as VGA output 

(optional). 

3.Junior User Guidebook 

 6 

8. Power on/off 
Backlight of this button:  
Red light: The oscilloscope is turned off (connects with AC Power or battery); 
Green light: The oscilloscope is turned on (powered by AC Power or battery). 

Front Panel Menu Buttons  

Select the right menu item

Select the bottom menu item

Remove the left and right menu

 
Figure 3-2 Menu Buttons 

Rear Panel  

3

10 9 8 7

13

12

11

1 2

6

4
5

 
Figure 3-3 Rear Panel 

1. Handle 
2. Air vents 
3. Input terminals of multimeter (optional) 
4. AC power input jack 
5. Fuse 
6. Foot stool: Adjust the tilt angle of the oscilloscope. 
7. VGA port: To connect the oscilloscope with a monitor or a projector as VGA output 

(optional). 

3.Junior User Guidebook 

 6 

8. Power on/off 
Backlight of this button:  
Red light: The oscilloscope is turned off (connects with AC Power or battery); 
Green light: The oscilloscope is turned on (powered by AC Power or battery). 

Front Panel Menu Buttons  

Select the right menu item

Select the bottom menu item

Remove the left and right menu

 
Figure 3-2 Menu Buttons 

Rear Panel  

3

10 9 8 7

13

12

11

1 2

6

4
5

 
Figure 3-3 Rear Panel 

1. Handle 
2. Air vents 
3. Input terminals of multimeter (optional) 
4. AC power input jack 
5. Fuse 
6. Foot stool: Adjust the tilt angle of the oscilloscope. 
7. VGA port: To connect the oscilloscope with a monitor or a projector as VGA output 

(optional). 

3.Junior User Guidebook 

 6 

8. Power on/off 
Backlight of this button:  
Red light: The oscilloscope is turned off (connects with AC Power or battery); 
Green light: The oscilloscope is turned on (powered by AC Power or battery). 

Front Panel Menu Buttons  

Select the right menu item

Select the bottom menu item

Remove the left and right menu

 
Figure 3-2 Menu Buttons 

Rear Panel  

3

10 9 8 7

13

12

11

1 2

6

4
5

 
Figure 3-3 Rear Panel 

1. Handle 
2. Air vents 
3. Input terminals of multimeter (optional) 
4. AC power input jack 
5. Fuse 
6. Foot stool: Adjust the tilt angle of the oscilloscope. 
7. VGA port: To connect the oscilloscope with a monitor or a projector as VGA output 

(optional). 

3.Junior User Guidebook 

 6 

8. Power on/off 
Backlight of this button:  
Red light: The oscilloscope is turned off (connects with AC Power or battery); 
Green light: The oscilloscope is turned on (powered by AC Power or battery). 

Front Panel Menu Buttons  

Select the right menu item

Select the bottom menu item

Remove the left and right menu

 
Figure 3-2 Menu Buttons 

Rear Panel  

3

10 9 8 7

13

12

11

1 2

6

4
5

 
Figure 3-3 Rear Panel 

1. Handle 
2. Air vents 
3. Input terminals of multimeter (optional) 
4. AC power input jack 
5. Fuse 
6. Foot stool: Adjust the tilt angle of the oscilloscope. 
7. VGA port: To connect the oscilloscope with a monitor or a projector as VGA output 

(optional). 

3.Junior User Guidebook 

 6 

8. Power on/off 
Backlight of this button:  
Red light: The oscilloscope is turned off (connects with AC Power or battery); 
Green light: The oscilloscope is turned on (powered by AC Power or battery). 

Front Panel Menu Buttons  

Select the right menu item

Select the bottom menu item

Remove the left and right menu

 
Figure 3-2 Menu Buttons 

Rear Panel  

3

10 9 8 7

13

12

11

1 2

6

4
5

 
Figure 3-3 Rear Panel 

1. Handle 
2. Air vents 
3. Input terminals of multimeter (optional) 
4. AC power input jack 
5. Fuse 
6. Foot stool: Adjust the tilt angle of the oscilloscope. 
7. VGA port: To connect the oscilloscope with a monitor or a projector as VGA output 

(optional). 

3.Junior User Guidebook 

 6 

8. Power on/off 
Backlight of this button:  
Red light: The oscilloscope is turned off (connects with AC Power or battery); 
Green light: The oscilloscope is turned on (powered by AC Power or battery). 

Front Panel Menu Buttons  

Select the right menu item

Select the bottom menu item

Remove the left and right menu

 
Figure 3-2 Menu Buttons 

Rear Panel  

3

10 9 8 7

13

12

11

1 2

6

4
5

 
Figure 3-3 Rear Panel 

1. Handle 
2. Air vents 
3. Input terminals of multimeter (optional) 
4. AC power input jack 
5. Fuse 
6. Foot stool: Adjust the tilt angle of the oscilloscope. 
7. VGA port: To connect the oscilloscope with a monitor or a projector as VGA output 

(optional). 

3.Junior User Guidebook 

 6 

8. Power on/off 
Backlight of this button:  
Red light: The oscilloscope is turned off (connects with AC Power or battery); 
Green light: The oscilloscope is turned on (powered by AC Power or battery). 

Front Panel Menu Buttons  

Select the right menu item

Select the bottom menu item

Remove the left and right menu

 
Figure 3-2 Menu Buttons 

Rear Panel  

3

10 9 8 7

13

12

11

1 2

6

4
5

 
Figure 3-3 Rear Panel 

1. Handle 
2. Air vents 
3. Input terminals of multimeter (optional) 
4. AC power input jack 
5. Fuse 
6. Foot stool: Adjust the tilt angle of the oscilloscope. 
7. VGA port: To connect the oscilloscope with a monitor or a projector as VGA output 

(optional). 

3.Junior User Guidebook 

 6 

8. Power on/off 
Backlight of this button:  
Red light: The oscilloscope is turned off (connects with AC Power or battery); 
Green light: The oscilloscope is turned on (powered by AC Power or battery). 

Front Panel Menu Buttons  

Select the right menu item

Select the bottom menu item

Remove the left and right menu

 
Figure 3-2 Menu Buttons 

Rear Panel  

3

10 9 8 7

13

12

11

1 2

6

4
5

 
Figure 3-3 Rear Panel 

1. Handle 
2. Air vents 
3. Input terminals of multimeter (optional) 
4. AC power input jack 
5. Fuse 
6. Foot stool: Adjust the tilt angle of the oscilloscope. 
7. VGA port: To connect the oscilloscope with a monitor or a projector as VGA output 

(optional). 

3.Junior User Guidebook 

 6 

8. Power on/off 
Backlight of this button:  
Red light: The oscilloscope is turned off (connects with AC Power or battery); 
Green light: The oscilloscope is turned on (powered by AC Power or battery). 

Front Panel Menu Buttons  

Select the right menu item

Select the bottom menu item

Remove the left and right menu

 
Figure 3-2 Menu Buttons 

Rear Panel  

3

10 9 8 7

13

12

11

1 2

6

4
5

 
Figure 3-3 Rear Panel 

1. Handle 
2. Air vents 
3. Input terminals of multimeter (optional) 
4. AC power input jack 
5. Fuse 
6. Foot stool: Adjust the tilt angle of the oscilloscope. 
7. VGA port: To connect the oscilloscope with a monitor or a projector as VGA output 

(optional). 

3.Junior User Guidebook 

 6 

8. Power on/off 
Backlight of this button:  
Red light: The oscilloscope is turned off (connects with AC Power or battery); 
Green light: The oscilloscope is turned on (powered by AC Power or battery). 

Front Panel Menu Buttons  

Select the right menu item

Select the bottom menu item

Remove the left and right menu

 
Figure 3-2 Menu Buttons 

Rear Panel  

3

10 9 8 7

13

12

11

1 2

6

4
5

 
Figure 3-3 Rear Panel 

1. Handle 
2. Air vents 
3. Input terminals of multimeter (optional) 
4. AC power input jack 
5. Fuse 
6. Foot stool: Adjust the tilt angle of the oscilloscope. 
7. VGA port: To connect the oscilloscope with a monitor or a projector as VGA output 

(optional). 

3.Junior User Guidebook 

 6 

8. Power on/off 
Backlight of this button:  
Red light: The oscilloscope is turned off (connects with AC Power or battery); 
Green light: The oscilloscope is turned on (powered by AC Power or battery). 

Front Panel Menu Buttons  

Select the right menu item

Select the bottom menu item

Remove the left and right menu

 
Figure 3-2 Menu Buttons 

Rear Panel  

3

10 9 8 7

13

12

11

1 2

6

4
5

 
Figure 3-3 Rear Panel 

1. Handle 
2. Air vents 
3. Input terminals of multimeter (optional) 
4. AC power input jack 
5. Fuse 
6. Foot stool: Adjust the tilt angle of the oscilloscope. 
7. VGA port: To connect the oscilloscope with a monitor or a projector as VGA output 

(optional). 

3. Руководство для начинающего пользователя

8. Включение/выключение.
Подсветка кнопки: красная - осциллограф выключен, но подключён к сети или
аккумулятору; зелёная - осциллограф включён и питается от сети или аккумулятора.

Кнопки меню передней панели

Выбор пункта правого меню

Выбор пункта нижнего меню

Закрытие левого и правого меню

Рисунок 3-2. Кнопки меню

Задняя панель

Рисунок 3-3. Задняя панель

1. Ручка для переноски.
2. Вентиляционные отверстия.
3. Входные гнёзда мультиметра (опция).
4. Гнездо сетевого питания.
5. Предохранитель.
6. Опорная ножка: изменение наклона осциллографа.
7. Порт VGA: выход для подключения монитора или проектора (опция).
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8. LAN port: the network port which can be used to connect with PC.  
9. USB Device port: It is used to transfer data when external USB equipment connects 

to the oscilloscope regarded as "slave device". For example: to use this port when 
connect PC to the oscilloscope by USB.  

10. Lock Hole: You can lock the oscilloscope to a fixed location using the security lock 
(please buy it yourself) to secure the oscilloscope. 

11. AV Port: AV signal output port (optional). 
12. Trig Out(P/F) port: Trigger signal output or Pass/Fail output, also can be used as the 

port of CH2 Output of optional dual-channel waveform generator. The output type can 
be set on the menu (Utility menu→Output→Output). 

13. Out 1 port: Output (single-channel) or CH1 Output (dual-channel) of optional 
waveform generator. 

 

Control Area  
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Figure 3-4 Control Area Overview 

1. Function button area: Total 11 buttons 
2. Waveform generator controls (optional) 

or 
DAQ: Multimeter Recorder (see "Multimeter Recorder" on P108) 
P/F: Pass/Fail (see "Pass/Fail" on P79) 
W.REC: Waveform Record (see "How to Record/Playback Waveforms" on P70) 

3. Trigger control area with 2 buttons and 1 knob. 
The Trigger Level knob is to adjust trigger voltage. Other 2 buttons refer to trigger 
system setting.  

4. Horizontal control area with 1 button and 2 knobs. 
"HOR" button refer to horizontal system setting menu, "Horizontal Position" knob 
control trigger position, "Horizontal Scale" control time base. 
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system setting.  

4. Horizontal control area with 1 button and 2 knobs. 
"HOR" button refer to horizontal system setting menu, "Horizontal Position" knob 
control trigger position, "Horizontal Scale" control time base. 

3. Руководство для начинающего пользователя

8. Порт LAN: сетевое подключение к ПК.
9. Порт USB Device: передача данных, когда осциллограф работает как ведомое
USB-устройство; например, подключение осциллографа к ПК по USB.
10. Отверстие замка: фиксация осциллографа в выбранном месте защитным замком
(приобретается отдельно).
11. Порт AV: выход AV-сигнала (опция).
12. Порт Trig Out (P/F): выход запуска или результата допуска Pass/Fail; также выход
CH2 дополнительного двухканального генератора. Тип выхода выбирается в Utility
→ Output → Output.
13. Порт Out 1: выход одноканального или CH1 двухканального генератора (опция).

Органы управления

Рисунок 3-4. Органы управления

1. Функциональные кнопки: всего 11.
2. Органы управления генератором (опция) или:
DAQ: регистратор мультиметра (см. «Регистратор мультиметра», стр. 108).
P/F: проверка допуска (см. «Pass/Fail», стр. 79).
W.REC: запись осциллограмм (см. «Запись и воспроизведение осциллограмм», стр.
70).

3. Органы запуска: 2 кнопки и 1 ручка. Ручка Trigger Level регулирует напряжение
запуска. Две кнопки служат для настройки запуска.

4. Горизонтальное отклонение: 1 кнопка и 2 ручки. HOR открывает меню
горизонтального отклонения; Horizontal Position задаёт положение запуска,
Horizontal Scale - развёртку по времени.
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5. Vertical control area with 3 buttons and 4 knobs. 
"CH1" and "CH2 " correspond to setting menu in CH1 and CH2. "Math" button 
provides access to math waveform functions (+, -, ×, /, FFT, user function, digital 
filter). Two "Vertical Position" knob control the vertical position of CH1/CH2, and 
two "Scale" knob control voltage scale of CH1, CH2. 

6. Default: Call out the factory settings.  
7. Print: Print an image of what appears on the instrument screen. 
8. Turn on/off the Counter, or turn on/off Decode (optional) function. 
9. DMM (optional Multimeter) or Snapshot (Shortcut button for measurement snapshot) 
10. Direction key: Move the cursor of the focused parameter. 

11. M knob (Multipurpose knob): when a  symbol appears on the menu, it indicates 
you can turn the M knob to select the menu or set the value. You can push it to close 
the menu on the left and right. 
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Figure 3-5 Illustrative Drawing of Display Interfaces 

1. Waveform Display Area.  
2. Run/Stop (touchable on touchscreen) (see "How to Use Executive Buttons" on P92) 
3. The state of trigger, including:  

Auto: Automatic mode and acquire waveform without triggering.  
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Figure 3-5 Illustrative Drawing of Display Interfaces 

1. Waveform Display Area.  
2. Run/Stop (touchable on touchscreen) (see "How to Use Executive Buttons" on P92) 
3. The state of trigger, including:  

Auto: Automatic mode and acquire waveform without triggering.  

3. Руководство для начинающего пользователя

5. Вертикальное отклонение: 3 кнопки и 4 ручки. CH1 и CH2 открывают меню
каналов. Math открывает математические функции (+, -, ×, /, БПФ, пользовательская
функция, цифровой фильтр). Две ручки Vertical Position задают вертикальное
положение CH1/CH2, две ручки Scale - масштаб напряжения CH1/CH2.

6. Default: восстановление заводских настроек.
7. Print: печать изображения экрана.
8. Включение/выключение частотомера или декодирования (опция).
9. DMM (мультиметр, опция) или Snapshot (быстрый снимок измерений).
10. Клавиши направления: перемещение курсора выбранного параметра.

11. Ручка M (многофункциональная): появление символа  в меню означает, что
поворотом M можно выбрать пункт или задать значение. Нажатие закрывает левое и
правое меню.

Пользовательский интерфейс

Рисунок 3-5. Элементы интерфейса

1. Область осциллограмм.
2. Run/Stop (доступно на сенсорном экране; см. «Кнопки прямого действия», стр. 92).
3. Состояние запуска:

Auto: автоматический режим; сбор осциллограмм без запуска.
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Trig: Trigger detected and acquire waveform.  
Ready: Pre-triggered data captured and ready for a trigger.  
Scan: Capture and display the waveform continuously.  

Stop: Data acquisition stopped.  
4. Click to show/hide the touchable menu pane (only for touchscreen). (see "Operate the 

Menu through Touchscreen" on P17) 
5. Turn on/off the magnifier function (Only for XDS3102AP/XDS3202A with touchscreen) 
6. The two blue dotted lines indicates the vertical position of cursor measurement.  
7. The T pointer indicates the horizontal position for the trigger.  
8. The pointer indicates the trigger position in the record length.  
9. It shows present triggering value and displays the site of present window in internal 

memory. 
10. Touchable icon is to enable (  ) or disable (  ) the touchscreen controls (only 

for touchscreen).  
11. It shows setting time (see "Config" on P78).  
12. Wi-Fi is activated (see "Communication with Android Device via Wi-Fi (Optional)" 

on P119).  
13. It indicates that there is a USB disk connecting with the oscilloscope.  
14. Indicating battery power status (see "Display" on P78).  
15. Multimeter window.  
16. The pointer shows the trigger level position.  
17. The waveform of CH1.  
18. The two blue dotted lines indicate the horizontal position of cursor measurement.  
19. The waveform of CH2.  
20. It indicates the measured type and value of the corresponding channel. "T" means 

period, "F" means frequency, "V" means the average value, "Vp" the peak-peak value, 
"Vr" the root-mean-square value, "Ma" the maximum amplitude value, "Mi" the 
minimum amplitude value, "Vt" the Voltage value of the waveform's flat top value, 
"Vb" the Voltage value of the waveform's flat base, "Va" the amplitude value, "Os" 
the overshoot value, "Ps" the Preshoot value, "RT" the rise time value, "FT" the fall 
time value, "PW" the +width value, "NW" the -Width value, "+D" the +Duty value, 
"-D" the -Duty value, "PD" the Delay A->B  value, "ND" the Delay A->B  value, 
"TR" the Cycle RMS, "CR" the Cursor RMS, "WP" the Screen Duty, "RP" the Phase, 
"+PC" the +Pulse count, "-PC" the - Pulse count, "+E" the Rise edge count, "-E" the 
Fall edge count, "AR" the Area, "CA" the Cycle area. 

21. The icon shows the selected trigger type, e.g.  represents triggering on the rising 
edge for an Edge trigger. The reading shows the trigger level value of the 
corresponding channel. 

22. Channel identifier of current bottom menu.  
23. The readings show the record length.  
24. The frequency of the trigger signal.  
25. The readings show current sample rate.  

3. Руководство для начинающего пользователя

Trig: обнаружен запуск, выполняется сбор осциллограммы.
Ready: предыстория собрана, прибор готов к запуску.
Scan: непрерывный захват и отображение осциллограммы.

Stop: сбор данных остановлен.
4. Нажмите, чтобы показать/скрыть сенсорную панель меню (только сенсорный
экран; см. «Работа с меню на сенсорном экране», стр. 17).
5. Включение/выключение лупы (только XDS3102AP/XDS3202A с сенсорным экраном).

6. Две синие пунктирные линии — положение курсоров по вертикали.
7. Указатель T показывает горизонтальное положение запуска.
8. Указатель показывает положение запуска в записи.
9. Текущее значение запуска и положение окна во внутренней памяти.

10. Значки включения ( ) и отключения ( ) сенсорного управления (только
сенсорный экран).
11. Время (см. «Config», стр. 78).
12. Wi-Fi включён (см. «Связь с Android-устройством по Wi-Fi (опция)», стр. 119).

13. К осциллографу подключён USB-накопитель.
14. Состояние аккумулятора (см. «Display», стр. 78).
15. Окно мультиметра.

16. Указатель уровня запуска.
17. Осциллограмма CH1.
18. Две синие пунктирные линии — положение курсоров по горизонтали.
19. Осциллограмма CH2.
20. Тип и результат измерения соответствующего канала: T - период; F - частота; V -
среднее; Vp - размах; Vr - среднеквадратическое значение; Ma - максимум; Mi -
минимум; Vt - напряжение плоской вершины; Vb - напряжение плоского основания;
Va - амплитуда; Os - выброс; Ps - предвыброс; RT - время нарастания; FT - время
спада; PW - длительность положительного импульса; NW - длительность
отрицательного; +D и -D - коэффициенты заполнения положительных и
отрицательных импульсов; PD - задержка A→B ; ND - задержка A→B ; TR -
ср.кв. за период; CR - ср.кв. между курсорами; WP - заполнение в пределах экрана;
RP - фаза; +PC/-PC - число положительных/отрицательных импульсов; +E/-E - число
нарастающих/спадающих фронтов; AR - площадь; CA - площадь за период.

21. Значок типа запуска:  означает запуск по нарастающему фронту. Число -
уровень запуска канала.

22. Идентификатор канала текущего нижнего меню.
23. Длина записи.
24. Частота сигнала запуска.
25. Текущая частота дискретизации.
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26. The readings indicate the corresponding Voltage Division and the Zero Point positions 
of the channels. "BW" indicates bandwidth limit.  
The icon shows the coupling mode of the channel.  

"—" indicates direct current coupling  

"～" indicates AC coupling 
" " indicates GND coupling 

27. The reading shows the setting of main time base.  
28. It is cursor measure window, showing the absolute values and the readings of the 

cursors. 
29. The blue pointer shows the grounding datum point (zero point position) of the 

waveform of the CH2 channel. If the pointer is not displayed, it means that this 
channel is not opened. 

30. The yellow pointer indicates the grounding datum point (zero point position) of the 
waveform of the CH1 channel. If the pointer is not displayed, it means that the 
channel is not opened. 

How to Implement the General Inspection  

After you get a new oscilloscope, it is recommended that you should make a check on the 
instrument according to the following steps:  

1. Check whether there is any damage caused by transportation.  

If it is found that the packaging carton or the foamed plastic protection cushion has 
suffered serious damage, do not throw it away first till the complete device and its 
accessories succeed in the electrical and mechanical property tests.  

2. Check the Accessories  

The supplied accessories have been already described in the "Appendix A: Enclosure" 
of this Manual. You can check whether there is any loss of accessories with reference 
to this description. If it is found that there is any accessory lost or damaged, please get 
in touch with the distributor of OWON responsible for this service or the OWON's 
local offices.  

3. Check the Complete Instrument  

If it is found that there is damage to the appearance of the instrument, or the 
instrument can not work normally, or fails in the performance test, please get in touch 
with the OWON's distributor responsible for this business or the OWON's local 
offices. If there is damage to the instrument caused by the transportation, please keep 
the package. With the transportation department or the OWON's distributor 
responsible for this business informed about it, a repairing or replacement of the 
instrument will be arranged by the OWON.  

3. Руководство для начинающего пользователя

26. Масштаб напряжения и нулевая отметка каналов. BW означает ограничение
полосы. Значок показывает входную связь канала.

«—» - открытый вход DC.

«~» - закрытый вход AC.
« » - заземлённый вход GND.

27. Основная развёртка по времени.
28. Окно курсорных измерений: абсолютные значения и показания курсоров.

29. Синий указатель - уровень земли (нулевая отметка) осциллограммы CH2. Если
указателя нет, канал выключен.

30. Жёлтый указатель - уровень земли (нулевая отметка) осциллограммы CH1. Если
указателя нет, канал выключен.

Общая проверка

После получения нового осциллографа рекомендуется проверить его следующим
образом:

1. Проверьте отсутствие транспортных повреждений.

При серьёзном повреждении коробки или пенопластовых защитных вкладышей
сохраните их до успешного завершения электрических и механических проверок
прибора и принадлежностей.

2. Проверьте принадлежности.

Комплект описан в «Приложении A. Комплект поставки». Сверьте
принадлежности с этим перечнем. При недостаче или повреждении обратитесь к
обслуживающему дистрибьютору OWON либо в местное представительство
OWON.

3. Проверьте прибор.

При внешнем повреждении, неправильной работе или несоответствии
результатам проверки характеристик обратитесь к обслуживающему
дистрибьютору или в местное представительство OWON. При транспортном
повреждении сохраните упаковку и уведомите перевозчика или дистрибьютора;
OWON организует ремонт или замену.
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How to Implement the Function Inspection  

Make a fast function check to verify the normal operation of the instrument, according to 
the following steps:  

1. Connect the power cord to a power source. Long press the  button on the 
bottom left of the instrument. 

The instrument carries out all self-check items and shows the Boot Logo. Push the 
Utility button, select Function in the bottom menu. Select Adjust in the left menu, 
select Default in the bottom menu. The default attenuation coefficient set value of the 
probe in the menu is 10X. 

2. Set the Switch in the Oscilloscope Probe as 10X and Connect the Oscilloscope 
with CH1 Channel.  

Align the slot in the probe with the plug in the CH1 connector BNC, and then tighten 
the probe with rotating it to the right side.  

Connect the probe tip and the ground clamp to the connector of the probe 
compensator. 

3. Push the Autoset Button on the front panel.  

The square wave of 1 KHz frequency and 5V peak-peak value will be displayed in 
several seconds (see Figure 3-6).  

 
Figure 3-6 Auto set  

Check CH2 by repeating Step 2 and Step 3. 

3. Руководство для начинающего пользователя

Проверка работоспособности

Для быстрой проверки нормальной работы выполните следующие действия:

1. Подключите сетевой шнур к источнику питания. Нажмите и удерживайте
кнопку  внизу слева на приборе.

Прибор выполнит самопроверку и отобразит логотип. Нажмите Utility; в нижнем
меню выберите Function, в левом - Adjust, затем в нижнем - Default. По
умолчанию ослабление пробника в меню равно 10X.

2. Установите переключатель пробника в 10X и подключите пробник к CH1.

Совместите паз пробника с выступом разъёма BNC канала CH1 и поверните
вправо для фиксации.

Подключите наконечник и зажим земли к выходу компенсации пробника.

3. Нажмите Autoset на передней панели.

Через несколько секунд появится прямоугольный сигнал частотой 1 кГц и
размахом 5 В (рисунок 3-6).

Рисунок 3-6. Автонастройка

Повторите шаги 2 и 3 для проверки CH2.
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How to Implement the Probe Compensation  

When connect the probe with any input channel for the first time, make this adjustment to 
match the probe with the input channel. The probe which is not compensated or presents a 
compensation deviation will result in the measuring error or mistake. For adjusting the 
probe compensation, please carry out the following steps:  

1. Set the attenuation coefficient of the probe in the menu as 10X and that of the switch 
in the probe as 10X (see "How to Set the Probe Attenuation Coefficient" on P12), and 
connect the probe with the CH1 channel. If a probe hook tip is used, ensure that it 
keeps in close touch with the probe. Connect the probe tip with the signal connector 
of the probe compensator and connect the reference wire clamp with the ground wire 
connector of the probe connector, and then push the Autoset button on the front 
panel.  

2. Check the displayed waveforms and regulate the probe till a correct compensation is 
achieved (see Figure 3-7 and Figure 3-8).  

 
Overcompensated  Compensated correctly  Under compensated 

Figure 3-7 Displayed Waveforms of the Probe Compensation  

3. Repeat the steps mentioned if needed.  

 
Figure 3-8 Adjust Probe  

How to Set the Probe Attenuation Coefficient  

The probe has several attenuation coefficients, which will influence the vertical scale 
factor of the oscilloscope.  

To change or check the probe attenuation coefficient in the menu of oscilloscope: 

(1) Push the function menu button of the used channels (CH1 or CH2 button).  

(2) Select Probe in the bottom menu; select Attenu in the right menu, turn the M knob to 

3. Руководство для начинающего пользователя

Компенсация пробника

При первом подключении пробника к любому входному каналу выполните
согласование с каналом. Нескомпенсированный или неправильно компенсированный
пробник вызывает погрешности и ошибки измерений. Для компенсации выполните
следующее:

1. Установите ослабление пробника в меню и переключателем в 10X (см.
«Коэффициент ослабления пробника», стр. 12); подключите пробник к CH1. При
использовании крючка обеспечьте надёжный контакт с пробником. Подключите
наконечник к сигнальному выходу компенсатора, зажим опорного провода - к его
земле. Нажмите Autoset на передней панели.

2. Проверьте осциллограмму и отрегулируйте пробник до правильной компенсации
(рисунки 3-7 и 3-8).

Избыточная Правильная Недостаточная
Рисунок 3-7. Осциллограммы при компенсации пробника

3. При необходимости повторите действия.

Рисунок 3-8. Регулировка пробника

Коэффициент ослабления пробника

Пробник имеет несколько коэффициентов ослабления, влияющих на вертикальный
масштаб осциллографа.

Для изменения или проверки ослабления в меню осциллографа:

(1) Нажмите кнопку меню используемого канала (CH1 или CH2).

(2) Выберите Probe в нижнем меню, Attenu - в правом; ручкой M
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select the proper value corresponding to the probe.  

This setting will be valid all the time before it is changed again.  

 
Caution:  

The default attenuation coefficient of the probe on the instrument is preset to 
10X.  
Make sure that the set value of the attenuation switch in the probe is the 
same as the menu selection of the probe attenuation coefficient in the 
oscilloscope.  

The set values of the probe switch are 1X and 10X (see Figure 3-9).  

 
Figure 3-9 Attenuation Switch  

 
Caution:  

When the attenuation switch is set to 1X, the probe will limit the bandwidth 
of the oscilloscope in 5MHz. To use the full bandwidth of the oscilloscope, 
the switch must be set to 10X.  

Identify the Probe Attenuation Coefficient Automatically  

The oscilloscope can identify the probe attenuation coefficient of the 100:1 (impedance 
5K±20%) or 10:1 (impedance 10K±20%) probe with the identifying pin. When you 
attach the probe, the oscilloscope set the attenuation automatically on the oscilloscope 
vertical menu for the channel to match the probe. 

For example, if you attach a 10:1 probe with the identifying pin, the screen will prompt 
"The probe attenuation factor is X10", and set the attenuation to 10X automatically on the 
oscilloscope vertical menu for the channel. 

How to Use the Probe Safely  

The safety guard ring around the probe body protects your finger against any electric 
shock, shown as Figure 3-10.  

 

3. Руководство для начинающего пользователя

выберите значение, соответствующее пробнику.

Настройка действует до следующего изменения.

Внимание:

По умолчанию ослабление пробника в приборе равно 10X. Убедитесь,
что положение переключателя пробника совпадает со значением
ослабления в меню осциллографа.

Переключатель пробника имеет положения 1X и 10X (рисунок 3-9).

Рисунок 3-9. Переключатель ослабления

Внимание:

В положении 1X пробник ограничивает полосу осциллографа до 5 МГц.
Для использования полной полосы установите переключатель в 10X.

Автоматическое определение ослабления пробника

Осциллограф распознаёт пробники с идентификационным контактом: 100:1
(импеданс 5 кОм ±20%) и 10:1 (10 кОм ±20%). После подключения ослабление в
меню вертикального отклонения канала автоматически устанавливается в
соответствии с пробником.

Например, после подключения пробника 10:1 с идентификационным контактом
появляется сообщение «The probe attenuation factor is X10», а ослабление в меню
канала автоматически устанавливается в 10X.

Безопасное использование пробника

Защитное кольцо на корпусе пробника предохраняет пальцы от поражения током
(рисунок 3-10).
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Figure 3-10 Finger Guard  

 Warning: 
To avoid electric shock, always keep your finger behind the safety guard 
ring of the probe during the operation. 
To protect you from suffering from the electric shock, do not touch any 
metal part of the probe tip when it is connected to the power supply. 
Before making any measurements, always connect the probe to the 
instrument and connect the ground terminal to the earth. 

How to Implement Self-calibration  

The self-calibration application can make the oscilloscope reach the optimum condition 
rapidly to obtain the most accurate measurement value. You can carry out this application 
program at any time. This program must be executed whenever the change of ambient 
temperature is 5℃ or over. 

Before performing a self-calibration, disconnect all probes or wires from the input 
connector. Push the Utility button, select Function in the bottom menu, select Adjust. in 
the left menu, select Self Cal in the bottom menu; run the program after everything is 
ready.  

Introduction to the Vertical System  

As shown in Figure 3-11, there are a few of buttons and knobs in Vertical Controls. The 
following practices will gradually direct you to be familiar with the using of the vertical 
setting.  

 
Figure 3-11 Vertical Control Zone  

1. Use the Vertical Position knob to show the signal in the center of the waveform 
window. The Vertical Position knob functions the regulating of the vertical display 
position of the signal. Thus, when the Vertical Position knob is rotated, the pointer 

3. Руководство для начинающего пользователя

Рисунок 3-10. Защитное кольцо

Предупреждение:
Во избежание поражения током при работе держите пальцы за
защитным кольцом пробника.

Не касайтесь металлических частей наконечника пробника,
подключённого к источнику питания.

Перед измерениями сначала подключите пробник к прибору и соедините
заземляющий вывод с землёй.

Самокалибровка

Самокалибровка быстро приводит осциллограф в оптимальное состояние для
наиболее точных измерений. Её можно выполнять в любое время; при изменении
температуры окружающей среды на 5 °C и более она обязательна.

Перед самокалибровкой отсоедините все пробники и провода от входных разъёмов.
Нажмите Utility; выберите Function в нижнем меню, Adjust. - в левом и Self Cal - в
нижнем. После подготовки запустите программу.

Система вертикального отклонения

Ручки и кнопки вертикального отклонения показаны на рисунке 3-11. Следующие
упражнения помогут освоить вертикальные настройки.

Рисунок 3-11. Вертикальное отклонение

1. Ручкой Vertical Position установите сигнал в центре окна осциллограммы. Эта
ручка регулирует вертикальное положение сигнала. При её вращении указатель
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of the earth datum point of the channel is directed to move up and down following 
the waveform. 

Measuring Skill  

If the channel is under the DC coupling mode, you can rapidly measure the DC 
component of the signal through the observation of the difference between the wave 
form and the signal ground.  

If the channel is under the AC mode, the DC component would be filtered out. This 
mode helps you display the AC component of the signal with a higher sensitivity.  

Vertical offset back to 0 shortcut key 

Turn the Vertical Position knob to change the vertical display position of channel 
and push the position knob to set the vertical display position back to 0 as a shortcut 
key, this is especially helpful when the trace position is far out of the screen and want 
it to get back to the screen center immediately. 

2. Change the Vertical Setting and Observe the Consequent State Information Change.  

With the information displayed in the status bar at the bottom of the waveform 
window, you can determine any changes in the channel vertical scale factor.  

 Turn the Vertical Scale knob and change the "Vertical Scale Factor (Voltage 
Division)", it can be found that the scale factor of the channel corresponding to 
the status bar has been changed accordingly.  

 Push buttons of CH1, CH2 and Math, the operation menu, symbols, waveforms 
and scale factor status information of the corresponding channel will be displayed 
in the screen.  

Introduction to the Horizontal System  

Shown as Figure 3-12, there are a button and two knobs in the Horizontal Controls. The 
following practices will gradually direct you to be familiar with the setting of horizontal 
time base.  

 

3. Руководство для начинающего пользователя

уровня земли канала перемещается вверх и вниз вместе с осциллограммой.

Совет по измерению

При открытом входе DC постоянную составляющую можно быстро оценить по
разнице между осциллограммой и уровнем земли.

В режиме AC постоянная составляющая отсекается, позволяя отображать
переменную составляющую с большей чувствительностью.

Быстрый возврат вертикального смещения к 0

Поверните Vertical Position для изменения вертикального положения канала;
нажмите ручку для возврата к 0. Это особенно удобно, если кривая ушла далеко
за экран и требуется сразу вернуть её в центр.

2. Измените вертикальные настройки и наблюдайте изменение состояния.

По строке состояния внизу окна осциллограммы можно определить изменение
вертикального масштаба канала.

● Поверните Vertical Scale для изменения масштаба напряжения (В/дел).
Масштаб канала в строке состояния изменится соответственно.

● Нажмите CH1, CH2 или Math. На экране появятся меню, символы,
осциллограммы и информация масштаба соответствующего канала.

Система горизонтального отклонения

Кнопка и две ручки горизонтального отклонения показаны на рисунке 3-12.
Следующие упражнения помогут освоить настройку развёртки.
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Figure 3-12 Horizontal Control Zone  

1. Turn the Horizontal Scale knob to change the horizontal time base setting and 
observe the consequent status information change. Turn the Horizontal Scale knob to 
change the horizontal time base, and it can be found that the Horizontal Time Base 
display in the status bar changes accordingly.  

2. Use the Horizontal Position knob to adjust the horizontal position of the signal in the 
waveform window. The Horizontal Position knob is used to control the triggering 
displacement of the signal or for other special applications. If it is applied to 
triggering the displacement, it can be observed that the waveform moves horizontally 
with the knob when you rotate the Horizontal Position knob.  

Triggering displacement back to 0 shortcut key 

Turn the Horizontal Position knob to change the horizontal position of channel and 
push the Horizontal Position knob to set the triggering displacement back to 0 as a 
shortcut key. 

3. Push the Horizontal HOR button to switch between the normal mode and the wave 
zoom mode. 

Introduction to the Trigger System  

As shown in Figure 3-13, there are one knob and three buttons make up Trigger Controls. 
The following practices will direct you to be familiar with the setting of the trigger system 
gradually.  

 
Figure 3-13 Trigger Control Zone  

1. Push the Trigger Menu button and call out the trigger menu. With the operations of 
the menu selection buttons, the trigger setting can be changed.  

2. Use the Trigger Level knob to change the trigger level setting. 
By turning the Trigger Level knob, the trigger indicator in the screen will move up 
and down. With the movement of the trigger indicator, it can be observed that the 
trigger level value displayed in the screen changes accordingly. 
Note: Turning the Trigger Level knob can change trigger level value and it is also 
the hotkey to set trigger level as the vertical mid point values of the amplitude of the 
trigger signal.  

3. Push the Force button to force a trigger signal, which is mainly applied to the 

3. Руководство для начинающего пользователя

Рисунок 3-12. Горизонтальное отклонение

1. Поверните Horizontal Scale для изменения горизонтальной развёртки и наблюдайте
изменение информации состояния. При вращении ручки изменяется развёртка и
соответствующее значение в строке состояния.

2. Ручкой Horizontal Position регулируйте горизонтальное положение сигнала в окне
осциллограммы. Ручка управляет смещением запуска и используется для других
специальных действий. При регулировке смещения запуска осциллограмма
перемещается горизонтально вместе с вращением ручки.

Быстрый возврат смещения запуска к 0

Поверните Horizontal Position для изменения горизонтального положения канала;
нажмите ручку для возврата смещения запуска к 0.

3. Нажмите HOR для переключения обычного режима и увеличения осциллограммы.

Система запуска

На рисунке 3-13 показаны ручка и три кнопки управления запуском. Следующие
упражнения помогут освоить настройки запуска.

Рисунок 3-13. Органы запуска

1. Нажмите Trigger Menu для вызова меню запуска. Изменяйте настройки кнопками
выбора пунктов меню.

2. Ручкой Trigger Level изменяйте уровень запуска. Указатель запуска на экране
перемещается вверх и вниз; отображаемый уровень меняется соответственно.
Примечание: поворот ручки изменяет уровень, а её быстрое действие устанавливает
уровень в середину амплитуды сигнала запуска.

3. Нажмите Force для принудительного запуска, применяемого главным образом в
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"Normal" and "Single" trigger modes.  

Touchscreen Controls (Touchscreen is optional) 

If the LCD is touchscreen, you can control the oscilloscope by different gestures.  
The touchable icon at the top right of the screen is used to enable (  ) or disable (  ) 
the touchscreen controls.  
The instruction of touchscreen controls is as below. You can also use the buttons / knobs 
enclosed in brackets to do the same thing.  

Operate the Menu through Touchscreen  
 Select a menu item: Touch the menu items in the bottom menu, or in the right menu, 

or in the left menu.  

 Switch menu items: If there are options that can be switched in the menu, you can 
repeatedly touch the area of the menu item to switch, or push the corresponding 
button to switch. See figure below:  

Press repeatedly to 
switch the options  

 Scroll the list: If there is a scroll bar in the left menu or in the file system window, 
you can swipe up and down to scroll the list.  

 Touchable menu pane: Click the  icon on the left top of the display area, a menu 
pane will be shown. Clicking the menu item is same as pushing the corresponding 
button.  

 

3. Руководство для начинающего пользователя

режимах запуска Normal и Single.

Сенсорное управление (сенсорный экран - опция)

Если установлен сенсорный ЖК-экран, осциллографом можно управлять жестами.
Значок вверху справа включает ( ) или отключает ( ) сенсорное управление. Ниже
описаны действия; в скобках указаны кнопки и ручки для выполнения тех же
операций.

Работа с меню на сенсорном экране
● Выбор пункта: коснитесь нужного пункта нижнего, правого или левого меню.

● Переключение вариантов: если пункт допускает переключение, повторно касайтесь
его области или нажимайте соответствующую кнопку (см. рисунок ниже).

Повторное нажатие переключает варианты.
● Прокрутка списка: если в левом меню или окне файлов есть полоса прокрутки,
проводите вверх или вниз для прокрутки списка.

● Сенсорная панель меню: нажмите значок  вверху слева в области отображения.
Откроется панель меню; нажатие её пункта равнозначно нажатию соответствующей
кнопки.
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Gestures in Normal Mode  
 Select a channel (CH1 or CH2 button): Touch the pointer on the left side of 

corresponding channel to make it in selected state.  

 Set the vertical position of the selected channel (Vertical Position knob): Swipe up 
or down on the screen.  

Touch to select the channel

Selected Unselected

Control the vertical position 
of the selected channel

 
 

 Set the trigger level of the source in trigger menu (Trigger Level knob): Swipe up 
or down on the area nearby the trigger pointer on the right.  

Control the trigger level of 
the source in trigger menu

 

 Set the horizontal position (Horizontal Position knob): Swipe left or right on the 
display area.  

3. Руководство для начинающего пользователя

Жесты в обычном режиме
● Выбор канала (CH1 или CH2): коснитесь указателя соответствующего канала
слева, чтобы выбрать его.

● Вертикальное положение выбранного канала (Vertical Position): проведите по
экрану вверх или вниз.

Коснитесь для выбора канала

Выбран Не выбран

Вертикальное положение выбранного
канала

● Уровень запуска источника, выбранного в меню (Trigger Level): проведите вверх
или вниз рядом с указателем запуска справа.

Уровень запуска
выбранного источника

● Горизонтальное положение (Horizontal Position): проведите влево или вправо по
области отображения.
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Control the horizontal position

 

Double Zoom and Single Zoom 

In touchable menu pane, if DoubleZoom is selected, in the display area, pinch and spread 
horizontally to change the time base; pinch and spread vertically to change the voltage 
division of current channel.  

 

3. Руководство для начинающего пользователя

Горизонтальное положение

Масштабирование двумя и одним касанием

Если в сенсорной панели меню выбран DoubleZoom, сдвигайте и разводите пальцы
по горизонтали для изменения развёртки; по вертикали - для изменения масштаба
напряжения текущего канала.
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Pinch and spread vertically 
to change the voltage 

division of current channel

Pinch and spread 
horizontally to change 

the time base

 

In touchable menu pane, if SingleZoom is selected, click anywhere on the Display area to 
show the touching control panel.  

 

Click to increase 
the voltage 

division of CH1

Click to decrease 
the voltage 

division of CH1

Click to 
decrease 

the time base

Click to 
increase 

the time base

Click to increase 
the voltage 

division of CH2

Click to decrease 
the voltage 

division of CH2

 

 Set the voltage division (Vertical Scale knob): Click on the left upper area to increase 

3. Руководство для начинающего пользователя

Сближайте и разводите
пальцы по вертикали:
В/дел текущего канала.

Сближайте и разводите
пальцы по горизонтали:
развёртка.

Если в сенсорной панели меню выбран SingleZoom, нажмите в любом месте области
отображения для вызова сенсорной панели управления.

В/дел CH1 +

В/дел CH1 −

Время/дел −Время/дел +

В/дел CH2 +

В/дел CH2 −

● Масштаб напряжения (Vertical Scale): нажмите вверху слева, чтобы увеличить
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the voltage division of CH1; click on the left lower area to decrease the voltage division 
of CH1. Click on the right upper area to increase the voltage division of CH2; click on 
the right lower area to decrease the voltage division of CH2.  

 Set the horizontal time base (Horizontal Scale knob): Click on the left area to 
increase the voltage division; click on the right area to decrease the voltage division.  

Gestures in Wave Zoom Mode  
Push the Horizontal HOR button to enter into zoom mode. The top half of the display 
shows the Main window and the bottom half displays the Zoom window. The Zoom 
window is a magnified portion of the Main window. 

Control the vertical position 
of the selected channel

Main Window

Zoom Window

 

Control the trigger level of 
the source in trigger menu

 

3. Руководство для начинающего пользователя

масштаб напряжения CH1; внизу слева - уменьшить его. Нажмите вверху справа,
чтобы увеличить масштаб CH2; внизу справа - уменьшить его.

● Развёртка по времени (Horizontal Scale): нажмите слева для увеличения масштаба
напряжения; справа - для уменьшения масштаба напряжения.

Жесты в режиме увеличения осциллограммы
Нажмите HOR для перехода в режим увеличения. Вверху экрана отображается
основное окно, внизу - окно увеличения. Нижнее окно показывает увеличенный
фрагмент основного.

Вертикальное положение выбранного
канала

Основное окно

Окно увеличения

Уровень запуска выбранного источника
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Control the horizontal position 
of Zoom Window

 

Pinch and spread vertically 
to change the voltage 

division of current channel

Pinch and spread 
horizontally to change 

the time base 
of Zoom Window

(Double Zoom) 
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Control the horizontal position 
of Zoom Window

 

Pinch and spread vertically 
to change the voltage 

division of current channel

Pinch and spread 
horizontally to change 

the time base 
of Zoom Window

(Double Zoom) 
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Control the horizontal position 
of Zoom Window

 

Pinch and spread vertically 
to change the voltage 

division of current channel

Pinch and spread 
horizontally to change 

the time base 
of Zoom Window

(Double Zoom) 
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Control the horizontal position 
of Zoom Window

 

Pinch and spread vertically 
to change the voltage 

division of current channel

Pinch and spread 
horizontally to change 

the time base 
of Zoom Window

(Double Zoom) 

3. Руководство для начинающего пользователя

Горизонтальное положение окна увеличения

Сближайте и разводите
пальцы по вертикали:

В/дел текущего канала.

По горизонтали:
сближайте и
разводите пальцы —
развёртка окна.

Сводите и разводите
пальцы горизонтально:
развёртка окна.
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Click to increase 
the voltage division of CH1

Click to decrease 
the voltage division of CH1

Click to decrease 
the time base of
Zoom Window

Click to increase 
the time base of
Zoom Window

Click to increase 
the voltage division of CH2

Click to decrease 
the voltage division of CH2

(Single Zoom) 

Other Operations Using Touchscreen 
 Measure with Cursors:  

Press nearby any cursor 
line until both lines are 
selected, drag them up 
and down simultaneously. 

Switch horizontal or vertical lines
If vertical lines are selected, drag left and right.

Press nearby a cursor line 
to make it selected, drag 
it up and down.

Selected Unselected

 
 Run/Stop: Double tap on the display area, or click the  or  on the left top of 

the display area to run or stop the waveform sampling.  

 Touch keyboard: Click to input.  

 Adjust value in the menu item: .  

3.Junior User Guidebook 

 23 

Click to increase 
the voltage division of CH1

Click to decrease 
the voltage division of CH1

Click to decrease 
the time base of
Zoom Window

Click to increase 
the time base of
Zoom Window

Click to increase 
the voltage division of CH2

Click to decrease 
the voltage division of CH2

(Single Zoom) 

Other Operations Using Touchscreen 
 Measure with Cursors:  

Press nearby any cursor 
line until both lines are 
selected, drag them up 
and down simultaneously. 

Switch horizontal or vertical lines
If vertical lines are selected, drag left and right.

Press nearby a cursor line 
to make it selected, drag 
it up and down.

Selected Unselected

 
 Run/Stop: Double tap on the display area, or click the  or  on the left top of 

the display area to run or stop the waveform sampling.  

 Touch keyboard: Click to input.  

 Adjust value in the menu item: .  

3.Junior User Guidebook 

 23 

Click to increase 
the voltage division of CH1

Click to decrease 
the voltage division of CH1

Click to decrease 
the time base of
Zoom Window

Click to increase 
the time base of
Zoom Window

Click to increase 
the voltage division of CH2

Click to decrease 
the voltage division of CH2

(Single Zoom) 

Other Operations Using Touchscreen 
 Measure with Cursors:  

Press nearby any cursor 
line until both lines are 
selected, drag them up 
and down simultaneously. 

Switch horizontal or vertical lines
If vertical lines are selected, drag left and right.

Press nearby a cursor line 
to make it selected, drag 
it up and down.

Selected Unselected

 
 Run/Stop: Double tap on the display area, or click the  or  on the left top of 

the display area to run or stop the waveform sampling.  

 Touch keyboard: Click to input.  

 Adjust value in the menu item: .  

3.Junior User Guidebook 

 23 

Click to increase 
the voltage division of CH1

Click to decrease 
the voltage division of CH1

Click to decrease 
the time base of
Zoom Window

Click to increase 
the time base of
Zoom Window

Click to increase 
the voltage division of CH2

Click to decrease 
the voltage division of CH2

(Single Zoom) 

Other Operations Using Touchscreen 
 Measure with Cursors:  

Press nearby any cursor 
line until both lines are 
selected, drag them up 
and down simultaneously. 

Switch horizontal or vertical lines
If vertical lines are selected, drag left and right.

Press nearby a cursor line 
to make it selected, drag 
it up and down.

Selected Unselected
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the display area to run or stop the waveform sampling.  

 Touch keyboard: Click to input.  

 Adjust value in the menu item: .  

3. Руководство для начинающего пользователя

В/дел CH1 +

В/дел CH1 −

Время/дел окна −Время/дел окна +

В/дел CH2 +

В/дел CH2 −

Другие действия на сенсорном экране
● Курсорные измерения:

Нажмите рядом с курсорной
линией до выбора обеих линий;

перетаскивайте их
одновременно вверх и вниз.

Гориз./верт. линии; вертикальные
перемещайте влево/вправо.

Нажмите рядом с курсорной
линией для её выбора;

перетаскивайте вверх и вниз.
Выбран Не выбран

● Run/Stop: дважды коснитесь экрана либо нажмите  или  вверху слева,

чтобы запустить или остановить сбор осциллограмм.

● Сенсорная клавиатура: нажмите для ввода.

● Изменение значения пункта меню: .
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Click to increase the 
value of cursor position

Move the cursor

Click to decrease the 
value of cursor position  

Magnifier Function (Only for XDS3102AP/XDS3202A with touchscreen) 

The magnifier window can display the magnified wave of the wave selection, when the 
magnifier function is enabled.  
Click the  icon on the left top of the display area, the magnifier window and menu 
will be shown. Click the  icon to turn off the magnifier function.  

Voltage division and time 
base of the magnified wave

Magnifier switch icon

Wave selection
(Drag it to move)

 (You can move this 
window by dragging.)

Long-press anywhere, the 
selected wave region can 
be move to here quickly.

 

The description of the Magnifier menu is shown as follows: 

Function Menu Setting Description  Меню Настр. Описание

3. Руководство для начинающего пользователя

Увеличить положение курсора

Перемещение
курсора

Уменьшить положение курсора

Лупа (только XDS3102AP/XDS3202A с сенсорным экраном)

При включённой лупе её окно показывает увеличенный фрагмент выбранной
области осциллограммы.

Нажмите  вверху слева для окна и меню лупы. Нажмите , чтобы её выключить.

Масштаб напряжения и времени
увеличенного фрагмента

Значок включения лупы

Выбранная область
(перетаскивается)

(Окно можно перемещать перетаскиванием.)

Длительное нажатие в
любом месте быстро
перемещает сюда
выбранную область.

Описание меню лупы:
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Horizontal 
1 
5 
10 

Horizontal magnification factor. The size of 
the magnifier window is fixed. Therefor, the 
greater this value, the shorter the horizontal 
length of the wave selection.  

Vertical 

1 
2 
4 
8 
16 
32 

Vertical magnification factor. The size of the 
magnifier window is fixed. Therefor, the 
greater this value, the shorter the vertical 
height of the wave selection. 

Transparent 
ON 
OFF 

Make the magnifier window transparent or 
not. 

The Cursor Measurement in Magnifier Window 
When the magnifier function is enabled, push Cursor panel key to display the cursor 
menu. In the bottom menu, select Window as Main or Extension to make the cursors 
shown in the main window or the magnifier window. 

 
Note: The magnifier function is disabled in wave zoom mode, waveform math, FFT, XY 
mode, slow-scan mode, stop state, average acquire mode, and persist mode.  
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Horizontal 
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Horizontal magnification factor. The size of 
the magnifier window is fixed. Therefor, the 
greater this value, the shorter the horizontal 
length of the wave selection.  

Vertical 

1 
2 
4 
8 
16 
32 

Vertical magnification factor. The size of the 
magnifier window is fixed. Therefor, the 
greater this value, the shorter the vertical 
height of the wave selection. 

Transparent 
ON 
OFF 

Make the magnifier window transparent or 
not. 

The Cursor Measurement in Magnifier Window 
When the magnifier function is enabled, push Cursor panel key to display the cursor 
menu. In the bottom menu, select Window as Main or Extension to make the cursors 
shown in the main window or the magnifier window. 

 
Note: The magnifier function is disabled in wave zoom mode, waveform math, FFT, XY 
mode, slow-scan mode, stop state, average acquire mode, and persist mode.  
 

 

По горизонтали

По вертикали

Прозрачность ON / OFF

Горизонтальное увеличение. Размер окна
лупы постоянен; чем больше значение, тем
меньше горизонтальная протяжённость
выбранной области.

Вертикальное увеличение. Размер окна
лупы постоянен; чем больше значение, тем
меньше высота выбранной области.

Включение/выключение прозрачности окна
лупы.

3. Руководство для начинающего пользователя

Курсорные измерения в окне лупы
При включённой лупе нажмите Cursor на панели. В нижнем меню задайте Window =
Main или Extension для отображения курсоров в основном окне или окне лупы.

Примечание: лупа недоступна при увеличении осциллограммы, математических
операциях, БПФ, в режимах XY, медленного сканирования, остановки, усреднённого
сбора и послесвечения.
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4. Advanced User Guidebook  
Up till now, you have already been familiar with the basic operations of the function areas, 
buttons and knobs in the front panel of the oscilloscope. Based the introduction of the 
previous Chapter, the user should have an initial knowledge of the determination of the 
change of the oscilloscope setting through observing the status bar. If you have not been 
familiar with the above-mentioned operations and methods yet, we advise you to read the 
section of Chapter 3 "Junior User Guidebook".  

This chapter will deal with the following topics mainly:  

 How to Set the Vertical System   

 How to Set the Horizontal System   

 How to Set the Trigger/Decoding System   

 How to Implement the Sampling Setup   

 How to Set the Display System   

 How to Save and Recall Waveform   

 How to Record/Playback Waveforms  

 How to Clone and Recall a waveform 

 How to Implement the Auxiliary System Function Setting 

 How to Update your Instrument Firmware 

 How to Measure Automatically  

 How to Measure with Cursors  

 How to Use Autoscale  

 How to Use Built-in Help 

 How to Use Executive Buttons 

 How to Print the Screen Image 

It is recommended that you read this chapter carefully to get acquainted the various 
measurement functions and other operation methods of the oscilloscope.

4. Руководство для опытного пользователя

4. Расширенное руководство
Вы уже ознакомились с основными операциями, функциональными зонами,
кнопками и ручками передней панели осциллографа. После предыдущей главы вы
должны уметь определять изменения настроек по строке состояния. Если эти
операции и методы ещё не освоены, вернитесь к главе 3 «Начальное руководство».

В этой главе рассмотрены следующие темы:

• Настройка вертикальной системы

• Настройка горизонтальной системы

• Настройка запуска и декодирования

• Настройка сбора данных

• Настройка отображения

• Сохранение и вызов осциллограммы

• Запись и воспроизведение осциллограмм

• Клонирование и вызов осциллограмм

• Настройка вспомогательных функций системы

• Обновление встроенного ПО прибора

• Автоматические измерения

• Курсорные измерения

• Автоматическое масштабирование

• Встроенная справка

• Использование кнопок управления

• Печать изображения экрана

Внимательно изучите эту главу, чтобы освоить измерительные функции и другие
способы управления осциллографом.
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How to Set the Vertical System  

The VERTICAL CONTROLS includes three menu buttons such as CH1, CH2 and 
Math, and four knobs such as Vertical Position, Vertical Scale for each channel.  

Setting of CH1 and CH2  

Each channel has an independent vertical menu and each item is set respectively based on 
the channel.  

To turn waveforms on or off (channel, math) 
Pushing the CH1, CH2, or Math buttons have the following effect: 

• If the waveform is off, the waveform is turned on and its menu is displayed. 
• If the waveform is on and its menu is not displayed, its menu will be displayed. 
• If the waveform is on and its menu is displayed, the waveform is turned off and its menu 

goes away. 

The description of the Channel Menu is shown as the following list: 

Function 
Menu 

Setting Description  

Coupling 
DC 
AC 
GROUND 

Pass both AC and DC components of the input signal. 
Block the DC component of the input signal. 
Disconnect the input signal. 

Inverted 
ON 
OFF 

Display inverted waveform. 
Display original waveform. 

Probe 

Attenu 
0.001X 
to 
1000X 

Step by 1 – 2 – 5. Match this to the probe attenuation 
factor to have an accurate reading of vertical scale.  

MeasCurr 
YES 
NO 

If you are measuring current by probing the voltage 
drop across a resistor, choose YES.  

A/V (mA/V)  
V/A (mV/A)  

Turn the M knob to set the Amps/Volts ratio. The 
range is 100 mA/V - 1 KA/V.  
Amps/Volts ratio = 1/Resistor value  
Volts/Amp ratio is automatically calculated.  

Limit  
Full band 
20M 

Get full bandwidth. 
Limit the channel bandwidth to 20MHz to reduce 
display noise. 

Input IMP  
(only for 
certain 
models) 

1MΩ 
50Ω 

To reduce the circuit load caused by the interaction 
of the oscilloscope and the circuit to be tested. 

1. To set channel coupling  

Taking the Channel 1 for example, the measured signal is a square wave signal containing 
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Меню

Связь

Инверсия

Пробник

Полоса

Input IMP
(не все

модели)

Настр.

DC AC GROUND

ON / OFF

Ослаб-
ление

Измерение
тока

А/В (мА/В) В/А
(мВ/А)

Full band
20M

От
0,001X

до
1000X

YES
NO

Описание

Пропускать AC и DC.
Блокировать DC.
Отключить вход.

Отображение инвертированного сигнала.
Отображение исходного сигнала.

Шаг 1 - 2 - 5. Для верного отсчёта вертикального
масштаба задайте коэффициент ослабления
пробника.

При измерении тока по падению напряжения на
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кА/В.
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4. Руководство для опытного пользователя

Настройка вертикальной системы

Органы вертикального отклонения: три кнопки меню CH1, CH2, Math и четыре
ручки - Vertical Position и Vertical Scale для каждого канала.

Настройка CH1 и CH2

У каждого канала собственное вертикальное меню; каждый пункт настраивается
отдельно для этого канала.

Включение и выключение осциллограмм (каналы, Math)
Нажатия CH1, CH2 и Math действуют следующим образом:

• Если сигнал отключён, он включается и открывается его меню.
• Если сигнал включён, а его меню скрыто, меню открывается.
• Если осциллограмма включена и её меню открыто, осциллограмма выключается, а
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Пример для канала 1: измеряется прямоугольный сигнал с
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the direct current bias. The operation steps are shown as below: 
(1) Push the CH1 button to show the CH1 SETUP menu.  
(2) Select Coupling in the bottom menu.  
(3) Select DC in the right menu. Both DC and AC components of the signal are passed.  
(4) Select AC in the right menu. The direct current component of the signal is blocked.  

2. To adjust the probe attenuation  

For correct measurements, the attenuation coefficient settings in the operating menu of the 
Channel should always match what is on the probe (see "How to Set the Probe Attenuation 
Coefficient" on P12). If the attenuation coefficient of the probe is 1:1, the menu setting of 
the input channel should be set to X1.  

Take the Channel 1 as an example, the attenuation coefficient of the probe is 10:1, the 
operation steps are shown as follows:  

(1) Push the CH1 button to show the CH1 SETUP menu.  

(2) Select Probe in the bottom menu. Select Attenu in the right menu, turn the M knob to 
set it as 10×.  

3. To measure current by probing the voltage drop across a resistor 

Take the Channel 1 as an example, if you are measuring current by probing the voltage 
drop across a 1Ω resistor, the operation steps are shown as follows:  

(1) Push the CH1 button to show CH1 SETUP menu.  

(2) Select Probe in the bottom menu. In the right menu, set MeasCurr as YES, the A/V 
radio menu will appear below. Select it; turn the M knob to set the Amps/Volts ratio. 
Amps/Volts ratio = 1/Resistor value. Here the A/V radio should be set to 1.  

4. To invert a waveform 

Waveform inverted: the displayed signal is turned 180 degrees against the phase of the 
earth potential.  

Taking the Channel 1 for example, the operation steps are shown as follows:  

(1) Push the CH1 button to show the CH1 SETUP menu.  

(2) Select Inverted in the bottom menu, switch to ON. the waveform is inverted. Push 
again to switch to OFF, the waveform goes back to its original one.  

5. To set bandwidth limit  

When high frequency components of a waveform are not important to its analysis, the 
bandwidth limit control can be used to reject frequencies above 20 MHz.  

Taking the Channel 1 for example, the operation steps are shown as below:  

(1) Push the CH1 button to show CH1 SETUP menu.  

(2) Select Limit in the bottom menu. 

(3) Select Full band in the right menu. The high frequency of the signal will be allowed 
to pass.  

4. Руководство для опытного пользователя

постоянным смещением. Порядок действий:
(1) Нажмите CH1 для меню CH1 SETUP.
(2) Выберите Coupling внизу.
(3) Выберите DC справа: проходят постоянная и переменная составляющие.
(4) Выберите AC справа: постоянная составляющая блокируется.

2. Настройка ослабления пробника

Для правильного измерения ослабление в меню канала должно совпадать с
пробником (см. «Коэффициент ослабления пробника», стр. 12). При пробнике 1:1
задайте X1 в меню входного канала.

Пример настройки канала 1 для пробника с коэффициентом ослабления 10:1:

(1) Нажмите CH1, чтобы открыть меню CH1 SETUP.

(2) Выберите Probe внизу, Attenu справа; ручкой M задайте 10×.

3. Измерение тока по падению напряжения на резисторе

Пример для канала 1: ток определяется по падению напряжения на резисторе 1 Ом.
Порядок действий:

(1) Нажмите CH1, чтобы открыть меню CH1 SETUP.

(2) Выберите Probe внизу. Справа задайте MeasCurr = YES; ниже появится A/V.
Выберите его и ручкой M задайте отношение ампер/вольт. Оно равно
1/сопротивление резистора; здесь задайте 1.

4. Инверсия сигнала

Инверсия сигнала: отображаемый сигнал разворачивается на 180° относительно
потенциала земли.

На примере канала 1 выполните следующие действия:

(1) Нажмите CH1, чтобы открыть меню CH1 SETUP.

(2) Выберите Inverted в нижнем меню и задайте ON: осциллограмма инвертируется.
Повторным нажатием задайте OFF для исходного отображения.

5. Ограничение полосы пропускания

Если высокочастотные составляющие несущественны для анализа сигнала,
ограничение полосы позволяет подавить частоты выше 20 МГц.

На примере канала 1 выполните следующие действия:

(1) Нажмите CH1, чтобы открыть меню CH1 SETUP.

(2) Выберите Limit в нижнем меню.

(3) Выберите Full band в правом меню. Высокочастотные составляющие сигнала
проходят.
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(4) Select 20M in the right menu. The bandwidth is limited to 20 MHz. The frequencies 
above 20MHz will be rejected. 

6. To set the input impedance (only for certain models) 

To reduce the circuit load caused by the interaction of the oscilloscope and the circuit to 
be tested, you can set the input impedance. 

Taking the Channel 1 for example, the operation steps are shown as below:  

(1) Push the CH1 button to show CH1 SETUP menu.  

(2) Select Input IMP in the bottom menu, push to select 1MΩ or 50Ω. 
1MΩ: The input impedance of the oscilloscope is rather high and the current flowing 
into the oscilloscope from the circuit under test can be ignored. 
50Ω: Match the oscilloscope with a device with 50 Ω output impedance. The max 
input voltage cannot exceed 5 Vrms. 

Use Mathematical Manipulation Function  

The Mathematical Manipulation function is used to show the results of the addition, 
multiplication, division and subtraction operations between two channels, the FFT 
operation for a channel, advanced math feature including Intg, Diff, Sqrt, user defined 
function, and digital filter. Press the Math button to display the menu on the bottom.  

The Waveform Calculation menu: 

Function Menu Setting Description 

Dual Wfm 
Math 

Factor1 
CH1 
CH2 

Select the signal source of the factor1 

Sign + - * / Select the sign of mathematical manipulation 

Factor2 
CH1 
CH2 

Select the signal source of the factor2 

Vertical 
(div) 

Turn the M knob to adjust the vertical position of the Math 
waveform 

Vertical 
(V/div) 

Turn the M knob to adjust the vertical division of the Math 
waveform 

FFT Source 
CH1 

CH2 

Select CH1 as FFT source. 

Select CH2 as FFT source. 
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(4) Select 20M in the right menu. The bandwidth is limited to 20 MHz. The frequencies 
above 20MHz will be rejected. 

6. To set the input impedance (only for certain models) 

To reduce the circuit load caused by the interaction of the oscilloscope and the circuit to 
be tested, you can set the input impedance. 

Taking the Channel 1 for example, the operation steps are shown as below:  

(1) Push the CH1 button to show CH1 SETUP menu.  
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1MΩ: The input impedance of the oscilloscope is rather high and the current flowing 
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(4) Select 20M in the right menu. The bandwidth is limited to 20 MHz. The frequencies 
above 20MHz will be rejected. 

6. To set the input impedance (only for certain models) 

To reduce the circuit load caused by the interaction of the oscilloscope and the circuit to 
be tested, you can set the input impedance. 

Taking the Channel 1 for example, the operation steps are shown as below:  

(1) Push the CH1 button to show CH1 SETUP menu.  

(2) Select Input IMP in the bottom menu, push to select 1MΩ or 50Ω. 
1MΩ: The input impedance of the oscilloscope is rather high and the current flowing 
into the oscilloscope from the circuit under test can be ignored. 
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(4) Select 20M in the right menu. The bandwidth is limited to 20 MHz. The frequencies 
above 20MHz will be rejected. 
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be tested, you can set the input impedance. 

Taking the Channel 1 for example, the operation steps are shown as below:  
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(4) Select 20M in the right menu. The bandwidth is limited to 20 MHz. The frequencies 
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Меню

БПФ

Фактор 1

Знак

Фактор 2

Вертик.
(дел.)

Вертик.
(В/дел.)

Настр.

Ручкой M задайте вертикальное положение
математической осциллограммы.

Ручкой M задайте вертикальный масштаб
математической осциллограммы

Описание

Источник сигнала множителя 1

Выбрать знак математической операции.

Источник сигнала множителя 2

Выбрать CH1 источником FFT.
Выбрать CH2 источником FFT.

4. Руководство для опытного пользователя

(4) Выберите 20M в правом меню. Полоса ограничивается до 20 МГц, частоты выше
20 МГц подавляются.

6. Входной импеданс (только некоторые модели)

Для уменьшения нагрузки, создаваемой осциллографом на исследуемую цепь, можно
задать входной импеданс.

На примере канала 1 выполните следующие действия:

(1) Нажмите CH1, чтобы открыть меню CH1 SETUP.

(2) Выберите Input IMP внизу; нажатием задайте 1MΩ или 50Ω.
1MΩ: высокое входное сопротивление; ток из исследуемой цепи в осциллограф
пренебрежимо мал.
50Ω: согласование с устройством с выходным импедансом 50 Ом. Максимальный
вход не должен превышать 5 В ср.кв.

Математическая обработка

Математические функции отображают результаты сложения, умножения, деления и
вычитания сигналов двух каналов, БПФ одного канала, расширенные функции Intg,
Diff, Sqrt, пользовательскую функцию и цифровую фильтрацию. Нажмите Math,
чтобы открыть нижнее меню.

Меню вычислений осциллограмм:
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Window 

Hamming 

Rectangle 

Blackman 

Hanning 

Kaiser 

Bartlett 

Select window for FFT.  

Format 

V RMS 

Decibels 

Radian 

Degrees 

V RMS and Decibels are  

Hori (Hz) 
Position value 

Time base value/ 

Switch to select the horizontal position or 
time base of the FFT waveform, turn the 
M knob to adjust it 

Vertical 
Position value 

Division value/ 

Switch to select the vertical position or 
vertical division of the FFT waveform, 
turn the M knob to adjust it 

User 
Function 

Intg, Diff, Sqrt, and user defined function 

DIR 

channel CH1 
CH2 

Select channel 

type 

low-pass 
Only the signals whose frequencies are 
lower than the current cut-off frequency 
can pass the filter. 

high-pass 
Only the signals whose frequencies are 
greater than the current cutoff frequency  
can pass the filter. 

band-pass 

Only the signals whose frequencies are 
greater than the cutoff frequency down 
and lower than the current cutoff 
frequency upper can pass the filter. 

band-reject 

Only the signals whose frequencies are 
lower than the current cutoff frequency 
down or greater than the current cutoff 
frequency upper can pass the filter. 

window 

Retangular 
Tapered 

Triangular 
Hanning 

Hamming 
Blackman 

Select window for digital filter 
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Пользов.
функция

Гориз. (Гц)

По
вертикали

Интеграл, производная, квадратный корень и функция пользователя

Канал

Тип

Окно

Хэмминга
Прямоугольное

Блэкмана
Ханна

Кайзера
Бартлетта

В ср.кв.
Децибелы
Радианы
Градусы

Положение
Развёртка/

Положение
Цена деления/

ФНЧ

ФВЧ

Полосовой

Режекторный

Прямоугольное,
коническое,
треугольное,

Ханна,
Хэмминга,
Блэкмана

Выберите окно FFT.

В ср.кв. и децибелы

Выберите положение по горизонтали
или развёртку БПФ; ручкой M задайте
значение

Выберите вертикальное положение или
масштаб БПФ; настройте ручкой M.

Выбрать канал

Фильтр пропускает только сигналы с
частотами ниже заданной частоты
среза.

Фильтр пропускает только сигналы с
частотами выше заданной частоты
среза.

Фильтр пропускает только сигналы с
частотами выше нижней и ниже
верхней частоты среза.

Фильтр пропускает только сигналы с
частотами ниже нижней или выше
верхней частоты среза.

Выберите окно цифрового фильтра

4. Руководство для опытного пользователя
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cut-off fre 
or 

upper down 
 Turn the M knob to set cut-off frequency 

Vertical 
(div) 

 Turn the M knob to adjust the vertical 
position of Math waveform 

FFT Peak ON 
OFF 

Enable or disable FFT peak search. 
Dynamic marker ▽ marks the FFT 
peak. 

Waveform math 
Taking the additive operation between Channel 1 and Channels 2 for example, the 
operation steps are as follows:  

1. Press the Math button to display the math menu in the bottom. The pink M waveform 
appears on the screen.  

2. Select Dual Wfm Math in the bottom menu.  

3. In the right menu, select Factor1 as CH1.  

4. Select Sign as + in the right menu.  

5. In the right menu, select Factor2 as CH2.  

6. Select Vertical (div) in the right menu, turn the M knob to adjust the vertical position 
of Math waveform.  

7. Select Vertical (V/div) in the right menu, turn the M knob to adjust the vertical division 
of Math waveform.  

User defined function 
1. Press the Math button to display the math menu in the bottom.  

2. Select User Function in the bottom menu, an expression input keyboard pops up.  

Channel

Confirm

Clear 

Operators

Integral Differential Square root 

Expression

 
3. Create an expression. When done, choose in the keyboard to confirm. The 

division of Math waveform is displayed at the left bottom of screen. 

 

Пик FFT

Срез или
верх./ниж.

граница

Вертик.
(дел.)

ON / OFF

Ручкой M задайте частоту среза

Ручкой M задайте вертикальное
положение Math.

Включить/выключить поиск пиков
БПФ. Динамический маркер 
отмечает пик БПФ.

4. Руководство для опытного пользователя

Арифметика осциллограмм
Пример сложения сигналов каналов 1 и 2. Порядок действий:

1. Нажмите Math для открытия нижнего меню. На экране появится розовая
осциллограмма M.

2. Выберите Dual Wfm Math внизу.

3. Справа задайте Factor1 = CH1.

4. В правом меню задайте Sign = +.

5. Справа задайте Factor2 = CH2.

6. Выберите Vertical (div) в правом меню; ручкой M задайте вертикальное положение
математической осциллограммы.

7. Выберите Vertical (V/div) в правом меню; ручкой M задайте вертикальный
масштаб математической осциллограммы.

Пользовательская функция
1. Нажмите Math, чтобы открыть нижнее меню.

2. Выберите User Function в нижнем меню. Откроется клавиатура ввода выражения.

Канал

Подтвердить

Очистить

Операторы

Интеграл Производная  Корень

Выражение

3. Создайте выражение и подтвердите клавишей . Масштаб математической
осциллограммы показан внизу слева.
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Digital Filter 
Digital filter provides 4 types of filters (low pass, high pass, band pass and band reject). 
The specified frequencies can be filtered by setting the cut-off frequency.  

1. Press the Math button to display the math menu in the bottom.  

2. Select DIR in the bottom menu.  

3. In the right menu, select channel as CH1 or CH2.  

4. In the right menu, select type, select the desired filter type.  

5. In the right menu, select window, select the desired window.  

6. When low-pass or high-pass type is selected, select cut-off fre in the right menu. 
When band-pass or band-reject type is selected, select upper or down in the right 
menu. Turn M knob to adjust the frequency.  

7. In the right menu, select Vertical (div), turn M knob to adjust the vertical position of 
Math waveform. The voltage division of Math waveform is the same as the selected 
channel.  

Note: On the Scan format, digital filter is disabled.  

Using FFT function  
The FFT (fast Fourier transform) math function mathematically converts a time-domain 
waveform into its frequency components. It is very useful for analyzing the input signal on 
Oscilloscope. You can match these frequencies with known system frequencies, such as 
system clocks, oscillators, or power supplies. 

FFT function in this oscilloscope transforms 8192 data points of the time-domain signal 
into its frequency components mathematically (the record length should be 10K or above). 
The final frequency contains 4096 points ranging from 0Hz to Nyquist frequency. 

Taking the FFT operation for example, the operation steps are as follows:  

1. Press the Math button to display the math menu in the bottom.  
2. Select FFT in the bottom menu.  
3. In the right menu, select Source as CH1.  
4. In the right menu, select Window. In the left menu, turn the M knob to select the 

proper window type.  
5. In the right menu, select Format. In the left menu, turn the M knob to select 

amplitude unit (V RMS, Decibels) or phase unit (Radian, Degrees).  
6. Select Hori (Hz) in the right menu; select repeatedly to make the symbol in front 

of the horizontal position value (the upper one), turn the M knob to adjust the 
horizontal position of FFT waveform; then select to make the symbol in front of 
the time base value below, turn the M knob to adjust the time base of FFT waveform.  

7. Select Vertical in the right menu; do the same operations as above to set the vertical 
position and vertical division.  

4. Руководство для опытного пользователя

Цифровой фильтр
Цифровой фильтр имеет четыре типа: нижних/верхних частот, полосовой и
режекторный. Заданием частоты среза отфильтровываются нужные частоты.

1. Нажмите Math, чтобы открыть нижнее меню.

2. Выберите DIR в нижнем меню.

3. Справа задайте Channel = CH1 или CH2.

4. Справа выберите Type и нужный тип фильтра.

5. Справа выберите Window и нужное окно.

6. Для ФНЧ или ФВЧ выберите cut-off fre в правом меню. Для полосового или
режекторного фильтра выберите upper или down. Ручкой M задайте частоту.

7. Справа выберите Vertical (div); ручкой M задайте вертикальное положение
математической осциллограммы. Её масштаб напряжения совпадает с выбранным
каналом.

Примечание: в формате Scan цифровой фильтр отключён.

Быстрое преобразование Фурье
Функция FFT (быстрое преобразование Фурье, БПФ) преобразует осциллограмму из
временной области в частотные составляющие. Она полезна для анализа входного
сигнала осциллографа. Эти частоты можно сопоставлять с известными частотами
системы: тактовых генераторов, автогенераторов и источников питания.

БПФ этого осциллографа преобразует 8192 точки временного сигнала в частотные
составляющие (длина записи должна быть не менее 10K). Итоговый спектр содержит
4096 точек от 0 Гц до частоты Найквиста.

На примере FFT выполните следующие действия:

1. Нажмите Math, чтобы открыть нижнее меню.
2. Выберите FFT в нижнем меню.
3. Справа задайте Source = CH1.
4. Справа выберите Window; слева ручкой M задайте нужный тип окна.

5. Справа выберите Format; слева ручкой M задайте единицы амплитуды (V RMS,
Decibels) или фазы (Radian, Degrees).

6. Справа выберите Hori (Hz); повторными нажатиями установите символ  перед
верхним значением положения. Ручкой M задайте горизонтальное положение БПФ.
Затем установите символ  перед нижним значением развёртки; ручкой M задайте
развёртку БПФ.

7. Выберите Vertical в правом меню; аналогично задайте вертикальное положение и
масштаб.
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To select the FFT window  

■ There are 6 FFT windows. Each one has trade-offs between frequency resolution and 
magnitude accuracy. What you want to measure and your source signal characteristics 
help you to determine which window to use. Use the following guidelines to select the 
best window. 

Type Characteristics  Window 

Hamming 

Better solution for magnitude than Rectangle, and 
good for frequency as well. It has slightly better 
frequency resolution than Hanning. 

Recommend to use for: 

 Sine, periodic and narrow band random noise.  

 Transients or bursts where the signal levels 
before and after the event are significantly 
different. 

 

Rectangle 

Best solution for frequency, worst for magnitude. 

Best type for measuring the frequency spectrum of 
nonrepetitive signals and measuring frequency 
components near DC. 

Recommend to use for:  

 Transients or bursts, the signal level before and 
after the event are nearly equal.  

 Equal-amplitude sine waves with frequencies 
those are very close.  

 Broadband random noise with a relatively slow 
varying spectrum. 

 

Blackman 

Best solution for magnitude, worst for frequency. 

Recommend to use for: 

 Single frequency waveforms, to find higher 
order harmonics. 

 

Hanning 

Good for magnitude, but poorer frequency 
resolution than Hamming. 

Recommend to use for: 

 Sine, periodic and narrow band random noise.  

 Transients or bursts where the signal levels 
before and after the event are significantly 
different. 
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Хэмминга

Прямоугольное

Блэкмана

Ханна

Характеристики

Точность амплитуды лучше прямоугольного
окна, хорошее разрешение по частоте; немного
лучше окна Ханна. Рекомендуется для
синусоидальных и периодических сигналов,
узкополосного случайного шума; переходных
процессов и пакетов с сильно различающимися
уровнями до и после события.

Лучшее разрешение по частоте, худшая точность
амплитуды. Для спектра непериодических
сигналов и составляющих вблизи DC.
Рекомендуется для переходных процессов и
пакетов с близкими уровнями до/после события;
синусоид равной амплитуды с близкими
частотами; широкополосного случайного шума с
медленно меняющимся спектром.

Лучшая точность амплитуды, худшее
разрешение по частоте. Рекомендуется для
поиска высших гармоник одночастотного
сигнала.

Хорошая точность амплитуды; разрешение по
частоте хуже Хэмминга. Для синусоидальных и
периодических сигналов, узкополосного
случайного шума; переходных процессов и
пакетов с сильно различающимися уровнями до
и после события.

4. Руководство для опытного пользователя

Выбор окна FFT

■ Доступны шесть окон БПФ. Каждое обеспечивает свой компромисс между
разрешением по частоте и точностью амплитуды. Выбор зависит от измеряемой
величины и свойств сигнала. Ниже приведены рекомендации для выбора окна.
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Kaiser 

The frequency resolution when using the Kaiser 
window is fair; the spectral leakage and amplitude 
accuracy are both good. 

The Kaiser window is best used when frequencies 
are very close to the same value but have widely 
differing amplitudes (the side lobe level and shape 
factor are closest to the traditional Gaussian RBW). 
This window is also good for random signals. 

 

Bartlett 
The Bartlett window is a slightly narrower variant 
of the triangular window, with zero weight at both 
ends.  

 

Notes for using FFT  

 Use the default dB scale for details of multiple frequencies, even if they have very 
different amplitudes. Use the Vrms scale to compare frequencies.  

 DC component or offset can cause incorrect magnitude values of FFT waveform. To 
minimize the DC component, choose AC Coupling on the source signal. 

 To reduce random noise and aliased components in repetitive or single-shot events, set 
the oscilloscope acquisition mode to average. 

What is Nyquist frequency? 

The Nyquist frequency is the highest frequency that any real-time digitizing oscilloscope 
can acquire without aliasing. This frequency is half of the sample rate. Frequencies above 
the Nyquist frequency will be under sampled, which causes aliasing. So pay more 
attention to the relation between the frequency being sampled and measured. 

Use Vertical Position and Scale Knobs  

1. The Vertical Position knob is used to adjust the vertical positions of the 
waveforms.  
The analytic resolution of this control knob changes with the vertical division.  

2. The Vertical Scale knob is used to regulate the vertical resolution of the wave 
forms. The sensitivity of the vertical division steps as 1-2-5.  

The vertical position and vertical resolution is displayed at the left bottom corner of 
the screen (see Figure 4-1). 

Кайзера

Бартлетта

Удовлетворительное разрешение по частоте,
низкая утечка спектра и хорошая точность
амплитуды. Лучше всего для близких частот с
сильно различающимися амплитудами: уровень
боковых лепестков и коэффициент формы
наиболее близки к традиционной гауссовой
RBW. Подходит и для случайных сигналов.

Окно Бартлетта - немного более узкий вариант
треугольного окна с нулевыми весами на обоих
концах.

4. Руководство для опытного пользователя

Примечания по использованию FFT

• Шкала дБ по умолчанию показывает детали нескольких частот даже при резко
разных амплитудах. Для сравнения частот используйте Vrms.

• Постоянная составляющая или смещение искажают амплитуды спектра БПФ. Для
их уменьшения задайте входную связь AC для исходного сигнала.

• Для уменьшения случайного шума и составляющих наложения спектров при
повторных или одиночных событиях включите усреднение сбора данных.

Что такое частота Найквиста?

Частота Найквиста - наивысшая частота, которую цифровой осциллограф реального
времени может регистрировать без наложения спектров. Она равна половине частоты
дискретизации. Более высокие частоты недодискретизированы, что вызывает
наложение спектров. Поэтому следите за соотношением частот дискретизации и
измеряемого сигнала.

Ручки Vertical Position и Scale

1. Vertical Position регулирует вертикальное положение осциллограмм. Шаг
регулировки зависит от вертикального масштаба.

2. Vertical Scale регулирует вертикальный масштаб осциллограмм с шагом 1–2–5.

Вертикальные положение и масштаб показаны внизу слева (рисунок 4-1).
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Figure 4-1 Information about Vertical Position  

How to Set the Horizontal System  

The HORIZONTAL CONTROLS includes the Horizontal HOR button and such 
knobs as Horizontal Position and Horizontal Scale.  

1. Horizontal Position knob: this knob is used to adjust the horizontal positions of 
all channels (include those obtained from the mathematical manipulation), the 
analytic resolution of which changes with the time base. 

2. Horizontal Scale knob: it is used to set the horizontal scale factor for setting the 
main time base or the window.  

3. Horizontal HOR button: push it to switch between the normal mode and the 
wave zoom mode. For more detailed operations, see the introductions below.  

Zoom the Waveform  
Push the Horizontal HOR button to enter wave zoom mode. The top half of the 
display shows the Main window and the bottom half displays the Zoom window. The 
Zoom window is a magnified portion of the Main window.  

4. Руководство для опытного пользователя

Рисунок 4-1. Вертикальное положение

Настройка горизонтальной системы

Органы горизонтального отклонения: кнопка HOR и ручки Horizontal
Position, Horizontal Scale.

1. Horizontal Position регулирует горизонтальное положение всех каналов,
включая математические осциллограммы; шаг зависит от развёртки.

2. Horizontal Scale задаёт горизонтальный масштаб основной развёртки или окна.

3. HOR переключает обычный режим и увеличение осциллограммы;
подробности приведены ниже.

Увеличение осциллограммы
Нажмите HOR для режима увеличения. Вверху отображается основное окно,
внизу - окно увеличения, показывающее увеличенный фрагмент основного.
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Main Window

Time base of 
Zoom window

Selected portion

Horizontal position of  
Zoom window

Zoom Window

 
In normal mode, the Horizontal Position and Horizontal Scale knobs are used to 
adjust the horizontal position and time base of the Main window.  
In wave zoom mode, the Horizontal Position and Horizontal Scale knobs are used 
to adjust the horizontal position and time base of the Zoom window. 

Note:  
About the gestures for touchscreen, see "Touchscreen Controls (Touchscreen is 
optional)" on P17.  

How to Set the Trigger/Decoding System  

Trigger determines when DSO starts to acquire data and display waveform. Once 
trigger is set correctly, it can convert the unstable display to meaningful 
waveform. 
When DSO starts to acquire data, it will collect enough data to draw waveform 
on left of trigger point. DSO continues to acquire data while waiting for trigger 
condition to occur. Once it detects a trigger it will acquire enough data 
continuously to draw the waveform on right of trigger point.  
Trigger control area consists of 1 knob and 2 menu buttons.  
Trigger Level: The knob that set the trigger level; push the knob and the level 

will be set as the vertical mid point values of the amplitude of the trigger 
signal.  

Force: Force to create a trigger signal and the function is mainly used in 
"Normal" and "Single" mode. 

Trigger Menu: The button that activates the trigger control menu.  

Trigger Control 
The oscilloscope provides four trigger types: single trigger, alternate trigger, logic 
trigger and bus trigger. Each type of trigger has different sub menus. 

4. Руководство для опытного пользователя

Основное окно

Развёртка окна
увеличения

Выбранный фрагмент

Положение окна
увеличения по
горизонтали

Окно увеличения

В обычном режиме Horizontal Position и Horizontal Scale регулируют положение
и развёртку основного окна; в режиме увеличения - положение и развёртку окна
увеличения.

Примечание: жесты см. в «Сенсорное управление (сенсорный экран - опция)»,
стр. 17.

Настройка запуска и декодирования

Запуск определяет момент начала сбора данных и отображения
осциллограммы. Правильная настройка превращает неустойчивое
изображение в информативное. Сначала осциллограф собирает данные для
участка слева от точки запуска. Ожидая условие запуска, он продолжает сбор.
После обнаружения запуска собираются данные для участка справа. Органы
запуска: 1 ручка и 2 кнопки меню.
Trigger Level: установка уровня; нажатие задаёт середину амплитуды сигнала
запуска.
Force: принудительный запуск, преимущественно в Normal и Single.
Trigger Menu: вызов меню управления запуском.

Управление запуском
Четыре типа запуска: Single, ALT, Logic и Bus. У каждого свои подменю.
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Two ways to enter trigger mode: 

Key operation: Press Trigger Menu panel button, then bottom menu Trigger Type, 
select Single, ALT, Logic or Bus Trigger on the popup right 
menus, rotate M knob to choose different trigger types. 

Touch operation (Optional): Click Main menu icon on the left top of the screen, 
select Trig Menu, click bottom button Trigger Type, choose 
Single, ALT, Logic or Bus Trigger on the popup right menus, 
click to choose different trigger types。 

Single trigger: Use a trigger level to capture stable waveforms in two channels 
simultaneously. 

Alternate trigger: Trigger on non-synchronized signals. 

Logic trigger: Trigger the signal according to the condition of logic relationship. 

Bus trigger:  Set bus timing trigger. 

The Single Trigger, Alternate Trigger, Logic Trigger and Bus Trigger menus 
are described respectively as follows: 

 

Single Trigger  
Single trigger has eight types: edge trigger, video trigger, slope trigger, pulse trigger, 
runt trigger, windows trigger, timeout trigger and Nth edge trigger. 
 
Edge Trigger: It occurs when the trigger input passes through a specified voltage 

level with the specified slope.  
Video Trigger: Trigger on fields or lines for standard video signal. 

Slope Trigger: The oscilloscope begins to trigger according to the signal rising or 
falling speed. 

Pulse Trigger: Find pulses with certain widths. 
Runt Trigger: Trigger pulses that pass through one trigger level but fail to pass 

through the other trigger level.  
Windows Trigger: Provide a high trigger level and low trigger level, the oscilloscope 

triggers when the input signal passes through the high trigger level or 
the low trigger level.  

Timeout Trigger: The oscilloscope triggers when the time interval from when the 
rising edge (or the falling edge) passes through the trigger level to 
when the neighbouring falling edge (or the rising edge) passes 
through the trigger level is greater than the timeout time set.  

Nth Edge Trigger: The oscilloscope triggers on the Nth edge that appears on the 
specified idle time. 

The eight trigger modes in Single Trigger are described respectively as follows: 

4. Руководство для опытного пользователя

Два способа выбора режима запуска:

Кнопками: нажмите Trigger Menu на панели, затем Trigger Type внизу. В
правом меню выберите Single, ALT, Logic или Bus Trigger; ручкой M выберите
тип запуска.

Сенсорный экран (опция): нажмите значок главного меню вверху слева,
выберите Trig Menu, затем Trigger Type внизу. В правом меню
выберите Single, ALT, Logic или Bus Trigger; коснитесь нужного
типа.

Single: один уровень запуска для устойчивого захвата двух каналов
одновременно.

ALT: запуск по несинхронизированным сигналам.

Logic: запуск по условию логической связи сигналов.

Bus: запуск по временным условиям шины.

Далее описаны меню Single, ALT, Logic и Bus Trigger.

Обычный запуск
Single включает восемь типов: Edge, Video, Slope, Pulse, Runt, Windows, Timeout и
Nth Edge.
Edge: входной сигнал пересекает заданный уровень напряжения с нужным
направлением фронта.
Video: запуск по полям или строкам стандартного видеосигнала.

Slope: запуск по скорости нарастания или спада сигнала.
Pulse: поиск импульсов заданной длительности.
Runt: импульс пересекает один уровень, но не достигает другого.
Windows: запуск при пересечении верхнего или нижнего заданного уровня
входным сигналом.

Timeout: интервал от пересечения уровня нарастающим (или спадающим)
фронтом до пересечения соседним спадающим (или нарастающим) фронтом
превышает заданное время.
Nth Edge: запуск по N-му фронту после заданного времени покоя.
Описание восьми типов Single:
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1. Edge Trigger 
An edge trigger occurs on trigger level value of the specified edge of input signal. 
Select Edge trigger mode to trigger on rising edge or falling edge.  
In Edge Trigger mode, the trigger setting information is displayed on bottom right of 

the screen, for example, ，indicates that trigger type is edge, 

trigger source is CH1, coupling is DC, and trigger level is 0.00mV.  
 
 
Edge menu list: 
Menu Settings Instruction 
Single Mode Edge Set vertical channel trigger type as edge trigger. 

Source 

CH1 
CH2 
EXT 
EXT/5 
AC Line 

Channel 1 as trigger signal. 
Channel 2 as trigger signal. 
External trigger as trigger signal 
1/5 of the external trigger signal as trigger signal. 
AC power line as trigger signal.  

Coupling 

AC 
DC 
HF 
 
LF 
 

Block the direct current component. 
Allow all component pass. 
Block the high-frequency signal, only low-frequency 
component pass. 
Block the low-frequency signal, only high-frequency 
component pass. (LF menu is only for certain models) 

Slope   
Trigger on rising edge 
Trigger on falling edge 

Mode 
 
Holdoff 

Auto  
Normal  
Single  
 
 
Holdoff 
 
 
 
 
Reset 

Acquire waveform even no trigger occurs 
Acquire waveform when trigger occurs 
When trigger occurs, acquire one waveform then stop 

100 ns - 10 s, turn the M knob or click  to set time 

interval before another trigger occur, press  

panel button or click  to move cursor to 

choose which digit to be set. 
Set Holdoff time as default value (100 ns). 

 
Trigger Level: trigger level indicates vertical trig position of the channel, rotate trig 
level knob or slide on the touch screen upward and downward to move trigger level, 
during setting, an orange red dotted line displays to show trig position, and the value 
of trigger level changes at the right corner, after setting, dotted line disappears. 
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1. Edge Trigger 
An edge trigger occurs on trigger level value of the specified edge of input signal. 
Select Edge trigger mode to trigger on rising edge or falling edge.  
In Edge Trigger mode, the trigger setting information is displayed on bottom right of 

the screen, for example, ，indicates that trigger type is edge, 

trigger source is CH1, coupling is DC, and trigger level is 0.00mV.  
 
 
Edge menu list: 
Menu Settings Instruction 
Single Mode Edge Set vertical channel trigger type as edge trigger. 

Source 

CH1 
CH2 
EXT 
EXT/5 
AC Line 

Channel 1 as trigger signal. 
Channel 2 as trigger signal. 
External trigger as trigger signal 
1/5 of the external trigger signal as trigger signal. 
AC power line as trigger signal.  

Coupling 

AC 
DC 
HF 
 
LF 
 

Block the direct current component. 
Allow all component pass. 
Block the high-frequency signal, only low-frequency 
component pass. 
Block the low-frequency signal, only high-frequency 
component pass. (LF menu is only for certain models) 

Slope   
Trigger on rising edge 
Trigger on falling edge 

Mode 
 
Holdoff 

Auto  
Normal  
Single  
 
 
Holdoff 
 
 
 
 
Reset 

Acquire waveform even no trigger occurs 
Acquire waveform when trigger occurs 
When trigger occurs, acquire one waveform then stop 

100 ns - 10 s, turn the M knob or click  to set time 

interval before another trigger occur, press  

panel button or click  to move cursor to 

choose which digit to be set. 
Set Holdoff time as default value (100 ns). 

 
Trigger Level: trigger level indicates vertical trig position of the channel, rotate trig 
level knob or slide on the touch screen upward and downward to move trigger level, 
during setting, an orange red dotted line displays to show trig position, and the value 
of trigger level changes at the right corner, after setting, dotted line disappears. 
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1. Edge Trigger 
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Normal  
Single  
 
 
Holdoff 
 
 
 
 
Reset 

Acquire waveform even no trigger occurs 
Acquire waveform when trigger occurs 
When trigger occurs, acquire one waveform then stop 

100 ns - 10 s, turn the M knob or click  to set time 

interval before another trigger occur, press  

panel button or click  to move cursor to 

choose which digit to be set. 
Set Holdoff time as default value (100 ns). 

 
Trigger Level: trigger level indicates vertical trig position of the channel, rotate trig 
level knob or slide on the touch screen upward and downward to move trigger level, 
during setting, an orange red dotted line displays to show trig position, and the value 
of trigger level changes at the right corner, after setting, dotted line disappears. 
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1. Edge Trigger 
An edge trigger occurs on trigger level value of the specified edge of input signal. 
Select Edge trigger mode to trigger on rising edge or falling edge.  
In Edge Trigger mode, the trigger setting information is displayed on bottom right of 

the screen, for example, ，indicates that trigger type is edge, 

trigger source is CH1, coupling is DC, and trigger level is 0.00mV.  
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component pass. 
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component pass. (LF menu is only for certain models) 

Slope   
Trigger on rising edge 
Trigger on falling edge 

Mode 
 
Holdoff 

Auto  
Normal  
Single  
 
 
Holdoff 
 
 
 
 
Reset 

Acquire waveform even no trigger occurs 
Acquire waveform when trigger occurs 
When trigger occurs, acquire one waveform then stop 

100 ns - 10 s, turn the M knob or click  to set time 

interval before another trigger occur, press  

panel button or click  to move cursor to 

choose which digit to be set. 
Set Holdoff time as default value (100 ns). 

 
Trigger Level: trigger level indicates vertical trig position of the channel, rotate trig 
level knob or slide on the touch screen upward and downward to move trigger level, 
during setting, an orange red dotted line displays to show trig position, and the value 
of trigger level changes at the right corner, after setting, dotted line disappears. 
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1. Edge Trigger 
An edge trigger occurs on trigger level value of the specified edge of input signal. 
Select Edge trigger mode to trigger on rising edge or falling edge.  
In Edge Trigger mode, the trigger setting information is displayed on bottom right of 

the screen, for example, ，indicates that trigger type is edge, 

trigger source is CH1, coupling is DC, and trigger level is 0.00mV.  
 
 
Edge menu list: 
Menu Settings Instruction 
Single Mode Edge Set vertical channel trigger type as edge trigger. 

Source 

CH1 
CH2 
EXT 
EXT/5 
AC Line 

Channel 1 as trigger signal. 
Channel 2 as trigger signal. 
External trigger as trigger signal 
1/5 of the external trigger signal as trigger signal. 
AC power line as trigger signal.  

Coupling 

AC 
DC 
HF 
 
LF 
 

Block the direct current component. 
Allow all component pass. 
Block the high-frequency signal, only low-frequency 
component pass. 
Block the low-frequency signal, only high-frequency 
component pass. (LF menu is only for certain models) 

Slope   
Trigger on rising edge 
Trigger on falling edge 

Mode 
 
Holdoff 

Auto  
Normal  
Single  
 
 
Holdoff 
 
 
 
 
Reset 

Acquire waveform even no trigger occurs 
Acquire waveform when trigger occurs 
When trigger occurs, acquire one waveform then stop 

100 ns - 10 s, turn the M knob or click  to set time 

interval before another trigger occur, press  

panel button or click  to move cursor to 

choose which digit to be set. 
Set Holdoff time as default value (100 ns). 

 
Trigger Level: trigger level indicates vertical trig position of the channel, rotate trig 
level knob or slide on the touch screen upward and downward to move trigger level, 
during setting, an orange red dotted line displays to show trig position, and the value 
of trigger level changes at the right corner, after setting, dotted line disappears. 

Меню

Связь

Фронт

Настр.
Фронт

CH1
CH2
EXT

EXT/5
AC Line

AC
DC
HF
LF

Auto
Normal
Single

Holdoff
Reset

Описание
Запуск канала по фронту.

Запуск от CH1.
Запуск от CH2.
Внешний запуск.
Внешний сигнал с ослаблением 1/5.
Запуск от сети переменного тока.

Блокировать постоянную составляющую.
Пропускать все составляющие.
Блокировать высокие частоты; пропускать низкие.
Блокировать низкие частоты; пропускать высокие
(LF только для некоторых моделей).

Запуск по нарастающему фронту Запуск по
спадающему фронту

Сбор без запуска.
Сбор при запуске.
Один захват и остановка.

Holdoff: 100 нс - 10 с, ручкой M или . Выбор

цифры: кнопками   панели либо  на
экране.
Reset: сброс к 100 нс.

4. Руководство для опытного пользователя

1. Запуск по фронту
Запуск происходит при достижении заданного уровня выбранным фронтом
входного сигнала. В режиме Edge можно выбрать нарастающий или спадающий
фронт. Настройки запуска показаны справа внизу

экрана; например, значок  означает тип Edge,

источник CH1, связь DC, уровень 0.00 мВ.
Меню запуска по фронту:

Trigger Level: вертикальный уровень запуска канала. Вращайте ручку или
проводите вверх/вниз по сенсорному экрану. При настройке оранжево-красная
пунктирная линия показывает положение запуска; значение меняется в правом
углу. После настройки линия исчезает.
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2. Video Trigger  
Choose video trigger to trigger on fields or lines of NTSC, PAL or SECAM standard 
video signals. 
In Video Trigger mode, the trigger setting information is displayed on bottom right of 

the screen, for example, ，indicates that trigger type is Video, trigger 

source is CH1, and Sync type is Even. 
 
Video Trigger menu list: 

MENU SETTING INSTRUCTION 
Single Mode Video Set vertical channel trigger type as video trigger 

Source 
CH1 
CH2 

Select CH1 as the trigger source 
Select CH2 as the trigger source 

Modu 
NTSC 
PAL 

SECAM 
Select video modulation 

Sync 
 

Line 
Field 
Odd 
Even 

Line NO. 

Synchronic trigger in video line 
Synchronic trigger in video field 
Synchronic trigger in video odd filed 
Synchronic trigger in video even field 
Synchronic trigger in designed video line, turn the M 

knob or click  to set the line number 

Mode 
Holdoff 

Auto Acquire waveform even no trigger occurred 

3. Slope Trigger  
Slope trigger sets the oscilloscope as the positive/negative slope trigger within the 
specified time. 
In Slope Trigger mode, the trigger setting information is displayed on bottom right of 

the screen, for example, ，indicates that trigger type is slope, 

trigger source is CH1, slope is rising, 0.00mV is the differential between up level and 
low level threshold. 
 
Slope trigger menu list: 
MENU SETTING INSTRUCTION 
Single 
Mode 

Slope Set vertical channel trigger type as slope trigger. 

Source 
CH1 
CH2 

Select CH1 as the trigger source. 
Select CH2 as the trigger source. 
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2. Video Trigger  
Choose video trigger to trigger on fields or lines of NTSC, PAL or SECAM standard 
video signals. 
In Video Trigger mode, the trigger setting information is displayed on bottom right of 
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source is CH1, and Sync type is Even. 
 
Video Trigger menu list: 

MENU SETTING INSTRUCTION 
Single Mode Video Set vertical channel trigger type as video trigger 

Source 
CH1 
CH2 

Select CH1 as the trigger source 
Select CH2 as the trigger source 

Modu 
NTSC 
PAL 

SECAM 
Select video modulation 

Sync 
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Line NO. 

Synchronic trigger in video line 
Synchronic trigger in video field 
Synchronic trigger in video odd filed 
Synchronic trigger in video even field 
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Mode 
Holdoff 
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3. Slope Trigger  
Slope trigger sets the oscilloscope as the positive/negative slope trigger within the 
specified time. 
In Slope Trigger mode, the trigger setting information is displayed on bottom right of 

the screen, for example, ，indicates that trigger type is slope, 
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Slope trigger menu list: 
MENU SETTING INSTRUCTION 
Single 
Mode 

Slope Set vertical channel trigger type as slope trigger. 

Source 
CH1 
CH2 

Select CH1 as the trigger source. 
Select CH2 as the trigger source. 
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МЕНЮ

Стандарт

Настр.

NTSC PAL
SECAM

Line
Field
Odd
Even

Line NO.

Авто

ОПИСАНИЕ
Видеозапуск канала.
Источник запуска CH1.
Источник запуска CH2.

Выберите систему видеосигнала

По строке.
По полю.
По нечётному полю.
По чётному полю.
По заданной строке: номер задайте ручкой M или

.

Собирать осциллограмму даже без запуска.

МЕНЮ Настр.

Фронт

ОПИСАНИЕ
Выбрать запуск по скорости изменения для канала
вертикальной системы.
Источник запуска CH1.
Источник запуска CH2.

4. Руководство для опытного пользователя

2. Запуск по видеосигналу
Выберите видеозапуск по полям или строкам сигналов NTSC, PAL или SECAM.
Настройки видеозапуска показаны справа внизу

экрана; значок  означает тип Video, источник

источник CH1, синхронизация по чётному полю (Even).
Меню видеозапуска:

3. Запуск по скорости фронта
Запуск Slope срабатывает по положительному/отрицательному наклону за заданное
время. Настройки запуска показаны справа внизу

экрана; значок  означает тип Slope,

источник CH1, нарастание; 0.00 мВ - разность верхнего и нижнего пороговых
уровней.
Меню запуска по наклону:



4.Advanced User Guidebook 

 40 

When 

slope 

  
Slope selecting 

 
 
 
 

 
 
 
 

Set slope condition; turn the M knob or click  to 

set slope time, press  panel button or click 

 to move cursor to choose which digit to be 

set. 

Threshold 
&SlewRate 

High level 
Low level 
Slew rate 

Adjust M knob to set the High level upper limit. 
Adjust M knob to set Low level lower limit. 
Slew rate = (High level - Low level) / Settings  

Mode 
 
Holdoff 

Auto 
Normal 
Single 

 
 

Holdoff 
 
 

 
 

Reset 

Acquire waveform even no trigger occurred 
Acquire waveform when trigger occurred 
When trigger occurs, acquire one waveform then stop 

100 ns – 10 s, turn the M knob or click  to set 

time interval before another trigger occur, press  

panel button or click  to move cursor to 

choose which digit to be set. 
Set Holdoff time as 100 ns 

4. Pulse Width Trigger   
Pulse trigger occurs according to the width of pulse. The abnormal signals can be 
detected through setting up the pulse width condition. 
 
In Pulse Width Trigger mode, the trigger setting information is displayed on bottom 

right of the screen, for example, ，indicates that trigger type 

is pulse width, trigger source is CH1, coupling is DC, polarity is positive, and trigger 
level is 0.00mV. 
 
Pulse Width Trigger menu list: 

MENU SETTING INSTRUCTION 
Single Mode Pulse Set vertical channel trigger type as pulse trigger. 

Source 
CH1 
CH2 

Select CH1 as the trigger source. 
Select CH2 as the trigger source. 

Coupling 
AC 
DC 

Not allow DC portion to pass. 
Allow all portion pass. 
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Select CH1 as the trigger source. 
Select CH2 as the trigger source. 

Coupling 
AC 
DC 

Not allow DC portion to pass. 
Allow all portion pass. 
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When 

slope 

  
Slope selecting 

 
 
 
 

 
 
 
 

Set slope condition; turn the M knob or click  to 

set slope time, press  panel button or click 

 to move cursor to choose which digit to be 

set. 

Threshold 
&SlewRate 

High level 
Low level 
Slew rate 

Adjust M knob to set the High level upper limit. 
Adjust M knob to set Low level lower limit. 
Slew rate = (High level - Low level) / Settings  

Mode 
 
Holdoff 

Auto 
Normal 
Single 

 
 

Holdoff 
 
 

 
 

Reset 

Acquire waveform even no trigger occurred 
Acquire waveform when trigger occurred 
When trigger occurs, acquire one waveform then stop 

100 ns – 10 s, turn the M knob or click  to set 

time interval before another trigger occur, press  

panel button or click  to move cursor to 

choose which digit to be set. 
Set Holdoff time as 100 ns 

4. Pulse Width Trigger   
Pulse trigger occurs according to the width of pulse. The abnormal signals can be 
detected through setting up the pulse width condition. 
 
In Pulse Width Trigger mode, the trigger setting information is displayed on bottom 

right of the screen, for example, ，indicates that trigger type 

is pulse width, trigger source is CH1, coupling is DC, polarity is positive, and trigger 
level is 0.00mV. 
 
Pulse Width Trigger menu list: 

MENU SETTING INSTRUCTION 
Single Mode Pulse Set vertical channel trigger type as pulse trigger. 

Source 
CH1 
CH2 

Select CH1 as the trigger source. 
Select CH2 as the trigger source. 

Coupling 
AC 
DC 

Not allow DC portion to pass. 
Allow all portion pass. 
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When 

slope 

  
Slope selecting 

 
 
 
 

 
 
 
 

Set slope condition; turn the M knob or click  to 

set slope time, press  panel button or click 

 to move cursor to choose which digit to be 

set. 

Threshold 
&SlewRate 

High level 
Low level 
Slew rate 

Adjust M knob to set the High level upper limit. 
Adjust M knob to set Low level lower limit. 
Slew rate = (High level - Low level) / Settings  

Mode 
 
Holdoff 

Auto 
Normal 
Single 

 
 

Holdoff 
 
 

 
 

Reset 

Acquire waveform even no trigger occurred 
Acquire waveform when trigger occurred 
When trigger occurs, acquire one waveform then stop 

100 ns – 10 s, turn the M knob or click  to set 

time interval before another trigger occur, press  

panel button or click  to move cursor to 

choose which digit to be set. 
Set Holdoff time as 100 ns 

4. Pulse Width Trigger   
Pulse trigger occurs according to the width of pulse. The abnormal signals can be 
detected through setting up the pulse width condition. 
 
In Pulse Width Trigger mode, the trigger setting information is displayed on bottom 

right of the screen, for example, ，indicates that trigger type 

is pulse width, trigger source is CH1, coupling is DC, polarity is positive, and trigger 
level is 0.00mV. 
 
Pulse Width Trigger menu list: 

MENU SETTING INSTRUCTION 
Single Mode Pulse Set vertical channel trigger type as pulse trigger. 

Source 
CH1 
CH2 

Select CH1 as the trigger source. 
Select CH2 as the trigger source. 

Coupling 
AC 
DC 

Not allow DC portion to pass. 
Allow all portion pass. 

4.Advanced User Guidebook 

 40 

When 

slope 

  
Slope selecting 

 
 
 
 

 
 
 
 

Set slope condition; turn the M knob or click  to 

set slope time, press  panel button or click 

 to move cursor to choose which digit to be 

set. 

Threshold 
&SlewRate 

High level 
Low level 
Slew rate 

Adjust M knob to set the High level upper limit. 
Adjust M knob to set Low level lower limit. 
Slew rate = (High level - Low level) / Settings  

Mode 
 
Holdoff 

Auto 
Normal 
Single 

 
 

Holdoff 
 
 

 
 

Reset 

Acquire waveform even no trigger occurred 
Acquire waveform when trigger occurred 
When trigger occurs, acquire one waveform then stop 

100 ns – 10 s, turn the M knob or click  to set 

time interval before another trigger occur, press  

panel button or click  to move cursor to 

choose which digit to be set. 
Set Holdoff time as 100 ns 

4. Pulse Width Trigger   
Pulse trigger occurs according to the width of pulse. The abnormal signals can be 
detected through setting up the pulse width condition. 
 
In Pulse Width Trigger mode, the trigger setting information is displayed on bottom 

right of the screen, for example, ，indicates that trigger type 

is pulse width, trigger source is CH1, coupling is DC, polarity is positive, and trigger 
level is 0.00mV. 
 
Pulse Width Trigger menu list: 

MENU SETTING INSTRUCTION 
Single Mode Pulse Set vertical channel trigger type as pulse trigger. 

Source 
CH1 
CH2 

Select CH1 as the trigger source. 
Select CH2 as the trigger source. 

Coupling 
AC 
DC 

Not allow DC portion to pass. 
Allow all portion pass. 
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When 

slope 

  
Slope selecting 

 
 
 
 

 
 
 
 

Set slope condition; turn the M knob or click  to 

set slope time, press  panel button or click 

 to move cursor to choose which digit to be 

set. 

Threshold 
&SlewRate 

High level 
Low level 
Slew rate 

Adjust M knob to set the High level upper limit. 
Adjust M knob to set Low level lower limit. 
Slew rate = (High level - Low level) / Settings  

Mode 
 
Holdoff 

Auto 
Normal 
Single 

 
 

Holdoff 
 
 

 
 

Reset 

Acquire waveform even no trigger occurred 
Acquire waveform when trigger occurred 
When trigger occurs, acquire one waveform then stop 

100 ns – 10 s, turn the M knob or click  to set 

time interval before another trigger occur, press  

panel button or click  to move cursor to 

choose which digit to be set. 
Set Holdoff time as 100 ns 

4. Pulse Width Trigger   
Pulse trigger occurs according to the width of pulse. The abnormal signals can be 
detected through setting up the pulse width condition. 
 
In Pulse Width Trigger mode, the trigger setting information is displayed on bottom 

right of the screen, for example, ，indicates that trigger type 

is pulse width, trigger source is CH1, coupling is DC, polarity is positive, and trigger 
level is 0.00mV. 
 
Pulse Width Trigger menu list: 

MENU SETTING INSTRUCTION 
Single Mode Pulse Set vertical channel trigger type as pulse trigger. 

Source 
CH1 
CH2 

Select CH1 as the trigger source. 
Select CH2 as the trigger source. 

Coupling 
AC 
DC 

Not allow DC portion to pass. 
Allow all portion pass. 

Условие

Порог и
скорость

нарастания

Наклон
 

Верхний
Нижний
Скорость

Auto
Normal
Single

Holdoff
Reset

Выбор фронта

Задайте условие наклона. Время: ручкой M или 

. Выбор цифры: кнопками   либо  на
экране.

Ручкой M: верхний порог.
Ручкой M: нижний порог.
Скорость = (верхний − нижний)/время.

Сбор без запуска.
Сбор при запуске.
Один захват и остановка.

Holdoff: 100 нс - 10 с, ручкой M или . Выбор

цифры: кнопками   панели либо  на
экране.
Reset: сброс к 100 нс.

МЕНЮ

Связь

Настр.
Импульс

ОПИСАНИЕ
Запуск канала по импульсу.

Источник запуска CH1.
Источник запуска CH2.
Блокировать постоянную составляющую.
Пропускать все составляющие.

4. Руководство для опытного пользователя

4. Запуск по длительности импульса
Запуск зависит от длительности импульса. Условие длительности позволяет
обнаружить аномальные сигналы. Настройки запуска по длительности показаны
справа внизу

справа; значок  означает тип запуска

по длительности, источник CH1, связь DC, положительная полярность, уровень
0.00 мВ.
Меню запуска по длительности:
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when 

Polarity 

  
Choose the polarity 

 

 

 

 

 

 

Select pulse width condition and adjust the M knob 

or click  to set time, press   panel 

button or click  to move cursor to choose 

which digit to be set. 

Mode 
 

Holdoff 

Auto 
Normal 
Single 

 
 

Holdoff 
 
 
 
 

Reset 

Acquire waveform even no trigger occurred 
Acquire waveform when trigger occurred 
When trigger occurs, acquire one waveform then stop 

100 ns - 10 s, adjust M knob or click  to set time 

interval before another trigger occur, press   

panel button or click  to move cursor to 

choose which digit to be set. 
Set Holdoff time as 100 ns 

5.Runt Trigger 
Trigger pulses that pass through one trigger level but fail to pass through the other 
trigger level. Shown as below figure, 
In Runt Trigger mode, the trigger setting information is displayed on bottom right of 

the screen, for example, ，indicates that trigger type is runt, 

trigger source is CH1, polarity is positive, 0.00mV is the differential between up level 
and low level threshold. 
 

 
              Runt Trigger 

Runt Trigger menu list: 
MENU SETTING INSTRUCTION 
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when 

Polarity 

  
Choose the polarity 

 

 

 

 

 

 

Select pulse width condition and adjust the M knob 

or click  to set time, press   panel 

button or click  to move cursor to choose 

which digit to be set. 

Mode 
 

Holdoff 

Auto 
Normal 
Single 

 
 

Holdoff 
 
 
 
 

Reset 

Acquire waveform even no trigger occurred 
Acquire waveform when trigger occurred 
When trigger occurs, acquire one waveform then stop 

100 ns - 10 s, adjust M knob or click  to set time 

interval before another trigger occur, press   

panel button or click  to move cursor to 

choose which digit to be set. 
Set Holdoff time as 100 ns 

5.Runt Trigger 
Trigger pulses that pass through one trigger level but fail to pass through the other 
trigger level. Shown as below figure, 
In Runt Trigger mode, the trigger setting information is displayed on bottom right of 

the screen, for example, ，indicates that trigger type is runt, 

trigger source is CH1, polarity is positive, 0.00mV is the differential between up level 
and low level threshold. 
 

 
              Runt Trigger 

Runt Trigger menu list: 
MENU SETTING INSTRUCTION 
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when 

Polarity 

  
Choose the polarity 

 

 

 

 

 

 

Select pulse width condition and adjust the M knob 

or click  to set time, press   panel 

button or click  to move cursor to choose 

which digit to be set. 

Mode 
 

Holdoff 

Auto 
Normal 
Single 

 
 

Holdoff 
 
 
 
 

Reset 

Acquire waveform even no trigger occurred 
Acquire waveform when trigger occurred 
When trigger occurs, acquire one waveform then stop 

100 ns - 10 s, adjust M knob or click  to set time 

interval before another trigger occur, press   

panel button or click  to move cursor to 

choose which digit to be set. 
Set Holdoff time as 100 ns 

5.Runt Trigger 
Trigger pulses that pass through one trigger level but fail to pass through the other 
trigger level. Shown as below figure, 
In Runt Trigger mode, the trigger setting information is displayed on bottom right of 

the screen, for example, ，indicates that trigger type is runt, 

trigger source is CH1, polarity is positive, 0.00mV is the differential between up level 
and low level threshold. 
 

 
              Runt Trigger 

Runt Trigger menu list: 
MENU SETTING INSTRUCTION 

Условие

Полярность
 

Auto
Normal
Single

Holdoff
Reset

Выберите полярность

Выберите условие длительности импульса. Время:

ручкой M или . Выбор цифры: кнопками 

 либо  на экране.

Сбор без запуска.
Сбор при запуске.
Один захват и остановка.

Holdoff: 100 нс - 10 с, ручкой M или . Выбор

цифры: кнопками   панели либо  на
экране.
Reset: сброс к 100 нс.

МЕНЮ Настр. ОПИСАНИЕ

4. Руководство для опытного пользователя

5. Запуск по неполному импульсу
Запуск по импульсу, пересекающему один уровень, но не достигающему второго.
См. рисунок ниже. Настройки показаны справа внизу

экрана; значок  означает тип Runt,

источник CH1, положительная полярность; 0.00 мВ - разность верхнего и нижнего
пороговых уровней.

Запуск по неполному импульсу
Меню запуска по неполному импульсу:

Положительный неполный импульс

Верхний
уровень

Нижний
уровень

Отрицательный неполный импульс
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Single 
Mode 

Runt 
Set vertical channel trigger type as runt trigger. 

Source 
CH1 
CH2 

Select CH1 as the trigger source. 
Select CH2 as the trigger source. 

Threshold 

 
 

Up Level 
 
 
 

Low Level 

Adjust the M knob or click  to set the up level 

threshold. 

Adjust the M knob or click  to set the low level 

threshold. 

Condition 

Polarity 

  

Positive Polarity, the oscilloscope triggers on the 
positive runt pulse.  
Negative Polarity, the oscilloscope triggers on the 
negative runt pulse.  

 

 

 

 

 

 

Adjust the M knob or click  to set pulse width, 

press   panel button or click  to 

move cursor to choose which digit to be set. 
Trigger when runt pulse is greater than the set pulse 
width.  
Trigger when runt pulse equals to the set pulse width.  
Trigger when runt pulse is lower than the set pulse 
width. 

Mode 
 

Holdoff 

Auto 
Normal 
Single 

 
 

Holdoff 
 
 

 
 
 

Reset 

Acquire waveform even no trigger occurred 
Acquire waveform when trigger occurred 
When trigger occurs, acquire one waveform then stop 

100 ns - 10 s, adjust M knob or click  to set time 

interval before another trigger occur， press   

panel button or click  to move cursor to choose 

which digit to be set. 
Set Holdoff time as 100 ns 

6.Windows Trigger 
Provide a high trigger level and low trigger level, the oscilloscope triggers when the 
input signal passes through the high trigger level or the low trigger level. 
In Windows Trigger mode, the trigger setting information is displayed on bottom right 
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Single 
Mode 

Runt 
Set vertical channel trigger type as runt trigger. 

Source 
CH1 
CH2 

Select CH1 as the trigger source. 
Select CH2 as the trigger source. 

Threshold 

 
 

Up Level 
 
 
 

Low Level 

Adjust the M knob or click  to set the up level 

threshold. 

Adjust the M knob or click  to set the low level 

threshold. 

Condition 

Polarity 

  

Positive Polarity, the oscilloscope triggers on the 
positive runt pulse.  
Negative Polarity, the oscilloscope triggers on the 
negative runt pulse.  

 

 

 

 

 

 

Adjust the M knob or click  to set pulse width, 

press   panel button or click  to 

move cursor to choose which digit to be set. 
Trigger when runt pulse is greater than the set pulse 
width.  
Trigger when runt pulse equals to the set pulse width.  
Trigger when runt pulse is lower than the set pulse 
width. 

Mode 
 

Holdoff 

Auto 
Normal 
Single 

 
 

Holdoff 
 
 

 
 
 

Reset 

Acquire waveform even no trigger occurred 
Acquire waveform when trigger occurred 
When trigger occurs, acquire one waveform then stop 

100 ns - 10 s, adjust M knob or click  to set time 

interval before another trigger occur， press   

panel button or click  to move cursor to choose 

which digit to be set. 
Set Holdoff time as 100 ns 

6.Windows Trigger 
Provide a high trigger level and low trigger level, the oscilloscope triggers when the 
input signal passes through the high trigger level or the low trigger level. 
In Windows Trigger mode, the trigger setting information is displayed on bottom right 
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Single 
Mode 

Runt 
Set vertical channel trigger type as runt trigger. 

Source 
CH1 
CH2 

Select CH1 as the trigger source. 
Select CH2 as the trigger source. 

Threshold 

 
 

Up Level 
 
 
 

Low Level 

Adjust the M knob or click  to set the up level 

threshold. 

Adjust the M knob or click  to set the low level 

threshold. 

Condition 

Polarity 

  

Positive Polarity, the oscilloscope triggers on the 
positive runt pulse.  
Negative Polarity, the oscilloscope triggers on the 
negative runt pulse.  

 

 

 

 

 

 

Adjust the M knob or click  to set pulse width, 

press   panel button or click  to 

move cursor to choose which digit to be set. 
Trigger when runt pulse is greater than the set pulse 
width.  
Trigger when runt pulse equals to the set pulse width.  
Trigger when runt pulse is lower than the set pulse 
width. 

Mode 
 

Holdoff 

Auto 
Normal 
Single 

 
 

Holdoff 
 
 

 
 
 

Reset 

Acquire waveform even no trigger occurred 
Acquire waveform when trigger occurred 
When trigger occurs, acquire one waveform then stop 

100 ns - 10 s, adjust M knob or click  to set time 

interval before another trigger occur， press   

panel button or click  to move cursor to choose 

which digit to be set. 
Set Holdoff time as 100 ns 

6.Windows Trigger 
Provide a high trigger level and low trigger level, the oscilloscope triggers when the 
input signal passes through the high trigger level or the low trigger level. 
In Windows Trigger mode, the trigger setting information is displayed on bottom right 
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Single 
Mode 

Runt 
Set vertical channel trigger type as runt trigger. 

Source 
CH1 
CH2 

Select CH1 as the trigger source. 
Select CH2 as the trigger source. 

Threshold 

 
 

Up Level 
 
 
 

Low Level 

Adjust the M knob or click  to set the up level 

threshold. 

Adjust the M knob or click  to set the low level 

threshold. 

Condition 

Polarity 

  

Positive Polarity, the oscilloscope triggers on the 
positive runt pulse.  
Negative Polarity, the oscilloscope triggers on the 
negative runt pulse.  

 

 

 

 

 

 

Adjust the M knob or click  to set pulse width, 

press   panel button or click  to 

move cursor to choose which digit to be set. 
Trigger when runt pulse is greater than the set pulse 
width.  
Trigger when runt pulse equals to the set pulse width.  
Trigger when runt pulse is lower than the set pulse 
width. 

Mode 
 

Holdoff 

Auto 
Normal 
Single 

 
 

Holdoff 
 
 

 
 
 

Reset 

Acquire waveform even no trigger occurred 
Acquire waveform when trigger occurred 
When trigger occurs, acquire one waveform then stop 

100 ns - 10 s, adjust M knob or click  to set time 

interval before another trigger occur， press   

panel button or click  to move cursor to choose 

which digit to be set. 
Set Holdoff time as 100 ns 

6.Windows Trigger 
Provide a high trigger level and low trigger level, the oscilloscope triggers when the 
input signal passes through the high trigger level or the low trigger level. 
In Windows Trigger mode, the trigger setting information is displayed on bottom right 
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Single 
Mode 

Runt 
Set vertical channel trigger type as runt trigger. 

Source 
CH1 
CH2 

Select CH1 as the trigger source. 
Select CH2 as the trigger source. 

Threshold 

 
 

Up Level 
 
 
 

Low Level 

Adjust the M knob or click  to set the up level 

threshold. 

Adjust the M knob or click  to set the low level 

threshold. 

Condition 

Polarity 

  

Positive Polarity, the oscilloscope triggers on the 
positive runt pulse.  
Negative Polarity, the oscilloscope triggers on the 
negative runt pulse.  

 

 

 

 

 

 

Adjust the M knob or click  to set pulse width, 

press   panel button or click  to 

move cursor to choose which digit to be set. 
Trigger when runt pulse is greater than the set pulse 
width.  
Trigger when runt pulse equals to the set pulse width.  
Trigger when runt pulse is lower than the set pulse 
width. 

Mode 
 

Holdoff 

Auto 
Normal 
Single 

 
 

Holdoff 
 
 

 
 
 

Reset 

Acquire waveform even no trigger occurred 
Acquire waveform when trigger occurred 
When trigger occurs, acquire one waveform then stop 

100 ns - 10 s, adjust M knob or click  to set time 

interval before another trigger occur， press   

panel button or click  to move cursor to choose 

which digit to be set. 
Set Holdoff time as 100 ns 

6.Windows Trigger 
Provide a high trigger level and low trigger level, the oscilloscope triggers when the 
input signal passes through the high trigger level or the low trigger level. 
In Windows Trigger mode, the trigger setting information is displayed on bottom right 
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Single 
Mode 

Runt 
Set vertical channel trigger type as runt trigger. 

Source 
CH1 
CH2 

Select CH1 as the trigger source. 
Select CH2 as the trigger source. 

Threshold 

 
 

Up Level 
 
 
 

Low Level 

Adjust the M knob or click  to set the up level 

threshold. 

Adjust the M knob or click  to set the low level 

threshold. 

Condition 

Polarity 

  

Positive Polarity, the oscilloscope triggers on the 
positive runt pulse.  
Negative Polarity, the oscilloscope triggers on the 
negative runt pulse.  

 

 

 

 

 

 

Adjust the M knob or click  to set pulse width, 

press   panel button or click  to 

move cursor to choose which digit to be set. 
Trigger when runt pulse is greater than the set pulse 
width.  
Trigger when runt pulse equals to the set pulse width.  
Trigger when runt pulse is lower than the set pulse 
width. 

Mode 
 

Holdoff 

Auto 
Normal 
Single 

 
 

Holdoff 
 
 

 
 
 

Reset 

Acquire waveform even no trigger occurred 
Acquire waveform when trigger occurred 
When trigger occurs, acquire one waveform then stop 

100 ns - 10 s, adjust M knob or click  to set time 

interval before another trigger occur， press   

panel button or click  to move cursor to choose 

which digit to be set. 
Set Holdoff time as 100 ns 

6.Windows Trigger 
Provide a high trigger level and low trigger level, the oscilloscope triggers when the 
input signal passes through the high trigger level or the low trigger level. 
In Windows Trigger mode, the trigger setting information is displayed on bottom right 
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Single 
Mode 

Runt 
Set vertical channel trigger type as runt trigger. 

Source 
CH1 
CH2 

Select CH1 as the trigger source. 
Select CH2 as the trigger source. 

Threshold 

 
 

Up Level 
 
 
 

Low Level 

Adjust the M knob or click  to set the up level 

threshold. 

Adjust the M knob or click  to set the low level 

threshold. 

Condition 

Polarity 

  

Positive Polarity, the oscilloscope triggers on the 
positive runt pulse.  
Negative Polarity, the oscilloscope triggers on the 
negative runt pulse.  

 

 

 

 

 

 

Adjust the M knob or click  to set pulse width, 

press   panel button or click  to 

move cursor to choose which digit to be set. 
Trigger when runt pulse is greater than the set pulse 
width.  
Trigger when runt pulse equals to the set pulse width.  
Trigger when runt pulse is lower than the set pulse 
width. 

Mode 
 

Holdoff 

Auto 
Normal 
Single 

 
 

Holdoff 
 
 

 
 
 

Reset 

Acquire waveform even no trigger occurred 
Acquire waveform when trigger occurred 
When trigger occurs, acquire one waveform then stop 

100 ns - 10 s, adjust M knob or click  to set time 

interval before another trigger occur， press   

panel button or click  to move cursor to choose 

which digit to be set. 
Set Holdoff time as 100 ns 

6.Windows Trigger 
Provide a high trigger level and low trigger level, the oscilloscope triggers when the 
input signal passes through the high trigger level or the low trigger level. 
In Windows Trigger mode, the trigger setting information is displayed on bottom right 
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Single 
Mode 

Runt 
Set vertical channel trigger type as runt trigger. 

Source 
CH1 
CH2 

Select CH1 as the trigger source. 
Select CH2 as the trigger source. 

Threshold 

 
 

Up Level 
 
 
 

Low Level 

Adjust the M knob or click  to set the up level 

threshold. 

Adjust the M knob or click  to set the low level 

threshold. 

Condition 

Polarity 

  

Positive Polarity, the oscilloscope triggers on the 
positive runt pulse.  
Negative Polarity, the oscilloscope triggers on the 
negative runt pulse.  

 

 

 

 

 

 

Adjust the M knob or click  to set pulse width, 

press   panel button or click  to 

move cursor to choose which digit to be set. 
Trigger when runt pulse is greater than the set pulse 
width.  
Trigger when runt pulse equals to the set pulse width.  
Trigger when runt pulse is lower than the set pulse 
width. 

Mode 
 

Holdoff 

Auto 
Normal 
Single 

 
 

Holdoff 
 
 

 
 
 

Reset 

Acquire waveform even no trigger occurred 
Acquire waveform when trigger occurred 
When trigger occurs, acquire one waveform then stop 

100 ns - 10 s, adjust M knob or click  to set time 

interval before another trigger occur， press   

panel button or click  to move cursor to choose 

which digit to be set. 
Set Holdoff time as 100 ns 

6.Windows Trigger 
Provide a high trigger level and low trigger level, the oscilloscope triggers when the 
input signal passes through the high trigger level or the low trigger level. 
In Windows Trigger mode, the trigger setting information is displayed on bottom right 

Порог

Условие

Неполный
импульс

Верхний
уровень
Нижний
уровень

Полярность
 

Auto
Normal
Single

Holdoff
Reset

Выбрать запуск по неполному импульсу для канала
вертикальной системы.
Источник запуска CH1.
Источник запуска CH2.

Верхний порог: ручкой M или .

Нижний порог: ручкой M или .

Положительная: запуск по положительному
неполному импульсу.
Отрицательная: запуск по отрицательному
неполному импульсу.

Длительность: ручкой M или . Выбор цифры:

экранной кнопкой  либо кнопками панели
 .

Запуск, если неполный импульс: больше заданной
длительности; равен ей; меньше неё.

Сбор без запуска.
Сбор при запуске.
Один захват и остановка.

Holdoff: 100 нс - 10 с, ручкой M или . Выбор

цифры: кнопками   панели либо  на
экране.
Reset: сброс к 100 нс.

4. Руководство для опытного пользователя

6. Запуск по окну
Задаются верхний и нижний уровни запуска. Запуск происходит при пересечении
входным сигналом одного из них. Настройки режима Windows показаны справа
внизу
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of the screen, for example, ，indicates that trigger type is 

windows, trigger source is CH1, polarity is positive, 0.00mV the differential between 
up level and low level threshold. 
 

 

Windows Trigger menu list: 
MENU SETTING INSTRUCTION 
Single 
Mode 

Windows 
Set vertical channel trigger type as Windows trigger. 

Source 
CH1 
CH2 

Select CH1 as the trigger source. 
Select CH2 as the trigger source. 

Threshold 

 
 

Up Level 
 
 
 

Low Level 

Adjust the M knob or click  to set the up level 

threshold. 

Adjust the M knob or click  to set the low level 

threshold. 

Condition 
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МЕНЮ

Порог

Условие

Настр.

Окно

Верхний
уровень
Нижний
уровень

Полярность
 

ОПИСАНИЕ
Выбрать запуск по окну для канала вертикальной
системы.
Источник запуска CH1.
Источник запуска CH2.

Верхний порог: ручкой M или .

Нижний порог: ручкой M или .

Положительная: запуск по положительному
импульсу окна.
Отрицательная: запуск по отрицательному импульсу
окна.

Enter: при входе сигнала в заданный диапазон
уровней.
Exit: при выходе сигнала из диапазона.
Time: задайте время удержания входного сигнала
после входа в диапазон. Запуск, когда накопленное
время удержания превышает время окна. Диапазон
30 нс - 10 с, по умолчанию 100 нс.

4. Руководство для опытного пользователя

экрана; значок  означает тип

Windows, источник CH1, положительная полярность; 0,00 мВ - разность верхнего и
нижнего порогов. Меню Windows:



4.Advanced User Guidebook 

 44 

Mode 
 

Holdoff 

Auto 
Normal 
Single 

 
 

Holdoff 
 
 

 
 

Reset 

Acquire waveform even no trigger occurred 
Acquire waveform when trigger occurred 
When trigger occurs, acquire one waveform then stop 

100 ns - 10 s, adjust M knob or click  to set time 

interval before another trigger occur, press   

panel button or click  to move cursor to choose 

which digit to be set. 
Set Holdoff time as 100 ns 

7.Timeout Trigger 
The oscilloscope triggers when the time interval from when the rising edge (or the 
falling edge) passes through the trigger level to when the neighbouring falling edge 
(or the rising edge) passes through the trigger level is greater than the timeout time 
set.  
In Timeout Trigger mode, the trigger setting information is displayed on bottom right 

of the screen, for example, ，indicates that trigger type is Timeout, 

trigger source is CH1, edge is positive, 0.00mV is up level or low level threshold. 
 

Timeout Trigger menu list: 
MENU SETTING INSTRUCTION 
Single 
Mode 

Timeout 
Set vertical channel trigger type as Timeout trigger. 

Source 
CH1 
CH2 

Select CH1 as the trigger source. 
Select CH2 as the trigger source. 

Edge 

Edge 

  

Start timing when the rising edge of the input signal 
passes through the trigger level.  
Start timing when the falling edge of the input signal 
passes through the trigger level. 

Configure Idle Time 
Set idle time. Idle time means the minimum time of idle 
clock before searching data that can meet trigger 
conditions. Available range is 30ns-10s, default 100ns. 
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Auto
Normal
Single

Holdoff
Reset

Сбор без запуска.
Сбор при запуске.
Один захват и остановка.

Holdoff: 100 нс - 10 с, ручкой M или . Выбор

цифры: кнопками   панели либо  на
экране.
Reset: сброс к 100 нс.

МЕНЮ

Фронт

Настр.

Тайм-аут

Фронт
 

Время простоя

ОПИСАНИЕ
Выбрать запуск по тайм-ауту для канала
вертикальной системы.
Источник запуска CH1.
Источник запуска CH2.

Отсчёт времени с пересечения уровня нарастающим
фронтом.
Отсчёт времени с пересечения уровня спадающим
фронтом.

Время покоя - минимум до поиска подходящих
данных: 30 нс–10 с, по умолчанию 100 нс.

4. Руководство для опытного пользователя

7. Запуск по тайм-ауту
Запуск происходит, когда интервал от пересечения уровня нарастающим
(спадающим) фронтом до пересечения соседним спадающим (нарастающим)
фронтом превышает заданный тайм-аут. Настройки показаны справа внизу

экрана; значок  означает тип Timeout,

источник CH1, положительный фронт; 0.00 мВ - верхний или нижний порог.
Меню запуска по тайм-ауту:
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Mode 
 

Holdoff 
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Holdoff 
 
 

 
 

Reset 

Acquire waveform even no trigger occurred 
Acquire waveform when trigger occurred 
When trigger occurs, acquire one waveform then stop 

100 ns - 10 s, adjust M knob or click  to set time 

interval before another trigger occur, press   

panel button or click  move cursor to choose 

which digit to be set. 
Set Holdoff time as 100 ns 

 

8.Nth Edge trigger  
The oscilloscope triggers on the Nth edge that appears on the specified idle time. As 
figure shown below, the oscilloscope should trigger on the second falling edge after 
the specified idle time and the idle time should be set to P1/P2/P3/P4 < Idle Time < M. 
Wherein, M, P1, P2, P3 and P4 are positive or negative pulse width participating in 
the counting. 
 
In Nth Edge Trigger mode, the trigger setting information is displayed on bottom right 

of the screen, for example, ，indicates that trigger type is Nth 

Edge, trigger source is CH1, -150V is up level or low level threshold. 
 

 

Nth Edge Trigger 

 

Nth Edge Trigger menu list: 
MENU SETTING INSTRUCTION 
Single 
Mode 

Nth Edge Set vertical channel trigger type as Nth Edge trigger. 
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Holdoff 

Auto 
Normal 
Single 

 
 

Holdoff 
 
 

 
 

Reset 

Acquire waveform even no trigger occurred 
Acquire waveform when trigger occurred 
When trigger occurs, acquire one waveform then stop 

100 ns - 10 s, adjust M knob or click  to set time 

interval before another trigger occur, press   

panel button or click  move cursor to choose 

which digit to be set. 
Set Holdoff time as 100 ns 

 

8.Nth Edge trigger  
The oscilloscope triggers on the Nth edge that appears on the specified idle time. As 
figure shown below, the oscilloscope should trigger on the second falling edge after 
the specified idle time and the idle time should be set to P1/P2/P3/P4 < Idle Time < M. 
Wherein, M, P1, P2, P3 and P4 are positive or negative pulse width participating in 
the counting. 
 
In Nth Edge Trigger mode, the trigger setting information is displayed on bottom right 

of the screen, for example, ，indicates that trigger type is Nth 

Edge, trigger source is CH1, -150V is up level or low level threshold. 
 

 

Nth Edge Trigger 

 

Nth Edge Trigger menu list: 
MENU SETTING INSTRUCTION 
Single 
Mode 

Nth Edge Set vertical channel trigger type as Nth Edge trigger. 

Auto
Normal
Single

Holdoff
Reset

Сбор без запуска.
Сбор при запуске.
Один захват и остановка.

Holdoff: 100 нс - 10 с, ручкой M или . Выбор

цифры: кнопками   панели либо  на
экране.
Reset: сброс к 100 нс.

МЕНЮ Настр.

N-й фронт

ОПИСАНИЕ
Выбрать запуск по N-му фронту для канала
вертикальной системы.

4. Руководство для опытного пользователя

8. Запуск по N-му фронту
Запуск выполняется по N-му фронту после заданного времени покоя. На рисунке
запуск должен происходить по второму спадающему фронту после покоя.
Установите P1/P2/P3/P4 < Idle Time < M, где M, P1, P2, P3, P4 - длительности
положительных или отрицательных импульсов, участвующих в подсчёте. В Nth
Edge сведения о запуске показаны внизу справа

экрана; значок  означает тип Nth

фронту, источник CH1; -150 В - верхний или нижний порог.

Запуск по N-му фронту
Меню запуска по N-му фронту:

Фронт:

Число фронтов = 2

P1/P2/P3/P4 < время простоя < M
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Source CH1 
CH2 

Select CH1 as the trigger source. 
Select CH2 as the trigger source. 

Edge 

Edge 
 

  

Trigger on the rising edge of the input signal when 
voltage level meets the specified trigger level. 
Trigger on the falling edge of the input signal when 
voltage level meets the specified trigger level. 

Configure 

Idle Time 
 

Set idle time before the edge counting in Nth Edge 

Trigger. Adjust M knob or click  to set idle time 

press   panel button or click  to 

move cursor to choose which digit to be set. Available 
range is 30ns-10s, default 100ns. 

Edge Num Set the edge number value of “N” in Nth Edge trigger.  

Mode 
 

Holdoff 

Auto 
Normal 
Single 

 
 

Holdoff 
 

 
 
 

Reset 

Acquire waveform even no trigger occurred 
Acquire waveform when trigger occurred 
When trigger occurs, acquire one waveform then stop 

100 ns - 10 s, adjust M knob or click  to set time 

interval before another trigger occur, press   

panel button or click  move cursor to choose 

which digit to be set. 
Set Holdoff time as 100 ns 

 

Alternate Trigger (Trigger mode: Edge) 
Trigger signal comes from two vertical channels when alternate trigger is on. This 
mode is used to observe two unrelated signals. Trigger mode is edge trigger. 
 
Alternate trigger (Trigger Type: Edge) menu list: 
Menu Settings Instruction 
Alternate Mode Edge Set vertical channel trigger type as edge trigger. 

Source 
CH1 
CH2 

Channel 1 as trigger signal. 
Channel 2 as trigger signal. 

Coupling 
AC 
DC 

Block the direct current component. 
Allow all component pass. 

Slope   

 

Trigger on rising edge 
Trigger on falling edge 

Mode Auto  Acquire waveform even no trigger occurs 
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Source CH1 
CH2 

Select CH1 as the trigger source. 
Select CH2 as the trigger source. 

Edge 

Edge 
 

  

Trigger on the rising edge of the input signal when 
voltage level meets the specified trigger level. 
Trigger on the falling edge of the input signal when 
voltage level meets the specified trigger level. 

Configure 

Idle Time 
 

Set idle time before the edge counting in Nth Edge 

Trigger. Adjust M knob or click  to set idle time 

press   panel button or click  to 

move cursor to choose which digit to be set. Available 
range is 30ns-10s, default 100ns. 

Edge Num Set the edge number value of “N” in Nth Edge trigger.  

Mode 
 

Holdoff 

Auto 
Normal 
Single 

 
 

Holdoff 
 

 
 
 

Reset 

Acquire waveform even no trigger occurred 
Acquire waveform when trigger occurred 
When trigger occurs, acquire one waveform then stop 

100 ns - 10 s, adjust M knob or click  to set time 

interval before another trigger occur, press   

panel button or click  move cursor to choose 

which digit to be set. 
Set Holdoff time as 100 ns 

 

Alternate Trigger (Trigger mode: Edge) 
Trigger signal comes from two vertical channels when alternate trigger is on. This 
mode is used to observe two unrelated signals. Trigger mode is edge trigger. 
 
Alternate trigger (Trigger Type: Edge) menu list: 
Menu Settings Instruction 
Alternate Mode Edge Set vertical channel trigger type as edge trigger. 

Source 
CH1 
CH2 

Channel 1 as trigger signal. 
Channel 2 as trigger signal. 

Coupling 
AC 
DC 

Block the direct current component. 
Allow all component pass. 

Slope   

 

Trigger on rising edge 
Trigger on falling edge 

Mode Auto  Acquire waveform even no trigger occurs 
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Source CH1 
CH2 

Select CH1 as the trigger source. 
Select CH2 as the trigger source. 

Edge 

Edge 
 

  

Trigger on the rising edge of the input signal when 
voltage level meets the specified trigger level. 
Trigger on the falling edge of the input signal when 
voltage level meets the specified trigger level. 

Configure 

Idle Time 
 

Set idle time before the edge counting in Nth Edge 

Trigger. Adjust M knob or click  to set idle time 

press   panel button or click  to 

move cursor to choose which digit to be set. Available 
range is 30ns-10s, default 100ns. 

Edge Num Set the edge number value of “N” in Nth Edge trigger.  

Mode 
 

Holdoff 

Auto 
Normal 
Single 

 
 

Holdoff 
 

 
 
 

Reset 

Acquire waveform even no trigger occurred 
Acquire waveform when trigger occurred 
When trigger occurs, acquire one waveform then stop 

100 ns - 10 s, adjust M knob or click  to set time 

interval before another trigger occur, press   

panel button or click  move cursor to choose 

which digit to be set. 
Set Holdoff time as 100 ns 

 

Alternate Trigger (Trigger mode: Edge) 
Trigger signal comes from two vertical channels when alternate trigger is on. This 
mode is used to observe two unrelated signals. Trigger mode is edge trigger. 
 
Alternate trigger (Trigger Type: Edge) menu list: 
Menu Settings Instruction 
Alternate Mode Edge Set vertical channel trigger type as edge trigger. 

Source 
CH1 
CH2 

Channel 1 as trigger signal. 
Channel 2 as trigger signal. 

Coupling 
AC 
DC 

Block the direct current component. 
Allow all component pass. 

Slope   

 

Trigger on rising edge 
Trigger on falling edge 

Mode Auto  Acquire waveform even no trigger occurs 
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Source CH1 
CH2 

Select CH1 as the trigger source. 
Select CH2 as the trigger source. 

Edge 

Edge 
 

  

Trigger on the rising edge of the input signal when 
voltage level meets the specified trigger level. 
Trigger on the falling edge of the input signal when 
voltage level meets the specified trigger level. 

Configure 

Idle Time 
 

Set idle time before the edge counting in Nth Edge 

Trigger. Adjust M knob or click  to set idle time 

press   panel button or click  to 

move cursor to choose which digit to be set. Available 
range is 30ns-10s, default 100ns. 

Edge Num Set the edge number value of “N” in Nth Edge trigger.  

Mode 
 

Holdoff 

Auto 
Normal 
Single 

 
 

Holdoff 
 

 
 
 

Reset 

Acquire waveform even no trigger occurred 
Acquire waveform when trigger occurred 
When trigger occurs, acquire one waveform then stop 

100 ns - 10 s, adjust M knob or click  to set time 

interval before another trigger occur, press   

panel button or click  move cursor to choose 

which digit to be set. 
Set Holdoff time as 100 ns 

 

Alternate Trigger (Trigger mode: Edge) 
Trigger signal comes from two vertical channels when alternate trigger is on. This 
mode is used to observe two unrelated signals. Trigger mode is edge trigger. 
 
Alternate trigger (Trigger Type: Edge) menu list: 
Menu Settings Instruction 
Alternate Mode Edge Set vertical channel trigger type as edge trigger. 

Source 
CH1 
CH2 

Channel 1 as trigger signal. 
Channel 2 as trigger signal. 

Coupling 
AC 
DC 

Block the direct current component. 
Allow all component pass. 

Slope   

 

Trigger on rising edge 
Trigger on falling edge 

Mode Auto  Acquire waveform even no trigger occurs 
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Source CH1 
CH2 

Select CH1 as the trigger source. 
Select CH2 as the trigger source. 

Edge 

Edge 
 

  

Trigger on the rising edge of the input signal when 
voltage level meets the specified trigger level. 
Trigger on the falling edge of the input signal when 
voltage level meets the specified trigger level. 

Configure 

Idle Time 
 

Set idle time before the edge counting in Nth Edge 

Trigger. Adjust M knob or click  to set idle time 

press   panel button or click  to 

move cursor to choose which digit to be set. Available 
range is 30ns-10s, default 100ns. 

Edge Num Set the edge number value of “N” in Nth Edge trigger.  

Mode 
 

Holdoff 

Auto 
Normal 
Single 

 
 

Holdoff 
 

 
 
 

Reset 

Acquire waveform even no trigger occurred 
Acquire waveform when trigger occurred 
When trigger occurs, acquire one waveform then stop 

100 ns - 10 s, adjust M knob or click  to set time 

interval before another trigger occur, press   

panel button or click  move cursor to choose 

which digit to be set. 
Set Holdoff time as 100 ns 

 

Alternate Trigger (Trigger mode: Edge) 
Trigger signal comes from two vertical channels when alternate trigger is on. This 
mode is used to observe two unrelated signals. Trigger mode is edge trigger. 
 
Alternate trigger (Trigger Type: Edge) menu list: 
Menu Settings Instruction 
Alternate Mode Edge Set vertical channel trigger type as edge trigger. 

Source 
CH1 
CH2 

Channel 1 as trigger signal. 
Channel 2 as trigger signal. 

Coupling 
AC 
DC 

Block the direct current component. 
Allow all component pass. 

Slope   

 

Trigger on rising edge 
Trigger on falling edge 

Mode Auto  Acquire waveform even no trigger occurs 
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Source CH1 
CH2 

Select CH1 as the trigger source. 
Select CH2 as the trigger source. 

Edge 

Edge 
 

  

Trigger on the rising edge of the input signal when 
voltage level meets the specified trigger level. 
Trigger on the falling edge of the input signal when 
voltage level meets the specified trigger level. 

Configure 

Idle Time 
 

Set idle time before the edge counting in Nth Edge 

Trigger. Adjust M knob or click  to set idle time 

press   panel button or click  to 

move cursor to choose which digit to be set. Available 
range is 30ns-10s, default 100ns. 

Edge Num Set the edge number value of “N” in Nth Edge trigger.  

Mode 
 

Holdoff 

Auto 
Normal 
Single 

 
 

Holdoff 
 

 
 
 

Reset 

Acquire waveform even no trigger occurred 
Acquire waveform when trigger occurred 
When trigger occurs, acquire one waveform then stop 

100 ns - 10 s, adjust M knob or click  to set time 

interval before another trigger occur, press   

panel button or click  move cursor to choose 

which digit to be set. 
Set Holdoff time as 100 ns 

 

Alternate Trigger (Trigger mode: Edge) 
Trigger signal comes from two vertical channels when alternate trigger is on. This 
mode is used to observe two unrelated signals. Trigger mode is edge trigger. 
 
Alternate trigger (Trigger Type: Edge) menu list: 
Menu Settings Instruction 
Alternate Mode Edge Set vertical channel trigger type as edge trigger. 

Source 
CH1 
CH2 

Channel 1 as trigger signal. 
Channel 2 as trigger signal. 

Coupling 
AC 
DC 

Block the direct current component. 
Allow all component pass. 

Slope   

 

Trigger on rising edge 
Trigger on falling edge 

Mode Auto  Acquire waveform even no trigger occurs 
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Source CH1 
CH2 

Select CH1 as the trigger source. 
Select CH2 as the trigger source. 

Edge 

Edge 
 

  

Trigger on the rising edge of the input signal when 
voltage level meets the specified trigger level. 
Trigger on the falling edge of the input signal when 
voltage level meets the specified trigger level. 

Configure 

Idle Time 
 

Set idle time before the edge counting in Nth Edge 

Trigger. Adjust M knob or click  to set idle time 

press   panel button or click  to 

move cursor to choose which digit to be set. Available 
range is 30ns-10s, default 100ns. 

Edge Num Set the edge number value of “N” in Nth Edge trigger.  

Mode 
 

Holdoff 

Auto 
Normal 
Single 

 
 

Holdoff 
 

 
 
 

Reset 

Acquire waveform even no trigger occurred 
Acquire waveform when trigger occurred 
When trigger occurs, acquire one waveform then stop 

100 ns - 10 s, adjust M knob or click  to set time 

interval before another trigger occur, press   

panel button or click  move cursor to choose 

which digit to be set. 
Set Holdoff time as 100 ns 

 

Alternate Trigger (Trigger mode: Edge) 
Trigger signal comes from two vertical channels when alternate trigger is on. This 
mode is used to observe two unrelated signals. Trigger mode is edge trigger. 
 
Alternate trigger (Trigger Type: Edge) menu list: 
Menu Settings Instruction 
Alternate Mode Edge Set vertical channel trigger type as edge trigger. 

Source 
CH1 
CH2 

Channel 1 as trigger signal. 
Channel 2 as trigger signal. 

Coupling 
AC 
DC 

Block the direct current component. 
Allow all component pass. 

Slope   

 

Trigger on rising edge 
Trigger on falling edge 

Mode Auto  Acquire waveform even no trigger occurs 
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Source CH1 
CH2 

Select CH1 as the trigger source. 
Select CH2 as the trigger source. 

Edge 

Edge 
 

  

Trigger on the rising edge of the input signal when 
voltage level meets the specified trigger level. 
Trigger on the falling edge of the input signal when 
voltage level meets the specified trigger level. 

Configure 

Idle Time 
 

Set idle time before the edge counting in Nth Edge 

Trigger. Adjust M knob or click  to set idle time 

press   panel button or click  to 

move cursor to choose which digit to be set. Available 
range is 30ns-10s, default 100ns. 

Edge Num Set the edge number value of “N” in Nth Edge trigger.  

Mode 
 

Holdoff 

Auto 
Normal 
Single 

 
 

Holdoff 
 

 
 
 

Reset 

Acquire waveform even no trigger occurred 
Acquire waveform when trigger occurred 
When trigger occurs, acquire one waveform then stop 

100 ns - 10 s, adjust M knob or click  to set time 

interval before another trigger occur, press   

panel button or click  move cursor to choose 

which digit to be set. 
Set Holdoff time as 100 ns 

 

Alternate Trigger (Trigger mode: Edge) 
Trigger signal comes from two vertical channels when alternate trigger is on. This 
mode is used to observe two unrelated signals. Trigger mode is edge trigger. 
 
Alternate trigger (Trigger Type: Edge) menu list: 
Menu Settings Instruction 
Alternate Mode Edge Set vertical channel trigger type as edge trigger. 

Source 
CH1 
CH2 

Channel 1 as trigger signal. 
Channel 2 as trigger signal. 

Coupling 
AC 
DC 

Block the direct current component. 
Allow all component pass. 

Slope   

 

Trigger on rising edge 
Trigger on falling edge 

Mode Auto  Acquire waveform even no trigger occurs 
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Source CH1 
CH2 

Select CH1 as the trigger source. 
Select CH2 as the trigger source. 

Edge 

Edge 
 

  

Trigger on the rising edge of the input signal when 
voltage level meets the specified trigger level. 
Trigger on the falling edge of the input signal when 
voltage level meets the specified trigger level. 

Configure 

Idle Time 
 

Set idle time before the edge counting in Nth Edge 

Trigger. Adjust M knob or click  to set idle time 

press   panel button or click  to 

move cursor to choose which digit to be set. Available 
range is 30ns-10s, default 100ns. 

Edge Num Set the edge number value of “N” in Nth Edge trigger.  

Mode 
 

Holdoff 

Auto 
Normal 
Single 

 
 

Holdoff 
 

 
 
 

Reset 

Acquire waveform even no trigger occurred 
Acquire waveform when trigger occurred 
When trigger occurs, acquire one waveform then stop 

100 ns - 10 s, adjust M knob or click  to set time 

interval before another trigger occur, press   

panel button or click  move cursor to choose 

which digit to be set. 
Set Holdoff time as 100 ns 

 

Alternate Trigger (Trigger mode: Edge) 
Trigger signal comes from two vertical channels when alternate trigger is on. This 
mode is used to observe two unrelated signals. Trigger mode is edge trigger. 
 
Alternate trigger (Trigger Type: Edge) menu list: 
Menu Settings Instruction 
Alternate Mode Edge Set vertical channel trigger type as edge trigger. 

Source 
CH1 
CH2 

Channel 1 as trigger signal. 
Channel 2 as trigger signal. 

Coupling 
AC 
DC 

Block the direct current component. 
Allow all component pass. 

Slope   

 

Trigger on rising edge 
Trigger on falling edge 

Mode Auto  Acquire waveform even no trigger occurs 
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Source CH1 
CH2 

Select CH1 as the trigger source. 
Select CH2 as the trigger source. 

Edge 

Edge 
 

  

Trigger on the rising edge of the input signal when 
voltage level meets the specified trigger level. 
Trigger on the falling edge of the input signal when 
voltage level meets the specified trigger level. 

Configure 

Idle Time 
 

Set idle time before the edge counting in Nth Edge 

Trigger. Adjust M knob or click  to set idle time 

press   panel button or click  to 

move cursor to choose which digit to be set. Available 
range is 30ns-10s, default 100ns. 

Edge Num Set the edge number value of “N” in Nth Edge trigger.  

Mode 
 

Holdoff 

Auto 
Normal 
Single 

 
 

Holdoff 
 

 
 
 

Reset 

Acquire waveform even no trigger occurred 
Acquire waveform when trigger occurred 
When trigger occurs, acquire one waveform then stop 

100 ns - 10 s, adjust M knob or click  to set time 

interval before another trigger occur, press   

panel button or click  move cursor to choose 

which digit to be set. 
Set Holdoff time as 100 ns 

 

Alternate Trigger (Trigger mode: Edge) 
Trigger signal comes from two vertical channels when alternate trigger is on. This 
mode is used to observe two unrelated signals. Trigger mode is edge trigger. 
 
Alternate trigger (Trigger Type: Edge) menu list: 
Menu Settings Instruction 
Alternate Mode Edge Set vertical channel trigger type as edge trigger. 

Source 
CH1 
CH2 

Channel 1 as trigger signal. 
Channel 2 as trigger signal. 

Coupling 
AC 
DC 

Block the direct current component. 
Allow all component pass. 

Slope   

 

Trigger on rising edge 
Trigger on falling edge 

Mode Auto  Acquire waveform even no trigger occurs 
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Source CH1 
CH2 

Select CH1 as the trigger source. 
Select CH2 as the trigger source. 

Edge 

Edge 
 

  

Trigger on the rising edge of the input signal when 
voltage level meets the specified trigger level. 
Trigger on the falling edge of the input signal when 
voltage level meets the specified trigger level. 

Configure 

Idle Time 
 

Set idle time before the edge counting in Nth Edge 

Trigger. Adjust M knob or click  to set idle time 

press   panel button or click  to 

move cursor to choose which digit to be set. Available 
range is 30ns-10s, default 100ns. 

Edge Num Set the edge number value of “N” in Nth Edge trigger.  

Mode 
 

Holdoff 

Auto 
Normal 
Single 

 
 

Holdoff 
 

 
 
 

Reset 

Acquire waveform even no trigger occurred 
Acquire waveform when trigger occurred 
When trigger occurs, acquire one waveform then stop 

100 ns - 10 s, adjust M knob or click  to set time 

interval before another trigger occur, press   

panel button or click  move cursor to choose 

which digit to be set. 
Set Holdoff time as 100 ns 

 

Alternate Trigger (Trigger mode: Edge) 
Trigger signal comes from two vertical channels when alternate trigger is on. This 
mode is used to observe two unrelated signals. Trigger mode is edge trigger. 
 
Alternate trigger (Trigger Type: Edge) menu list: 
Menu Settings Instruction 
Alternate Mode Edge Set vertical channel trigger type as edge trigger. 

Source 
CH1 
CH2 

Channel 1 as trigger signal. 
Channel 2 as trigger signal. 

Coupling 
AC 
DC 

Block the direct current component. 
Allow all component pass. 

Slope   

 

Trigger on rising edge 
Trigger on falling edge 

Mode Auto  Acquire waveform even no trigger occurs 
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Source CH1 
CH2 

Select CH1 as the trigger source. 
Select CH2 as the trigger source. 

Edge 

Edge 
 

  

Trigger on the rising edge of the input signal when 
voltage level meets the specified trigger level. 
Trigger on the falling edge of the input signal when 
voltage level meets the specified trigger level. 

Configure 

Idle Time 
 

Set idle time before the edge counting in Nth Edge 

Trigger. Adjust M knob or click  to set idle time 

press   panel button or click  to 

move cursor to choose which digit to be set. Available 
range is 30ns-10s, default 100ns. 

Edge Num Set the edge number value of “N” in Nth Edge trigger.  

Mode 
 

Holdoff 

Auto 
Normal 
Single 

 
 

Holdoff 
 

 
 
 

Reset 

Acquire waveform even no trigger occurred 
Acquire waveform when trigger occurred 
When trigger occurs, acquire one waveform then stop 

100 ns - 10 s, adjust M knob or click  to set time 

interval before another trigger occur, press   

panel button or click  move cursor to choose 

which digit to be set. 
Set Holdoff time as 100 ns 

 

Alternate Trigger (Trigger mode: Edge) 
Trigger signal comes from two vertical channels when alternate trigger is on. This 
mode is used to observe two unrelated signals. Trigger mode is edge trigger. 
 
Alternate trigger (Trigger Type: Edge) menu list: 
Menu Settings Instruction 
Alternate Mode Edge Set vertical channel trigger type as edge trigger. 

Source 
CH1 
CH2 

Channel 1 as trigger signal. 
Channel 2 as trigger signal. 

Coupling 
AC 
DC 

Block the direct current component. 
Allow all component pass. 

Slope   

 

Trigger on rising edge 
Trigger on falling edge 

Mode Auto  Acquire waveform even no trigger occurs 
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Source CH1 
CH2 

Select CH1 as the trigger source. 
Select CH2 as the trigger source. 

Edge 

Edge 
 

  

Trigger on the rising edge of the input signal when 
voltage level meets the specified trigger level. 
Trigger on the falling edge of the input signal when 
voltage level meets the specified trigger level. 

Configure 

Idle Time 
 

Set idle time before the edge counting in Nth Edge 

Trigger. Adjust M knob or click  to set idle time 

press   panel button or click  to 

move cursor to choose which digit to be set. Available 
range is 30ns-10s, default 100ns. 

Edge Num Set the edge number value of “N” in Nth Edge trigger.  

Mode 
 

Holdoff 

Auto 
Normal 
Single 

 
 

Holdoff 
 

 
 
 

Reset 

Acquire waveform even no trigger occurred 
Acquire waveform when trigger occurred 
When trigger occurs, acquire one waveform then stop 

100 ns - 10 s, adjust M knob or click  to set time 

interval before another trigger occur, press   

panel button or click  move cursor to choose 

which digit to be set. 
Set Holdoff time as 100 ns 

 

Alternate Trigger (Trigger mode: Edge) 
Trigger signal comes from two vertical channels when alternate trigger is on. This 
mode is used to observe two unrelated signals. Trigger mode is edge trigger. 
 
Alternate trigger (Trigger Type: Edge) menu list: 
Menu Settings Instruction 
Alternate Mode Edge Set vertical channel trigger type as edge trigger. 

Source 
CH1 
CH2 

Channel 1 as trigger signal. 
Channel 2 as trigger signal. 

Coupling 
AC 
DC 

Block the direct current component. 
Allow all component pass. 

Slope   

 

Trigger on rising edge 
Trigger on falling edge 

Mode Auto  Acquire waveform even no trigger occurs 
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Source CH1 
CH2 

Select CH1 as the trigger source. 
Select CH2 as the trigger source. 

Edge 

Edge 
 

  

Trigger on the rising edge of the input signal when 
voltage level meets the specified trigger level. 
Trigger on the falling edge of the input signal when 
voltage level meets the specified trigger level. 

Configure 

Idle Time 
 

Set idle time before the edge counting in Nth Edge 

Trigger. Adjust M knob or click  to set idle time 

press   panel button or click  to 

move cursor to choose which digit to be set. Available 
range is 30ns-10s, default 100ns. 

Edge Num Set the edge number value of “N” in Nth Edge trigger.  

Mode 
 

Holdoff 

Auto 
Normal 
Single 

 
 

Holdoff 
 

 
 
 

Reset 

Acquire waveform even no trigger occurred 
Acquire waveform when trigger occurred 
When trigger occurs, acquire one waveform then stop 

100 ns - 10 s, adjust M knob or click  to set time 

interval before another trigger occur, press   

panel button or click  move cursor to choose 

which digit to be set. 
Set Holdoff time as 100 ns 

 

Alternate Trigger (Trigger mode: Edge) 
Trigger signal comes from two vertical channels when alternate trigger is on. This 
mode is used to observe two unrelated signals. Trigger mode is edge trigger. 
 
Alternate trigger (Trigger Type: Edge) menu list: 
Menu Settings Instruction 
Alternate Mode Edge Set vertical channel trigger type as edge trigger. 

Source 
CH1 
CH2 

Channel 1 as trigger signal. 
Channel 2 as trigger signal. 

Coupling 
AC 
DC 

Block the direct current component. 
Allow all component pass. 

Slope   

 

Trigger on rising edge 
Trigger on falling edge 

Mode Auto  Acquire waveform even no trigger occurs 

Фронт
Фронт

 

Время простоя

Число фронтов

Auto
Normal
Single

Holdoff
Reset

Источник запуска CH1.
Источник запуска CH2.

Запуск по нарастающему фронту при достижении
заданного уровня.
Запуск по спадающему фронту при достижении
заданного уровня.

Пауза до подсчёта фронтов в Nth Edge: 30 нс - 10 с,

по умолчанию 100 нс. Задайте ручкой M или .

Выбор цифры: экранной кнопкой  либо
кнопками панели  .

Число N для запуска по N-му фронту.

Сбор без запуска.
Сбор при запуске.
Один захват и остановка.

Holdoff: 100 нс - 10 с, ручкой M или . Выбор

цифры: кнопками   панели либо  на
экране.
Reset: сброс к 100 нс.

Меню

Связь

Фронт

Настр.
Фронт

Авто

Описание
Запуск канала по фронту.
Запуск от канала 1.
Запуск от канала 2.
Блокировать постоянную составляющую.
Пропускать все составляющие.

Запуск по нарастающему фронту Запуск по
спадающему фронту

Собирать осциллограмму даже без запуска.

4. Руководство для опытного пользователя

Поочерёдный запуск (режим Edge)
При ALT источниками запуска служат два вертикальных канала. Режим позволяет
наблюдать два несвязанных сигнала; запуск - по фронту. Меню ALT (тип Edge):
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Holdoff 
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time interval before another trigger occur, press 
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Rise and Fall. 
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Trigger when condition turns False from True. 
Trigger when the time of true condition is more than 
the set time 
Trigger when the time of true condition is lower than 
the set time 
Trigger when the time of true condition is equal to the 
set time 

Goes False 
Is True > 

 
Is True < 

 

Is True = 
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Is True = 

Блокировка Сброс
Holdoff

Holdoff: пауза до следующего запуска, 100 нс - 10

с. Задайте ручкой M или . Выбор цифры:

экранной кнопкой  либо кнопками панели
 . Reset: сброс к 100 нс.

МЕНЮ

Логический
режим

Режим
входа

Условие
выхода

Настр.
Логика

AND OR
XNOR XOR

ОПИСАНИЕ
Логический запуск канала.

Логическое И (AND).
Логическое ИЛИ (OR).
Исключающее ИЛИ-НЕ (XNOR).
Исключающее ИЛИ (XOR).

Состояние CH1: высокий, низкий, любой уровень,
нарастание или спад.
Состояние CH2: высокий, низкий, любой уровень,
нарастание или спад.
Примечание: если одному каналу задан Rise или Fall,
другому нельзя одновременно задать Rise или Fall.

Из ложного в истинное.
Из истинного в ложное.
Истинно дольше заданного.
Истинно меньше заданного.
Истинно заданное время.

4. Руководство для опытного пользователя

Логический запуск
Запуск по логической связи. В Logic сведения показаны внизу справа

экрана; значок  означает

тип Logic, функцию AND; высокий уровень CH1, порог 0,00 мВ; высокий уровень
CH2, порог 0,00 мВ. Меню Logic:
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Mode 
 

Holdoff 

Auto 
Normal 
Single 

 
 

Holdoff 
 
 

 
 

Reset 

Acquire waveform even no trigger occurred 
Acquire waveform when trigger occurred 
When trigger occurs, acquire one waveform then stop 

100 ns - 10 s, adjust M knob or click  to set time 

interval before another trigger occur, press   

panel button or click  move cursor to choose 

which digit to be set. 
Set Holdoff time as 100 ns 

 

Bus Trigger 

1. RS232 Trigger 
RS232 is a serial communication mode used in the data transmission between PCs or 
between PC and Terminal. A character is transmitted as a frame of data which consist 
of 1bit start bit, 5-8bits data bits, 1bit check bit and 1-2 stop bits.  
In RS232 bus trigger mode, the trigger setting information is displayed on bottom 

right of the screen, for example, ，indicates that trigger type 

is RS232, CH1 trigger level is 0.00mV. 
Format as shown in the figure below, 

 
                        RS232 Trigger 
 
RS232 Trigger menu list: 

MENU SETTING INSTRUCTION 

Bus Type RS232 Set vertical channel bus type as RS232 trigger. 

Input 

Sour
ce 

CH1 Select CH1 as the trigger source. 
Select CH2 as the trigger source. CH2 

Pola
rity 

Nor
mal 

Select polarity of data transmission as Normal. Select 
polarity of data transmission as Inverted. 
 Inve

rted 

When Start 
Trigger on the start frame of position. After choosing 
this condition, press Configure to enter detailed 
settings. 
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between PC and Terminal. A character is transmitted as a frame of data which consist 
of 1bit start bit, 5-8bits data bits, 1bit check bit and 1-2 stop bits.  
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                        RS232 Trigger 
 
RS232 Trigger menu list: 

MENU SETTING INSTRUCTION 

Bus Type RS232 Set vertical channel bus type as RS232 trigger. 

Input 

Sour
ce 

CH1 Select CH1 as the trigger source. 
Select CH2 as the trigger source. CH2 

Pola
rity 

Nor
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Select polarity of data transmission as Normal. Select 
polarity of data transmission as Inverted. 
 Inve

rted 

When Start 
Trigger on the start frame of position. After choosing 
this condition, press Configure to enter detailed 
settings. 

Auto
Normal
Single

Holdoff
Reset

Сбор без запуска.
Сбор при запуске.
Один захват и остановка.

Holdoff: 100 нс - 10 с, ручкой M или . Выбор

цифры: кнопками   панели либо  на
экране.
Reset: сброс к 100 нс.

МЕНЮ

Тип шины

Вход

Условие

Настр.

Ист.

Пол.

Начало

Пря-
мая
Ин-

верс.

ОПИСАНИЕ

Выбрать запуск по RS232.

Источник запуска CH1.
Источник запуска CH2.

Обычная полярность передачи данных.
Инвертированная полярность передачи данных.

Запуск по началу кадра. Выбрав это условие,
нажмите Configure для подробной настройки.

4. Руководство для опытного пользователя

Запуск по шине

1. Запуск RS232
RS232 - последовательная связь между ПК или между ПК и терминалом. Символ
передаётся кадром: 1 стартовый бит, 5-8 бит данных, 1 бит проверки и 1-2
стоповых бита. Настройки запуска RS232 показаны справа внизу

справа; значок  означает тип запуска

RS232, уровень CH1 0.00 мВ. Формат показан ниже.

Запуск RS232
Меню запуска RS232:

1 бит 8 бит 1 бит 1 бит

Стартовый
бит

Биты данных Бит
чётности

Стоп-бит
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Error 
Trigger when error frame is detected. After choosing 
this condition, press Configure to enter detailed 
settings. 

Chk Error 
Trigger when Chk Error is detected. After choosing 
this condition, press Configure to enter detailed 
settings.  

Data 
Trigger on the last bit of the preset data. After 
choosing this condition, press Configure to enter 
detailed settings. 

Configure 

Start 

Common Baud: adjust M knob to choose common 
baud. 
Custom Baud: adjust M knob to choose baud, ranges 
from 50 to 10,000,000. 

Error 

Stop Bit：Select “1”or ”2”. 
Parity: “NO””EVEN””ODD”  
Common Baud: adjust M knob to choose common 
baud. 
Custom Baud: adjust M knob to choose baud, ranges 
from 50 to 10,000,000. 

Chk Error 

Even-Odd：Select Even or Odd. 
Common Baud: adjust M knob to choose common 
baud. 
Custom Baud: adjust M knob to choose baud, ranges 
from 50 to 10,000,000. 

Data 
Data Bits：Set as 5、6、7、8 bits. 
Data：Set data according to data bits, ranges from 0-31, 
0-63, 0-127 or 0-255. 

Mode 
 

Holdoff 

Auto 
Normal 
Single 

Acquire waveform even no trigger occurred 
Acquire waveform when trigger occurred 
When trigger occurs, acquire one waveform then stop 

2. I2C Trigger  

The I2C serial bus consists of SCL and SDA. The transmission rate is determined by 
SCL, and the transmission data is determined by SDA. As shown in below figure, 
oscilloscope can trigger on the start, restart, stop, ack lost, specific device address or 
data value, also device address and data value at the same time. 

  In I2C bus trigger mode, the trigger setting information is displayed on bottom right 

of the screen, for example, ，indicates that 

trigger type is I2C, CH1 trigger level is 0.00mV, CH2 trigger level is 0.00mV. 
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Mode 
 

Holdoff 

Auto 
Normal 
Single 

Acquire waveform even no trigger occurred 
Acquire waveform when trigger occurred 
When trigger occurs, acquire one waveform then stop 

2. I2C Trigger  

The I2C serial bus consists of SCL and SDA. The transmission rate is determined by 
SCL, and the transmission data is determined by SDA. As shown in below figure, 
oscilloscope can trigger on the start, restart, stop, ack lost, specific device address or 
data value, also device address and data value at the same time. 

  In I2C bus trigger mode, the trigger setting information is displayed on bottom right 

of the screen, for example, ，indicates that 

trigger type is I2C, CH1 trigger level is 0.00mV, CH2 trigger level is 0.00mV. 
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Ошибка

Проверка
ошибки

Дан.

Начало

Ошибка

Проверка
ошибки

Дан.

Auto Normal
Single

Запуск при обнаружении кадра ошибки. Выбрав это
условие, нажмите Configure для подробной
настройки.

Запуск при ошибке проверки. Выбрав это условие,
нажмите Configure для подробной настройки.

Запуск по последнему биту заданных данных.
Выбрав это условие, нажмите Configure для
подробной настройки.

Common Baud: ручкой M выберите стандартную
скорость.
Custom Baud: ручкой M задайте скорость от 50 до
10 000 000.

Stop Bit: 1 или 2. Parity: NO, EVEN, ODD.
Common Baud: ручкой M выберите стандартную
скорость.
Custom Baud: ручкой M задайте скорость от 50 до 10
000 000.

Even-Odd: выберите Even или Odd.
Common Baud: ручкой M выберите стандартную
скорость.
Custom Baud: ручкой M задайте скорость от 50 до 10
000 000.

Data Bits: 5, 6, 7 или 8 бит.
Data: по разрядности задайте 0-31, 0-63, 0-127 или
0-255.

Сбор даже без запуска.
Сбор при запуске.
Однократный сбор при запуске, затем остановка.

4. Руководство для опытного пользователя

2. Запуск I2C

Последовательная шина I2C состоит из SCL и SDA. SCL определяет скорость
передачи, SDA - данные. Как показано ниже, запуск возможен по старту,
повторному старту, остановке, отсутствию подтверждения, адресу устройства или
значению данных, а также одновременно адресу и данным. Настройки запуска
I2C показаны справа внизу

экрана; значок  означает

тип запуска I2C, уровень CH1 0.00 мВ, уровень CH2 0.00 мВ.
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I2C Trigger menu list: 

MENU SETTING INSTRUCTION 

Bus Type I2C Set vertical channel bus type as I2C trigger. 

Source 
CH1 
CH2 

Set CH1 as SCL or SDA. 
Set CH2 as SCL or SDA. 

When 

Start 
Trigger when SDA data transitions from high to low 
while SCL is high. 

Restart 
When another start condition occurs before a stop 
condition. 

Stop 
Trigger when SDA data transitions from low to high 
while SCL is high. 

Ack Lost 
Trigger when SDA data is high during any 
acknowledgement of SCL clock position. 

Address 
Trigger on the read or write bit when the preset 
address is met.  

Adr
For
mat 

Addr 
Bits 

Set Address Bits to be “7”、“8”or“10”. 
 
Set address according to the preset address bits, 
address range is 0-127, 0-255, 0-1023 respectively. 
Set Data Direction to be Read or Write. 
Note: The set is not available when Address bits is set 
to “8”. 

Addr
ess 

 
Dire
ction 

Data 
Search for the preset data value on SDA and trigger on 
the dump edge of SCL of the last bit of the data area.  

DatF
orma

t 

Byte 
lengt

h 
Set data byte length, available range 1-5 bytes. Adjust 

M knob or click  to set byte length.  

Select the data bit, ranges from 0 to (byte length*8 -1). 
Set data to be H, L or X (H or L) 
 
Set all the data bits to be the specified value in Data 

Curr
entB

it 
Data 

 
All 
Bits 
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Curr
entB

it 
Data 

 
All 
Bits 

МЕНЮ

Тип шины

Условие

Настр.

Начало

Повторный
старт

Остановка

Адрес

Адр.
фор-
мат

Дан.

Дан.
фор-
мат

Биты
адр.

Адр.

Напр.

Дл.,
байт

Тек.
бит

Дан.

ОПИСАНИЕ

Выбрать запуск по I2C.

Назначить CH1 как SCL или SDA.
Назначить CH2 как SCL или SDA.
При переходе SDA из высокого уровня в низкий при
высоком SCL.
Повторное условие старта до появления условия
остановки.
При переходе SDA из низкого уровня в высокий при
высоком SCL.

При высоком SDA в такте подтверждения SCL.

По биту чтения/записи при совпадении заданного
адреса.

Address Bits: 7, 8 или 10.
Адрес по числу битов: 0–127, 0–255 или 0–1023
соответственно.
Data Direction: Read или Write.
Примечание: при 8 битах адреса направление
недоступно.

Поиск заданных данных SDA и запуск по спаду SCL
последнего бита области данных.

Длина данных: 1–5 байтов, задаётся M или .

Выберите бит от 0 до (длина × 8 − 1); задайте H, L
или X (H/L). All Bits присваивает всем битам
значение Data.

4. Руководство для опытного пользователя

Меню запуска I2C:

Условие
старта

Условие
стопа

АДРЕС ДАННЫЕ ДАННЫЕ
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Addr / Data Trigger when Address and Data conditions are met at 
the same time . 

Mode 
 

Holdoff 

Auto 
Normal 
Single 

Acquire waveform even no trigger occurred 
Acquire waveform when trigger occurred 
When trigger occurs, acquire one waveform then stop 

3. SPI Trigger 
Trigger on the specified data when the timeout condition is meet. When using SPI 
trigger, you need to specify the SCL and SDA data sources.  
In SPI bus trigger mode, the trigger setting information is displayed on bottom right 

of the screen, for example, ，indicates that 

trigger type is SPI, CH1 trigger level is 0.00mV, CH2 trigger level is 0.00mV. 
 

SPI Trigger menu list: 
MENU SETTING INSTRUCTION 

Bus Type SPI Set vertical channel bus type as SPI trigger. 

Source 
CH1 
CH2 

Set CH1 as SCL or SDA. 
Set CH2 as SCL or SDA. 

Time Out Time out 

Set the minimum time that SCL must be idle, that is a 
period of SCL, available range 100ns-10s. Time out 
means SCL keeps idle for a specified time before 
oscilloscope starts to search for the data(SDA) on 

which to trigger. adjust M knob or click  to set 

time out, press   panel button or click 

 move cursor to choose which digit to be set.  

ClockEdg
e&Data 

Clock Edge Set Edge Clock as Rising edge or Falling edge. Means 
sample the SDA data on the rising edge or falling edge 
of the clock.  
Set the number of bits of the serial data character 
string. It can be set to any integer between 4-32. adjust 

M knob or click  to set Data Bits. 

Set the number of the data bits, ranges from 0-31, 

adjust M knob or click  to set Current Bit. 

Set the value of the current data bit as H,L or X (H or 

   

 
Data Bits 

 
 
 

Current Bit 
 
 

Data 
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sample the SDA data on the rising edge or falling edge 
of the clock.  
Set the number of bits of the serial data character 
string. It can be set to any integer between 4-32. adjust 

M knob or click  to set Data Bits. 

Set the number of the data bits, ranges from 0-31, 

adjust M knob or click  to set Current Bit. 

Set the value of the current data bit as H,L or X (H or 
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Addr / Data Trigger when Address and Data conditions are met at 
the same time . 

Mode 
 

Holdoff 

Auto 
Normal 
Single 

Acquire waveform even no trigger occurred 
Acquire waveform when trigger occurred 
When trigger occurs, acquire one waveform then stop 

3. SPI Trigger 
Trigger on the specified data when the timeout condition is meet. When using SPI 
trigger, you need to specify the SCL and SDA data sources.  
In SPI bus trigger mode, the trigger setting information is displayed on bottom right 

of the screen, for example, ，indicates that 

trigger type is SPI, CH1 trigger level is 0.00mV, CH2 trigger level is 0.00mV. 
 

SPI Trigger menu list: 
MENU SETTING INSTRUCTION 

Bus Type SPI Set vertical channel bus type as SPI trigger. 

Source 
CH1 
CH2 

Set CH1 as SCL or SDA. 
Set CH2 as SCL or SDA. 

Time Out Time out 

Set the minimum time that SCL must be idle, that is a 
period of SCL, available range 100ns-10s. Time out 
means SCL keeps idle for a specified time before 
oscilloscope starts to search for the data(SDA) on 

which to trigger. adjust M knob or click  to set 

time out, press   panel button or click 

 move cursor to choose which digit to be set.  

ClockEdg
e&Data 

Clock Edge Set Edge Clock as Rising edge or Falling edge. Means 
sample the SDA data on the rising edge or falling edge 
of the clock.  
Set the number of bits of the serial data character 
string. It can be set to any integer between 4-32. adjust 

M knob or click  to set Data Bits. 

Set the number of the data bits, ranges from 0-31, 

adjust M knob or click  to set Current Bit. 

Set the value of the current data bit as H,L or X (H or 
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Addr / Data Trigger when Address and Data conditions are met at 
the same time . 

Mode 
 

Holdoff 

Auto 
Normal 
Single 

Acquire waveform even no trigger occurred 
Acquire waveform when trigger occurred 
When trigger occurs, acquire one waveform then stop 

3. SPI Trigger 
Trigger on the specified data when the timeout condition is meet. When using SPI 
trigger, you need to specify the SCL and SDA data sources.  
In SPI bus trigger mode, the trigger setting information is displayed on bottom right 

of the screen, for example, ，indicates that 

trigger type is SPI, CH1 trigger level is 0.00mV, CH2 trigger level is 0.00mV. 
 

SPI Trigger menu list: 
MENU SETTING INSTRUCTION 

Bus Type SPI Set vertical channel bus type as SPI trigger. 

Source 
CH1 
CH2 

Set CH1 as SCL or SDA. 
Set CH2 as SCL or SDA. 

Time Out Time out 

Set the minimum time that SCL must be idle, that is a 
period of SCL, available range 100ns-10s. Time out 
means SCL keeps idle for a specified time before 
oscilloscope starts to search for the data(SDA) on 

which to trigger. adjust M knob or click  to set 

time out, press   panel button or click 

 move cursor to choose which digit to be set.  

ClockEdg
e&Data 

Clock Edge Set Edge Clock as Rising edge or Falling edge. Means 
sample the SDA data on the rising edge or falling edge 
of the clock.  
Set the number of bits of the serial data character 
string. It can be set to any integer between 4-32. adjust 

M knob or click  to set Data Bits. 

Set the number of the data bits, ranges from 0-31, 

adjust M knob or click  to set Current Bit. 

Set the value of the current data bit as H,L or X (H or 
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Addr / Data Trigger when Address and Data conditions are met at 
the same time . 

Mode 
 

Holdoff 

Auto 
Normal 
Single 

Acquire waveform even no trigger occurred 
Acquire waveform when trigger occurred 
When trigger occurs, acquire one waveform then stop 

3. SPI Trigger 
Trigger on the specified data when the timeout condition is meet. When using SPI 
trigger, you need to specify the SCL and SDA data sources.  
In SPI bus trigger mode, the trigger setting information is displayed on bottom right 

of the screen, for example, ，indicates that 

trigger type is SPI, CH1 trigger level is 0.00mV, CH2 trigger level is 0.00mV. 
 

SPI Trigger menu list: 
MENU SETTING INSTRUCTION 

Bus Type SPI Set vertical channel bus type as SPI trigger. 

Source 
CH1 
CH2 

Set CH1 as SCL or SDA. 
Set CH2 as SCL or SDA. 

Time Out Time out 

Set the minimum time that SCL must be idle, that is a 
period of SCL, available range 100ns-10s. Time out 
means SCL keeps idle for a specified time before 
oscilloscope starts to search for the data(SDA) on 

which to trigger. adjust M knob or click  to set 

time out, press   panel button or click 

 move cursor to choose which digit to be set.  

ClockEdg
e&Data 

Clock Edge Set Edge Clock as Rising edge or Falling edge. Means 
sample the SDA data on the rising edge or falling edge 
of the clock.  
Set the number of bits of the serial data character 
string. It can be set to any integer between 4-32. adjust 

M knob or click  to set Data Bits. 

Set the number of the data bits, ranges from 0-31, 

adjust M knob or click  to set Current Bit. 

Set the value of the current data bit as H,L or X (H or 
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Addr / Data Trigger when Address and Data conditions are met at 
the same time . 

Mode 
 

Holdoff 

Auto 
Normal 
Single 

Acquire waveform even no trigger occurred 
Acquire waveform when trigger occurred 
When trigger occurs, acquire one waveform then stop 

3. SPI Trigger 
Trigger on the specified data when the timeout condition is meet. When using SPI 
trigger, you need to specify the SCL and SDA data sources.  
In SPI bus trigger mode, the trigger setting information is displayed on bottom right 

of the screen, for example, ，indicates that 

trigger type is SPI, CH1 trigger level is 0.00mV, CH2 trigger level is 0.00mV. 
 

SPI Trigger menu list: 
MENU SETTING INSTRUCTION 

Bus Type SPI Set vertical channel bus type as SPI trigger. 

Source 
CH1 
CH2 

Set CH1 as SCL or SDA. 
Set CH2 as SCL or SDA. 

Time Out Time out 

Set the minimum time that SCL must be idle, that is a 
period of SCL, available range 100ns-10s. Time out 
means SCL keeps idle for a specified time before 
oscilloscope starts to search for the data(SDA) on 

which to trigger. adjust M knob or click  to set 

time out, press   panel button or click 

 move cursor to choose which digit to be set.  

ClockEdg
e&Data 

Clock Edge Set Edge Clock as Rising edge or Falling edge. Means 
sample the SDA data on the rising edge or falling edge 
of the clock.  
Set the number of bits of the serial data character 
string. It can be set to any integer between 4-32. adjust 

M knob or click  to set Data Bits. 

Set the number of the data bits, ranges from 0-31, 

adjust M knob or click  to set Current Bit. 

Set the value of the current data bit as H,L or X (H or 
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Addr / Data Trigger when Address and Data conditions are met at 
the same time . 

Mode 
 

Holdoff 

Auto 
Normal 
Single 

Acquire waveform even no trigger occurred 
Acquire waveform when trigger occurred 
When trigger occurs, acquire one waveform then stop 

3. SPI Trigger 
Trigger on the specified data when the timeout condition is meet. When using SPI 
trigger, you need to specify the SCL and SDA data sources.  
In SPI bus trigger mode, the trigger setting information is displayed on bottom right 

of the screen, for example, ，indicates that 

trigger type is SPI, CH1 trigger level is 0.00mV, CH2 trigger level is 0.00mV. 
 

SPI Trigger menu list: 
MENU SETTING INSTRUCTION 

Bus Type SPI Set vertical channel bus type as SPI trigger. 

Source 
CH1 
CH2 

Set CH1 as SCL or SDA. 
Set CH2 as SCL or SDA. 

Time Out Time out 

Set the minimum time that SCL must be idle, that is a 
period of SCL, available range 100ns-10s. Time out 
means SCL keeps idle for a specified time before 
oscilloscope starts to search for the data(SDA) on 

which to trigger. adjust M knob or click  to set 

time out, press   panel button or click 

 move cursor to choose which digit to be set.  

ClockEdg
e&Data 

Clock Edge Set Edge Clock as Rising edge or Falling edge. Means 
sample the SDA data on the rising edge or falling edge 
of the clock.  
Set the number of bits of the serial data character 
string. It can be set to any integer between 4-32. adjust 

M knob or click  to set Data Bits. 

Set the number of the data bits, ranges from 0-31, 

adjust M knob or click  to set Current Bit. 

Set the value of the current data bit as H,L or X (H or 

   

 
Data Bits 

 
 
 

Current Bit 
 
 

Data 
 

4.Advanced User Guidebook 

 51 

Addr / Data Trigger when Address and Data conditions are met at 
the same time . 

Mode 
 

Holdoff 

Auto 
Normal 
Single 

Acquire waveform even no trigger occurred 
Acquire waveform when trigger occurred 
When trigger occurs, acquire one waveform then stop 

3. SPI Trigger 
Trigger on the specified data when the timeout condition is meet. When using SPI 
trigger, you need to specify the SCL and SDA data sources.  
In SPI bus trigger mode, the trigger setting information is displayed on bottom right 

of the screen, for example, ，indicates that 

trigger type is SPI, CH1 trigger level is 0.00mV, CH2 trigger level is 0.00mV. 
 

SPI Trigger menu list: 
MENU SETTING INSTRUCTION 

Bus Type SPI Set vertical channel bus type as SPI trigger. 

Source 
CH1 
CH2 

Set CH1 as SCL or SDA. 
Set CH2 as SCL or SDA. 

Time Out Time out 

Set the minimum time that SCL must be idle, that is a 
period of SCL, available range 100ns-10s. Time out 
means SCL keeps idle for a specified time before 
oscilloscope starts to search for the data(SDA) on 

which to trigger. adjust M knob or click  to set 

time out, press   panel button or click 

 move cursor to choose which digit to be set.  

ClockEdg
e&Data 

Clock Edge Set Edge Clock as Rising edge or Falling edge. Means 
sample the SDA data on the rising edge or falling edge 
of the clock.  
Set the number of bits of the serial data character 
string. It can be set to any integer between 4-32. adjust 

M knob or click  to set Data Bits. 

Set the number of the data bits, ranges from 0-31, 

adjust M knob or click  to set Current Bit. 

Set the value of the current data bit as H,L or X (H or 
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Адрес /
данные

Auto Normal
Single

При одновременном совпадении адреса и данных.

Сбор даже без запуска.
Сбор при запуске.
Однократный сбор при запуске, затем остановка.

МЕНЮ

Тип шины

Такт и
данные

Настр.

Тайм-аут

Биты
данных

Текущий
бит

Дан.

ОПИСАНИЕ

Выбрать запуск по SPI.

Назначить CH1 как SCL или SDA.
Назначить CH2 как SCL или SDA.

Минимальное время покоя SCL (период SCL): 100
нс - 10 с. После этого времени осциллограф ищет
условие запуска по данным SDA. Задайте ручкой M

или ; выберите цифру кнопками панели  

либо экранной кнопкой .

Edge Clock: нарастающий/спадающий фронт
выборки SDA. Data Bits: число битов строки 4–32,

задаётся M или . Current Bit: номер 0–31,

задаётся M или . Значение бита: H, L или X (H

либо

4. Руководство для опытного пользователя

3. Запуск SPI
Запуск по заданным данным при выполнении условия тайм-аута. Для SPI задайте
источники SCL и SDA. Настройки запуска SPI показаны справа внизу

экрана; значок  означает

тип запуска SPI, уровень CH1 0.00 мВ, уровень CH2 0.00 мВ.
Меню запуска SPI:
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All Bits L). 
Set all the data bits to be the specified value in Data. 

Mode 
 

Holdoff 

Auto 
Normal 
Single 

Acquire waveform even no trigger occurred 
Acquire waveform when trigger occurred 
When trigger occurs, acquire one waveform then stop 

4. CAN Trigger (Optional) 

CAN (Controller Area Network) is a serial communication protocol of the ISO 
international standardization. 

By using the CAN bus trigger, you can trigger on Start of Frame, Type of Frame, 
Identifier, Data, ID & Data, End of Frame, Missing Ack, or Bit Stuffing Error. 
You need to specify the signal source, trigger signal type, sample point, and signal 
rate of the CAN signal. 

In CAN bus trigger mode, the trigger setting information is displayed on bottom 

right of the screen, for example, ，indicates that trigger 

type is CAN, CH1 trigger level is -126 mV. 
 
CAN Trigger menu list: 

MENU SETTING INSTRUCTION 

Bus Type CAN Set vertical channel bus type as CAN trigger. 

Input 

Source 
CH1 
CH2 

Select CH1 as the trigger source. 
Select CH2 as the trigger source. 

Type 

CAN_H 
CAN_L 
TX 
RX 

Actual CAN_H bus signal. 
Actual CAN_L bus signal. 
Transmission signal on the CAN signal line. 
Received signal on the CAN signal line. 

Sample 
Point 

Turn the M knob (or tap on  in touchscreen) to set 

the Sample point, which is a point within a bit’s time. The 
oscilloscope samples the bit level at this point. “Sample 
point” is represented by the percentage of “the time from 
the start of the bit’s time to the sample point time” in the 
“bit’s time”. The range is 5% to 95%. 

Common 
Baud Turn the M knob to select from the Baud list on the left. 
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All Bits L). 
Set all the data bits to be the specified value in Data. 

Mode 
 

Holdoff 

Auto 
Normal 
Single 

Acquire waveform even no trigger occurred 
Acquire waveform when trigger occurred 
When trigger occurs, acquire one waveform then stop 

4. CAN Trigger (Optional) 

CAN (Controller Area Network) is a serial communication protocol of the ISO 
international standardization. 

By using the CAN bus trigger, you can trigger on Start of Frame, Type of Frame, 
Identifier, Data, ID & Data, End of Frame, Missing Ack, or Bit Stuffing Error. 
You need to specify the signal source, trigger signal type, sample point, and signal 
rate of the CAN signal. 

In CAN bus trigger mode, the trigger setting information is displayed on bottom 

right of the screen, for example, ，indicates that trigger 

type is CAN, CH1 trigger level is -126 mV. 
 
CAN Trigger menu list: 

MENU SETTING INSTRUCTION 

Bus Type CAN Set vertical channel bus type as CAN trigger. 

Input 

Source 
CH1 
CH2 

Select CH1 as the trigger source. 
Select CH2 as the trigger source. 

Type 

CAN_H 
CAN_L 
TX 
RX 

Actual CAN_H bus signal. 
Actual CAN_L bus signal. 
Transmission signal on the CAN signal line. 
Received signal on the CAN signal line. 

Sample 
Point 

Turn the M knob (or tap on  in touchscreen) to set 

the Sample point, which is a point within a bit’s time. The 
oscilloscope samples the bit level at this point. “Sample 
point” is represented by the percentage of “the time from 
the start of the bit’s time to the sample point time” in the 
“bit’s time”. The range is 5% to 95%. 

Common 
Baud Turn the M knob to select from the Baud list on the left. 
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All Bits L). 
Set all the data bits to be the specified value in Data. 

Mode 
 

Holdoff 

Auto 
Normal 
Single 

Acquire waveform even no trigger occurred 
Acquire waveform when trigger occurred 
When trigger occurs, acquire one waveform then stop 

4. CAN Trigger (Optional) 

CAN (Controller Area Network) is a serial communication protocol of the ISO 
international standardization. 

By using the CAN bus trigger, you can trigger on Start of Frame, Type of Frame, 
Identifier, Data, ID & Data, End of Frame, Missing Ack, or Bit Stuffing Error. 
You need to specify the signal source, trigger signal type, sample point, and signal 
rate of the CAN signal. 

In CAN bus trigger mode, the trigger setting information is displayed on bottom 

right of the screen, for example, ，indicates that trigger 

type is CAN, CH1 trigger level is -126 mV. 
 
CAN Trigger menu list: 

MENU SETTING INSTRUCTION 

Bus Type CAN Set vertical channel bus type as CAN trigger. 

Input 

Source 
CH1 
CH2 

Select CH1 as the trigger source. 
Select CH2 as the trigger source. 

Type 

CAN_H 
CAN_L 
TX 
RX 

Actual CAN_H bus signal. 
Actual CAN_L bus signal. 
Transmission signal on the CAN signal line. 
Received signal on the CAN signal line. 

Sample 
Point 

Turn the M knob (or tap on  in touchscreen) to set 

the Sample point, which is a point within a bit’s time. The 
oscilloscope samples the bit level at this point. “Sample 
point” is represented by the percentage of “the time from 
the start of the bit’s time to the sample point time” in the 
“bit’s time”. The range is 5% to 95%. 

Common 
Baud Turn the M knob to select from the Baud list on the left. 
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All Bits L). 
Set all the data bits to be the specified value in Data. 

Mode 
 

Holdoff 

Auto 
Normal 
Single 

Acquire waveform even no trigger occurred 
Acquire waveform when trigger occurred 
When trigger occurs, acquire one waveform then stop 

4. CAN Trigger (Optional) 

CAN (Controller Area Network) is a serial communication protocol of the ISO 
international standardization. 

By using the CAN bus trigger, you can trigger on Start of Frame, Type of Frame, 
Identifier, Data, ID & Data, End of Frame, Missing Ack, or Bit Stuffing Error. 
You need to specify the signal source, trigger signal type, sample point, and signal 
rate of the CAN signal. 

In CAN bus trigger mode, the trigger setting information is displayed on bottom 

right of the screen, for example, ，indicates that trigger 

type is CAN, CH1 trigger level is -126 mV. 
 
CAN Trigger menu list: 

MENU SETTING INSTRUCTION 

Bus Type CAN Set vertical channel bus type as CAN trigger. 

Input 

Source 
CH1 
CH2 

Select CH1 as the trigger source. 
Select CH2 as the trigger source. 

Type 

CAN_H 
CAN_L 
TX 
RX 

Actual CAN_H bus signal. 
Actual CAN_L bus signal. 
Transmission signal on the CAN signal line. 
Received signal on the CAN signal line. 

Sample 
Point 

Turn the M knob (or tap on  in touchscreen) to set 

the Sample point, which is a point within a bit’s time. The 
oscilloscope samples the bit level at this point. “Sample 
point” is represented by the percentage of “the time from 
the start of the bit’s time to the sample point time” in the 
“bit’s time”. The range is 5% to 95%. 

Common 
Baud Turn the M knob to select from the Baud list on the left. 

4.Advanced User Guidebook 

 52 

All Bits L). 
Set all the data bits to be the specified value in Data. 

Mode 
 

Holdoff 

Auto 
Normal 
Single 

Acquire waveform even no trigger occurred 
Acquire waveform when trigger occurred 
When trigger occurs, acquire one waveform then stop 

4. CAN Trigger (Optional) 

CAN (Controller Area Network) is a serial communication protocol of the ISO 
international standardization. 

By using the CAN bus trigger, you can trigger on Start of Frame, Type of Frame, 
Identifier, Data, ID & Data, End of Frame, Missing Ack, or Bit Stuffing Error. 
You need to specify the signal source, trigger signal type, sample point, and signal 
rate of the CAN signal. 

In CAN bus trigger mode, the trigger setting information is displayed on bottom 

right of the screen, for example, ，indicates that trigger 

type is CAN, CH1 trigger level is -126 mV. 
 
CAN Trigger menu list: 

MENU SETTING INSTRUCTION 

Bus Type CAN Set vertical channel bus type as CAN trigger. 

Input 

Source 
CH1 
CH2 

Select CH1 as the trigger source. 
Select CH2 as the trigger source. 

Type 

CAN_H 
CAN_L 
TX 
RX 

Actual CAN_H bus signal. 
Actual CAN_L bus signal. 
Transmission signal on the CAN signal line. 
Received signal on the CAN signal line. 

Sample 
Point 

Turn the M knob (or tap on  in touchscreen) to set 

the Sample point, which is a point within a bit’s time. The 
oscilloscope samples the bit level at this point. “Sample 
point” is represented by the percentage of “the time from 
the start of the bit’s time to the sample point time” in the 
“bit’s time”. The range is 5% to 95%. 

Common 
Baud Turn the M knob to select from the Baud list on the left. 
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All Bits L). 
Set all the data bits to be the specified value in Data. 

Mode 
 

Holdoff 

Auto 
Normal 
Single 

Acquire waveform even no trigger occurred 
Acquire waveform when trigger occurred 
When trigger occurs, acquire one waveform then stop 

4. CAN Trigger (Optional) 

CAN (Controller Area Network) is a serial communication protocol of the ISO 
international standardization. 

By using the CAN bus trigger, you can trigger on Start of Frame, Type of Frame, 
Identifier, Data, ID & Data, End of Frame, Missing Ack, or Bit Stuffing Error. 
You need to specify the signal source, trigger signal type, sample point, and signal 
rate of the CAN signal. 

In CAN bus trigger mode, the trigger setting information is displayed on bottom 

right of the screen, for example, ，indicates that trigger 

type is CAN, CH1 trigger level is -126 mV. 
 
CAN Trigger menu list: 

MENU SETTING INSTRUCTION 

Bus Type CAN Set vertical channel bus type as CAN trigger. 

Input 

Source 
CH1 
CH2 

Select CH1 as the trigger source. 
Select CH2 as the trigger source. 

Type 

CAN_H 
CAN_L 
TX 
RX 

Actual CAN_H bus signal. 
Actual CAN_L bus signal. 
Transmission signal on the CAN signal line. 
Received signal on the CAN signal line. 

Sample 
Point 

Turn the M knob (or tap on  in touchscreen) to set 

the Sample point, which is a point within a bit’s time. The 
oscilloscope samples the bit level at this point. “Sample 
point” is represented by the percentage of “the time from 
the start of the bit’s time to the sample point time” in the 
“bit’s time”. The range is 5% to 95%. 

Common 
Baud Turn the M knob to select from the Baud list on the left. 
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All Bits L). 
Set all the data bits to be the specified value in Data. 

Mode 
 

Holdoff 

Auto 
Normal 
Single 

Acquire waveform even no trigger occurred 
Acquire waveform when trigger occurred 
When trigger occurs, acquire one waveform then stop 

4. CAN Trigger (Optional) 

CAN (Controller Area Network) is a serial communication protocol of the ISO 
international standardization. 

By using the CAN bus trigger, you can trigger on Start of Frame, Type of Frame, 
Identifier, Data, ID & Data, End of Frame, Missing Ack, or Bit Stuffing Error. 
You need to specify the signal source, trigger signal type, sample point, and signal 
rate of the CAN signal. 

In CAN bus trigger mode, the trigger setting information is displayed on bottom 

right of the screen, for example, ，indicates that trigger 

type is CAN, CH1 trigger level is -126 mV. 
 
CAN Trigger menu list: 

MENU SETTING INSTRUCTION 

Bus Type CAN Set vertical channel bus type as CAN trigger. 

Input 

Source 
CH1 
CH2 

Select CH1 as the trigger source. 
Select CH2 as the trigger source. 

Type 

CAN_H 
CAN_L 
TX 
RX 

Actual CAN_H bus signal. 
Actual CAN_L bus signal. 
Transmission signal on the CAN signal line. 
Received signal on the CAN signal line. 

Sample 
Point 

Turn the M knob (or tap on  in touchscreen) to set 

the Sample point, which is a point within a bit’s time. The 
oscilloscope samples the bit level at this point. “Sample 
point” is represented by the percentage of “the time from 
the start of the bit’s time to the sample point time” in the 
“bit’s time”. The range is 5% to 95%. 

Common 
Baud Turn the M knob to select from the Baud list on the left. 
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All Bits L). 
Set all the data bits to be the specified value in Data. 

Mode 
 

Holdoff 

Auto 
Normal 
Single 

Acquire waveform even no trigger occurred 
Acquire waveform when trigger occurred 
When trigger occurs, acquire one waveform then stop 

4. CAN Trigger (Optional) 

CAN (Controller Area Network) is a serial communication protocol of the ISO 
international standardization. 

By using the CAN bus trigger, you can trigger on Start of Frame, Type of Frame, 
Identifier, Data, ID & Data, End of Frame, Missing Ack, or Bit Stuffing Error. 
You need to specify the signal source, trigger signal type, sample point, and signal 
rate of the CAN signal. 

In CAN bus trigger mode, the trigger setting information is displayed on bottom 

right of the screen, for example, ，indicates that trigger 

type is CAN, CH1 trigger level is -126 mV. 
 
CAN Trigger menu list: 

MENU SETTING INSTRUCTION 

Bus Type CAN Set vertical channel bus type as CAN trigger. 

Input 

Source 
CH1 
CH2 

Select CH1 as the trigger source. 
Select CH2 as the trigger source. 

Type 

CAN_H 
CAN_L 
TX 
RX 

Actual CAN_H bus signal. 
Actual CAN_L bus signal. 
Transmission signal on the CAN signal line. 
Received signal on the CAN signal line. 

Sample 
Point 

Turn the M knob (or tap on  in touchscreen) to set 

the Sample point, which is a point within a bit’s time. The 
oscilloscope samples the bit level at this point. “Sample 
point” is represented by the percentage of “the time from 
the start of the bit’s time to the sample point time” in the 
“bit’s time”. The range is 5% to 95%. 

Common 
Baud Turn the M knob to select from the Baud list on the left. 
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All Bits L). 
Set all the data bits to be the specified value in Data. 

Mode 
 

Holdoff 

Auto 
Normal 
Single 

Acquire waveform even no trigger occurred 
Acquire waveform when trigger occurred 
When trigger occurs, acquire one waveform then stop 

4. CAN Trigger (Optional) 

CAN (Controller Area Network) is a serial communication protocol of the ISO 
international standardization. 

By using the CAN bus trigger, you can trigger on Start of Frame, Type of Frame, 
Identifier, Data, ID & Data, End of Frame, Missing Ack, or Bit Stuffing Error. 
You need to specify the signal source, trigger signal type, sample point, and signal 
rate of the CAN signal. 

In CAN bus trigger mode, the trigger setting information is displayed on bottom 

right of the screen, for example, ，indicates that trigger 

type is CAN, CH1 trigger level is -126 mV. 
 
CAN Trigger menu list: 

MENU SETTING INSTRUCTION 

Bus Type CAN Set vertical channel bus type as CAN trigger. 

Input 

Source 
CH1 
CH2 

Select CH1 as the trigger source. 
Select CH2 as the trigger source. 

Type 

CAN_H 
CAN_L 
TX 
RX 

Actual CAN_H bus signal. 
Actual CAN_L bus signal. 
Transmission signal on the CAN signal line. 
Received signal on the CAN signal line. 

Sample 
Point 

Turn the M knob (or tap on  in touchscreen) to set 

the Sample point, which is a point within a bit’s time. The 
oscilloscope samples the bit level at this point. “Sample 
point” is represented by the percentage of “the time from 
the start of the bit’s time to the sample point time” in the 
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Common 
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All Bits L). 
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Holdoff 
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Acquire waveform even no trigger occurred 
Acquire waveform when trigger occurred 
When trigger occurs, acquire one waveform then stop 

4. CAN Trigger (Optional) 

CAN (Controller Area Network) is a serial communication protocol of the ISO 
international standardization. 

By using the CAN bus trigger, you can trigger on Start of Frame, Type of Frame, 
Identifier, Data, ID & Data, End of Frame, Missing Ack, or Bit Stuffing Error. 
You need to specify the signal source, trigger signal type, sample point, and signal 
rate of the CAN signal. 

In CAN bus trigger mode, the trigger setting information is displayed on bottom 

right of the screen, for example, ，indicates that trigger 

type is CAN, CH1 trigger level is -126 mV. 
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Sample 
Point 

Turn the M knob (or tap on  in touchscreen) to set 

the Sample point, which is a point within a bit’s time. The 
oscilloscope samples the bit level at this point. “Sample 
point” is represented by the percentage of “the time from 
the start of the bit’s time to the sample point time” in the 
“bit’s time”. The range is 5% to 95%. 

Common 
Baud Turn the M knob to select from the Baud list on the left. 
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oscilloscope samples the bit level at this point. “Sample 
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Auto Normal
Single

L). Задайте всем битам данных указанное в Data
значение.

Сбор даже без запуска.
Сбор при запуске.
Однократный сбор при запуске, затем остановка.

МЕНЮ

Тип шины

Вход

Настр.

Точка
выборки

ОПИСАНИЕ

Выбрать запуск по CAN.

CAN_H
CAN_L

TX
RX

Ручкой M или касанием экранной кнопки  задайте

точку выборки внутри битового интервала. Здесь
считывается уровень бита. Значение - процент времени
от начала бита до точки выборки относительно
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4. Руководство для опытного пользователя

4. Запуск CAN (опция)

CAN (Controller Area Network) - протокол последовательной связи
международного стандарта ISO.
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Custom 
Baud 

Turn the M knob (or tap on  in touchscreen) to set 

the Baud. The range is 10,000 to 1,000,000.  
Tip: You can select the nearest value in Common Baud, 
and then adjust it in this menu.  

Condition 

Start Trigger on the start frame of the data frame. 

Type 
Type 
(Bottom 
menu) 

Data 

Trigger on the selected frame. 
Remote 
Error 
Overload 

ID 
Configure 
(Bottom 
menu) 

Format Select Standard or Extended. 

ID Use the M knob and Direction 
key on the front panel to set. 

Data 
Configure 
(Bottom 
menu) 

Byte 
Length 

Set the number of bytes with the 
M knob. The range is 1 to 8. 

Data 
Set the data with the M knob 
and Direction key on the front 
panel. 

ID&Data 
Configure 
(Bottom 
menu) 

Format Select Standard or Extended. 

ID Use the M knob and Direction 
key on the front panel to set. 

Byte 
Length 

Set the number of bytes with the 
M knob. The range is 1 to 8. 

Data 
Set the data with the M knob 
and Direction key on the front 
panel. 

End Trigger on the end frame of the data frame. 
Missing 

Ack 
Trigger on Missing Ack. 

Bit 
Stuffing 

Trigger on Bit Stuffing Error. 

Mode 
 
Holdoff 

Auto 
Normal 
Single 

Acquire waveform even no trigger occurred 
Acquire waveform when trigger occurred 
When trigger occurs, acquire one waveform then stop 

Bus Decoding (Optional) 

1. RS232 Decoding 
To decode RS232 signal: 
(1) Connect the RS232 signal to the Signal Input Channel of the oscilloscope. 
(2) Adjust to the proper time base and voltage division. 
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Bus Decoding (Optional) 

1. RS232 Decoding 
To decode RS232 signal: 
(1) Connect the RS232 signal to the Signal Input Channel of the oscilloscope. 
(2) Adjust to the proper time base and voltage division. 
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Bus Decoding (Optional) 

1. RS232 Decoding 
To decode RS232 signal: 
(1) Connect the RS232 signal to the Signal Input Channel of the oscilloscope. 
(2) Adjust to the proper time base and voltage division. 
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1. RS232 Decoding 
To decode RS232 signal: 
(1) Connect the RS232 signal to the Signal Input Channel of the oscilloscope. 
(2) Adjust to the proper time base and voltage division. 
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1. RS232 Decoding 
To decode RS232 signal: 
(1) Connect the RS232 signal to the Signal Input Channel of the oscilloscope. 
(2) Adjust to the proper time base and voltage division. 
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Bus Decoding (Optional) 

1. RS232 Decoding 
To decode RS232 signal: 
(1) Connect the RS232 signal to the Signal Input Channel of the oscilloscope. 
(2) Adjust to the proper time base and voltage division. 
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Bus Decoding (Optional) 

1. RS232 Decoding 
To decode RS232 signal: 
(1) Connect the RS232 signal to the Signal Input Channel of the oscilloscope. 
(2) Adjust to the proper time base and voltage division. 
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1. RS232 Decoding 
To decode RS232 signal: 
(1) Connect the RS232 signal to the Signal Input Channel of the oscilloscope. 
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Bus Decoding (Optional) 

1. RS232 Decoding 
To decode RS232 signal: 
(1) Connect the RS232 signal to the Signal Input Channel of the oscilloscope. 
(2) Adjust to the proper time base and voltage division. 
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Baud 
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4. Руководство для опытного пользователя

Декодирование шин (опция)

1. Декодирование RS232
Для декодирования сигнала RS232:
(1) Подключите RS232 к сигнальному входу осциллографа.
(2) Установите подходящие развёртку и масштаб напряжения.
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(3) In trigger menu, select Bus trigger, and select bus type as RS232, set parameters 
based on the characteristics of the signal, trigger the signal correctly and obtain 
stable display. Refer to "RS232 Trigger" on page 48. 

(4) Push the Decode button on the front panel. Select bus type as RS232. set 
parameters based on the characteristics of the signal. When the parameters are set 
correctly, the information carried by the signal will be displayed.  

Tip: If there are repetitive menu items in both trigger menu and decoding menu, you 
can set anyone of them, the other will be changed synchronously.  

Note:  
 Use the Trigger Level knob to adjust the thresholds of bus trigger and bus 

decoding.  
 When decoding, if "Parity" is not set to "None", and the check bit error is 

detected, two red error marks will be displayed in the corresponding position in 
the waveform. 

RS232 Decoding menu list: 

MENU SETTING INSTRUCTION 

Bus Type RS232 Set bus type of decoding as RS232. 

Configure 

Common 
Baud Turn the M knob to select from the Baud list on the left. 

Custom 
Baud 

Turn the M knob (or tap on  in touchscreen) to set 

the Baud. The range is 50 to 10,000,000.  
Tip: You can select the nearest value in Common Baud, 
and then adjust it in this menu.  

Data Bits 
Set the data width of each frame to match the signal. It 
can be set to 5, 6, 7 or 8. 

Parity 
set the even-odd check mode to match the polarity used 
by the signal. 

Display 

Format 

Binary 
Decimal 
Hex 
ASCII 

Set the display format of the bus. 

EventTable 
ON 
OFF 

Select "ON" to display the event table. 

Save 
EventTable 

If a USB storage device is currently connected to the 
instrument, save the event table data in a .csv 
(spreadsheet) formatted file on the external USB storage 
device. 
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(3) In trigger menu, select Bus trigger, and select bus type as RS232, set parameters 
based on the characteristics of the signal, trigger the signal correctly and obtain 
stable display. Refer to "RS232 Trigger" on page 48. 
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parameters based on the characteristics of the signal. When the parameters are set 
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(3) In trigger menu, select Bus trigger, and select bus type as RS232, set parameters 
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stable display. Refer to "RS232 Trigger" on page 48. 
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МЕНЮ

Тип шины

Дисплей

Настр.

Биты
данных

Чётность

ОПИСАНИЕ

Выбрать декодирование RS232.

Вращением M выберите скорость из списка слева.

Ручкой M или кнопкой  задайте скорость: 50 -

10,000,000. Совет: выберите ближайшую Common
Baud, затем уточните здесь.

Разрядность кадра согласно сигналу: 5, 6, 7 или 8 бит.

Режим чётности согласно полярности сигнала.

ON / OFF

Если подключён USB-накопитель, сохранение
таблицы событий на нём в файле .csv (электронная
таблица).

Формат отображения данных шины.

Выберите ON для отображения таблицы
событий.

4. Руководство для опытного пользователя

(3) В меню запуска выберите Bus, тип RS232; задайте параметры по
характеристикам сигнала, добейтесь правильного запуска и устойчивого
изображения. См. «Запуск RS232», стр. 48.

(4) Нажмите Decode на передней панели, выберите RS232; задайте параметры по
характеристикам сигнала. При правильной настройке отобразится передаваемая
информация.

Совет: одинаковые пункты меню запуска и декодирования изменяются синхронно;
достаточно настроить любой из них.

Примечание:
● Ручка Trigger Level регулирует пороги запуска по шине и декодирования.
● При Parity, отличном от None, обнаружение ошибки чётности отмечается двумя
красными знаками в соответствующем месте осциллограммы.

Меню декодирования RS232:
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2. I2C Decoding 
To decode I2C signal: 
(1) Connect the clock line (SCLK) and the data line (SDA) of the I2C signal to the 

Signal Input Channels of the oscilloscope. 
(2) Adjust to the proper time base and voltage division. 
(3) In trigger menu, select Bus trigger, and select bus type as I2C, set parameters 

based on the characteristics of the signal, trigger the signal correctly and obtain 
stable display. Refer to "I2C Trigger" on page 49. 

(4) Push the Decode button on the front panel. Select bus type as I2C. set parameters 
based on the characteristics of the signal. When the parameters are set correctly, 
the information carried by the signal will be displayed.  

Tip: If there are repetitive menu items in both trigger menu and decoding menu, you 
can set anyone of them, the other will be changed synchronously.  

Decoded information interpretation: 

Information Abbreviation Background 
Read Address R, Read, or do not display Green 
Write Address W, Write, or do not display Green 
Data D, Data, or do not display Black 

Note:  
 Use the Trigger Level knob to adjust the thresholds of bus trigger and bus 

decoding.  
 When the ACK (ACKnowledge Character) is not met, two red error marks will be 

displayed in the corresponding position in the waveform. 

I2C Decoding menu list: 

MENU SETTING INSTRUCTION 

Bus Type I2C Set bus type of decoding as I2C. 

Display 

Format 

Binary 
Decimal 
Hex 
ASCII 

Set the display format of the bus. 

EventTable 
ON 
OFF 

Select "ON" to display the event table. 

Save 
EventTable 

If a USB storage device is currently connected to the 
instrument, save the event table data in a .csv 
(spreadsheet) formatted file on the external USB storage 
device. 

4.Advanced User Guidebook 

 55 

2. I2C Decoding 
To decode I2C signal: 
(1) Connect the clock line (SCLK) and the data line (SDA) of the I2C signal to the 

Signal Input Channels of the oscilloscope. 
(2) Adjust to the proper time base and voltage division. 
(3) In trigger menu, select Bus trigger, and select bus type as I2C, set parameters 

based on the characteristics of the signal, trigger the signal correctly and obtain 
stable display. Refer to "I2C Trigger" on page 49. 

(4) Push the Decode button on the front panel. Select bus type as I2C. set parameters 
based on the characteristics of the signal. When the parameters are set correctly, 
the information carried by the signal will be displayed.  

Tip: If there are repetitive menu items in both trigger menu and decoding menu, you 
can set anyone of them, the other will be changed synchronously.  

Decoded information interpretation: 

Information Abbreviation Background 
Read Address R, Read, or do not display Green 
Write Address W, Write, or do not display Green 
Data D, Data, or do not display Black 

Note:  
 Use the Trigger Level knob to adjust the thresholds of bus trigger and bus 

decoding.  
 When the ACK (ACKnowledge Character) is not met, two red error marks will be 

displayed in the corresponding position in the waveform. 

I2C Decoding menu list: 

MENU SETTING INSTRUCTION 

Bus Type I2C Set bus type of decoding as I2C. 

Display 

Format 

Binary 
Decimal 
Hex 
ASCII 

Set the display format of the bus. 

EventTable 
ON 
OFF 

Select "ON" to display the event table. 

Save 
EventTable 

If a USB storage device is currently connected to the 
instrument, save the event table data in a .csv 
(spreadsheet) formatted file on the external USB storage 
device. 

4.Advanced User Guidebook 

 55 

2. I2C Decoding 
To decode I2C signal: 
(1) Connect the clock line (SCLK) and the data line (SDA) of the I2C signal to the 

Signal Input Channels of the oscilloscope. 
(2) Adjust to the proper time base and voltage division. 
(3) In trigger menu, select Bus trigger, and select bus type as I2C, set parameters 

based on the characteristics of the signal, trigger the signal correctly and obtain 
stable display. Refer to "I2C Trigger" on page 49. 

(4) Push the Decode button on the front panel. Select bus type as I2C. set parameters 
based on the characteristics of the signal. When the parameters are set correctly, 
the information carried by the signal will be displayed.  

Tip: If there are repetitive menu items in both trigger menu and decoding menu, you 
can set anyone of them, the other will be changed synchronously.  

Decoded information interpretation: 

Information Abbreviation Background 
Read Address R, Read, or do not display Green 
Write Address W, Write, or do not display Green 
Data D, Data, or do not display Black 

Note:  
 Use the Trigger Level knob to adjust the thresholds of bus trigger and bus 

decoding.  
 When the ACK (ACKnowledge Character) is not met, two red error marks will be 

displayed in the corresponding position in the waveform. 

I2C Decoding menu list: 

MENU SETTING INSTRUCTION 

Bus Type I2C Set bus type of decoding as I2C. 

Display 

Format 

Binary 
Decimal 
Hex 
ASCII 

Set the display format of the bus. 

EventTable 
ON 
OFF 

Select "ON" to display the event table. 

Save 
EventTable 

If a USB storage device is currently connected to the 
instrument, save the event table data in a .csv 
(spreadsheet) formatted file on the external USB storage 
device. 

4.Advanced User Guidebook 

 55 

2. I2C Decoding 
To decode I2C signal: 
(1) Connect the clock line (SCLK) and the data line (SDA) of the I2C signal to the 

Signal Input Channels of the oscilloscope. 
(2) Adjust to the proper time base and voltage division. 
(3) In trigger menu, select Bus trigger, and select bus type as I2C, set parameters 

based on the characteristics of the signal, trigger the signal correctly and obtain 
stable display. Refer to "I2C Trigger" on page 49. 

(4) Push the Decode button on the front panel. Select bus type as I2C. set parameters 
based on the characteristics of the signal. When the parameters are set correctly, 
the information carried by the signal will be displayed.  

Tip: If there are repetitive menu items in both trigger menu and decoding menu, you 
can set anyone of them, the other will be changed synchronously.  

Decoded information interpretation: 

Information Abbreviation Background 
Read Address R, Read, or do not display Green 
Write Address W, Write, or do not display Green 
Data D, Data, or do not display Black 

Note:  
 Use the Trigger Level knob to adjust the thresholds of bus trigger and bus 

decoding.  
 When the ACK (ACKnowledge Character) is not met, two red error marks will be 

displayed in the corresponding position in the waveform. 

I2C Decoding menu list: 

MENU SETTING INSTRUCTION 

Bus Type I2C Set bus type of decoding as I2C. 

Display 

Format 

Binary 
Decimal 
Hex 
ASCII 

Set the display format of the bus. 

EventTable 
ON 
OFF 

Select "ON" to display the event table. 

Save 
EventTable 

If a USB storage device is currently connected to the 
instrument, save the event table data in a .csv 
(spreadsheet) formatted file on the external USB storage 
device. 

4.Advanced User Guidebook 

 55 

2. I2C Decoding 
To decode I2C signal: 
(1) Connect the clock line (SCLK) and the data line (SDA) of the I2C signal to the 

Signal Input Channels of the oscilloscope. 
(2) Adjust to the proper time base and voltage division. 
(3) In trigger menu, select Bus trigger, and select bus type as I2C, set parameters 

based on the characteristics of the signal, trigger the signal correctly and obtain 
stable display. Refer to "I2C Trigger" on page 49. 

(4) Push the Decode button on the front panel. Select bus type as I2C. set parameters 
based on the characteristics of the signal. When the parameters are set correctly, 
the information carried by the signal will be displayed.  

Tip: If there are repetitive menu items in both trigger menu and decoding menu, you 
can set anyone of them, the other will be changed synchronously.  

Decoded information interpretation: 

Information Abbreviation Background 
Read Address R, Read, or do not display Green 
Write Address W, Write, or do not display Green 
Data D, Data, or do not display Black 

Note:  
 Use the Trigger Level knob to adjust the thresholds of bus trigger and bus 

decoding.  
 When the ACK (ACKnowledge Character) is not met, two red error marks will be 

displayed in the corresponding position in the waveform. 

I2C Decoding menu list: 

MENU SETTING INSTRUCTION 

Bus Type I2C Set bus type of decoding as I2C. 

Display 

Format 

Binary 
Decimal 
Hex 
ASCII 

Set the display format of the bus. 

EventTable 
ON 
OFF 

Select "ON" to display the event table. 

Save 
EventTable 

If a USB storage device is currently connected to the 
instrument, save the event table data in a .csv 
(spreadsheet) formatted file on the external USB storage 
device. 

4.Advanced User Guidebook 

 55 

2. I2C Decoding 
To decode I2C signal: 
(1) Connect the clock line (SCLK) and the data line (SDA) of the I2C signal to the 

Signal Input Channels of the oscilloscope. 
(2) Adjust to the proper time base and voltage division. 
(3) In trigger menu, select Bus trigger, and select bus type as I2C, set parameters 

based on the characteristics of the signal, trigger the signal correctly and obtain 
stable display. Refer to "I2C Trigger" on page 49. 

(4) Push the Decode button on the front panel. Select bus type as I2C. set parameters 
based on the characteristics of the signal. When the parameters are set correctly, 
the information carried by the signal will be displayed.  

Tip: If there are repetitive menu items in both trigger menu and decoding menu, you 
can set anyone of them, the other will be changed synchronously.  

Decoded information interpretation: 

Information Abbreviation Background 
Read Address R, Read, or do not display Green 
Write Address W, Write, or do not display Green 
Data D, Data, or do not display Black 

Note:  
 Use the Trigger Level knob to adjust the thresholds of bus trigger and bus 

decoding.  
 When the ACK (ACKnowledge Character) is not met, two red error marks will be 

displayed in the corresponding position in the waveform. 

I2C Decoding menu list: 

MENU SETTING INSTRUCTION 

Bus Type I2C Set bus type of decoding as I2C. 

Display 

Format 

Binary 
Decimal 
Hex 
ASCII 

Set the display format of the bus. 

EventTable 
ON 
OFF 

Select "ON" to display the event table. 

Save 
EventTable 

If a USB storage device is currently connected to the 
instrument, save the event table data in a .csv 
(spreadsheet) formatted file on the external USB storage 
device. 

4.Advanced User Guidebook 

 55 

2. I2C Decoding 
To decode I2C signal: 
(1) Connect the clock line (SCLK) and the data line (SDA) of the I2C signal to the 

Signal Input Channels of the oscilloscope. 
(2) Adjust to the proper time base and voltage division. 
(3) In trigger menu, select Bus trigger, and select bus type as I2C, set parameters 

based on the characteristics of the signal, trigger the signal correctly and obtain 
stable display. Refer to "I2C Trigger" on page 49. 

(4) Push the Decode button on the front panel. Select bus type as I2C. set parameters 
based on the characteristics of the signal. When the parameters are set correctly, 
the information carried by the signal will be displayed.  

Tip: If there are repetitive menu items in both trigger menu and decoding menu, you 
can set anyone of them, the other will be changed synchronously.  

Decoded information interpretation: 

Information Abbreviation Background 
Read Address R, Read, or do not display Green 
Write Address W, Write, or do not display Green 
Data D, Data, or do not display Black 

Note:  
 Use the Trigger Level knob to adjust the thresholds of bus trigger and bus 

decoding.  
 When the ACK (ACKnowledge Character) is not met, two red error marks will be 

displayed in the corresponding position in the waveform. 

I2C Decoding menu list: 

MENU SETTING INSTRUCTION 

Bus Type I2C Set bus type of decoding as I2C. 

Display 

Format 

Binary 
Decimal 
Hex 
ASCII 

Set the display format of the bus. 

EventTable 
ON 
OFF 

Select "ON" to display the event table. 

Save 
EventTable 

If a USB storage device is currently connected to the 
instrument, save the event table data in a .csv 
(spreadsheet) formatted file on the external USB storage 
device. 

4.Advanced User Guidebook 

 55 

2. I2C Decoding 
To decode I2C signal: 
(1) Connect the clock line (SCLK) and the data line (SDA) of the I2C signal to the 

Signal Input Channels of the oscilloscope. 
(2) Adjust to the proper time base and voltage division. 
(3) In trigger menu, select Bus trigger, and select bus type as I2C, set parameters 

based on the characteristics of the signal, trigger the signal correctly and obtain 
stable display. Refer to "I2C Trigger" on page 49. 

(4) Push the Decode button on the front panel. Select bus type as I2C. set parameters 
based on the characteristics of the signal. When the parameters are set correctly, 
the information carried by the signal will be displayed.  

Tip: If there are repetitive menu items in both trigger menu and decoding menu, you 
can set anyone of them, the other will be changed synchronously.  

Decoded information interpretation: 

Information Abbreviation Background 
Read Address R, Read, or do not display Green 
Write Address W, Write, or do not display Green 
Data D, Data, or do not display Black 

Note:  
 Use the Trigger Level knob to adjust the thresholds of bus trigger and bus 

decoding.  
 When the ACK (ACKnowledge Character) is not met, two red error marks will be 

displayed in the corresponding position in the waveform. 

I2C Decoding menu list: 

MENU SETTING INSTRUCTION 

Bus Type I2C Set bus type of decoding as I2C. 

Display 

Format 

Binary 
Decimal 
Hex 
ASCII 

Set the display format of the bus. 

EventTable 
ON 
OFF 

Select "ON" to display the event table. 

Save 
EventTable 

If a USB storage device is currently connected to the 
instrument, save the event table data in a .csv 
(spreadsheet) formatted file on the external USB storage 
device. 

4.Advanced User Guidebook 

 55 

2. I2C Decoding 
To decode I2C signal: 
(1) Connect the clock line (SCLK) and the data line (SDA) of the I2C signal to the 

Signal Input Channels of the oscilloscope. 
(2) Adjust to the proper time base and voltage division. 
(3) In trigger menu, select Bus trigger, and select bus type as I2C, set parameters 

based on the characteristics of the signal, trigger the signal correctly and obtain 
stable display. Refer to "I2C Trigger" on page 49. 

(4) Push the Decode button on the front panel. Select bus type as I2C. set parameters 
based on the characteristics of the signal. When the parameters are set correctly, 
the information carried by the signal will be displayed.  

Tip: If there are repetitive menu items in both trigger menu and decoding menu, you 
can set anyone of them, the other will be changed synchronously.  

Decoded information interpretation: 

Information Abbreviation Background 
Read Address R, Read, or do not display Green 
Write Address W, Write, or do not display Green 
Data D, Data, or do not display Black 

Note:  
 Use the Trigger Level knob to adjust the thresholds of bus trigger and bus 

decoding.  
 When the ACK (ACKnowledge Character) is not met, two red error marks will be 

displayed in the corresponding position in the waveform. 

I2C Decoding menu list: 

MENU SETTING INSTRUCTION 

Bus Type I2C Set bus type of decoding as I2C. 

Display 

Format 

Binary 
Decimal 
Hex 
ASCII 

Set the display format of the bus. 

EventTable 
ON 
OFF 

Select "ON" to display the event table. 

Save 
EventTable 

If a USB storage device is currently connected to the 
instrument, save the event table data in a .csv 
(spreadsheet) formatted file on the external USB storage 
device. 

4.Advanced User Guidebook 

 55 

2. I2C Decoding 
To decode I2C signal: 
(1) Connect the clock line (SCLK) and the data line (SDA) of the I2C signal to the 

Signal Input Channels of the oscilloscope. 
(2) Adjust to the proper time base and voltage division. 
(3) In trigger menu, select Bus trigger, and select bus type as I2C, set parameters 

based on the characteristics of the signal, trigger the signal correctly and obtain 
stable display. Refer to "I2C Trigger" on page 49. 

(4) Push the Decode button on the front panel. Select bus type as I2C. set parameters 
based on the characteristics of the signal. When the parameters are set correctly, 
the information carried by the signal will be displayed.  

Tip: If there are repetitive menu items in both trigger menu and decoding menu, you 
can set anyone of them, the other will be changed synchronously.  

Decoded information interpretation: 

Information Abbreviation Background 
Read Address R, Read, or do not display Green 
Write Address W, Write, or do not display Green 
Data D, Data, or do not display Black 

Note:  
 Use the Trigger Level knob to adjust the thresholds of bus trigger and bus 

decoding.  
 When the ACK (ACKnowledge Character) is not met, two red error marks will be 

displayed in the corresponding position in the waveform. 

I2C Decoding menu list: 

MENU SETTING INSTRUCTION 

Bus Type I2C Set bus type of decoding as I2C. 

Display 

Format 

Binary 
Decimal 
Hex 
ASCII 

Set the display format of the bus. 

EventTable 
ON 
OFF 

Select "ON" to display the event table. 

Save 
EventTable 

If a USB storage device is currently connected to the 
instrument, save the event table data in a .csv 
(spreadsheet) formatted file on the external USB storage 
device. 

Информация
Адрес чтения
Адрес записи

Дан.

Сокращение
R, Read или не отображать
W, Write или не отображать
D, Data или не отображать

Фон
Зелёный
Зелёный
Чёрный

МЕНЮ

Тип шины

Дисплей

Настр. ОПИСАНИЕ

Выбрать декодирование I2C.

ON / OFF

Если подключён USB-накопитель, сохранение
таблицы событий на нём в файле .csv (электронная
таблица).

Формат отображения данных шины.

Выберите ON для отображения таблицы
событий.

4. Руководство для опытного пользователя

2. Декодирование I2C
Для декодирования I2C:
(1) Подключите линии тактирования SCLK и данных SDA сигнала I2C к входным
каналам осциллографа.

(2) Установите подходящие развёртку и масштаб напряжения.
(3) В меню запуска выберите Bus, тип I2C; задайте параметры по характеристикам
сигнала, добейтесь правильного запуска и устойчивого изображения. См. «Запуск
I2C», стр. 49.

(4) Нажмите Decode на передней панели, выберите I2C; задайте параметры по
характеристикам сигнала. При правильной настройке отобразится передаваемая
информация.

Совет: одинаковые пункты меню запуска и декодирования изменяются синхронно;
достаточно настроить любой из них.

Обозначения декодированной информации:

Примечание:
● Ручка Trigger Level регулирует пороги запуска и декодирования шины.
● При отсутствии ACK (подтверждения) соответствующее место осциллограммы
отмечается двумя красными знаками ошибки.

Меню декодирования I2C:
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3. SPI Decoding 
To decode SPI signal: 
(1) Connect the clock line (SCLK) and the data line (SDA) of the SPI signal to the 

Signal Input Channels of the oscilloscope. 
(2) Adjust to the proper time base and voltage division. 
(3) In trigger menu, select Bus trigger, and select bus type as SPI, set parameters 

based on the characteristics of the signal, trigger the signal correctly and obtain 
stable display. Refer to "SPI Trigger" on page 51. 

(4) Push the Decode button on the front panel. Select bus type as SPI. set parameters 
based on the characteristics of the signal. When the parameters are set correctly, 
the information carried by the signal will be displayed.  

Tip: If there are repetitive menu items in both trigger menu and decoding menu, you 
can set anyone of them, the other will be changed synchronously.  

Note:  
 Use the Trigger Level knob to adjust the thresholds of bus trigger and bus 

decoding.  
 LS First in Bit Order menu item (Least Significant Bit First) means that the least 

significant bit will arrive first: hence e.g. the hexadecimal number 0x12, will 
arrive as the sequence 01001000 in binary representation, will be decoded as the 
reversed sequence 00010010.  

SPI Decoding menu list: 

MENU SETTING INSTRUCTION 

Bus Type SPI Set bus type of decoding as SPI. 

Configure 

SCLK 
Select the clock edge to match the signal, sample the 
SDA data on the rising or falling edge of the clock. 

Time Out 
Set the minimum time that the clock (SCL) signal must 
be idle before the oscilloscope starts to search for the data 
(SDA) on which to trigger. The range is 30 ns to 10 s. 

Data Bits 
Set the data width of each frame to match the signal. It 
can be set to any integer between 4 and 32. 

Bit Order Select LS First or MS First to match the signal. 

Display 
Format 

Binary 
Decimal 
Hex 
ASCII 

Set the display format of the bus. 

EventTable 
ON 
OFF 

Select "ON" to display the event table. 
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МЕНЮ

Тип шины

Дисплей

Настр.

Биты
данных

ОПИСАНИЕ

Выбрать декодирование SPI.

Выберите тактовый фронт согласно сигналу: выборка
SDA по нарастанию или спаду такта.

Минимальное время покоя тактового сигнала SCL до
начала поиска данных SDA для запуска: от 30 нс до 10
с.

Разрядность кадра согласно сигналу: целое число от 4
до 32 бит.
LS First или MS First по сигналу.

ON / OFF

Формат отображения данных шины.

Выберите ON для отображения таблицы
событий.

4. Руководство для опытного пользователя

3. Декодирование SPI
Для декодирования SPI:
(1) Подключите линии тактирования SCLK и данных SDA сигнала SPI к входным
каналам осциллографа.

(2) Установите подходящие развёртку и масштаб напряжения.
(3) В меню запуска выберите Bus, тип SPI; задайте параметры по характеристикам
сигнала, добейтесь правильного запуска и устойчивого изображения. См. «Запуск
SPI», стр. 51.

(4) Нажмите Decode на передней панели, выберите SPI; задайте параметры по
характеристикам сигнала. При правильной настройке отобразится передаваемая
информация.

Совет: одинаковые пункты меню запуска и декодирования изменяются синхронно;
достаточно настроить любой из них.

Примечание:
● Ручка Trigger Level регулирует пороги запуска и декодирования шины.
● LS First в Bit Order означает младший бит первым. Например, число 0x12
поступает в двоичном виде 01001000 и декодируется в обратном порядке как
00010010.

Меню декодирования SPI:
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Save 
EventTable 

If a USB storage device is currently connected to the 
instrument, save the event table data in a .csv 
(spreadsheet) formatted file on the external USB storage 
device. 

4. CAN Decoding 
To decode CAN signal: 
(1) Connect the CAN signal to the Signal Input Channel of the oscilloscope. 
(2) Adjust to the proper time base and voltage division. 
(3) In trigger menu, select Bus trigger, and select bus type as CAN, set parameters 

based on the characteristics of the signal, trigger the signal correctly and obtain 
stable display. Refer to "CAN Trigger" on page 52. 

(4) Push the Decode button on the front panel. Select bus type as CAN. set 
parameters based on the characteristics of the signal. When the parameters are set 
correctly, the information carried by the signal will be displayed.  

Tip: If there are repetitive menu items in both trigger menu and decoding menu, you 
can set anyone of them, the other will be changed synchronously.  
Decoded information interpretation: 

Information Abbreviation Background 
Identifier I, ID, or do not display Green 
Overload Frame OF Green 
Error Frame EF Green 
Data Length code L, DLC, or do not display Blue 
Data D, Data, or do not display Black 

Cyclic Redundancy Check C, CRC, or do not display 
Valid: Purple 
Error: Red 

Note:  
 Use the Trigger Level knob to adjust the thresholds of bus trigger and bus 

decoding.  
 When the ACK (ACKnowledge Character) of Data Frame or Remote Frame is 

not met, two red error marks will be displayed in the corresponding position in 
the waveform. 

 Error Frame, Remote Frame, and Overload Frame will be identified in the "Data" 
column in the event table (Data Frame will not be identified). 

CAN Decoding menu list: 

MENU SETTING INSTRUCTION 

Bus Type CAN Set bus type of decoding as CAN. 
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parameters based on the characteristics of the signal. When the parameters are set 
correctly, the information carried by the signal will be displayed.  

Tip: If there are repetitive menu items in both trigger menu and decoding menu, you 
can set anyone of them, the other will be changed synchronously.  
Decoded information interpretation: 

Information Abbreviation Background 
Identifier I, ID, or do not display Green 
Overload Frame OF Green 
Error Frame EF Green 
Data Length code L, DLC, or do not display Blue 
Data D, Data, or do not display Black 

Cyclic Redundancy Check C, CRC, or do not display 
Valid: Purple 
Error: Red 

Note:  
 Use the Trigger Level knob to adjust the thresholds of bus trigger and bus 

decoding.  
 When the ACK (ACKnowledge Character) of Data Frame or Remote Frame is 

not met, two red error marks will be displayed in the corresponding position in 
the waveform. 

 Error Frame, Remote Frame, and Overload Frame will be identified in the "Data" 
column in the event table (Data Frame will not be identified). 

CAN Decoding menu list: 

MENU SETTING INSTRUCTION 

Bus Type CAN Set bus type of decoding as CAN. 
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Save 
EventTable 

If a USB storage device is currently connected to the 
instrument, save the event table data in a .csv 
(spreadsheet) formatted file on the external USB storage 
device. 

4. CAN Decoding 
To decode CAN signal: 
(1) Connect the CAN signal to the Signal Input Channel of the oscilloscope. 
(2) Adjust to the proper time base and voltage division. 
(3) In trigger menu, select Bus trigger, and select bus type as CAN, set parameters 

based on the characteristics of the signal, trigger the signal correctly and obtain 
stable display. Refer to "CAN Trigger" on page 52. 

(4) Push the Decode button on the front panel. Select bus type as CAN. set 
parameters based on the characteristics of the signal. When the parameters are set 
correctly, the information carried by the signal will be displayed.  

Tip: If there are repetitive menu items in both trigger menu and decoding menu, you 
can set anyone of them, the other will be changed synchronously.  
Decoded information interpretation: 

Information Abbreviation Background 
Identifier I, ID, or do not display Green 
Overload Frame OF Green 
Error Frame EF Green 
Data Length code L, DLC, or do not display Blue 
Data D, Data, or do not display Black 

Cyclic Redundancy Check C, CRC, or do not display 
Valid: Purple 
Error: Red 

Note:  
 Use the Trigger Level knob to adjust the thresholds of bus trigger and bus 

decoding.  
 When the ACK (ACKnowledge Character) of Data Frame or Remote Frame is 

not met, two red error marks will be displayed in the corresponding position in 
the waveform. 

 Error Frame, Remote Frame, and Overload Frame will be identified in the "Data" 
column in the event table (Data Frame will not be identified). 

CAN Decoding menu list: 

MENU SETTING INSTRUCTION 

Bus Type CAN Set bus type of decoding as CAN. 
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Save 
EventTable 

If a USB storage device is currently connected to the 
instrument, save the event table data in a .csv 
(spreadsheet) formatted file on the external USB storage 
device. 

4. CAN Decoding 
To decode CAN signal: 
(1) Connect the CAN signal to the Signal Input Channel of the oscilloscope. 
(2) Adjust to the proper time base and voltage division. 
(3) In trigger menu, select Bus trigger, and select bus type as CAN, set parameters 

based on the characteristics of the signal, trigger the signal correctly and obtain 
stable display. Refer to "CAN Trigger" on page 52. 

(4) Push the Decode button on the front panel. Select bus type as CAN. set 
parameters based on the characteristics of the signal. When the parameters are set 
correctly, the information carried by the signal will be displayed.  

Tip: If there are repetitive menu items in both trigger menu and decoding menu, you 
can set anyone of them, the other will be changed synchronously.  
Decoded information interpretation: 

Information Abbreviation Background 
Identifier I, ID, or do not display Green 
Overload Frame OF Green 
Error Frame EF Green 
Data Length code L, DLC, or do not display Blue 
Data D, Data, or do not display Black 

Cyclic Redundancy Check C, CRC, or do not display 
Valid: Purple 
Error: Red 

Note:  
 Use the Trigger Level knob to adjust the thresholds of bus trigger and bus 

decoding.  
 When the ACK (ACKnowledge Character) of Data Frame or Remote Frame is 

not met, two red error marks will be displayed in the corresponding position in 
the waveform. 

 Error Frame, Remote Frame, and Overload Frame will be identified in the "Data" 
column in the event table (Data Frame will not be identified). 

CAN Decoding menu list: 

MENU SETTING INSTRUCTION 

Bus Type CAN Set bus type of decoding as CAN. 
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Save 
EventTable 

If a USB storage device is currently connected to the 
instrument, save the event table data in a .csv 
(spreadsheet) formatted file on the external USB storage 
device. 

4. CAN Decoding 
To decode CAN signal: 
(1) Connect the CAN signal to the Signal Input Channel of the oscilloscope. 
(2) Adjust to the proper time base and voltage division. 
(3) In trigger menu, select Bus trigger, and select bus type as CAN, set parameters 

based on the characteristics of the signal, trigger the signal correctly and obtain 
stable display. Refer to "CAN Trigger" on page 52. 

(4) Push the Decode button on the front panel. Select bus type as CAN. set 
parameters based on the characteristics of the signal. When the parameters are set 
correctly, the information carried by the signal will be displayed.  

Tip: If there are repetitive menu items in both trigger menu and decoding menu, you 
can set anyone of them, the other will be changed synchronously.  
Decoded information interpretation: 

Information Abbreviation Background 
Identifier I, ID, or do not display Green 
Overload Frame OF Green 
Error Frame EF Green 
Data Length code L, DLC, or do not display Blue 
Data D, Data, or do not display Black 

Cyclic Redundancy Check C, CRC, or do not display 
Valid: Purple 
Error: Red 

Note:  
 Use the Trigger Level knob to adjust the thresholds of bus trigger and bus 

decoding.  
 When the ACK (ACKnowledge Character) of Data Frame or Remote Frame is 

not met, two red error marks will be displayed in the corresponding position in 
the waveform. 

 Error Frame, Remote Frame, and Overload Frame will be identified in the "Data" 
column in the event table (Data Frame will not be identified). 

CAN Decoding menu list: 

MENU SETTING INSTRUCTION 

Bus Type CAN Set bus type of decoding as CAN. 
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Save 
EventTable 

If a USB storage device is currently connected to the 
instrument, save the event table data in a .csv 
(spreadsheet) formatted file on the external USB storage 
device. 

4. CAN Decoding 
To decode CAN signal: 
(1) Connect the CAN signal to the Signal Input Channel of the oscilloscope. 
(2) Adjust to the proper time base and voltage division. 
(3) In trigger menu, select Bus trigger, and select bus type as CAN, set parameters 

based on the characteristics of the signal, trigger the signal correctly and obtain 
stable display. Refer to "CAN Trigger" on page 52. 

(4) Push the Decode button on the front panel. Select bus type as CAN. set 
parameters based on the characteristics of the signal. When the parameters are set 
correctly, the information carried by the signal will be displayed.  

Tip: If there are repetitive menu items in both trigger menu and decoding menu, you 
can set anyone of them, the other will be changed synchronously.  
Decoded information interpretation: 

Information Abbreviation Background 
Identifier I, ID, or do not display Green 
Overload Frame OF Green 
Error Frame EF Green 
Data Length code L, DLC, or do not display Blue 
Data D, Data, or do not display Black 

Cyclic Redundancy Check C, CRC, or do not display 
Valid: Purple 
Error: Red 

Note:  
 Use the Trigger Level knob to adjust the thresholds of bus trigger and bus 

decoding.  
 When the ACK (ACKnowledge Character) of Data Frame or Remote Frame is 

not met, two red error marks will be displayed in the corresponding position in 
the waveform. 

 Error Frame, Remote Frame, and Overload Frame will be identified in the "Data" 
column in the event table (Data Frame will not be identified). 

CAN Decoding menu list: 

MENU SETTING INSTRUCTION 

Bus Type CAN Set bus type of decoding as CAN. 

Если подключён USB-накопитель, сохранение таблицы
событий на нём в файле .csv (электронная таблица).

Информация
Идентификатор
Кадр перегрузки
Кадр ошибки
Код длины данных
Дан.

Циклический избыточный
код

Сокращение
I, ID или не отображать

L, DLC или не отображать
D, Data или не отображать

C, CRC или не отображать

Фон
Зелёный
Зелёный
Зелёный

Синий
Чёрный

Верно: фиол.
Ошибка: красн.

МЕНЮ

Тип шины

Настр. ОПИСАНИЕ

Выбрать декодирование CAN.

4. Руководство для опытного пользователя

4. Декодирование CAN
Для декодирования CAN:
(1) Подключите сигнал CAN к входному каналу осциллографа.
(2) Установите подходящие развёртку и масштаб напряжения.
(3) В меню запуска выберите Bus, тип CAN; задайте параметры по
характеристикам сигнала, добейтесь правильного запуска и устойчивого
изображения. См. «Запуск CAN», стр. 52.

(4) Нажмите Decode на передней панели, выберите CAN; задайте параметры по
характеристикам сигнала. При правильной настройке отобразится передаваемая
информация.

Совет: одинаковые пункты меню запуска и декодирования изменяются синхронно;
достаточно настроить любой из них.

Обозначения декодированной информации:

Примечание:
● Ручка Trigger Level регулирует пороги запуска и декодирования шины.
● При отсутствии ACK кадра данных или удалённого запроса соответствующее
место осциллограммы отмечается двумя красными знаками ошибки.
● Кадры ошибки, удалённого запроса и перегрузки обозначаются в столбце Data
таблицы событий; кадры данных не обозначаются.

Меню декодирования CAN:



4.Advanced User Guidebook 

 58 

Display 

Format 

Binary 
Decimal 
Hex 
ASCII 

Set the display format of the bus. 

EventTable 
ON 
OFF 

Select "ON" to display the event table. 

Save 
EventTable 

If a USB storage device is currently connected to the 
instrument, save the event table data in a .csv 
(spreadsheet) formatted file on the external USB storage 
device. 

How to Operate the Function Menu  

The function menu control zone includes 8 function menu buttons: Measure, Acquire, 
Utility, Cursor, Autoscale, Save, Display, Help and 3 immediate-execution buttons: 
Autoset, Run/Stop, Single.  

How to Implement Sampling Setup  
Push the Acquire button, Acqu Mode, Length, PERF Mode (only for XDS3000-A 
series) and Intrpl is shown in the bottom menu. 

The description of the Acqu Mode menu is shown as follows:  

Function Menu Setting Description 

Acqu 
Mode 

Sample  Normal sampling mode.  

Peak Detect  

Use to capture maximal and minimal 
samples. Finding highest and lowest points 
over adjacent intervals. It is used for the 
detection of the jamming burr and the 
possibility of reducing the confusion.   

Average 4, 16, 64, 128 
It is used to reduce the random and don't-care 
noises, with the optional number of averages.  

The description of the Record Length menu is shown as follows: 

Function Menu Setting Description 

Length 

1000 

Choose the record length 
(For XDS3102AP/XDS3202A, 40M is 
available on both single CH and double CH) 

10K 
100K 
1M 
10M 
20M 
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Display 

Format 

Binary 
Decimal 
Hex 
ASCII 

Set the display format of the bus. 

EventTable 
ON 
OFF 

Select "ON" to display the event table. 

Save 
EventTable 

If a USB storage device is currently connected to the 
instrument, save the event table data in a .csv 
(spreadsheet) formatted file on the external USB storage 
device. 

How to Operate the Function Menu  

The function menu control zone includes 8 function menu buttons: Measure, Acquire, 
Utility, Cursor, Autoscale, Save, Display, Help and 3 immediate-execution buttons: 
Autoset, Run/Stop, Single.  

How to Implement Sampling Setup  
Push the Acquire button, Acqu Mode, Length, PERF Mode (only for XDS3000-A 
series) and Intrpl is shown in the bottom menu. 

The description of the Acqu Mode menu is shown as follows:  

Function Menu Setting Description 

Acqu 
Mode 

Sample  Normal sampling mode.  

Peak Detect  

Use to capture maximal and minimal 
samples. Finding highest and lowest points 
over adjacent intervals. It is used for the 
detection of the jamming burr and the 
possibility of reducing the confusion.   

Average 4, 16, 64, 128 
It is used to reduce the random and don't-care 
noises, with the optional number of averages.  

The description of the Record Length menu is shown as follows: 

Function Menu Setting Description 

Length 

1000 

Choose the record length 
(For XDS3102AP/XDS3202A, 40M is 
available on both single CH and double CH) 

10K 
100K 
1M 
10M 
20M 
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Display 

Format 

Binary 
Decimal 
Hex 
ASCII 

Set the display format of the bus. 

EventTable 
ON 
OFF 

Select "ON" to display the event table. 

Save 
EventTable 

If a USB storage device is currently connected to the 
instrument, save the event table data in a .csv 
(spreadsheet) formatted file on the external USB storage 
device. 

How to Operate the Function Menu  

The function menu control zone includes 8 function menu buttons: Measure, Acquire, 
Utility, Cursor, Autoscale, Save, Display, Help and 3 immediate-execution buttons: 
Autoset, Run/Stop, Single.  

How to Implement Sampling Setup  
Push the Acquire button, Acqu Mode, Length, PERF Mode (only for XDS3000-A 
series) and Intrpl is shown in the bottom menu. 

The description of the Acqu Mode menu is shown as follows:  

Function Menu Setting Description 

Acqu 
Mode 

Sample  Normal sampling mode.  

Peak Detect  

Use to capture maximal and minimal 
samples. Finding highest and lowest points 
over adjacent intervals. It is used for the 
detection of the jamming burr and the 
possibility of reducing the confusion.   

Average 4, 16, 64, 128 
It is used to reduce the random and don't-care 
noises, with the optional number of averages.  

The description of the Record Length menu is shown as follows: 

Function Menu Setting Description 

Length 

1000 

Choose the record length 
(For XDS3102AP/XDS3202A, 40M is 
available on both single CH and double CH) 

10K 
100K 
1M 
10M 
20M 
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Display 

Format 

Binary 
Decimal 
Hex 
ASCII 

Set the display format of the bus. 

EventTable 
ON 
OFF 

Select "ON" to display the event table. 

Save 
EventTable 

If a USB storage device is currently connected to the 
instrument, save the event table data in a .csv 
(spreadsheet) formatted file on the external USB storage 
device. 

How to Operate the Function Menu  

The function menu control zone includes 8 function menu buttons: Measure, Acquire, 
Utility, Cursor, Autoscale, Save, Display, Help and 3 immediate-execution buttons: 
Autoset, Run/Stop, Single.  

How to Implement Sampling Setup  
Push the Acquire button, Acqu Mode, Length, PERF Mode (only for XDS3000-A 
series) and Intrpl is shown in the bottom menu. 

The description of the Acqu Mode menu is shown as follows:  

Function Menu Setting Description 

Acqu 
Mode 

Sample  Normal sampling mode.  

Peak Detect  

Use to capture maximal and minimal 
samples. Finding highest and lowest points 
over adjacent intervals. It is used for the 
detection of the jamming burr and the 
possibility of reducing the confusion.   

Average 4, 16, 64, 128 
It is used to reduce the random and don't-care 
noises, with the optional number of averages.  

The description of the Record Length menu is shown as follows: 

Function Menu Setting Description 

Length 

1000 

Choose the record length 
(For XDS3102AP/XDS3202A, 40M is 
available on both single CH and double CH) 

10K 
100K 
1M 
10M 
20M 
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Display 

Format 

Binary 
Decimal 
Hex 
ASCII 

Set the display format of the bus. 

EventTable 
ON 
OFF 

Select "ON" to display the event table. 

Save 
EventTable 

If a USB storage device is currently connected to the 
instrument, save the event table data in a .csv 
(spreadsheet) formatted file on the external USB storage 
device. 

How to Operate the Function Menu  

The function menu control zone includes 8 function menu buttons: Measure, Acquire, 
Utility, Cursor, Autoscale, Save, Display, Help and 3 immediate-execution buttons: 
Autoset, Run/Stop, Single.  

How to Implement Sampling Setup  
Push the Acquire button, Acqu Mode, Length, PERF Mode (only for XDS3000-A 
series) and Intrpl is shown in the bottom menu. 

The description of the Acqu Mode menu is shown as follows:  

Function Menu Setting Description 

Acqu 
Mode 

Sample  Normal sampling mode.  

Peak Detect  

Use to capture maximal and minimal 
samples. Finding highest and lowest points 
over adjacent intervals. It is used for the 
detection of the jamming burr and the 
possibility of reducing the confusion.   

Average 4, 16, 64, 128 
It is used to reduce the random and don't-care 
noises, with the optional number of averages.  

The description of the Record Length menu is shown as follows: 

Function Menu Setting Description 

Length 

1000 

Choose the record length 
(For XDS3102AP/XDS3202A, 40M is 
available on both single CH and double CH) 

10K 
100K 
1M 
10M 
20M 
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Display 

Format 

Binary 
Decimal 
Hex 
ASCII 

Set the display format of the bus. 

EventTable 
ON 
OFF 

Select "ON" to display the event table. 

Save 
EventTable 

If a USB storage device is currently connected to the 
instrument, save the event table data in a .csv 
(spreadsheet) formatted file on the external USB storage 
device. 

How to Operate the Function Menu  

The function menu control zone includes 8 function menu buttons: Measure, Acquire, 
Utility, Cursor, Autoscale, Save, Display, Help and 3 immediate-execution buttons: 
Autoset, Run/Stop, Single.  

How to Implement Sampling Setup  
Push the Acquire button, Acqu Mode, Length, PERF Mode (only for XDS3000-A 
series) and Intrpl is shown in the bottom menu. 

The description of the Acqu Mode menu is shown as follows:  

Function Menu Setting Description 

Acqu 
Mode 

Sample  Normal sampling mode.  

Peak Detect  

Use to capture maximal and minimal 
samples. Finding highest and lowest points 
over adjacent intervals. It is used for the 
detection of the jamming burr and the 
possibility of reducing the confusion.   

Average 4, 16, 64, 128 
It is used to reduce the random and don't-care 
noises, with the optional number of averages.  

The description of the Record Length menu is shown as follows: 

Function Menu Setting Description 

Length 

1000 

Choose the record length 
(For XDS3102AP/XDS3202A, 40M is 
available on both single CH and double CH) 

10K 
100K 
1M 
10M 
20M 
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Display 

Format 

Binary 
Decimal 
Hex 
ASCII 

Set the display format of the bus. 

EventTable 
ON 
OFF 

Select "ON" to display the event table. 

Save 
EventTable 

If a USB storage device is currently connected to the 
instrument, save the event table data in a .csv 
(spreadsheet) formatted file on the external USB storage 
device. 

How to Operate the Function Menu  

The function menu control zone includes 8 function menu buttons: Measure, Acquire, 
Utility, Cursor, Autoscale, Save, Display, Help and 3 immediate-execution buttons: 
Autoset, Run/Stop, Single.  

How to Implement Sampling Setup  
Push the Acquire button, Acqu Mode, Length, PERF Mode (only for XDS3000-A 
series) and Intrpl is shown in the bottom menu. 

The description of the Acqu Mode menu is shown as follows:  

Function Menu Setting Description 

Acqu 
Mode 

Sample  Normal sampling mode.  

Peak Detect  

Use to capture maximal and minimal 
samples. Finding highest and lowest points 
over adjacent intervals. It is used for the 
detection of the jamming burr and the 
possibility of reducing the confusion.   

Average 4, 16, 64, 128 
It is used to reduce the random and don't-care 
noises, with the optional number of averages.  

The description of the Record Length menu is shown as follows: 

Function Menu Setting Description 

Length 

1000 

Choose the record length 
(For XDS3102AP/XDS3202A, 40M is 
available on both single CH and double CH) 

10K 
100K 
1M 
10M 
20M 
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Display 

Format 

Binary 
Decimal 
Hex 
ASCII 

Set the display format of the bus. 

EventTable 
ON 
OFF 

Select "ON" to display the event table. 

Save 
EventTable 

If a USB storage device is currently connected to the 
instrument, save the event table data in a .csv 
(spreadsheet) formatted file on the external USB storage 
device. 

How to Operate the Function Menu  

The function menu control zone includes 8 function menu buttons: Measure, Acquire, 
Utility, Cursor, Autoscale, Save, Display, Help and 3 immediate-execution buttons: 
Autoset, Run/Stop, Single.  

How to Implement Sampling Setup  
Push the Acquire button, Acqu Mode, Length, PERF Mode (only for XDS3000-A 
series) and Intrpl is shown in the bottom menu. 

The description of the Acqu Mode menu is shown as follows:  

Function Menu Setting Description 

Acqu 
Mode 

Sample  Normal sampling mode.  

Peak Detect  

Use to capture maximal and minimal 
samples. Finding highest and lowest points 
over adjacent intervals. It is used for the 
detection of the jamming burr and the 
possibility of reducing the confusion.   

Average 4, 16, 64, 128 
It is used to reduce the random and don't-care 
noises, with the optional number of averages.  

The description of the Record Length menu is shown as follows: 

Function Menu Setting Description 

Length 

1000 

Choose the record length 
(For XDS3102AP/XDS3202A, 40M is 
available on both single CH and double CH) 

10K 
100K 
1M 
10M 
20M 
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Display 

Format 

Binary 
Decimal 
Hex 
ASCII 

Set the display format of the bus. 

EventTable 
ON 
OFF 

Select "ON" to display the event table. 

Save 
EventTable 

If a USB storage device is currently connected to the 
instrument, save the event table data in a .csv 
(spreadsheet) formatted file on the external USB storage 
device. 

How to Operate the Function Menu  

The function menu control zone includes 8 function menu buttons: Measure, Acquire, 
Utility, Cursor, Autoscale, Save, Display, Help and 3 immediate-execution buttons: 
Autoset, Run/Stop, Single.  

How to Implement Sampling Setup  
Push the Acquire button, Acqu Mode, Length, PERF Mode (only for XDS3000-A 
series) and Intrpl is shown in the bottom menu. 

The description of the Acqu Mode menu is shown as follows:  

Function Menu Setting Description 

Acqu 
Mode 

Sample  Normal sampling mode.  

Peak Detect  

Use to capture maximal and minimal 
samples. Finding highest and lowest points 
over adjacent intervals. It is used for the 
detection of the jamming burr and the 
possibility of reducing the confusion.   

Average 4, 16, 64, 128 
It is used to reduce the random and don't-care 
noises, with the optional number of averages.  

The description of the Record Length menu is shown as follows: 

Function Menu Setting Description 

Length 

1000 

Choose the record length 
(For XDS3102AP/XDS3202A, 40M is 
available on both single CH and double CH) 

10K 
100K 
1M 
10M 
20M 
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Format 
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Decimal 
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ASCII 

Set the display format of the bus. 

EventTable 
ON 
OFF 

Select "ON" to display the event table. 

Save 
EventTable 

If a USB storage device is currently connected to the 
instrument, save the event table data in a .csv 
(spreadsheet) formatted file on the external USB storage 
device. 

How to Operate the Function Menu  

The function menu control zone includes 8 function menu buttons: Measure, Acquire, 
Utility, Cursor, Autoscale, Save, Display, Help and 3 immediate-execution buttons: 
Autoset, Run/Stop, Single.  

How to Implement Sampling Setup  
Push the Acquire button, Acqu Mode, Length, PERF Mode (only for XDS3000-A 
series) and Intrpl is shown in the bottom menu. 

The description of the Acqu Mode menu is shown as follows:  

Function Menu Setting Description 

Acqu 
Mode 

Sample  Normal sampling mode.  

Peak Detect  

Use to capture maximal and minimal 
samples. Finding highest and lowest points 
over adjacent intervals. It is used for the 
detection of the jamming burr and the 
possibility of reducing the confusion.   

Average 4, 16, 64, 128 
It is used to reduce the random and don't-care 
noises, with the optional number of averages.  

The description of the Record Length menu is shown as follows: 

Function Menu Setting Description 

Length 

1000 

Choose the record length 
(For XDS3102AP/XDS3202A, 40M is 
available on both single CH and double CH) 

10K 
100K 
1M 
10M 
20M 
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Display 

Format 

Binary 
Decimal 
Hex 
ASCII 

Set the display format of the bus. 

EventTable 
ON 
OFF 

Select "ON" to display the event table. 

Save 
EventTable 

If a USB storage device is currently connected to the 
instrument, save the event table data in a .csv 
(spreadsheet) formatted file on the external USB storage 
device. 

How to Operate the Function Menu  

The function menu control zone includes 8 function menu buttons: Measure, Acquire, 
Utility, Cursor, Autoscale, Save, Display, Help and 3 immediate-execution buttons: 
Autoset, Run/Stop, Single.  

How to Implement Sampling Setup  
Push the Acquire button, Acqu Mode, Length, PERF Mode (only for XDS3000-A 
series) and Intrpl is shown in the bottom menu. 

The description of the Acqu Mode menu is shown as follows:  

Function Menu Setting Description 

Acqu 
Mode 

Sample  Normal sampling mode.  

Peak Detect  

Use to capture maximal and minimal 
samples. Finding highest and lowest points 
over adjacent intervals. It is used for the 
detection of the jamming burr and the 
possibility of reducing the confusion.   

Average 4, 16, 64, 128 
It is used to reduce the random and don't-care 
noises, with the optional number of averages.  

The description of the Record Length menu is shown as follows: 

Function Menu Setting Description 

Length 

1000 

Choose the record length 
(For XDS3102AP/XDS3202A, 40M is 
available on both single CH and double CH) 

10K 
100K 
1M 
10M 
20M 
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Set the display format of the bus. 

EventTable 
ON 
OFF 

Select "ON" to display the event table. 

Save 
EventTable 

If a USB storage device is currently connected to the 
instrument, save the event table data in a .csv 
(spreadsheet) formatted file on the external USB storage 
device. 

How to Operate the Function Menu  
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Mode 
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samples. Finding highest and lowest points 
over adjacent intervals. It is used for the 
detection of the jamming burr and the 
possibility of reducing the confusion.   

Average 4, 16, 64, 128 
It is used to reduce the random and don't-care 
noises, with the optional number of averages.  

The description of the Record Length menu is shown as follows: 

Function Menu Setting Description 

Length 

1000 

Choose the record length 
(For XDS3102AP/XDS3202A, 40M is 
available on both single CH and double CH) 

10K 
100K 
1M 
10M 
20M 
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Дисплей ON / OFF

Если подключён USB-накопитель, сохранение
таблицы событий на нём в файле .csv (электронная
таблица).

Формат отображения данных шины.

Выберите ON для отображения таблицы
событий.

Меню
Выборка

Усреднение

Настр. Описание
Обычный режим дискретизации.

Захват максимальных и минимальных
отсчётов в соседних интервалах; поиск
выбросов помех и снижение вероятности
ложного отображения.

Уменьшение случайного и
несущественного шума; число усреднений
выбирается.

Меню Настр. Описание

Выбор длины записи
(XDS3102AP/XDS3202A: 40M доступны для
одного и двух каналов).

4. Руководство для опытного пользователя

Работа с функциональными меню

Область функциональных меню включает 8 кнопок: Measure, Acquire, Utility,
Cursor, Autoscale, Save, Display, Help, а также 3 кнопки прямого действия: Autoset,
Run/Stop, Single.

Настройка сбора данных
Нажмите Acquire. В нижнем меню появятся Acqu Mode, Length, PERF Mode
(только серия XDS3000-A) и Intrpl.

Описание меню Acqu Mode:

Описание меню длины записи:
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40M (Single CH) 

The description of PERF Mode menu (only for XDS3000-A series) is shown as 
follows: 

Function Menu Setting Description  

PERF Mode 

8-bit 

Set the vertical resolution (A/D) 
12-bit 

14-bit (only for 
XDS3102AP/XDS3202A) 

This menu is only for XDS3000-A series. 
When the sample rate <=250MS/s, ADC resolution is set to 12-bit by default; 
When the sample rate >250MS/s, and both channels are turned on, ADC resolution is 
set to 8-bit by default; 
When the sample rate <250MS/s, and only one channel is turned on, ADC resolution 
can be set to 8-bit or 12-bit in this menu.  
Note: For XDS3102AP/XDS3202A, the selection of 8-bit, 12-bit or 14-bit is not affected by 
sample rate. 

The description of the Intrpl menu is shown as follows: 

Function Menu Setting Description  

Intrpl 
Sinx/x Use sine(x)/x interpolation  

x Use linear interpolation  

Interpolation method is a processing method to connect the sampled points, using 
some points to calculate the whole appearance of the waveform. Select the appropriate 
interpolation method according to the actual signal. 

Sine(x)/x interpolation: Connect the sampled points with curved lines. 

Linear interpolation: Connect the sampled points with straight lines. This method is 
suitable to rebuild the straight-edged signals, such as square or pulse wave. 
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Function Menu Setting Description  

Intrpl 
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x Use linear interpolation  

Interpolation method is a processing method to connect the sampled points, using 
some points to calculate the whole appearance of the waveform. Select the appropriate 
interpolation method according to the actual signal. 

Sine(x)/x interpolation: Connect the sampled points with curved lines. 

Linear interpolation: Connect the sampled points with straight lines. This method is 
suitable to rebuild the straight-edged signals, such as square or pulse wave. 

40M (1 канал)

Меню Настр.
8 бит
12 бит
14 бит (только
XDS3102AP/XDS3202A)

Описание

Задать разрядность АЦП

Меню

Интерполяция

Настр.
sinx/x

Описание
Интерполяция sin(x)/x
Линейная интерполяция

4. Руководство для опытного пользователя

Описание PERF Mode (только серия XDS3000-A):

Меню доступно только серии XDS3000-A. При частоте дискретизации ≤250
Мвыб/с по умолчанию разрешение АЦП 12 бит; при >250 Мвыб/с и двух
включённых каналах - 8 бит. При частоте <250 Мвыб/с и одном включённом
канале здесь можно выбрать 8 или 12 бит.

Примечание: у XDS3102AP/XDS3202A выбор 8, 12 или 14 бит не зависит от частоты
дискретизации.

Описание меню Intrpl:

Интерполяция соединяет отдельные отсчёты и по ним восстанавливает общий вид
осциллограммы. Выберите метод в соответствии с фактическим сигналом.

Интерполяция sin(x)/x: соединение отсчётов кривыми линиями.

Линейная интерполяция: соединение отсчётов прямыми. Подходит для сигналов
с прямолинейными участками, например прямоугольных и импульсных.
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Sine(x)/x interpolation 

 

Linear interpolation 

How to Set the Display System  
Push the Display button and the Display menu is shown as follows:  

4. Руководство для опытного пользователя

Интерполяция sin(x)/x

Линейная интерполяция

Настройка отображения
Нажмите Display. Откроется следующее меню:
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Persist  

When the Persist function is used, the persistence display effect of the picture tube 
oscilloscope can be simulated. The reserved original data is displayed in fade color 
and the new data is in bright color.  

(1) Push the Display button.  

(2) Select Persist or Persist&Color in the bottom menu. 

(3) For certain models, select Persist in the right menu. 

(4) In the Time menu, select the persist time, including OFF, 1 Second, 2 Seconds, 
5 Seconds and Infinity. When the "Infinity" option is set for Persist Time, the 
measuring points will be stored till the controlling value is changed. Select OFF 
to turn off persistence and clear the display.  

(5) Select Clear in the bottom menu to erase the results of previous acquisitions from 
the display. The oscilloscope will start to accumulate acquisitions again.  

Color (Only for certain models) 

Color temperature function uses color-grading to indicate frequency of occurrence. 
The hot colors like red/yellow indicate frequently occurring events, and the colder 
colors like blue/green indicate rarely occurring events. 

Function Menu Setting Description  

Type 

Dots 
Vect 

 

Only the sampling points are displayed.  
The space between the adjacent sampling 
points in the display is filled with the vector 
form.  

Persist 
&Color 

(Color is only for 
certain models) 

Persist 

OFF 
1 Second 
2 Seconds 
5 Seconds 

Infinity 

Set the persistence time 

Color 
ON 
OFF 

Turn on/off the color temperature function 

XY Mode 
Enable 

ON 
OFF 

Turn on/off XY display function 

Full 
Screen 

ON 
OFF 

Turn on/off the full screen view in XY mode 

Counter 
ON  
OFF 

Turn on/off counter 

Clear 
 Erase the results of previous acquisitions from 

the display. The oscilloscope will start to 
accumulate acquisitions again. 
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Меню

Persist &Color
(цвет - только

некоторые
модели)

Режим XY

Частотомер

Очистить

Настр.

Dots
Vect

Цвет

ON / OFF

OFF
1 с
2 с
5 с
∞

ON / OFF

ON / OFF

ON / OFF

Описание

Только точки выборки.
Соединение соседних точек на экране
векторами.

Время послесвечения

Включить/выключить цветовую индикацию
интенсивности.

Включить/выключить отображение XY.

Включить/выключить полноэкранный режим
XY.

Включить/выключить частотомер.

Удаление предыдущих результатов сбора с
экрана. Накопление начинается заново.

4. Руководство для опытного пользователя

Функция Persist имитирует послесвечение электронно-лучевого осциллографа.
Ранее накопленные данные отображаются бледным цветом, новые - ярким.

(1) Нажмите Display.

(2) В нижнем меню выберите Persist или Persist&Color.

(3) Для некоторых моделей выберите Persist в правом меню.

(4) В Time выберите OFF, 1 Second, 2 Seconds, 5 Seconds или Infinity. При Infinity
точки измерений сохраняются до изменения управляющего значения. OFF
отключает послесвечение и очищает экран.

(5) Выберите Clear в нижнем меню для удаления предыдущих результатов сбора с
экрана. Накопление начнётся заново.

Цветовая градация (только некоторые модели)

Цветовая градация показывает частоту появления событий. Тёплые
красный/жёлтый означают частые события; холодные синий/зелёный - редкие.
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Cold Hot

 

(1) Push the Display button.  

(2) Select Persist&Color in the bottom menu. 

(3) Select Color in the right menu, choose between ON/OFF. 

 
Figure 4-2 The color temperature function is on 

XY Format  

This format is only applicable to Channel 1 and Channel 2. After the XY display 
format is selected, Channel 1 is displayed in the horizontal axis and Channel 2 in the 
vertical axis; the oscilloscope is set in the un-triggered sample mode: the data are 
displayed as bright spots.  

The operations of all control knobs are as follows:  

 The Vertical Scale and the Vertical Position knobs of Channel 1 are used to set 
the horizontal scale and position.  

 The Vertical Scale and the Vertical Position knobs of Channel 2 are used to set 
the vertical scale and position continuously.  

The following functions can not work in the XY Format:  

4. Руководство для опытного пользователя

Холодный Тёплый

(1) Нажмите Display.

(2) Выберите Persist&Color в нижнем меню.

(3) В правом меню выберите Color и ON/OFF.

Рисунок 4-2. Цветовая градация включена

Формат XY

Формат применим только к CH1 и CH2. При выборе XY канал 1 отображается по
горизонтали, канал 2 - по вертикали. Осциллограф собирает данные без запуска и
отображает их яркими точками.

Назначение ручек:

■ Vertical Scale и Vertical Position канала 1 задают горизонтальные масштаб и
положение.

■ Vertical Scale и Vertical Position канала 2 плавно задают вертикальные масштаб и
положение.

В формате XY недоступны следующие функции:
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 Reference or digital wave form  

 Cursor  

 Trigger control  

 FFT 

Operation steps:  

1. Push the Display button.  

2. Select XY Mode in the bottom menu. Select Enable as ON in the right menu. 

3. To make the XY view full screen, select Full Screen as ON in the right menu. 

Counter 
It is a 6-digit single-channel counter. The counter can only measure the frequency of 
the triggering channel. The frequency range is from 2Hz to the full bandwidth. Only if 
the measured channel is in Edge mode of Single trigger type, the counter can be 
enabled. The counter is displayed at the bottom of the screen. 

 

Operation steps: 
1. Push Trigger Menu button, set the trigger type to Single, set the trigger mode to 

Edge, select the signal source.  

2. Push the Display button.  

3. Select Counter as ON or OFF in the bottom menu.  

How to Save and Recall a Waveform  
Push the Save button, you can save the waveforms, configures, screen images, record 
or clone the waveform.  

The description of the Save Function Menu is shown as the following table:  

Function Menu Setting Description  

Type 

Wave 
Configure 

Image 
Record 
Clone 

Choose the saving type.  
About the Record type, see "How to 
Record/Playback Waveforms" on P70.  
About the Clone type, see “How to Clone 
and Recall a waveform” on P74. 

When the type is Wave, the menu shows as following: 

Type  
Wave 

Format 
(Right 
menu) 

For internal storage, only BIN can be 
selected. For external storage, the format 
can be BIN, TXT or CSV. 
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Type  
Wave 

Format 
(Right 
menu) 

For internal storage, only BIN can be 
selected. For external storage, the format 
can be BIN, TXT or CSV. 

Меню

При выборе типа Wave меню имеет следующий вид:

Type
Wave

Настр.

Формат
(правое
меню)

Описание

Тип сохранения. Record: см. «Запись и
воспроизведение», стр. 70. Clone: см.
«Клонирование и вызов», стр. 74.

Для внутренней памяти доступен только
BIN; для внешней - BIN, TXT или CSV.

4. Руководство для опытного пользователя

■ Опорная или цифровая осциллограмма

■ Курсоры

■ Управление запуском

■ БПФ

Порядок действий:

1. Нажмите Display.

2. В нижнем меню выберите XY Mode; в правом задайте Enable = ON.

3. Для полноэкранного XY задайте Full Screen = ON в правом меню.

Частотомер
Это 6-разрядный одноканальный частотомер. Он измеряет только частоту канала
запуска в диапазоне от 2 Гц до полной полосы. Частотомер доступен только при
типе запуска Single и режиме Edge для измеряемого канала. Показания
расположены внизу экрана.

Порядок действий:
1. Нажмите Trigger Menu; выберите тип Single, режим Edge и источник сигнала.

2. Нажмите Display.

3. Выберите Counter = ON или OFF в нижнем меню.

Сохранение и вызов осциллограмм
Нажмите Save для сохранения осциллограмм, настроек, изображений экрана,
записи или клонирования осциллограммы.

Описание меню Save:
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Source 

CH1 
CH2 
Math 
All 

Choose the waveform to be saved. (If 
certain channel is off, the corresponding 
menu item will be disabled.) 
(Choose All to save all the waveforms that  
are turned on. You can save into the 
current internal object address, or into USB 
storage as a single file.) 

Object & Show 

Object 0 - 99 
Choose the address which the waveform is 
saved to or recall from. 

Show 
ON 
OFF 

Recall or close the waveform stored in the 
current object address. When the show is 
ON, if the current object address has been 
used, the stored waveform will be shown, 
the address number and relevant 
information will be displayed at the top left 
of the screen; if the address is empty, it 
will prompt "None is saved". 

Close All 
Close all the waveforms stored in the 
object address. 

Save 

 Save the waveform of the source to the 
selected address. Whatever the Type of 
save menu is set, you can save the 
waveform by just pressing the Copy panel 
button in any user interface.  
Select Type in the bottom menu, in the 
right Format menu, you can select the 
storage format. 

Storage 
Internal 
External 

Save to internal storage or USB storage. 
When External is selected, save the 
waveform according to the current record 
length (see "Record Length menu" on P58); 
the file name is editable. The BIN 
waveform file could be open by OWON 
waveform analysis software (on the 
supplied CD). 

When the type is Configure, the menu shows as following: 

Configure 

Setting0 
….. 

Setting19 
The setting address 

Save 
 Save the current oscilloscope configure to 

the internal storage 

Load 
 Recall the configure from the selected 

address 
When the type is Image, the menu shows as following: 

4.Advanced User Guidebook 

 64 

Source 

CH1 
CH2 
Math 
All 

Choose the waveform to be saved. (If 
certain channel is off, the corresponding 
menu item will be disabled.) 
(Choose All to save all the waveforms that  
are turned on. You can save into the 
current internal object address, or into USB 
storage as a single file.) 

Object & Show 

Object 0 - 99 
Choose the address which the waveform is 
saved to or recall from. 

Show 
ON 
OFF 

Recall or close the waveform stored in the 
current object address. When the show is 
ON, if the current object address has been 
used, the stored waveform will be shown, 
the address number and relevant 
information will be displayed at the top left 
of the screen; if the address is empty, it 
will prompt "None is saved". 

Close All 
Close all the waveforms stored in the 
object address. 

Save 

 Save the waveform of the source to the 
selected address. Whatever the Type of 
save menu is set, you can save the 
waveform by just pressing the Copy panel 
button in any user interface.  
Select Type in the bottom menu, in the 
right Format menu, you can select the 
storage format. 

Storage 
Internal 
External 

Save to internal storage or USB storage. 
When External is selected, save the 
waveform according to the current record 
length (see "Record Length menu" on P58); 
the file name is editable. The BIN 
waveform file could be open by OWON 
waveform analysis software (on the 
supplied CD). 

When the type is Configure, the menu shows as following: 

Configure 

Setting0 
….. 

Setting19 
The setting address 

Save 
 Save the current oscilloscope configure to 

the internal storage 

Load 
 Recall the configure from the selected 

address 
When the type is Image, the menu shows as following: 

4.Advanced User Guidebook 

 64 

Source 

CH1 
CH2 
Math 
All 

Choose the waveform to be saved. (If 
certain channel is off, the corresponding 
menu item will be disabled.) 
(Choose All to save all the waveforms that  
are turned on. You can save into the 
current internal object address, or into USB 
storage as a single file.) 

Object & Show 

Object 0 - 99 
Choose the address which the waveform is 
saved to or recall from. 

Show 
ON 
OFF 

Recall or close the waveform stored in the 
current object address. When the show is 
ON, if the current object address has been 
used, the stored waveform will be shown, 
the address number and relevant 
information will be displayed at the top left 
of the screen; if the address is empty, it 
will prompt "None is saved". 

Close All 
Close all the waveforms stored in the 
object address. 
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Internal 
External 
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waveform according to the current record 
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the file name is editable. The BIN 
waveform file could be open by OWON 
waveform analysis software (on the 
supplied CD). 

When the type is Configure, the menu shows as following: 

Configure 

Setting0 
….. 

Setting19 
The setting address 

Save 
 Save the current oscilloscope configure to 

the internal storage 

Load 
 Recall the configure from the selected 

address 
When the type is Image, the menu shows as following: 
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When the type is Image, the menu shows as following: 

При выборе типа Configure меню имеет следующий вид:

Загрузить

При выборе типа Image меню имеет следующий вид:

Объект

Показать

Закрыть все

CH1
CH2
Math
All

ON / OFF

Internal
External

Setting0
…

Setting19

Выбор сохраняемой осциллограммы.
Пункт выключенного канала недоступен.
All сохраняет все включённые
осциллограммы в текущую внутреннюю
ячейку или одним файлом на USB.

Выбрать адрес для сохранения или
вызова осциллограммы.

Вызов или закрытие осциллограммы из
текущей ячейки. При ON и занятой
ячейке отображаются сохранённая
осциллограмма, номер и сведения вверху
слева. Если ячейка пуста, появляется
«None is saved».

Закрыть все осциллограммы,
сохранённые по адресу объекта.

Сохранение осциллограммы источника в
выбранную ячейку. Независимо от Type
можно сохранить осциллограмму
кнопкой Copy из любого окна. Выберите
Type внизу и формат хранения в правом
меню Format.

Внутренняя память или USB. При
External сохраняется текущая длина
записи (стр. 58); имя редактируется. BIN
открывается программой анализа OWON
с комплектного CD.

Адрес настроек

Сохранить текущие настройки
осциллографа во внутреннюю память.
Вызвать настройки по выбранному
адресу.

4. Руководство для опытного пользователя
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Save 

 Save the current display screen. The file 
can be only stored in a USB storage, so a 
USB storage must be connected first. The 
file name is editable. The file is stored in 
BMP format. 

Save and Recall the Waveform  

The oscilloscope can store 100 waveforms, which can be displayed with the current 
waveform at the same time. The stored waveform called out can not be adjusted.  

In order to save the waveform of CH1, CH2 and Math into the address 1, the 
operation steps should be followed:  

1. Turn on CH1, CH2 and Math channels. 

2. Push the Save button. 

3. Saving: Select Type in the bottom menu, select Wave in the left menu.  

4. Select Storage in the bottom menu, select Internal in the right menu.  

5. Select Source in the bottom menu, select All in the right menu for Source.  

6. Select Object & Show in the bottom menu, select 1 as object address in the left 
menu.  

7. Select Save in the bottom menu to save the waveform. 

8. Recalling: Select Object & Show in the bottom menu, select 1 in the left menu. 
In the right menu, select Show as ON, the waveform stored in the address will be 
shown, the address number and relevant information will be displayed at the top 
left of the screen. 

 

In order to save the waveform of CH1 and CH2 into the USB storage as a BIN file, 
the operation steps should be followed:  

1. Turn on CH1 and CH2 channels, turn off the Math channel.  

2. Push the Save button. 

3. Saving: Select Type in the bottom menu, select Wave in the left menu.  

4. Select Storage in the bottom menu, select External in the right menu.  

5. Select Type in the bottom menu, select BIN in the right menu as the storage 
format.  

6. Select Source in the bottom menu, select All in the right menu for Source.  

7. Select Save in the bottom menu, an input keyboard used to edit the file name will 
pop up. The default name is current system date and time. Select the  key in 
the keyboard to confirm. 
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2. Push the Save button. 
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4. Select Storage in the bottom menu, select External in the right menu.  

5. Select Type in the bottom menu, select BIN in the right menu as the storage 
format.  

6. Select Source in the bottom menu, select All in the right menu for Source.  

7. Select Save in the bottom menu, an input keyboard used to edit the file name will 
pop up. The default name is current system date and time. Select the  key in 
the keyboard to confirm. 

Сохранение текущего экрана. Файл
записывается только на предварительно
подключённый USB-накопитель. Имя
редактируется; формат BMP.

4. Руководство для опытного пользователя

Сохранение и вызов осциллограмм

Осциллограф хранит 100 осциллограмм и может отображать их одновременно с
текущей. Вызванная сохранённая осциллограмма не регулируется.

Чтобы сохранить CH1, CH2 и Math в ячейку 1:

1. Включите CH1, CH2 и Math.

2. Нажмите Save.

3. Сохранение: выберите Type внизу и Wave слева.

4. Выберите Storage внизу и Internal справа.

5. Выберите Source внизу и All справа.

6. Выберите Object & Show внизу и адрес 1 слева.

7. Выберите Save внизу для сохранения осциллограммы.

8. Вызов: выберите Object & Show внизу и 1 слева; справа задайте Show = ON.
Появится сохранённая осциллограмма, а вверху слева - номер ячейки и сведения.

Чтобы сохранить CH1 и CH2 на USB в файле BIN:

1. Включите CH1 и CH2, отключите Math.

2. Нажмите Save.

3. Сохранение: выберите Type внизу и Wave слева.

4. Выберите Storage внизу и External справа.

5. Выберите Type внизу и формат BIN справа.

6. Выберите Source внизу и All справа.

7. Выберите Save внизу. Появится клавиатура ввода имени файла. По умолчанию
имя - текущие дата и время. Подтвердите клавишей .



4.Advanced User Guidebook 

 66 

8. Recalling: The BIN waveform file could be open by OWON waveform analysis 
software (on the supplied CD). 

Tip:  

Whatever the Type of save menu is set, you can save the waveform by just pressing 
the Copy panel button in any user interface. If the Storage of the save menu is set as 
"External", you should install the USB disk. Please refer to the contents below to 
install the USB disk and name the file to be saved.  

Save the current screen image: 

The screen image can only be stored in USB disk, so you should connect a USB disk 
with the instrument.  

1. Install the USB disk: Insert the USB disk into the "USB Host port" of "Figure 
3-1 Front panel". If an icon  appears on the top right of the screen, the USB 
disk is installed successfully. If the USB disk cannot be recognized, format the 
USB disk according to the methods in "USB disk Requirements" on P66. 

2. After the USB disk is installed, push the Save panel button, the save menu is 
displayed at the bottom of the screen.  

3. Select Type in the bottom menu, select Image in the left menu. 

4. Select Save in the bottom menu, an input keyboard used to edit the file name will 
pop up. The default name is current system date and time. Select the  key in 
the keyboard to confirm.  

USB disk Requirements 
The supported format of the USB disk: FAT32 file system, the allocation unit size 
cannot exceed 4K, mass storage USB disk is also supported. If the USB disk doesn't 
work properly, format it into the supported format and try again. Follow any of the 
following two methods to format the USB disk: using system-provided function and 
using the formatting tools. (The USB disk of 8 G or 8 G above can only be formatted 
using the second method – using the formatting tools.) 

Use system-provided function to format the USB disk 
1. Connect the USB disk to the computer. 
2. Right click Computer- Manage to enter Computer Management interface. 
3. Click Disk Management menu, and information about the USB disk will display 

on the right side with red mark 1 and 2. 
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4. Руководство для опытного пользователя

8. Вызов: файл BIN открывается программой анализа осциллограмм OWON с
комплектного CD.

Совет:

Независимо от Type осциллограмму можно сохранить кнопкой Copy из любого
окна. Если Storage = External, подключите USB-накопитель. Подключение и имя
файла описаны ниже.

Сохранение текущего изображения экрана:

Изображение сохраняется только на USB-накопитель; подключите его к прибору.

1. Подключите накопитель к USB Host (рисунок 3-1). При успешном подключении
вверху справа появится значок . Если накопитель не распознан, отформатируйте
его по разделу «Требования к USB-накопителю», стр. 66.

2. После подключения нажмите Save на панели. Внизу появится меню сохранения.

3. Выберите Type внизу и Image слева.

4. Выберите Save внизу. Появится клавиатура имени файла. По умолчанию имя -
текущие дата и время. Подтвердите клавишей .

Требования к USB-накопителю
Поддерживается FAT32 с размером кластера не более 4 КБ; поддерживаются и
накопители большой ёмкости. Если накопитель работает неправильно,
отформатируйте его в поддерживаемом формате и повторите попытку. Возможны
два способа: средствами системы или специальной утилитой. Накопители 8 ГБ и
больше форматируются только вторым способом.

Форматирование средствами системы
1. Подключите накопитель к компьютеру.
2. Щёлкните правой кнопкой «Компьютер» → «Управление».
3. Выберите «Управление дисками»; справа появятся сведения о накопителе с
красными отметками 1 и 2.
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Figure 4-3: Disk Management of computer 

4. Right click 1 or 2 red mark area, choose Format. And system will pop up a 
warning message, click Yes. 

 

Figure 4-4: Format the USB disk warning 

5. Set File System as FAT32, Allocation unit size 4096. Check "Perform a quick 
format" to execute a quick format. Click OK, and then click Yes on the warning 
message. 

4. Руководство для опытного пользователя

Рисунок 4-3. Управление дисками компьютера

4. Щёлкните правой кнопкой красную область 1 или 2 и выберите Format. Появится
предупреждение системы; нажмите Yes.

Рисунок 4-4. Предупреждение при форматировании USB

5. Задайте File System: FAT32, Allocation unit size: 4096. Отметьте «Perform a quick
format» для быстрого форматирования. Нажмите OK, затем Yes в
предупреждении.

Нажмите
«Управление
дисками»
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Figure 4-5: Formatting the USB disk setting 

6. Formatting process. 

 
Figure 4-6: Formatting the USB disk 

7. Check whether the USB disk is FAT32 with allocation unit size 4096 after 
formatting. 

 

Use Minitool Partition Wizard to format 
Download URL: http://www.partitionwizard.com/free-partition-manager.html 
Tip: There are many tools for the USB disk formatting on the market, just take 
Minitool Partition Wizard for example here. 

1. Connect the USB disk to the computer. 
2. Open the software Minitool Partition Wizard. 

4. Руководство для опытного пользователя

Рисунок 4-5. Настройки форматирования USB

6. Процесс форматирования.

Рисунок 4-6. Форматирование USB

7. После форматирования проверьте FAT32 и размер кластера 4096.

Форматирование в Minitool Partition Wizard
Адрес загрузки: http://www.partitionwizard.com/free-partition-manager.html
Совет: существует много утилит форматирования USB; здесь Minitool Partition
Wizard приведена как пример.

1. Подключите USB-накопитель к компьютеру.
2. Откройте Minitool Partition Wizard.

http://www.partitionwizard.com/free-partition-manager.html
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3. Click Reload Disk on the pull-down menu at the top left or push keyboard F5, 
and information about the USB disk will display on the right side with red mark 1 
and 2. 

 
Figure 4-7: Reload Disk 

4. Right click 1 or 2 red mark area, choose Format. 

 
Figure 4-8: Choose format 

5. Set File System FAT32, Cluster size 4096. Click OK. 

 
Figure 4-9: Format setting 

4. Руководство для опытного пользователя

3. Выберите Reload Disk в раскрывающемся меню вверху слева или нажмите F5.
Справа появятся сведения о накопителе с красными отметками 1 и 2.

Рисунок 4-7. Повторное чтение диска

4. Щёлкните правой кнопкой область с отметкой 1 или 2; выберите Format.

Рисунок 4-8. Выбор форматирования

5. Задайте File System = FAT32, Cluster size = 4096. Нажмите OK.

Рисунок 4-9. Настройки форматирования
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6. Click Apply at the top left of the menu. Then click Yes on the pop-up warning to 
begin formatting. 

 

 
Figure 4-10: Apply setting 

7. Formatting process 

 
Figure 4-11: Format process 

8. Format the USB disk successfully 

 

Figure 4-12: Format successfully 

How to Record/Playback Waveforms  
Wave Record function can record the input current wave. You can set the interval 
between recorded frames in the range of 10 ms - 10 s. The max frame number reaches 
1000, and you can get better analysis effect with playback and storage function. The 
storage medium contains two kinds: Internal and External. 
When the storage medium is Internal, Wave Record contains four modes: OFF, 

4. Руководство для опытного пользователя

6. Нажмите Apply вверху слева. В появившемся предупреждении нажмите Yes для
начала форматирования.

Рисунок 4-10. Применение настроек

7. Процесс форматирования.

Рисунок 4-11. Ход форматирования

8. USB-накопитель успешно отформатирован.

Рисунок 4-12. Успешное форматирование

Запись и воспроизведение осциллограмм
Wave Record записывает текущий входной сигнал. Интервал кадров задаётся от 10
мс до 10 с; максимальное число кадров - 1000. Воспроизведение и сохранение
облегчают анализ. Доступны внутренняя и внешняя память. При Internal функция
имеет четыре режима: OFF,
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Record, Playback and Storage.  
When storage medium is External, Wave Record contains two modes: OFF, Record. 
 
Record: To record wave according to the interval until it reaches the end frame set. 
Record menu (Internal Storage) shows as follows: 

Menu Setting Instruction 

Mode 

OFF 
Record 

Playback 
Storage 

Close wave record function  
Set record menu 
Set playback menu 
Set storage menu 

Record mode 
FrameSet 

End frame Turn the M knob to select the number of frames to 
record (1 - 1000) 

Interval Turn the M knob to select the interval between 
recorded frames (10ms - 10s) 

Refresh 
ON 
OFF 

Refresh wave during recording 
Stop refreshing 

Operate 
Play 
Stop 

Begin to record 
Stop recording 

Note: 
Both of the waveforms of Channel 1 and Channel 2 will be recorded. If a Channel is 
turned off while recording, the waveform of the channel is invalid in the playback 
mode. 
 
Playback: Play back the wave recorded or saved. 
Playback menu shows as follows: 

Menu Setting Instruction 

Playback Mode 
FrameSet 

Start frame 
 

End frame 
 

Cur frame 
 

Interval 

Turn the M knob to select the number of start frame 
to playback (1 - 1000) 
Turn the M knob to select the number of end frame 
to playback (1 - 1000) 
Turn the M knob to select the number of current 
frame to playback (1 - 1000) 
Turn the M knob to select the interval between 
played back frames (10ms - 10s) 

Play mode 
Loop 
Once 

Play back the wave continuously 
Play back the wave just one time 

Operate 
Play 
Stop 

Begin to record 
Stop recording 

 
Storage: Save the current wave according to the start frame and end frame set. 
Storage menu shows as follows: 

Menu Setting Instruction 
Storage Start frame Turn the M knob to select the number of start frame 
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Record, Playback and Storage.  
When storage medium is External, Wave Record contains two modes: OFF, Record. 
 
Record: To record wave according to the interval until it reaches the end frame set. 
Record menu (Internal Storage) shows as follows: 

Menu Setting Instruction 

Mode 

OFF 
Record 

Playback 
Storage 

Close wave record function  
Set record menu 
Set playback menu 
Set storage menu 

Record mode 
FrameSet 

End frame Turn the M knob to select the number of frames to 
record (1 - 1000) 

Interval Turn the M knob to select the interval between 
recorded frames (10ms - 10s) 

Refresh 
ON 
OFF 

Refresh wave during recording 
Stop refreshing 

Operate 
Play 
Stop 

Begin to record 
Stop recording 

Note: 
Both of the waveforms of Channel 1 and Channel 2 will be recorded. If a Channel is 
turned off while recording, the waveform of the channel is invalid in the playback 
mode. 
 
Playback: Play back the wave recorded or saved. 
Playback menu shows as follows: 

Menu Setting Instruction 

Playback Mode 
FrameSet 

Start frame 
 

End frame 
 

Cur frame 
 

Interval 

Turn the M knob to select the number of start frame 
to playback (1 - 1000) 
Turn the M knob to select the number of end frame 
to playback (1 - 1000) 
Turn the M knob to select the number of current 
frame to playback (1 - 1000) 
Turn the M knob to select the interval between 
played back frames (10ms - 10s) 

Play mode 
Loop 
Once 

Play back the wave continuously 
Play back the wave just one time 

Operate 
Play 
Stop 

Begin to record 
Stop recording 

 
Storage: Save the current wave according to the start frame and end frame set. 
Storage menu shows as follows: 

Menu Setting Instruction 
Storage Start frame Turn the M knob to select the number of start frame 
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Record, Playback and Storage.  
When storage medium is External, Wave Record contains two modes: OFF, Record. 
 
Record: To record wave according to the interval until it reaches the end frame set. 
Record menu (Internal Storage) shows as follows: 

Menu Setting Instruction 

Mode 

OFF 
Record 

Playback 
Storage 

Close wave record function  
Set record menu 
Set playback menu 
Set storage menu 

Record mode 
FrameSet 

End frame Turn the M knob to select the number of frames to 
record (1 - 1000) 

Interval Turn the M knob to select the interval between 
recorded frames (10ms - 10s) 

Refresh 
ON 
OFF 

Refresh wave during recording 
Stop refreshing 

Operate 
Play 
Stop 

Begin to record 
Stop recording 

Note: 
Both of the waveforms of Channel 1 and Channel 2 will be recorded. If a Channel is 
turned off while recording, the waveform of the channel is invalid in the playback 
mode. 
 
Playback: Play back the wave recorded or saved. 
Playback menu shows as follows: 

Menu Setting Instruction 

Playback Mode 
FrameSet 

Start frame 
 

End frame 
 

Cur frame 
 

Interval 

Turn the M knob to select the number of start frame 
to playback (1 - 1000) 
Turn the M knob to select the number of end frame 
to playback (1 - 1000) 
Turn the M knob to select the number of current 
frame to playback (1 - 1000) 
Turn the M knob to select the interval between 
played back frames (10ms - 10s) 

Play mode 
Loop 
Once 

Play back the wave continuously 
Play back the wave just one time 

Operate 
Play 
Stop 

Begin to record 
Stop recording 

 
Storage: Save the current wave according to the start frame and end frame set. 
Storage menu shows as follows: 

Menu Setting Instruction 
Storage Start frame Turn the M knob to select the number of start frame 
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Record, Playback and Storage.  
When storage medium is External, Wave Record contains two modes: OFF, Record. 
 
Record: To record wave according to the interval until it reaches the end frame set. 
Record menu (Internal Storage) shows as follows: 

Menu Setting Instruction 

Mode 

OFF 
Record 

Playback 
Storage 

Close wave record function  
Set record menu 
Set playback menu 
Set storage menu 

Record mode 
FrameSet 

End frame Turn the M knob to select the number of frames to 
record (1 - 1000) 

Interval Turn the M knob to select the interval between 
recorded frames (10ms - 10s) 

Refresh 
ON 
OFF 

Refresh wave during recording 
Stop refreshing 

Operate 
Play 
Stop 

Begin to record 
Stop recording 

Note: 
Both of the waveforms of Channel 1 and Channel 2 will be recorded. If a Channel is 
turned off while recording, the waveform of the channel is invalid in the playback 
mode. 
 
Playback: Play back the wave recorded or saved. 
Playback menu shows as follows: 

Menu Setting Instruction 

Playback Mode 
FrameSet 

Start frame 
 

End frame 
 

Cur frame 
 

Interval 

Turn the M knob to select the number of start frame 
to playback (1 - 1000) 
Turn the M knob to select the number of end frame 
to playback (1 - 1000) 
Turn the M knob to select the number of current 
frame to playback (1 - 1000) 
Turn the M knob to select the interval between 
played back frames (10ms - 10s) 

Play mode 
Loop 
Once 

Play back the wave continuously 
Play back the wave just one time 

Operate 
Play 
Stop 

Begin to record 
Stop recording 

 
Storage: Save the current wave according to the start frame and end frame set. 
Storage menu shows as follows: 

Menu Setting Instruction 
Storage Start frame Turn the M knob to select the number of start frame 
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Record, Playback and Storage.  
When storage medium is External, Wave Record contains two modes: OFF, Record. 
 
Record: To record wave according to the interval until it reaches the end frame set. 
Record menu (Internal Storage) shows as follows: 

Menu Setting Instruction 

Mode 

OFF 
Record 

Playback 
Storage 

Close wave record function  
Set record menu 
Set playback menu 
Set storage menu 

Record mode 
FrameSet 

End frame Turn the M knob to select the number of frames to 
record (1 - 1000) 

Interval Turn the M knob to select the interval between 
recorded frames (10ms - 10s) 

Refresh 
ON 
OFF 

Refresh wave during recording 
Stop refreshing 

Operate 
Play 
Stop 

Begin to record 
Stop recording 

Note: 
Both of the waveforms of Channel 1 and Channel 2 will be recorded. If a Channel is 
turned off while recording, the waveform of the channel is invalid in the playback 
mode. 
 
Playback: Play back the wave recorded or saved. 
Playback menu shows as follows: 

Menu Setting Instruction 

Playback Mode 
FrameSet 

Start frame 
 

End frame 
 

Cur frame 
 

Interval 

Turn the M knob to select the number of start frame 
to playback (1 - 1000) 
Turn the M knob to select the number of end frame 
to playback (1 - 1000) 
Turn the M knob to select the number of current 
frame to playback (1 - 1000) 
Turn the M knob to select the interval between 
played back frames (10ms - 10s) 

Play mode 
Loop 
Once 

Play back the wave continuously 
Play back the wave just one time 

Operate 
Play 
Stop 

Begin to record 
Stop recording 

 
Storage: Save the current wave according to the start frame and end frame set. 
Storage menu shows as follows: 

Menu Setting Instruction 
Storage Start frame Turn the M knob to select the number of start frame 
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Record, Playback and Storage.  
When storage medium is External, Wave Record contains two modes: OFF, Record. 
 
Record: To record wave according to the interval until it reaches the end frame set. 
Record menu (Internal Storage) shows as follows: 

Menu Setting Instruction 

Mode 

OFF 
Record 

Playback 
Storage 

Close wave record function  
Set record menu 
Set playback menu 
Set storage menu 

Record mode 
FrameSet 

End frame Turn the M knob to select the number of frames to 
record (1 - 1000) 

Interval Turn the M knob to select the interval between 
recorded frames (10ms - 10s) 

Refresh 
ON 
OFF 

Refresh wave during recording 
Stop refreshing 

Operate 
Play 
Stop 

Begin to record 
Stop recording 

Note: 
Both of the waveforms of Channel 1 and Channel 2 will be recorded. If a Channel is 
turned off while recording, the waveform of the channel is invalid in the playback 
mode. 
 
Playback: Play back the wave recorded or saved. 
Playback menu shows as follows: 

Menu Setting Instruction 

Playback Mode 
FrameSet 

Start frame 
 

End frame 
 

Cur frame 
 

Interval 

Turn the M knob to select the number of start frame 
to playback (1 - 1000) 
Turn the M knob to select the number of end frame 
to playback (1 - 1000) 
Turn the M knob to select the number of current 
frame to playback (1 - 1000) 
Turn the M knob to select the interval between 
played back frames (10ms - 10s) 

Play mode 
Loop 
Once 

Play back the wave continuously 
Play back the wave just one time 

Operate 
Play 
Stop 

Begin to record 
Stop recording 

 
Storage: Save the current wave according to the start frame and end frame set. 
Storage menu shows as follows: 

Menu Setting Instruction 
Storage Start frame Turn the M knob to select the number of start frame 
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Record, Playback and Storage.  
When storage medium is External, Wave Record contains two modes: OFF, Record. 
 
Record: To record wave according to the interval until it reaches the end frame set. 
Record menu (Internal Storage) shows as follows: 

Menu Setting Instruction 

Mode 

OFF 
Record 

Playback 
Storage 

Close wave record function  
Set record menu 
Set playback menu 
Set storage menu 

Record mode 
FrameSet 

End frame Turn the M knob to select the number of frames to 
record (1 - 1000) 

Interval Turn the M knob to select the interval between 
recorded frames (10ms - 10s) 

Refresh 
ON 
OFF 

Refresh wave during recording 
Stop refreshing 

Operate 
Play 
Stop 

Begin to record 
Stop recording 

Note: 
Both of the waveforms of Channel 1 and Channel 2 will be recorded. If a Channel is 
turned off while recording, the waveform of the channel is invalid in the playback 
mode. 
 
Playback: Play back the wave recorded or saved. 
Playback menu shows as follows: 

Menu Setting Instruction 

Playback Mode 
FrameSet 

Start frame 
 

End frame 
 

Cur frame 
 

Interval 

Turn the M knob to select the number of start frame 
to playback (1 - 1000) 
Turn the M knob to select the number of end frame 
to playback (1 - 1000) 
Turn the M knob to select the number of current 
frame to playback (1 - 1000) 
Turn the M knob to select the interval between 
played back frames (10ms - 10s) 

Play mode 
Loop 
Once 

Play back the wave continuously 
Play back the wave just one time 

Operate 
Play 
Stop 

Begin to record 
Stop recording 

 
Storage: Save the current wave according to the start frame and end frame set. 
Storage menu shows as follows: 

Menu Setting Instruction 
Storage Start frame Turn the M knob to select the number of start frame 
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Record, Playback and Storage.  
When storage medium is External, Wave Record contains two modes: OFF, Record. 
 
Record: To record wave according to the interval until it reaches the end frame set. 
Record menu (Internal Storage) shows as follows: 

Menu Setting Instruction 

Mode 

OFF 
Record 

Playback 
Storage 

Close wave record function  
Set record menu 
Set playback menu 
Set storage menu 

Record mode 
FrameSet 

End frame Turn the M knob to select the number of frames to 
record (1 - 1000) 

Interval Turn the M knob to select the interval between 
recorded frames (10ms - 10s) 

Refresh 
ON 
OFF 

Refresh wave during recording 
Stop refreshing 

Operate 
Play 
Stop 

Begin to record 
Stop recording 

Note: 
Both of the waveforms of Channel 1 and Channel 2 will be recorded. If a Channel is 
turned off while recording, the waveform of the channel is invalid in the playback 
mode. 
 
Playback: Play back the wave recorded or saved. 
Playback menu shows as follows: 

Menu Setting Instruction 

Playback Mode 
FrameSet 

Start frame 
 

End frame 
 

Cur frame 
 

Interval 

Turn the M knob to select the number of start frame 
to playback (1 - 1000) 
Turn the M knob to select the number of end frame 
to playback (1 - 1000) 
Turn the M knob to select the number of current 
frame to playback (1 - 1000) 
Turn the M knob to select the interval between 
played back frames (10ms - 10s) 

Play mode 
Loop 
Once 

Play back the wave continuously 
Play back the wave just one time 

Operate 
Play 
Stop 

Begin to record 
Stop recording 

 
Storage: Save the current wave according to the start frame and end frame set. 
Storage menu shows as follows: 

Menu Setting Instruction 
Storage Start frame Turn the M knob to select the number of start frame 
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Record, Playback and Storage.  
When storage medium is External, Wave Record contains two modes: OFF, Record. 
 
Record: To record wave according to the interval until it reaches the end frame set. 
Record menu (Internal Storage) shows as follows: 

Menu Setting Instruction 

Mode 

OFF 
Record 

Playback 
Storage 

Close wave record function  
Set record menu 
Set playback menu 
Set storage menu 

Record mode 
FrameSet 

End frame Turn the M knob to select the number of frames to 
record (1 - 1000) 

Interval Turn the M knob to select the interval between 
recorded frames (10ms - 10s) 

Refresh 
ON 
OFF 

Refresh wave during recording 
Stop refreshing 

Operate 
Play 
Stop 

Begin to record 
Stop recording 

Note: 
Both of the waveforms of Channel 1 and Channel 2 will be recorded. If a Channel is 
turned off while recording, the waveform of the channel is invalid in the playback 
mode. 
 
Playback: Play back the wave recorded or saved. 
Playback menu shows as follows: 

Menu Setting Instruction 

Playback Mode 
FrameSet 

Start frame 
 

End frame 
 

Cur frame 
 

Interval 

Turn the M knob to select the number of start frame 
to playback (1 - 1000) 
Turn the M knob to select the number of end frame 
to playback (1 - 1000) 
Turn the M knob to select the number of current 
frame to playback (1 - 1000) 
Turn the M knob to select the interval between 
played back frames (10ms - 10s) 

Play mode 
Loop 
Once 

Play back the wave continuously 
Play back the wave just one time 

Operate 
Play 
Stop 

Begin to record 
Stop recording 

 
Storage: Save the current wave according to the start frame and end frame set. 
Storage menu shows as follows: 

Menu Setting Instruction 
Storage Start frame Turn the M knob to select the number of start frame 
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Record, Playback and Storage.  
When storage medium is External, Wave Record contains two modes: OFF, Record. 
 
Record: To record wave according to the interval until it reaches the end frame set. 
Record menu (Internal Storage) shows as follows: 

Menu Setting Instruction 

Mode 

OFF 
Record 

Playback 
Storage 

Close wave record function  
Set record menu 
Set playback menu 
Set storage menu 

Record mode 
FrameSet 

End frame Turn the M knob to select the number of frames to 
record (1 - 1000) 

Interval Turn the M knob to select the interval between 
recorded frames (10ms - 10s) 

Refresh 
ON 
OFF 

Refresh wave during recording 
Stop refreshing 

Operate 
Play 
Stop 

Begin to record 
Stop recording 

Note: 
Both of the waveforms of Channel 1 and Channel 2 will be recorded. If a Channel is 
turned off while recording, the waveform of the channel is invalid in the playback 
mode. 
 
Playback: Play back the wave recorded or saved. 
Playback menu shows as follows: 

Menu Setting Instruction 

Playback Mode 
FrameSet 

Start frame 
 

End frame 
 

Cur frame 
 

Interval 

Turn the M knob to select the number of start frame 
to playback (1 - 1000) 
Turn the M knob to select the number of end frame 
to playback (1 - 1000) 
Turn the M knob to select the number of current 
frame to playback (1 - 1000) 
Turn the M knob to select the interval between 
played back frames (10ms - 10s) 

Play mode 
Loop 
Once 

Play back the wave continuously 
Play back the wave just one time 

Operate 
Play 
Stop 

Begin to record 
Stop recording 

 
Storage: Save the current wave according to the start frame and end frame set. 
Storage menu shows as follows: 

Menu Setting Instruction 
Storage Start frame Turn the M knob to select the number of start frame 
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Record, Playback and Storage.  
When storage medium is External, Wave Record contains two modes: OFF, Record. 
 
Record: To record wave according to the interval until it reaches the end frame set. 
Record menu (Internal Storage) shows as follows: 

Menu Setting Instruction 

Mode 

OFF 
Record 

Playback 
Storage 

Close wave record function  
Set record menu 
Set playback menu 
Set storage menu 

Record mode 
FrameSet 

End frame Turn the M knob to select the number of frames to 
record (1 - 1000) 

Interval Turn the M knob to select the interval between 
recorded frames (10ms - 10s) 

Refresh 
ON 
OFF 

Refresh wave during recording 
Stop refreshing 

Operate 
Play 
Stop 

Begin to record 
Stop recording 

Note: 
Both of the waveforms of Channel 1 and Channel 2 will be recorded. If a Channel is 
turned off while recording, the waveform of the channel is invalid in the playback 
mode. 
 
Playback: Play back the wave recorded or saved. 
Playback menu shows as follows: 

Menu Setting Instruction 

Playback Mode 
FrameSet 

Start frame 
 

End frame 
 

Cur frame 
 

Interval 

Turn the M knob to select the number of start frame 
to playback (1 - 1000) 
Turn the M knob to select the number of end frame 
to playback (1 - 1000) 
Turn the M knob to select the number of current 
frame to playback (1 - 1000) 
Turn the M knob to select the interval between 
played back frames (10ms - 10s) 

Play mode 
Loop 
Once 

Play back the wave continuously 
Play back the wave just one time 

Operate 
Play 
Stop 

Begin to record 
Stop recording 

 
Storage: Save the current wave according to the start frame and end frame set. 
Storage menu shows as follows: 

Menu Setting Instruction 
Storage Start frame Turn the M knob to select the number of start frame 
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Record, Playback and Storage.  
When storage medium is External, Wave Record contains two modes: OFF, Record. 
 
Record: To record wave according to the interval until it reaches the end frame set. 
Record menu (Internal Storage) shows as follows: 

Menu Setting Instruction 

Mode 

OFF 
Record 

Playback 
Storage 

Close wave record function  
Set record menu 
Set playback menu 
Set storage menu 

Record mode 
FrameSet 

End frame Turn the M knob to select the number of frames to 
record (1 - 1000) 

Interval Turn the M knob to select the interval between 
recorded frames (10ms - 10s) 

Refresh 
ON 
OFF 

Refresh wave during recording 
Stop refreshing 

Operate 
Play 
Stop 

Begin to record 
Stop recording 

Note: 
Both of the waveforms of Channel 1 and Channel 2 will be recorded. If a Channel is 
turned off while recording, the waveform of the channel is invalid in the playback 
mode. 
 
Playback: Play back the wave recorded or saved. 
Playback menu shows as follows: 

Menu Setting Instruction 

Playback Mode 
FrameSet 

Start frame 
 

End frame 
 

Cur frame 
 

Interval 

Turn the M knob to select the number of start frame 
to playback (1 - 1000) 
Turn the M knob to select the number of end frame 
to playback (1 - 1000) 
Turn the M knob to select the number of current 
frame to playback (1 - 1000) 
Turn the M knob to select the interval between 
played back frames (10ms - 10s) 

Play mode 
Loop 
Once 

Play back the wave continuously 
Play back the wave just one time 

Operate 
Play 
Stop 

Begin to record 
Stop recording 

 
Storage: Save the current wave according to the start frame and end frame set. 
Storage menu shows as follows: 

Menu Setting Instruction 
Storage Start frame Turn the M knob to select the number of start frame 
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Record, Playback and Storage.  
When storage medium is External, Wave Record contains two modes: OFF, Record. 
 
Record: To record wave according to the interval until it reaches the end frame set. 
Record menu (Internal Storage) shows as follows: 

Menu Setting Instruction 

Mode 

OFF 
Record 

Playback 
Storage 

Close wave record function  
Set record menu 
Set playback menu 
Set storage menu 

Record mode 
FrameSet 

End frame Turn the M knob to select the number of frames to 
record (1 - 1000) 

Interval Turn the M knob to select the interval between 
recorded frames (10ms - 10s) 

Refresh 
ON 
OFF 

Refresh wave during recording 
Stop refreshing 

Operate 
Play 
Stop 

Begin to record 
Stop recording 

Note: 
Both of the waveforms of Channel 1 and Channel 2 will be recorded. If a Channel is 
turned off while recording, the waveform of the channel is invalid in the playback 
mode. 
 
Playback: Play back the wave recorded or saved. 
Playback menu shows as follows: 

Menu Setting Instruction 

Playback Mode 
FrameSet 

Start frame 
 

End frame 
 

Cur frame 
 

Interval 

Turn the M knob to select the number of start frame 
to playback (1 - 1000) 
Turn the M knob to select the number of end frame 
to playback (1 - 1000) 
Turn the M knob to select the number of current 
frame to playback (1 - 1000) 
Turn the M knob to select the interval between 
played back frames (10ms - 10s) 

Play mode 
Loop 
Once 

Play back the wave continuously 
Play back the wave just one time 

Operate 
Play 
Stop 

Begin to record 
Stop recording 

 
Storage: Save the current wave according to the start frame and end frame set. 
Storage menu shows as follows: 

Menu Setting Instruction 
Storage Start frame Turn the M knob to select the number of start frame 

Меню

Режим записи
FrameSet

Обновление

Действие

Настр.

Конечный
кадр

Интервал

ON / OFF

Play Stop

Описание

Отключить запись
Меню записи
Меню воспроизведения
Меню сохранения

Вращением M выберите число записываемых
кадров (1–1000).
Вращением M выберите интервал между
записываемыми кадрами (10 мс – 10 с).
Обновлять осциллограмму при записи
Не обновлять
Начать запись
Остановить запись

Меню

Действие

Настр.

Начальный
кадр

Конечный
кадр

Текущий
кадр

Интервал

Play Stop

Описание

Ручкой M выберите начальный кадр
воспроизведения (1–1000).
Ручкой M выберите конечный кадр (1–1000).
Ручкой M выберите текущий кадр (1–1000).
Ручкой M задайте интервал воспроизведения
кадров (10 мс–10 с).

Непрерывное повторение
Однократное воспроизведение
Начать запись
Остановить запись

Меню Настр. Описание
Вращением M выберите номер начального кадра.

4. Руководство для опытного пользователя

Record, Playback и Storage. При External доступны OFF и Record.
Record: запись с заданным интервалом до конечного кадра.
Меню записи (внутренняя память):

Примечание: записываются CH1 и CH2. Если канал отключён при записи, его
осциллограмма при воспроизведении недействительна.
Playback: воспроизведение записанной или сохранённой осциллограммы. Меню
воспроизведения:

Storage: сохранение осциллограмм от начального до конечного кадра. Меню:
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Mode 
Frame Set  

to store (1 - 1000) 

End frame Turn the M knob to select the number of end frame to 
store (1 - 1000) 

Save  Save the waveform record file to the internal memory 
Load  Load the waveform record file from the memory 

 
To use wave record function, do as follows: 
(1) Push Save button. 
(2) Select Type in the bottom menu, in the left menu, turn the M knob to select 

Record. 
(3) Select Mode in the bottom menu, select OFF in the right menu. 
(4) In the bottom menu, select Storage as Internal. 
(5) Select Mode in the bottom menu, select Record in the right menu. 
(6) Select FrameSet in the bottom menu, set End frame and Interval in the right 

menu. 
(7) In the bottom menu, set Refresh. 
(8) In the bottom menu, select Operate as Play. 
(9) Select Mode in the bottom menu, select Playback in the right menu. Set 

FrameSet and Playmode, select Operate as Play. 
(10) To save the wave recorded, select Mode in the bottom menu, select Storage in 

the right menu. Select FrameSet in the bottom menu to set the range of frames to 
store, select Save in the bottom menu. 

(11) To load the waveform from the internal memory, select Load in the bottom menu, 
then enter the Playback of the Mode to analyze the wave. 

Note: When playbacking the waveform, the sampling, trigger, or display function is 
not available.  
 
When storage medium is External, Wave Record contains two modes: OFF, 
Record. 
Record menu (External Storage) shows as follows: 

Menu Setting Instruction 

Mode 
OFF 

Record 
Close wave record function  
Set record menu 

Record mode 
FrameSet 

End frame Turn the M knob to select the number of frames to 
record (1 – 900,000) 

Interval Turn the M knob to select the interval between 
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Режим
Frame Set

Загрузить

Конечный
кадр

сохранения (1–1000).

Вращением M выберите номер конечного кадра
для сохранения (1–1000).

Запись осциллограммы во внутреннюю память.
Загрузить файл записи осциллограммы из памяти.

Меню

Режим записи
FrameSet

Обновление

Действие

Настр.
OFF

Запись
Конечный

кадр

Интервал

ON / OFF

Play Stop

Описание
Отключение записи
Меню записи
Вращением M выберите число записываемых
кадров (1–900 000).
Вращением M выберите интервал между
записываемыми кадрами (10 мс – 10 с).
Непрерывная запись до заполнения носителя.
Обновлять осциллограмму при записи
Не обновлять
Начать запись
Остановить запись

4. Руководство для опытного пользователя

Для записи осциллограммы:
(1) Нажмите Save.
(2) Выберите Type внизу; слева ручкой M выберите Record.
(3) Выберите Mode внизу и OFF справа.
(4) Внизу задайте Storage = Internal.
(5) Выберите Mode внизу и Record справа.
(6) Выберите FrameSet внизу; задайте End frame и Interval справа.
(7) Задайте Refresh внизу.
(8) Внизу выберите Operate = Play.
(9) Выберите Mode внизу и Playback справа. Задайте FrameSet и Playmode;
выберите Operate = Play.
(10) Для сохранения записи выберите Mode внизу и Storage справа. В FrameSet
задайте диапазон сохраняемых кадров; выберите Save внизу.
(11) Для загрузки записи из внутренней памяти выберите Load внизу; затем
откройте Playback в Mode для анализа.
Примечание: при воспроизведении функции сбора, запуска и отображения
недоступны.
При внешней памяти доступны OFF и Record. Меню записи (внешняя память):

Примечание:
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Both of the waveforms of Channel 1 and Channel 2 will be recorded. If a Channel is 
turned off while recording, the waveform of the channel is invalid in the playback 
mode. 
To use wave record to external, do as follows: 
1. Push Save button. 
2. Select Type in the bottom menu, in the left menu, turn the M knob to select 

Record. 
3. Select Mode in the bottom menu, select OFF in the right menu. 
4. In the bottom menu, select Storage as External. 
5. Select Mode in the bottom menu, select Record in the right menu. 
6. Select FrameSet in the bottom menu, set End frame and Interval in the right 

menu. If you want to record wave to external infinitely, select Infinity in the right 
menu, the End frame will display “-”. 

7. In the bottom menu, set Refresh. 
8. In the bottom menu, select Operate as Play. 
 
Connect external device to the computer, and wave_record_0.bin is the recorded 
file. Open the software, and do as follows to play back the waveform. 
1. Choose Communications Auto Player. 
2. Transform recording waveform from machine. 
3. Add the well transformed files. 
4. Set play mode and time delay. 
5. Click the green button on the left corner to begin playing back the waveform.  

 
Figure 4-13: Play back waveform by software 
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4. Руководство для опытного пользователя

Записываются CH1 и CH2. Если канал отключён при записи, его осциллограмма
при воспроизведении недействительна.
Для записи на внешний носитель:
1. Нажмите Save.
2. Выберите Type внизу; слева ручкой M выберите Record.
3. Выберите Mode внизу и OFF справа.
4. Внизу задайте Storage = External.
5. Выберите Mode внизу и Record справа.
6. Выберите FrameSet внизу; задайте End frame и Interval справа. Для непрерывной
записи выберите Infinity справа; End frame станет «-».
7. Задайте Refresh внизу.
8. Внизу выберите Operate = Play.
Подключите носитель к компьютеру. Запись находится в wave_record_0.bin.
Откройте программу; для воспроизведения:
1. Выберите Communications → Auto Player.
2. Преобразуйте запись осциллограммы из прибора.
3. Добавьте преобразованные файлы.
4. Задайте режим воспроизведения и задержку.
5. Нажмите зелёную кнопку в левом углу для начала воспроизведения.

Рисунок 4-13. Воспроизведение осциллограммы в программе

Преобразовать запись
из осциллографаДобавить преобразованные

файлы

Начать воспроизведение
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How to Clone and Recall a waveform 
You can clone the waveform of one or both channels between two cursors, and save it 
in the internal memory or on a USB memory device. You can save four cloned 
waveforms in the instrument internal memory. The waveform files saved to a USB 
memory device are saved with the extension "ota".  
If the optional Arbitrary Function Generator is available in your instrument, you can 
output the stored waveform from a file in the internal memory or in a USB memory 
device; and the waveform between two cursors can be output directly without save 
operation.  
You can also use OWON AG1022F or AG2052F signal generator to read *.ota files 
and recall the cloned waveforms. 

Clone Wave menu shows as follows: 
Menu Setting Instruction 

Source 

CH1 
CH2 

CH1&CH2 
(Only for 

dual-channel 
AG) 

Clone the waveform of CH1 
Clone the waveform of CH2 
Clone the waveform of CH1 and CH2 

Line 

a 
b 
ab 
 
x 

Turn the M knob to move line a. 
Turn the M knob to move line b. 
Two cursors are linked. Turn the M knob to move the 
pair of cursors. 
Set the cursors to select the entire screen automatically. 

Clone 
(Generator 
is available) 

Clone 
Clone the waveform between two cursors, and output it 
through the generator.  

AG Output 
(Only for 

dual-channel 
AG) 

Out1 
Out2 

If the source is CH1 or CH2, you can select 
the output channel of the generator. 
If the source is CH1&CH2, the output 
channel is not selectable. Out1 outputs CH1, 
Out2 outputs CH2.  

Save 

Save Save the waveform between two cursors 

Memory 
Internal 

USB 
Select the memory location 

Output 
(Generator is available and internal memory is selected) 
Output the waveform in the selected object on the left 

AG Output 
(Only for 

dual-channel 
AG) 

Out1 
Out2 

(Generator is available and internal memory is 
selected) 
For the waveform in the selected object on 
the left: 
If the source is CH1 or CH2, you can select 
the output channel of the generator. 
If the source is CH1&CH2, the output 
channel is not selectable. Out1 outputs CH1, 
Out2 outputs CH2. 
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How to Clone and Recall a waveform 
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output the stored waveform from a file in the internal memory or in a USB memory 
device; and the waveform between two cursors can be output directly without save 
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and recall the cloned waveforms. 
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Clone
(генератор

установлен)

Настр.

CH1
CH2

CH1&CH2
(2-кан. AG)

a
b
ab
x

AG Output
(2-кан. AG)

Память

AG Output
(2-кан. AG)

Описание

Клонировать CH1
Клонировать CH2
Клонировать CH1 и CH2

Ручкой M перемещайте линию a.
Ручкой M перемещайте линию b.
Курсоры связаны; ручка M перемещает их пару.
Автоматически выбрать курсорами весь экран.

Клонировать участок между двумя курсорами и
вывести его через генератор.
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Out2
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Out1
Out2
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Выбрать область памяти
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CH1&CH2 выбор недоступен, Out1
выводит CH1, Out2 - CH2.

4. Руководство для опытного пользователя

Клонирование и вызов осциллограммы
Можно клонировать участок осциллограммы одного или обоих каналов между
двумя курсорами и сохранить его во внутреннюю память или на USB. Во
внутренней памяти сохраняются четыре клонированные осциллограммы. Файлы на
USB имеют расширение ota.

Если установлен генератор произвольных сигналов (опция), сохранённую
осциллограмму можно вывести из внутренней памяти или с USB; участок между
курсорами можно вывести напрямую без сохранения.

Файлы *.ota и клонированные осциллограммы также поддерживаются
генераторами OWON AG1022F и AG2052F.

Меню Clone Wave:
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The following steps take XDS oscilloscope with dual-channel AG for instance. 

To clone waveform and save to the internal/USB memory: 
(1) Push Save button. 
(2) Select Type in the bottom menu, in the left menu, turn the M knob to select 

Clone. 
(3) Select Source in the bottom menu, select one channel (CH1/CH2) or two 

channels (CH1&CH2) in the right menu for Source.  

(4) Select Line in the bottom menu. If a or b is selected, turn the M knob to move the 
cursor. If ab is selected, turn the M knob to move the pair of cursors. If x is 
selected, the entire screen will be selected automatically. The waveform 
information is displayed at the left bottom corner of the screen. 

Length
Frequency
Time

 

Note: If "Out Of Limits" appears in the information or a message "Waveform 
points beyond the limit." appears on the screen, that means the length of the 
cloned waveform exceeds the limit. When the source is CH1 or CH2, the 
maximum length is 2M; When the source is CH1&CH2, the maximum length is 
1M. Push the Acquire button, select Length in the bottom menu, and set the 
record length to a smaller value.  

(5) Select Save in the bottom menu.  
 To save the waveform to internal memory, select Storage in the right menu 

as Internal. Turn the M knob to select an object in the left menu, select Save 
in the right menu. 

 To save the waveform onto a USB memory device, insert a USB memory 
device into the port on the front panel. If the icon  appears on the top right 
of the screen, the USB memory device is installed successfully. If the USB 
memory device cannot be recognized, format the USB memory device 
according to the methods in "USB disk Requirements" on P66. Select Storage 
in the right menu as External. Select Save in the right menu. An input 
keyboard used to edit the file name will pop up. The name is default as current 
system date and time. Turn the M knob to select the keys, push the knob to 
input. Select the  key in the keyboard to confirm. The cloned waveform 
will be saved onto the USB memory device as a file with the ota suffix.  

To output the cloned waveform in the internal memory through the generator: 
(The generator is optional.) 
(1) Push Save button. 
(2) Select Type in the bottom menu, in the left menu, turn the M knob to select 

Clone. 
(3) Select Save in the bottom menu, select Storage in the right menu as Internal. 

4. Руководство для опытного пользователя

Следующие действия показаны для XDS с двухканальным генератором.

Клонирование и сохранение во внутреннюю память или USB:
(1) Нажмите Save.
(2) Выберите Type внизу; слева ручкой M выберите Clone.
(3) Выберите Source внизу; справа выберите один (CH1/CH2) или два канала
(CH1&CH2).

(4) Выберите Line внизу. При a или b ручка M перемещает соответствующий
курсор, при ab - пару курсоров. При x весь экран выбирается автоматически.
Сведения об осциллограмме показаны внизу слева.

Длина
Частота
Время

Примечание: «Out Of Limits» или «Waveform points beyond the limit.» означают
превышение длины клонируемой осциллограммы. Для CH1 или CH2 максимум
2M; для CH1&CH2 - 1M. Нажмите Acquire; внизу выберите Length и уменьшите
длину записи.
(5) Выберите Save внизу.
● Для внутренней памяти задайте Storage = Internal справа. Ручкой M выберите
ячейку слева; нажмите Save справа.

● Для USB подключите накопитель к порту передней панели. Значок  вверху
справа подтверждает подключение. Если накопитель не распознан,
отформатируйте его по разделу «Требования к USB-накопителю», стр. 66.
Задайте Storage = External справа, затем Save. Появится клавиатура имени
файла; по умолчанию это текущие дата и время. Выбирайте клавиши
поворотом M, вводите нажатием. Подтвердите клавишей . Осциллограмма
сохранится на USB с расширением ota.

Вывод клонированной осциллограммы из внутренней памяти через генератор
(опция):

(1) Нажмите Save.
(2) Выберите Type внизу; слева ручкой M выберите Clone.
(3) Выберите Save внизу и Storage = Internal справа.
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(4) Turn the M knob to select an object in the left menu. If the source of the selected 
waveform is CH1 or CH2, select AG Output in the right menu and set the output 
channel of the generator. If the source is CH1&CH2, the output channel is not 
selectable.  

(5) Select Output in the right menu. 

To output the cloned waveform in the USB memory device through the generator: 
(The generator is optional.) 

(1) Push (single-channel) or (dual-channel) button.  

For dual-channel, push button to set the output channel of the generator. 

(2) Select Arb in the bottom menu, select Others in the right menu, and select File 
Browse.  

(3) select Memory in the right menu as USB. The instrument lists a directory of the 
folders and files on the USB memory device. Select a folder or file using the M 
knob to scroll up and down the list. To enter the current folder, select Change Dir 
in the right menu, select it again to return to the upper directory.  

(4) Select the desired ota file, select Read in the right menu.  

To output the selected waveform through the generator directly:  
(The generator is optional.) 
(1) Push Save button. 
(2) Select Type in the bottom menu, in the left menu, turn the M knob to select 

Clone. 
(3) Select Source in the bottom menu, select one channel (CH1/CH2) or two 

channels (CH1&CH2) in the right menu for Source. 

(4) Select Line in the bottom menu. Select the cursor and move it to select the 
desired waveform. 

(5) Select Clone in the bottom menu. If the source is CH1 or CH2, select AG Output 
in the right menu and set the output channel of the generator. If the source is 
CH1&CH2, the output channel is not selectable.  

(6) Select Clone in the right menu. The generator will output the waveform between 
two cursors. 

Move the cursors by gestures (only for touchscreen) 

About the gestures for moving cursors, you can refer to "Other Operations Using 
Touchscreen" on P23.  

Data format description of OTA waveform file 

If the source is CH1 or CH2, OTA file consists of two parts: the file header and the data. If the 
source is CH1&CH2, OTA file consists of three parts: file header, CH1data, and CH2 data. The 
file header represents the parameter of file data, which is expressed in "parameter name + value". 

4. Руководство для опытного пользователя

(4) Ручкой M выберите ячейку слева. Если источник осциллограммы CH1 или CH2,
выберите AG Output справа и задайте выход генератора. При CH1&CH2 выбор
выхода недоступен.
(5) Выберите Output справа.

Вывод клонированной осциллограммы с USB через генератор (опция):

(1) Нажмите  (1 канал) или  (2 канала). Для двухканального 
выбирает выход генератора.

(2) Выберите Arb внизу, Others справа, затем File Browse.
(3) Задайте Memory = USB справа. Появится каталог папок и файлов USB. Ручкой
M прокручивайте список и выбирайте папку или файл. Change Dir справа
открывает текущую папку; повторный выбор возвращает на уровень выше.

(4) Выберите нужный ota-файл; нажмите Read справа.

Прямой вывод выбранной осциллограммы через генератор (опция):

(1) Нажмите Save.
(2) Выберите Type внизу; слева ручкой M выберите Clone.
(3) Выберите Source внизу; справа выберите один (CH1/CH2) или два канала
(CH1&CH2).

(4) Выберите Line внизу; выберите курсор и переместите его для выделения
нужной осциллограммы.

(5) Выберите Clone внизу. Для CH1 или CH2 задайте AG Output справа и выход
генератора. При CH1&CH2 выбор выхода недоступен.

(6) Выберите Clone справа. Генератор выведет участок между курсорами.

Перемещение курсоров жестами (только сенсорный экран)

Жесты перемещения курсоров описаны в разделе «Другие действия на сенсорном
экране», стр. 23.

Формат файла осциллограммы OTA

При источнике CH1 или CH2 файл OTA состоит из заголовка и данных. При CH1&CH2 - из
заголовка, данных CH1 и данных CH2. Заголовок содержит параметры данных в виде «имя
параметра + значение».
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Each parameter name is a case-sensitive string of 4 bytes. The parameter value is at least 4 bytes. 

1.Format description of the file header: 
1) HEAD 
Parameter name Meaning Value Comment 
HEAD Header size 4 bytes int   
2) TYPE 
Parameter name Meaning Value Comment 
TYPE Model 12 bytes char  
3) BYTE 
Parameter name Meaning Value Comment 
BYTE Data length in bit 4 bytes int  
4) SIZE 
Parameter name Meaning Value Comment 
SIZE File size 4 bytes int Used to check the file 

integrity  
5) VOLT 
Parameter name Meaning Value Comment 
VOLT Voltage division, 

divided by 400 is 
ADC resolution. 
(When the source is 
CH1&CH2, it is CH1 
voltage division.) 

4 bytes float The value indicates voltage 
(the unit is mV), such as 200 
mV. 

6) SAMP 
Parameter name Meaning Value Comment 
SAMP Sample rate 4 bytes float The unit is Sa/s. 
7) ADCB 
Parameter name Meaning Value Comment 
ADCB ADC bit, ADC 

resolution  
4 bytes int 8-bit or 12-bit  

8) CHAN 
Parameter name Meaning Value Comment 
CHAN Number of channels 4 bytes int 1 or 2  
9) VOL2 
Parameter name Meaning Value Comment 
VOL2 Voltage division, 

divided by 400 is 
ADC resolution. 
(When the source is 
CH1&CH2, it is CH2 
voltage division.) 

4 bytes float The value indicates voltage 
(the unit is mV), such as 200 
mV. 

2.Data 
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Параметр Описание
Размер заголовка

Значение
Целое, 4 байта

Примечание

Параметр Описание
Модель

Значение
char, 12 байт

Примечание

Параметр Описание
Длина, бит

Значение
Целое, 4 байта

Примечание

Параметр Описание

Размер файла

Значение

Целое, 4 байта

Примечание

Проверка целостности
файла

Параметр Описание

Масштаб
напряжения;

деление на 400 даёт
разрешение АЦП.

При CH1&CH2 -
масштаб CH1.

Значение

float, 4 байта

Примечание

Значение напряжения в мВ,
например 200 мВ.

Параметр Описание
Частота выборки

Значение
float, 4 байта

Примечание
Единица: отсчётов/с.

Параметр Описание

Разрядность АЦП

Значение

Целое, 4 байта

Примечание

8 или 12 бит

Параметр Описание
Число каналов

Значение
Целое, 4 байта

Примечание
1 или 2

Параметр Описание

Масштаб
напряжения;

деление на 400 даёт
разрешение АЦП.

При CH1&CH2 -
масштаб CH2.

Значение

float, 4 байта

Примечание

Значение напряжения в мВ,
например 200 мВ.

4. Руководство для опытного пользователя

Имя параметра — 4-байтовая строка с учётом регистра. Значение — не менее 4 байтов.

1. Формат заголовка файла:
1) HEAD

2. Данные
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The data type is signed integer. You can determine the data type (char, short int or int) based on 
the BYTE parameter. The valid range is determined by the ADCB parameter, e.g. the valid range 
for 8-bit ADC is -127 to +127. 

How to Implement the Auxiliary System Function Setting  

●Config 

Push the Utility button, select Function in the bottom menu, select Configure in 
the left menu. 
The description of Configure Menu is shown as the follows: 

●Display 

Push the Utility button, select Function in the bottom menu, select Display in the 
left menu. 
The description of Display Menu is shown as the follows: 

●Adjust 

Function Menu  Setting Description  

Language 
 Choose the display language of the operating 

system. 

Set Time 

Display 
ON 
OFF 

On/Off the date display 

Hour  Min Setting Hour/Minute 
Day  Month Setting Date/Month 

Year Setting Year 

KeyLock 
 Lock all keys. Unlock method: push Trigger 

Menu button in trigger control area, then push 
Force button, repeat 3 times. 

About  Version number and serial number showing 

Function Menu Setting Description 
BackLight 0% - 100% Turn the M knob to adjust the backlight. 

Graticule 

 

 

 

 

Select the grid type 

Battery 
ON 
OFF 

Turn on or off the battery display 

Menu Time OFF, 5s - 30s Set the disappear time of menu 
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The data type is signed integer. You can determine the data type (char, short int or int) based on 
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The data type is signed integer. You can determine the data type (char, short int or int) based on 
the BYTE parameter. The valid range is determined by the ADCB parameter, e.g. the valid range 
for 8-bit ADC is -127 to +127. 
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The data type is signed integer. You can determine the data type (char, short int or int) based on 
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The data type is signed integer. You can determine the data type (char, short int or int) based on 
the BYTE parameter. The valid range is determined by the ADCB parameter, e.g. the valid range 
for 8-bit ADC is -127 to +127. 
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Select the grid type 
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Turn on or off the battery display 

Menu Time OFF, 5s - 30s Set the disappear time of menu 

Меню

Язык

О приборе

Настр.

Дисплей

Час Минута
День Месяц

Год

ON /
OFF

Описание

Выбрать язык интерфейса.

Включить/выключить отображение даты.

Установка часов/минут
Установка дня/месяца
Установка года
Блокировка кнопок. Для разблокировки
нажмите Trigger Menu, затем Force;
повторите три раза.
Показать версию и серийный номер

Меню
Подсветка

Аккумулятор

Время меню

Настр.

ON / OFF

OFF, 5–30 с

Описание
Вращением M задайте яркость подсветки.

Выбор сетки

Включить/выключить индикатор
аккумулятора.
Задать время скрытия меню.

4. Руководство для опытного пользователя

Данные - целые числа со знаком. Тип (char, short int или int) определяется BYTE. Допустимый
диапазон определяется ADCB; например, для 8-битного АЦП он равен от -127 до +127.

Вспомогательные системные настройки

● Config

Нажмите Utility; выберите Function внизу и Configure слева. Описание меню
Configure:

● Display

Нажмите Utility; выберите Function внизу и Display слева. Описание меню
Display:

● Adjust
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Push the Utility button, select Function in the bottom menu, select Adjust in the 
left menu. 
The description of Adjust Menu is shown as the follows: 

Function Menu Description 
Self Cal Carry out the self-calibration procedure. 
Default Call out the factory settings.  

ProbeCh. Check whether probe attenuation is good. 

Do Self Cal (Self-Calibration) 
The self-calibration procedure can improve the accuracy of the oscilloscope under 
the ambient temperature to the greatest extent. If the change of the ambient 
temperature is up to or exceeds 5℃, the self-calibration procedure should be 
executed to obtain the highest level of accuracy.  

Before executing the self-calibration procedure, disconnect all probes or wires from 
the input connector. Push the Utility button, select Function in the bottom menu, 
the function menu will display at the left, select Adjust. If everything is ready, 
select Self Cal in the bottom menu to enter the self-calibration procedure of the 
instrument.  

Probe checking 
To check whether probe attenuation is good. The results contain three circumstances: 
Overflow compensation, Good compensation, Inadequate compensation. According to 
the checking result, users can adjust probe attenuation to the best. Operation steps are 
as follows: 
1. Connect the probe to CH1, adjust the probe attenuation to the maximum. 
2. Push the Utility button, select Function in the bottom menu, select Adjust in the 

left menu. 
3. Select ProbeCh. in the bottom menu, tips about probe checking shows on the 

screen.  
4. Select ProbeCh. again to begin probe checking and the checking result will occur 

after 3s; push any other key to quit. 

● Pass/Fail  
The Pass/Fail function monitors changes of signals and output pass or fail signals by 
comparing the input signal that is within the pre-defined mask.  

Push the Utility button, select Function in the bottom menu, select Pass/fail in the 
left menu. 
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Push the Utility button, select Function in the bottom menu, select Adjust in the 
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Push the Utility button, select Function in the bottom menu, select Adjust in the 
left menu. 
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2. Push the Utility button, select Function in the bottom menu, select Adjust in the 

left menu. 
3. Select ProbeCh. in the bottom menu, tips about probe checking shows on the 
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The Pass/Fail function monitors changes of signals and output pass or fail signals by 
comparing the input signal that is within the pre-defined mask.  

Push the Utility button, select Function in the bottom menu, select Pass/fail in the 
left menu. 
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Push the Utility button, select Function in the bottom menu, select Adjust in the 
left menu. 
The description of Adjust Menu is shown as the follows: 

Function Menu Description 
Self Cal Carry out the self-calibration procedure. 
Default Call out the factory settings.  

ProbeCh. Check whether probe attenuation is good. 

Do Self Cal (Self-Calibration) 
The self-calibration procedure can improve the accuracy of the oscilloscope under 
the ambient temperature to the greatest extent. If the change of the ambient 
temperature is up to or exceeds 5℃, the self-calibration procedure should be 
executed to obtain the highest level of accuracy.  

Before executing the self-calibration procedure, disconnect all probes or wires from 
the input connector. Push the Utility button, select Function in the bottom menu, 
the function menu will display at the left, select Adjust. If everything is ready, 
select Self Cal in the bottom menu to enter the self-calibration procedure of the 
instrument.  

Probe checking 
To check whether probe attenuation is good. The results contain three circumstances: 
Overflow compensation, Good compensation, Inadequate compensation. According to 
the checking result, users can adjust probe attenuation to the best. Operation steps are 
as follows: 
1. Connect the probe to CH1, adjust the probe attenuation to the maximum. 
2. Push the Utility button, select Function in the bottom menu, select Adjust in the 

left menu. 
3. Select ProbeCh. in the bottom menu, tips about probe checking shows on the 

screen.  
4. Select ProbeCh. again to begin probe checking and the checking result will occur 

after 3s; push any other key to quit. 

● Pass/Fail  
The Pass/Fail function monitors changes of signals and output pass or fail signals by 
comparing the input signal that is within the pre-defined mask.  

Push the Utility button, select Function in the bottom menu, select Pass/fail in the 
left menu. 

Меню
Самокалибровка
По умолчанию

Описание
Выполнить самокалибровку.
Вызвать заводские настройки.
Проверить правильность ослабления пробника.

4. Руководство для опытного пользователя

Нажмите Utility; выберите Function внизу и Adjust слева. Описание меню Adjust:

Самокалибровка (Self Cal)
Самокалибровка повышает точность осциллографа при текущей температуре
окружающей среды. При изменении температуры на 5 °C и более выполните её
для достижения максимальной точности.

Перед самокалибровкой отсоедините все пробники и провода от входов.
Нажмите Utility, выберите Function внизу; в появившемся левом меню выберите
Adjust. После подготовки выберите Self Cal внизу для запуска самокалибровки.

Проверка пробника
Проверяется правильность компенсации. Возможны три результата:
избыточная, правильная или недостаточная компенсация. По результату
отрегулируйте пробник оптимально. Порядок действий:
1. Подключите пробник к CH1; установите максимальное ослабление.
2. Нажмите Utility; выберите Function внизу и Adjust слева.
3. Выберите ProbeCh. внизу; появятся указания проверки.
4. Ещё раз выберите ProbeCh. для начала. Результат появится через 3 с; другая
кнопка завершает проверку.

Функция Pass/Fail контролирует изменения сигналов, сравнивая входной сигнал с
заданной маской, и выдаёт результат соответствия или несоответствия.

Нажмите Utility; выберите Function внизу и Pass/fail слева.
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The description of Pass/fail Menu is shown as the follows: 

Pass/Fail test: 
Detect whether the input signal is within the limits of the rule, if it exceeds limits of 
the rule, it is "Fail"; otherwise it is "Pass". Also it can output fail or pass signal by 
built-in and configurable output port. To run the test, read the following steps: 
1. Push the Utility button, select Function in the bottom menu, select Pass/fail in the 

left menu. 
2. Enable switch on: Select Operate in the bottom menu, select Enable in the right 

menu as ON. 
3. Create rule: Select Rule in the bottom menu. Select Source in the right menu, 

select the source in the left menu. Set Horizontal tolerance and Vertical tolerance 
in the right menu. Select Create in the right menu to create the rule.  

4. Set output type: Select Output in the bottom menu to enter output option setting. 
Choose any one or two of the options "Pass", "Fail" or "Beep". "Pass" and "Fail" 
are mutually exclusive options, which could not be chosen simultaneously. "Stop" 
means stop once the condition satisfies your setting. 

5. Begin to test: Select Operate in the bottom menu, select Operate in the right 
menu as Start, the test will begin. 

6. Save rule: Select SaveRule in the bottom menu. Select the save location in the 
left menu, and then select Save in the right menu to save the rules, which could be 
called up at once when need. Select Load to call up the rule saved. 

Note:  
1. When Pass/Fail is ON, if XY or FFT is ready to run, then Pass/Fail will be closed; 

under the mode of XY or FFT, Pass/Fail is unable. 
2. Under the mode of Factory, Auto Scale and Auto Set, Pass/Fail will be closed. 
3. When no save setting left in the rule save, tip will be given to show "NO RULE 

SAVED". 

Function Menu Setting Description 

operate 
Enable 
Operate 

Control enable switch 
Control operate switch 

Output 

Pass 
Fail 
Beep 
Stop 
Info 

Signal tested corresponds with the rule 
Signal tested not correspond with the rule 
Beep when it satisfies the rule  
Stop once satisfying the rule 
Control the display status of info frame   

Rule 

Source 
Horizontal 

 
Vertical 

 
Create 

Select source CH1, CH2 or Math 
Change the Horizontal tolerance value by turning the 
M knob 
Change the Vertical tolerance value by turning the M 
knob 
Use the rule set as testing rule 

SaveRule 
Number 

Save 
Load 

Select any one from Rule1 - Rule8 as your rule name 
Select Save to save the rule 
Load some rule as the testing rule 
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Меню

Действие

Настр.

Source
Horizontal

Vertical
Create

Номер
Сохранить
Загрузить

Описание
Включение функции
Управление проверкой

Сигнал соответствует правилу.
Сигнал не соответствует правилу.
Звук при выполнении правила.
Остановка при выполнении правила.
Отображение информационного окна.

Источник CH1, CH2 или Math.
Ручкой M измените горизонтальный допуск.
Ручкой M измените вертикальный допуск.
Применить заданное правило к проверке.

Имя правила Rule1–Rule8.
Save сохраняет правило.
Load загружает правило для проверки.

4. Руководство для опытного пользователя

Описание меню Pass/fail:

Проверка Pass/Fail: сигнал внутри границ правила - Pass, за пределами - Fail.
Результат можно вывести через встроенный настраиваемый порт. Порядок
проверки:
1. Нажмите Utility; выберите Function внизу, Pass/fail слева.
2. Включите функцию: Operate внизу, Enable = ON справа.
3. Создайте правило: Rule внизу, Source справа; выберите источник слева. Задайте
горизонтальный и вертикальный допуски справа; нажмите Create.
4. Задайте выход: Output внизу открывает настройки. Выберите один или два
пункта из Pass, Fail и Beep. Pass и Fail взаимоисключающие. Stop останавливает
проверку при выполнении заданного условия.
5. Запустите проверку: Operate внизу, Operate = Start справа.
6. Сохраните правило: SaveRule внизу, место сохранения слева, Save справа. Оно
доступно для быстрого вызова через Load.
Примечания:
1. При включённом Pass/Fail переход к XY или БПФ отключает проверку; в этих
режимах она недоступна.
2. Factory, Auto Scale и Auto Set отключают Pass/Fail.
3. Если сохранённого правила нет, отображается «NO RULE SAVED».
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4. Under the status of stop, data comparing will stop, and when it goes on running, 
the number of Pass/Fail will increase from the former number, not from zero. 

5. When the waveform playback mode is on, Pass/Fail is used to test the 
played-back waveform specially. 

● Output 
Push the Utility button, select Function in the bottom menu, select Output in the left 
menu.  

Output menu item in the bottom menu sets the output type of Trig Out(P/F) port in 
Figure 3-3 Rear Panel on P6. In the bottom menu, select Output. The description of 
Output menu is shown as the follows: 

 
Video menu item in the bottom menu sets the output port of video. In the bottom 
menu, select Video. The description of Video menu is shown as the follows: 

 
Device and Print Setup menu items set the print output, refer to "How to Print the 
Screen Image" on page 94. 

● LAN Set  
Using the LAN port or Wi-Fi, the oscilloscope can be connected with a computer. The 
oscilloscope also supports communications with Android based smart device via 
Wi-Fi. Refer to "Communication with PC" on page 111 and "Communication with 
Android Device via Wi-Fi (Optional)" on page 119 for the operation steps.  

● Update 
Use the front-panel USB port to update your instrument firmware using a USB 
memory device. Refer to "How to Update your Instrument Firmware" on page 82. 

● DAQ 

Function 
Menu 

Setting Description 

Type 

Trig level Output trig signal synchronously 
Pass/fail Output High Level when Pass , and Low Level when Fail 

AG 
Output 

CH2 Output of dual-channel waveform generator 
(optional) 

Function 
Menu Setting Description  

Video 

OFF 
VGA 
AV 

 

Turn off video output 
Connect the VGA or AV port to an external monitor or 
projector. Select the port in this menu, the oscilloscope 
display can be shown on an external monitor or projector. 
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Меню Настр.

Выход AG

Описание

Синхронный вывод сигнала запуска
Высокий уровень при Pass; низкий уровень при Fail.

Выход CH2 двухканального генератора (опция).

Меню Настр.

OFF
VGA
AV

Описание

Отключение видеовыхода.
Подключите VGA или AV к внешнему
монитору/проектору; выберите соответствующий порт
для вывода экрана осциллографа.

4. Руководство для опытного пользователя

4. При остановке сравнение данных прекращается. После продолжения счёт
Pass/Fail идёт с предыдущего значения, а не с нуля.
5. При воспроизведении осциллограмм Pass/Fail проверяет именно
воспроизводимую осциллограмму.

Нажмите Utility; выберите Function внизу и Output слева.

Пункт Output нижнего меню задаёт тип выхода Trig Out (P/F) на задней
панели (рисунок 3-3, стр. 6). Выберите Output внизу. Описание меню:

Пункт Video нижнего меню выбирает видеовыход. Выберите Video внизу.
Описание меню:

Пункты Device и Print Setup настраивают печать; см. «Печать изображения
экрана», стр. 94.

Порт LAN или Wi-Fi обеспечивает связь осциллографа с компьютером. Также
поддерживается связь по Wi-Fi с Android-устройством. Порядок действий см. в
«Связь с ПК», стр. 111, и «Связь с Android-устройством по Wi-Fi (опция)», стр. 119.

Порт USB передней панели служит для обновления встроенного ПО с накопителя;
см. «Обновление встроенного ПО прибора», стр. 82.
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You can use the multimeter data recorder to record the measurements when 
measuring current/voltage by multimeter (optional). Refer to "Multimeter Recorder" 
on page 108. 

● FRA (Frequency Response Analysis) 
If there is a built-in arbitrary function generator (optional), you can use the frequency 
response analysis. Refer to "Frequency Response Analysis" on page 102.  
 

How to Update your Instrument Firmware 
Use the front-panel USB port to update your instrument firmware using a USB 
memory device. 

USB memory device requirements: Insert a USB memory device into the USB port 

on the front panel. If the icon  appears on the top right of the screen, the USB 

memory device is installed successfully. If the USB memory device cannot be 
detected, format the USB memory device according to the methods in "USB disk 
Requirements" on P66. 

Caution: Updating your instrument firmware is a sensitive operation, to prevent 
damage to the instrument, do not power off the instrument or remove the USB 
memory device during the update process. 

To update your instrument firmware, do the following:  
1. Push the Utility button, select Function in the bottom menu, select Configure in 

the left menu, select About in the bottom menu. View the model and the currently 
installed firmware version. 

2. From a PC, visit www.owon.com.cn and check if the website offers a newer 
firmware version. Download the firmware file. The file name must be *.update. 
The file name can be up to 15 characters long (including the suffix). Copy the 
firmware file onto your USB memory device. 

3. Insert the USB memory device into the front-panel USB port on your instrument. 
4. Push the Utility button, select Function in the bottom menu, select Update in the 

left menu. 
5. Select Open in the bottom menu, the instrument lists a directory of the folders on 

the USB memory device. Turn the M knob to select a folder, select Open in the 
bottom menu to enter the folder. Navigate to the folder where the firmware file is, 
and select the file with the .update suffix.  

6. In the bottom menu, select Open, the messages below will be shown. 

 

4. Руководство для опытного пользователя

Регистратор мультиметра записывает результаты измерения тока/напряжения
мультиметром (опция); см. «Регистратор мультиметра», стр. 108.

● FRA (анализ частотной характеристики)
При наличии встроенного генератора произвольных сигналов (опция) доступен
анализ частотной характеристики; см. стр. 102.
Обновление встроенного ПО прибора

Обновление встроенного ПО выполняется с USB-накопителя через порт передней
панели.

Требования к USB: подключите накопитель к порту

передней панели. Значок  вверху справа подтверждает успешное

подключение. Если накопитель не обнаружен, отформатируйте его по разделу
«Требования к USB-накопителю», стр. 66.

Внимание: обновление ПО - ответственная операция. Во избежание повреждения
прибора не выключайте питание и не извлекайте USB-накопитель во время
обновления.

Для обновления выполните следующее:
1. Нажмите Utility; выберите Function внизу, Configure слева и About внизу.
Проверьте модель и установленную версию ПО.
2. На ПК откройте www.owon.com.cn и проверьте наличие новой версии. Загрузите
файл *.update. Имя, включая расширение, должно содержать не более 15 символов.
Скопируйте файл на USB-накопитель.
3. Подключите накопитель к USB передней панели прибора.
4. Нажмите Utility; выберите Function внизу и Update слева.
5. Выберите Open внизу. Появится каталог папок накопителя. Ручкой M выберите
папку; Open внизу открывает её. Перейдите в папку с ПО и выберите файл .update.
6. Выберите Open внизу; появятся следующие сообщения.
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7. In the bottom menu, select Start again, the interfaces below will be displayed in 
sequence. The update process will take up to three minutes. After completion, the 
instrument will be shut down automatically.  

 

 

 

8. Long press the  button to power on the instrument. 

How to Measure Automatically  
Push the Measure button to display the menu for the settings of the Automatic 
Measurements. At most 8 types of measurements could be displayed on the bottom 
left of the screen. 

The oscilloscopes provide 30 parameters for auto measurement, including Period, 
Frequency, Mean, PK-PK, RMS, Max, Min, Top, Base, Amplitude, Overshoot, 
Preshoot, Rise Time, Fall Time, +PulseWidth, -PulseWidth, +Duty Cycle, -Duty 
Cycle, Delay A→B , Delay A→B , Cycle RMS, Cursor RMS, Screen Duty, 
Phase, +PulseCount, -PulseCount, RiseEdgeCnt, FallEdgeCnt, Area, and Cycle 
Area.  

The "Automatic Measurements" menu is described as the following table: 

Function Menu Setting Description  

Add 

Meas Type 
(left menu) 

 Select the measure types 

Source 
CH1 

Select the source 
CH2 

Add  
Add the selected measure types (shown 
at the left bottom, you could only add 8 
types at most) 

4.Advanced User Guidebook 

 83 

7. In the bottom menu, select Start again, the interfaces below will be displayed in 
sequence. The update process will take up to three minutes. After completion, the 
instrument will be shut down automatically.  

 

 

 

8. Long press the  button to power on the instrument. 

How to Measure Automatically  
Push the Measure button to display the menu for the settings of the Automatic 
Measurements. At most 8 types of measurements could be displayed on the bottom 
left of the screen. 

The oscilloscopes provide 30 parameters for auto measurement, including Period, 
Frequency, Mean, PK-PK, RMS, Max, Min, Top, Base, Amplitude, Overshoot, 
Preshoot, Rise Time, Fall Time, +PulseWidth, -PulseWidth, +Duty Cycle, -Duty 
Cycle, Delay A→B , Delay A→B , Cycle RMS, Cursor RMS, Screen Duty, 
Phase, +PulseCount, -PulseCount, RiseEdgeCnt, FallEdgeCnt, Area, and Cycle 
Area.  

The "Automatic Measurements" menu is described as the following table: 

Function Menu Setting Description  

Add 

Meas Type 
(left menu) 

 Select the measure types 

Source 
CH1 

Select the source 
CH2 

Add  
Add the selected measure types (shown 
at the left bottom, you could only add 8 
types at most) 

4.Advanced User Guidebook 

 83 

7. In the bottom menu, select Start again, the interfaces below will be displayed in 
sequence. The update process will take up to three minutes. After completion, the 
instrument will be shut down automatically.  

 

 

 

8. Long press the  button to power on the instrument. 

How to Measure Automatically  
Push the Measure button to display the menu for the settings of the Automatic 
Measurements. At most 8 types of measurements could be displayed on the bottom 
left of the screen. 

The oscilloscopes provide 30 parameters for auto measurement, including Period, 
Frequency, Mean, PK-PK, RMS, Max, Min, Top, Base, Amplitude, Overshoot, 
Preshoot, Rise Time, Fall Time, +PulseWidth, -PulseWidth, +Duty Cycle, -Duty 
Cycle, Delay A→B , Delay A→B , Cycle RMS, Cursor RMS, Screen Duty, 
Phase, +PulseCount, -PulseCount, RiseEdgeCnt, FallEdgeCnt, Area, and Cycle 
Area.  

The "Automatic Measurements" menu is described as the following table: 

Function Menu Setting Description  

Add 

Meas Type 
(left menu) 

 Select the measure types 

Source 
CH1 

Select the source 
CH2 

Add  
Add the selected measure types (shown 
at the left bottom, you could only add 8 
types at most) 

4.Advanced User Guidebook 

 83 

7. In the bottom menu, select Start again, the interfaces below will be displayed in 
sequence. The update process will take up to three minutes. After completion, the 
instrument will be shut down automatically.  

 

 

 

8. Long press the  button to power on the instrument. 

How to Measure Automatically  
Push the Measure button to display the menu for the settings of the Automatic 
Measurements. At most 8 types of measurements could be displayed on the bottom 
left of the screen. 

The oscilloscopes provide 30 parameters for auto measurement, including Period, 
Frequency, Mean, PK-PK, RMS, Max, Min, Top, Base, Amplitude, Overshoot, 
Preshoot, Rise Time, Fall Time, +PulseWidth, -PulseWidth, +Duty Cycle, -Duty 
Cycle, Delay A→B , Delay A→B , Cycle RMS, Cursor RMS, Screen Duty, 
Phase, +PulseCount, -PulseCount, RiseEdgeCnt, FallEdgeCnt, Area, and Cycle 
Area.  

The "Automatic Measurements" menu is described as the following table: 

Function Menu Setting Description  

Add 

Meas Type 
(left menu) 

 Select the measure types 

Source 
CH1 

Select the source 
CH2 

Add  
Add the selected measure types (shown 
at the left bottom, you could only add 8 
types at most) 

4.Advanced User Guidebook 

 83 

7. In the bottom menu, select Start again, the interfaces below will be displayed in 
sequence. The update process will take up to three minutes. After completion, the 
instrument will be shut down automatically.  

 

 

 

8. Long press the  button to power on the instrument. 

How to Measure Automatically  
Push the Measure button to display the menu for the settings of the Automatic 
Measurements. At most 8 types of measurements could be displayed on the bottom 
left of the screen. 

The oscilloscopes provide 30 parameters for auto measurement, including Period, 
Frequency, Mean, PK-PK, RMS, Max, Min, Top, Base, Amplitude, Overshoot, 
Preshoot, Rise Time, Fall Time, +PulseWidth, -PulseWidth, +Duty Cycle, -Duty 
Cycle, Delay A→B , Delay A→B , Cycle RMS, Cursor RMS, Screen Duty, 
Phase, +PulseCount, -PulseCount, RiseEdgeCnt, FallEdgeCnt, Area, and Cycle 
Area.  

The "Automatic Measurements" menu is described as the following table: 

Function Menu Setting Description  

Add 

Meas Type 
(left menu) 

 Select the measure types 

Source 
CH1 

Select the source 
CH2 

Add  
Add the selected measure types (shown 
at the left bottom, you could only add 8 
types at most) 

4.Advanced User Guidebook 

 83 

7. In the bottom menu, select Start again, the interfaces below will be displayed in 
sequence. The update process will take up to three minutes. After completion, the 
instrument will be shut down automatically.  

 

 

 

8. Long press the  button to power on the instrument. 

How to Measure Automatically  
Push the Measure button to display the menu for the settings of the Automatic 
Measurements. At most 8 types of measurements could be displayed on the bottom 
left of the screen. 

The oscilloscopes provide 30 parameters for auto measurement, including Period, 
Frequency, Mean, PK-PK, RMS, Max, Min, Top, Base, Amplitude, Overshoot, 
Preshoot, Rise Time, Fall Time, +PulseWidth, -PulseWidth, +Duty Cycle, -Duty 
Cycle, Delay A→B , Delay A→B , Cycle RMS, Cursor RMS, Screen Duty, 
Phase, +PulseCount, -PulseCount, RiseEdgeCnt, FallEdgeCnt, Area, and Cycle 
Area.  

The "Automatic Measurements" menu is described as the following table: 

Function Menu Setting Description  

Add 

Meas Type 
(left menu) 

 Select the measure types 

Source 
CH1 

Select the source 
CH2 

Add  
Add the selected measure types (shown 
at the left bottom, you could only add 8 
types at most) 

Меню
Тип измер.

(слева)

Настр. Описание

Выбрать типы измерений

Выбрать источник

Добавить выбранные измерения
(внизу слева; не более 8).

4. Руководство для опытного пользователя

7. Снова выберите Start внизу; последовательно появятся показанные окна.
Обновление длится до трёх минут; затем прибор автоматически выключается.

8. Удерживайте кнопку  для включения прибора.

Автоматические измерения
Нажмите Measure для вызова меню автоматических измерений. Внизу слева
одновременно отображается до 8 типов измерений.

Доступны 30 параметров: Period, Frequency, Mean, PK-PK, RMS, Max, Min, Top,
Base, Amplitude, Overshoot, Preshoot, Rise Time, Fall Time, +PulseWidth,
-PulseWidth, +Duty Cycle, -Duty Cycle, Delay A→B , Delay A→B , Cycle RMS,
Cursor RMS, Screen Duty, Phase, +PulseCount, -PulseCount, RiseEdgeCnt,
FallEdgeCnt, Area и Cycle Area.

Меню автоматических измерений:
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Remove 

Meas Type 
(left menu) 

 Select the types need to be deleted. 

Remove  Remove the chosen measure type 

Remove All  Remove all the measures 
Show 
CH1 

ON 
OFF 

Show all the measures of CH1 on the screen 
Hide the window of CH1 measures  

Show 
CH2 

ON 
OFF 

Show all the measures of CH2 on the screen 
Hide the window of CH2 measures  

Measure  

Only if the waveform channel is in the ON state, the measurement can be performed. 
The automatic measurement can not be performed in the following situation: 1) On 
the saved waveform. 2) On the Dual Wfm Math waveform. 3) On the Video trigger 
mode.  
On the Scan format, period and frequency can not be measured.  

Measure the period, the frequency of the CH1, following the steps below:   

1. Push the Measure button to show the automatic measurement function menu. 
2. Select Add in the bottom menu.  
3. In the right menu, select CH1 in the Source menu item.  
4. In the left Type menu, turn the M knob to select Period.  
5. In the right menu, select Add. The period type is added. 
6. In the left Type menu, turn the M knob to select Frequency.  
7. In the right menu, select Add. The frequency type is added. 
The measured value will be displayed at the bottom left of the screen automatically 
(see Figure 4-14).  
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Measure the period, the frequency of the CH1, following the steps below:   

1. Push the Measure button to show the automatic measurement function menu. 
2. Select Add in the bottom menu.  
3. In the right menu, select CH1 in the Source menu item.  
4. In the left Type menu, turn the M knob to select Period.  
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Показать
CH1

Показать
CH2

Тип измер.
(слева)

Удалить все

ON / OFF

ON / OFF

Показать все измерения CH1 Скрыть окно
измерений CH1
Показать все измерения CH2.
Скрыть окно измерений CH2.

Выбрать типы измерений для
удаления.

Удалить выбранный тип измерения.

Удалить все измерения.

4. Руководство для опытного пользователя

Измерение

Измерять можно только включённый канал. Автоматические измерения
недоступны:
1) Для сохранённой осциллограммы.
2) Для осциллограммы Dual Wfm Math.
3) При запуске Video.
В формате Scan период и частота не измеряются.
Для измерения периода и частоты CH1:

1. Нажмите Measure для вызова меню автоматических измерений.
2. Выберите Add внизу.
3. Справа выберите CH1 в пункте Source.
4. В левом меню Type ручкой M выберите Period.
5. Справа нажмите Add; измерение периода добавлено.
6. В левом Type ручкой M выберите Frequency.
7. Справа нажмите Add; измерение частоты добавлено.
Результаты автоматически появятся внизу слева (рисунок 4-14).
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Figure 4-14 Automatic measurement 

The automatic measurement of voltage parameters 

The oscilloscopes provide automatic voltage measurements including Mean, PK-PK, 
RMS, Max, Min, Vtop, Vbase, Vamp, OverShoot, PreShoot, Cycle RMS, and 
Cursor RMS. Figure 4-15 below shows a pulse with some of the voltage 
measurement points. 

 
Figure 4-15  

Mean: The arithmetic mean over the entire waveform.  
PK-PK: Peak-to-Peak Voltage. 
RMS: The true Root Mean Square voltage over the entire waveform. 
Max: The maximum amplitude. The most positive peak voltage measured over the 

entire waveform.  
Min: The minimum amplitude. The most negative peak voltage measured over the 

entire waveform.  
Vtop: Voltage of the waveform's flat top, useful for square/pulse waveforms.  
Vbase: Voltage of the waveform's flat base, useful for square/pulse waveforms.  
Vamp: Voltage between Vtop and Vbase of a waveform.  
OverShoot: Defined as (Vmax-Vtop)/Vamp, useful for square and pulse 

waveforms. 
PreShoot: Defined as (Vmin-Vbase)/Vamp, useful for square and pulse 

waveforms.  
Cycle RMS: The true Root Mean Square voltage over the first entire period of the 

waveform. 
Cursor RMS: The true Root Mean Square voltage over the range of two cursors. 

The automatic measurement of time parameters 

The oscilloscopes provide time parameters auto-measurements include Period, 
Frequency, Rise Time, Fall Time, +D width, -D width, +Duty, -Duty, Delay 

4. Руководство для опытного пользователя

Рисунок 4-14. Автоматические измерения

Автоматические измерения напряжения

Осциллограф автоматически измеряет Mean, PK-PK, RMS, Max, Min, Vtop,
Vbase, Vamp, OverShoot, PreShoot, Cycle RMS и Cursor RMS. На рисунке 4-15
показаны некоторые точки измерения напряжения импульса.

Рисунок 4-15

Mean: среднее арифметическое всей осциллограммы.
PK-PK: размах напряжения.
RMS: истинное среднеквадратическое напряжение всей осциллограммы.
Max: максимум, наибольшее положительное напряжение всей осциллограммы.
Min: минимум, наименьшее отрицательное напряжение всей осциллограммы.
Vtop: напряжение плоской вершины прямоугольного/импульсного сигнала.
Vbase: напряжение плоского основания прямоугольного/импульсного сигнала.
Vamp: разность Vtop и Vbase.
OverShoot: (Vmax−Vtop)/Vamp; для прямоугольных и импульсных сигналов.
PreShoot: (Vmin−Vbase)/Vamp; для прямоугольных и импульсных сигналов.
Cycle RMS: истинное ср.кв. напряжение первого полного периода.
Cursor RMS: истинное ср.кв. напряжение между двумя курсорами.

Автоматические измерения времени

Временные параметры включают Period, Frequency, Rise Time, Fall Time, +D
width, -D width, +Duty, -Duty, Delay
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A→B , Delay A→B , and Duty cycle. 

Figure 4-16 shows a pulse with some of the time measurement points.  

 
Figure 4-16 

Rise Time: Time that the leading edge of the first pulse in the waveform takes to 
rise from 10% to 90% of its amplitude. 

Fall Time: Time that the falling edge of the first pulse in the waveform takes to 
fall from 90% to 10% of its amplitude.  

+D width: The width of the first positive pulse in 50% amplitude points. 

-D width: The width of the first negative pulse in the 50% amplitude points. 

+Duty: +Duty Cycle, defined as +Width/Period.  

-Duty:-Duty Cycle, defined as -Width/Period. 

Delay A→B : The delay between the two channels at the rising edge. 

Delay A→B : The delay between the two channels at the falling edge.  

Screen Duty: Defines as (the width of the positive pulse)/(Entire period) 

Phase: Compare the rising edge of CH1 and CH2, calculate phase difference of 
two channels.  

Phase difference=(Delay between channels at the rising edge÷Period)×360°. 

Other measurements 

+PulseCount : The number of positive pulses that rise above the mid 
reference crossing in the waveform. 

-PulseCount : The number of negative pulses that fall below the mid 
reference crossing in the waveform. 

RiseEdgeCnt : The number of positive transitions from the low reference 

4. Руководство для опытного пользователя

A→B , Delay A→B  и Duty cycle.

На рисунке 4-16 показаны некоторые точки временных измерений импульса.

Рисунок 4-16

Rise Time: время нарастания переднего фронта первого импульса от 10% до
90% амплитуды.

Fall Time: время спада заднего фронта первого импульса от 90% до 10%
амплитуды.

+D width: длит. первого положительного импульса на уровне 50%.

-D width: длит. первого отрицательного импульса на уровне 50%.

+Duty: положительный коэффициент заполнения, +Width/Period.

-Duty: отрицательный коэффициент заполнения, -Width/Period.

Delay A→B : задержка между каналами по нарастающему фронту.

Delay A→B : задержка между каналами по спадающему фронту.

Screen Duty: длительность положительного импульса/полный период.

Phase: разность фаз каналов по нарастающим фронтам CH1 и CH2.

Разность фаз = (межканальная задержка по фронтам ↑ / период) × 360°.

Другие измерения

+PulseCount : число положительных импульсов, пересекающих средний
опорный уровень вверх.

-PulseCount : число отрицательных импульсов, пересекающих средний
опорный уровень вниз.

RiseEdgeCnt : число положительных переходов от нижнего опорного

Нарастание Спад
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value to the high reference value in the waveform. 

FallEdgeCnt : The number of negative transitions from the high 
reference value to the low reference value in the waveform. 

Area : The area of the whole waveform within the screen and the unit is 
voltage-second. The area measured above the zero reference (namely the vertical 
offset) is positive; the area measured below the zero reference is negative. The 
area measured is the algebraic sum of the area of the whole waveform within the 
screen. 

Cycle Area : The area of the first period of waveform on the screen and 
the unit is voltage-second. The area above the zero reference (namely the vertical 
offset) is positive and the area below the zero reference is negative. The area 
measured is the algebraic sum of the area of the whole period waveform. 
Note: When the waveform on the screen is less than a period, the period area 
measured is 0.  

How to Measure with Cursors  
Push the Cursor button to turn cursors on and display the cursor menu. Push it 
again to turn cursors off.  

The Cursor Measurement for normal mode: 
The description of the cursor menu is shown as the following table:  

Function 
Menu Setting Description 

Type 

Voltage 
Time 

Time&Voltage 
 

AutoCursr 

Display the voltage measurement cursor and menu. 
Display the time measurement cursor and menu.  
Display the time and voltage measurement cursor 
and menu. 
The horizontal cursors are set as the intersections of 
the vertical cursors and the waveform 

Line Type 
(Time&Vol
tage type) 

Time 
Voltage 

Makes the vertical cursors active. 
Makes the horizontal cursors active. 

Window 
(Wave 
zoom 
mode) 

Main 
Extension 

Measure in the main window. 
Measure in the extension window. 

Line 

a 
b 
ab 

Turn the M knob to move line a. 
Turn the M knob to move line b. 
Two cursors are linked. Turn the M knob to move 
the pair of cursors. 

Source 
CH1 
CH2 

Display the channel to which the cursor 
measurement will be applied.  

Perform the following operation steps for the time and voltage cursor measurement 
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value to the high reference value in the waveform. 

FallEdgeCnt : The number of negative transitions from the high 
reference value to the low reference value in the waveform. 

Area : The area of the whole waveform within the screen and the unit is 
voltage-second. The area measured above the zero reference (namely the vertical 
offset) is positive; the area measured below the zero reference is negative. The 
area measured is the algebraic sum of the area of the whole waveform within the 
screen. 

Cycle Area : The area of the first period of waveform on the screen and 
the unit is voltage-second. The area above the zero reference (namely the vertical 
offset) is positive and the area below the zero reference is negative. The area 
measured is the algebraic sum of the area of the whole period waveform. 
Note: When the waveform on the screen is less than a period, the period area 
measured is 0.  

How to Measure with Cursors  
Push the Cursor button to turn cursors on and display the cursor menu. Push it 
again to turn cursors off.  

The Cursor Measurement for normal mode: 
The description of the cursor menu is shown as the following table:  

Function 
Menu Setting Description 

Type 

Voltage 
Time 

Time&Voltage 
 

AutoCursr 

Display the voltage measurement cursor and menu. 
Display the time measurement cursor and menu.  
Display the time and voltage measurement cursor 
and menu. 
The horizontal cursors are set as the intersections of 
the vertical cursors and the waveform 

Line Type 
(Time&Vol
tage type) 

Time 
Voltage 

Makes the vertical cursors active. 
Makes the horizontal cursors active. 

Window 
(Wave 
zoom 
mode) 

Main 
Extension 

Measure in the main window. 
Measure in the extension window. 

Line 

a 
b 
ab 

Turn the M knob to move line a. 
Turn the M knob to move line b. 
Two cursors are linked. Turn the M knob to move 
the pair of cursors. 

Source 
CH1 
CH2 

Display the channel to which the cursor 
measurement will be applied.  

Perform the following operation steps for the time and voltage cursor measurement 

4.Advanced User Guidebook 

 87 

value to the high reference value in the waveform. 

FallEdgeCnt : The number of negative transitions from the high 
reference value to the low reference value in the waveform. 

Area : The area of the whole waveform within the screen and the unit is 
voltage-second. The area measured above the zero reference (namely the vertical 
offset) is positive; the area measured below the zero reference is negative. The 
area measured is the algebraic sum of the area of the whole waveform within the 
screen. 

Cycle Area : The area of the first period of waveform on the screen and 
the unit is voltage-second. The area above the zero reference (namely the vertical 
offset) is positive and the area below the zero reference is negative. The area 
measured is the algebraic sum of the area of the whole period waveform. 
Note: When the waveform on the screen is less than a period, the period area 
measured is 0.  

How to Measure with Cursors  
Push the Cursor button to turn cursors on and display the cursor menu. Push it 
again to turn cursors off.  

The Cursor Measurement for normal mode: 
The description of the cursor menu is shown as the following table:  

Function 
Menu Setting Description 

Type 

Voltage 
Time 

Time&Voltage 
 

AutoCursr 

Display the voltage measurement cursor and menu. 
Display the time measurement cursor and menu.  
Display the time and voltage measurement cursor 
and menu. 
The horizontal cursors are set as the intersections of 
the vertical cursors and the waveform 

Line Type 
(Time&Vol
tage type) 

Time 
Voltage 

Makes the vertical cursors active. 
Makes the horizontal cursors active. 

Window 
(Wave 
zoom 
mode) 

Main 
Extension 

Measure in the main window. 
Measure in the extension window. 

Line 

a 
b 
ab 

Turn the M knob to move line a. 
Turn the M knob to move line b. 
Two cursors are linked. Turn the M knob to move 
the pair of cursors. 

Source 
CH1 
CH2 

Display the channel to which the cursor 
measurement will be applied.  

Perform the following operation steps for the time and voltage cursor measurement 

4.Advanced User Guidebook 

 87 
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value to the high reference value in the waveform. 
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Меню

Тип линии
(время и

напряжение)

Окно
(режим

увеличения
сигнала)

Настр.

Напряжение
Время Время и

напряжение
Автокурсор

Время
Напряжение

Основное
Увеличенное

a
b
ab

Описание

Курсоры напряжения и меню.
Курсоры времени и меню.
Курсоры времени и напряжения, меню.
Горизонтальные курсоры - пересечения
вертикальных курсоров с осциллограммой.

Активировать вертикальные курсоры.
Активировать горизонтальные курсоры.

Измерять в основном окне. Измерять в
увеличенном окне.

Ручкой M перемещайте линию a.
Ручкой M перемещайте линию b.
Курсоры связаны; ручка M перемещает их пару.

Показать канал, к которому применяются
курсорные измерения.

4. Руководство для опытного пользователя

уровня к верхнему на осциллограмме.

FallEdgeCnt : число отрицательных переходов от верхнего опорного
уровня к нижнему.

Area : площадь всей осциллограммы на экране в вольт-секундах. Выше

нулевого уровня (вертикального смещения) площадь положительна, ниже -
отрицательна. Результат равен алгебраической сумме площадей всей
осциллограммы на экране.

Cycle Area : площадь первого периода на экране в вольт-секундах.

Выше нулевого уровня (вертикального смещения) площадь положительна,
ниже - отрицательна. Результат - алгебраическая сумма площадей за полный
период. Примечание: если на экране меньше периода, результат равен 0.

Курсорные измерения
Нажмите Cursor для включения курсоров и вызова меню. Повторное нажатие
отключает курсоры.

Курсорные измерения в обычном режиме:
Описание меню курсоров:

Для курсорного измерения времени и напряжения
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of the channel CH1:  

1. Push Cursor to display the cursor menu.  

2. In the bottom menu, select Source as CH1.  

3. Select the first menu item in the bottom menu, the Type menu will display at 
the right of the screen. In the right menu, select Time&Voltage for Type, 
two blue dotted lines displayed along the horizontal direction of the screen, 
two blue dotted lines displayed along the vertical direction of the screen. 
Cursor measure window at the left bottom of the screen shows the cursor 
readout. 

4. In the bottom menu, select Line Type as Time to make the vertical cursors 
active. If the Line in the bottom menu is select as a, turn the M knob to move 
line a to the right or left. If b is selected, turn the M knob to move line b. 

5. In the bottom menu, select Line Type as Voltage to make the horizontal 
cursors active. Select Line in the bottom menu as a or b, turn the M knob to 
move it. 

6. Push the Horizontal HOR button to enter wave zoom mode. In the bottom 
cursor menu, select Window as Main or Extension to make the cursors 
shown in the main window or zoom window.  

 
Figure 4-17 Time&Voltage Cursor Measurement  

Auto Cursor 
For the AutoCursr type, the horizontal cursors are set as the intersections of the 
vertical cursors and the waveform. 

4. Руководство для опытного пользователя

канала CH1 выполните следующее:

1. Нажмите Cursor для вызова меню.

2. Внизу задайте Source = CH1.

3. Выберите первый пункт внизу; справа появится Type. Задайте Type =
Time&Voltage. На экране появятся две синие горизонтальные и две синие
вертикальные пунктирные линии. Окно внизу слева показывает результаты
курсорных измерений.

4. Внизу выберите Line Type = Time для активации вертикальных курсоров.
При Line = a ручка M перемещает линию a влево/вправо; при b - линию b.

5. Внизу выберите Line Type = Voltage для активации горизонтальных
курсоров. Выберите Line = a или b; перемещайте его ручкой M.

6. Нажмите HOR для режима увеличения. В нижнем меню курсоров задайте
Window = Main или Extension для отображения курсоров в основном окне или
окне увеличения.

Рисунок 4-17. Курсорные измерения времени и напряжения

Автокурсоры
При AutoCursr горизонтальные курсоры устанавливаются в пересечениях
вертикальных курсоров с осциллограммой.
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Auto Cursor

 

Move the cursors by gestures 
About the gestures for moving cursors, see "Other Operations Using Touchscreen" 
on P23.  

The Cursor Measurement for FFT mode 
In FFT mode, push the Cursor button to turn cursors on and display the cursor menu. 

The description of the cursor menu in FFT mode is shown as the following table:  

Function 
Menu Setting Description 

Type 

Vamp (or Phase) 
Display the Vamp (or Phase) measurement 
cursor and menu. 

Freq Display the Freq measurement cursor and menu. 

Freq&Vamp 
(or Freq&Phase) 

Display the corresponding measurement cursor 
and menu. 

AutoCursr 
The horizontal cursors are set as the intersections 
of the vertical cursors and the waveform 

Line Type 
(Freq&Vamp 

or 
Freq&Phase 

type) 

Freq Makes the vertical cursors active. 

Vamp (or Phase) Makes the horizontal cursors active. 

Window 
(Wave zoom 

mode) 

Main 
Extension 

Measure in the main window. 
Measure in the FFT extension window. 

Line 

a Turn the M knob to move line a. 
b Turn the M knob to move line b. 

ab Two cursors are linked. Turn the M knob to 
move the pair of cursors. 
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Меню

Тип линии
(частота и
амплитуда

или частота и
фаза)

Окно (режим
увеличения

сигнала)

Настр.

Амплитуда (или
фаза)

Частота

Freq&Vamp
/Freq&Phase

Автокурсор

Частота

Основное
Увеличенное

Описание

Показать курсор и меню измерения амплитуды
(или фазы).

Показать курсор и меню измерения частоты.

Отображение соответствующих курсоров и
меню.

Горизонтальные курсоры - пересечения
вертикальных курсоров с осциллограммой.

Активировать вертикальные курсоры.

Активировать горизонтальные курсоры.

Измерять в основном окне. Измерять в
увеличенном окне FFT.

Вращением M переместите линию a.
Вращением M переместите линию b.

Курсоры связаны. Вращением M переместите
пару курсоров.

4. Руководство для опытного пользователя

Автокурсоры

Перемещение курсоров жестами
Жесты перемещения курсоров см. в «Другие действия на сенсорном экране», стр.
23.

Курсорные измерения в режиме БПФ
В режиме БПФ нажмите Cursor для включения курсоров и вызова меню.

Описание меню курсоров БПФ:
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Source Math FFT 
Display the channel to which the cursor 
measurement will be applied.  

Perform the following operation steps for the amplitude and frequency cursor 
measurement of math FFT:  

1. Press the Math button to display the math menu in the bottom. Select FFT. 
In the right menu, select Format. In the left menu, turn the M knob to select 
amplitude unit (V RMS or Decibels). 

2. Push Cursor to display the cursor menu.  

3. In the bottom menu, select Window as Extension.  

4. Select the first menu item in the bottom menu, the Type menu will display at 
the right of the screen. In the right menu, select Freq&Vamp for Type, two 
blue dotted lines displayed along the horizontal direction of the screen, two 
blue dotted lines displayed along the vertical direction of the screen. Cursor 
measure window at the left bottom of the screen shows the cursor readout. 

5. In the bottom menu, select Line Type as Freq to make the vertical cursors 
active. If the Line in the bottom menu is select as a, turn the M knob to move 
line a to the right or left. If b is selected, turn the M knob to move line b. 

6. In the bottom menu, select Line Type as Vamp to make the horizontal 
cursors active. Select Line in the bottom menu as a or b, turn the M knob to 
move it. 

7. In the bottom cursor menu, you can select Window as Main to make the 
cursors shown in the main window.  

How to Use Autoscale  
This is a very useful function for first time users to carry out a simple and quick test 
on the input signal. The function is applied to follow-up signals automatically even if 
the signals change at any time. Autoscale enables the instrument to set up trigger 
mode, voltage division and time scale automatically according to the type, amplitude 
and frequency of the signals. 
The menu is as follows: 

Function Menu Setting Instruction 

Autoscale 
ON 

OFF 

Turn on Autoscale. 

Turn off Autoscale. 

Mode 

 

 

 

Follow-up and adjust both vertical and horizontal 
settings. 

Follow-up and only adjust horizontal scale. 

Follow-up and only adjust vertical scale. 
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Follow-up and adjust both vertical and horizontal 
settings. 

Follow-up and only adjust horizontal scale. 

Follow-up and only adjust vertical scale. 

БПФ Math Показать канал, к которому применяются
курсорные измерения.

Меню Настр.

ON /
OFF

Описание

Включить автомасштабирование. Отключить
автомасштабирование.

Отслеживать и настраивать вертикальные и
горизонтальные параметры. Отслеживать и
настраивать только горизонтальный масштаб.
Отслеживать и настраивать только вертикальный
масштаб.

4. Руководство для опытного пользователя

Курсорные измерения амплитуды и частоты БПФ:

1. Нажмите Math для нижнего меню; выберите FFT. Справа выберите Format;
слева ручкой M задайте единицы амплитуды (V RMS или Decibels).

2. Нажмите Cursor для вызова меню.

3. Внизу задайте Window = Extension.

4. Выберите первый пункт внизу; справа появится Type. Задайте Freq&Vamp.
На экране появятся две синие горизонтальные и две синие вертикальные
пунктирные линии. Окно внизу слева показывает результаты.

5. Внизу задайте Line Type = Freq для активации вертикальных курсоров. При
Line = a ручка M перемещает линию a влево/вправо; при b - линию b.

6. Внизу задайте Line Type = Vamp для активации горизонтальных курсоров;
выберите Line = a или b и перемещайте его ручкой M.

7. В нижнем меню курсоров можно выбрать Window = Main для отображения
курсоров в основном окне.

Автомасштабирование
Функция удобна начинающим для быстрой простой проверки входного сигнала.
Она автоматически отслеживает сигналы при их изменении. Autoscale
устанавливает режим запуска, масштаб напряжения и развёртку по типу,
амплитуде и частоте сигнала. Меню:
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Wave 
 

 

Show Multi-period waveforms. 

Only show one or two periods. 

If you want to measure the two-channel signal, you can do as the follows: 

1. Push the Autoscale button, the function menu will appear. 

2. In the bottom menu, select ON in the Autoscale menu item.  

3. In the bottom menu, Select Mode. In the right menu, select . 

4. In the bottom menu, Select Wave. In the right menu, select . 

Then the wave is displayed in the screen, shown as Figure 4-18. 

 
Figure 4-18 Autoscale Horizontal-Vertical multi-period waveforms 

Note: 
1. Entering into Autoscale function and the symbol ○A  will be flickering on the top 

left of the screen. 
2. In the mode of Autoscale, the oscilloscope can self-estimate Trigger Mode (Edge, 

Video). At this point, the trigger menu is not available. 
3. At the mode of XY and STOP status, when entering into Autoscale, DSO switches 

to YT mode and AUTO triggering. 
4. At the mode of Autoscale, DSO is always set as DC coupling with AUTO 

triggering.  
5. At the mode of Autoscale, if adjust the vertical position, voltage division, trigger 

level or time scale of CH1 or CH2, the oscilloscope will turn off Autoscale 
function. To back to Autoscale, Push Autoset.  

6. Turn off the submenu at the Autoscale menu, the Autoscale is off and turn on the 
submenu still enters into the function. 
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submenu still enters into the function. 

Показать несколько периодов сигнала. Показать
один или два периода.

4. Руководство для опытного пользователя

Для измерения двухканального сигнала:

1. Нажмите Autoscale; появится меню.

2. Внизу задайте Autoscale = ON.
3. Выберите Mode внизу; справа выберите значок .

4. Выберите Wave внизу; справа выберите значок .

Осциллограмма появится на экране (рисунок 4-18).

Рисунок 4-18. Autoscale: горизонталь/вертикаль, много периодов

Примечания:
1. При входе в Autoscale вверху слева мигает символ ○ A.
2. Осциллограф автоматически определяет тип запуска (Edge или Video); меню
запуска недоступно.
3. При входе из XY или STOP прибор переключается в YT и AUTO.
4. В Autoscale всегда устанавливаются вход DC и запуск AUTO.
5. Изменение вертикального положения, масштаба напряжения, уровня запуска
или развёртки CH1/CH2 отключает Autoscale. Для возврата нажмите Autoset.
6. Выключение подменю Autoscale отключает функцию; включение снова
открывает её.
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7. When video triggering, the horizontal time scale is 50us. If one channel is 
showing edge signal, the other channel is showing video one, the time scale refers 
to 50us as video one as standard. 

8. While the Autoscale is working, the settings below will be made forcibly: 
The DSO will switch from the wave zoom mode to the normal mode.  

How to Use Built-in Help 
1. Push Help button, the catalog will display in the screen.  
2. In the bottom menu, press Prev Page or Next Page to choose help topic, or just 

turn the M knob to choose.  
3. Press OK to view the details about the topic, or just push the M knob.  
4. Press Quit to exit the help, or just do other operations.  

How to Use Executive Buttons  
Executive Buttons include Autoset, Run/Stop, Single, Copy. 

Autoset  
It's a very useful and quick way to apply a set of pre-set functions to the incoming 
signal, and display the best possible viewing waveform of the signal and also 
works out some measurements for user as well.  

The details of functions applied to the signal when using Autoset are shown as 
the following table:  

Function Items Setting  
Vertical Coupling Current 
Channel Coupling Current 
Vertical Scale Adjust to the proper division.  
Bandwidth Full  
Horizontal Level Middle or ±2 div 
Horizontal Sale Adjust to the proper division  
Trigger Type Slope or Video 
Trigger Source CH1 or CH2 
Trigger Coupling DC  
Trigger Slope Current  
Trigger Level 3/5 of the waveform  
Trigger Mode Auto  
Display Format YT  
Force Stop 
Help Exit 
Pass/Fail Off 
Inverted Off 
Zoom Mode Exit 

Judge waveform type by Autoset 
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Пункты функций
Верт. связь

Связь канала
Верт. масштаб

Полоса
Гориз. полож.

Гориз. масштаб
Тип запуска

Источник запуска
Связь запуска
Фронт запуска

Уровень запуска
Режим запуска

Формат
Принудительно

Справка

Инверсия
Режим увеличения

Настр.
Текущие
Текущие
Подобрать подходящий масштаб.
Полная
Середина или ±2 дел.
Подобрать подходящий масштаб
Фронт или видео
CH1 или CH2

Текущие
3/5 сигнала
Авто

Остановка
Выход
Выкл.
Выкл.
Выход

4. Руководство для опытного пользователя

7. При запуске Video развёртка равна 50 мкс. Если один канал показывает фронт, а
другой видео, развёртка 50 мкс выбирается по видеосигналу.
8. При работе Autoscale принудительно выполняется следующее: осциллограф
переходит из режима увеличения осциллограммы в обычный.

Встроенная справка
1. Нажмите Help; появится содержание.
2. Кнопками Prev Page/Next Page внизу или ручкой M выберите тему.
3. Нажмите OK или ручку M для просмотра подробностей.
4. Нажмите Quit или выполните другое действие для выхода.

Кнопки прямого действия
Кнопки прямого действия: Autoset, Run/Stop, Single и Copy.

Быстрый удобный способ применить к входному сигналу набор
предустановленных функций, получить наилучшее отображение
осциллограммы и ряд измерений.

Настройки, применяемые к сигналу при Autoset:

Определение типа сигнала функцией Autoset
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Five kinds of types: Sine, Square, video signal, DC level, Unknown signal. 

Menu as follow: 

Sine: (Multi-period, Single-period, FFT, Cancel Autoset) 

 

Square: (Multi-period, Single-period, Rising Edge, Falling Edge, Cancel Autoset) 

 

Video signal:  

 

DC level, Unknown signal: 

 

Description for some icons: 
Multi-period： To display multiple periods 
Single-period： To display single period 
FFT：         Switch to FFT mode 
Rising Edge：  Display the rising edge of square waveform 
Falling Edge： Display the falling edge of square waveform 
Cancel Autoset：Go back to display the upper menu and waveform information 

Note: The Autoset function requires that the frequency of signal should be no lower 

than 20Hz, and the amplitude should be no less than 5mv. Otherwise, the Autoset 

function may be invalid.  

Run/Stop: Enable or disable sampling on input signals.  

Notice: When there is no sampling at STOP state, the vertical division and 
the horizontal time base of the waveform still can be adjusted within a 
certain range, in other words, the signal can be expanded in the horizontal or 
vertical direction.  
When the horizontal time base is ≤50ms, the horizontal time base can be 
expanded for 4 divisions downwards.  

Single: Push this button you can set the trigger mode as single directly, so when 
trigger occurs, acquire one waveform then stop. 

4. Руководство для опытного пользователя

Пять типов: синусоида, прямоугольный, видео, уровень DC, неизвестный.

Меню:

Синусоида: несколько периодов, один период, БПФ, отмена Autoset.

Прямоугольный: несколько периодов, один период, нарастающий/спадающий фронт, отмена
Autoset.

Видеосигнал:

Постоянный уровень, неизвестный сигнал:

Описание некоторых значков:
Multi-period: несколько периодов.
Single-period: один период.
FFT: переход к БПФ.
Rising Edge: нарастающий фронт прямоугольного сигнала.
Falling Edge: спадающий фронт прямоугольного сигнала.
Cancel Autoset: возврат к предыдущему меню и сведениям об осциллограмме.

Примечание: Autoset требует частоту сигнала не ниже

20 Гц и амплитуду не менее 5 мВ; иначе функция

может не работать.

Run/Stop: включение/отключение выборки входных сигналов.

Примечание: при STOP сбор не идёт, но вертикальный масштаб и
развёртку можно менять в определённых пределах, то есть растягивать
сигнал по вертикали и горизонтали. При развёртке ≤50 мс её можно
расширить вниз на 4 деления.

Single: немедленная установка одиночного запуска. При запуске захватывается
одна осциллограмма, после чего сбор останавливается.
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Copy: You can save the waveform by just pushing the Copy panel button in any 
user interface. The source wave and the storage location are according to 
the settings of the Save function menu when the Type is Wave. For more 
details, please see "Save Function Menu" on P63. 

How to Print the Screen Image  
To print an image of what appears on the oscilloscope screen, do as the follows: 

(1) Connect the printer to the USB Device port on the rear panel of the oscilloscope.  
Note: The USB Device port supports PictBridge compatible printers.  

(2) Push the Utility button, select Function in the bottom menu, select Output in the 
left menu.  

(3) In the bottom menu, select Device as PICT. (When PC is selected, you can get 
an image by Oscilloscope software.) 

(4) In the bottom menu, select Print Setup. In the right menu, set up print parameters. 
The On selection of Ink Saver will print out a copy with a white background.  

(5) Once you have connected a printer to your oscilloscope and set up print 
parameters, you can print current screen images with a single push of the Print 
button on the front panel.  

 

4. Руководство для опытного пользователя

Copy: сохранение осциллограммы одним нажатием из любого окна интерфейса.
Источник и место хранения соответствуют настройкам Save при Type = Wave.
Подробнее см. «Меню Save», стр. 63.

Печать изображения экрана
Для печати изображения экрана осциллографа:

(1) Подключите принтер к USB Device на задней панели. Примечание: порт USB
Device поддерживает принтеры PictBridge.

(2) Нажмите Utility; выберите Function внизу и Output слева.

(3) Внизу задайте Device = PICT. При PC изображение получают через программу
осциллографа.

(4) Выберите Print Setup внизу; справа задайте параметры печати. Ink Saver = On
печатает на белом фоне.

(5) После подключения принтера и настройки печатайте текущий экран одним
нажатием Print на передней панели.
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5. Use the Arbitrary Function Generator (Optional) 
The oscilloscope contains an integrated arbitrary function generator (25 MHz, 
dual-channel or single-channel is optional). The function generator provides 4 basic 
waveforms (sine, square, ramp, and pulse) and 46 built-in arbitrary waveforms (Noise, 
Exponential rise, Exponential fall, Sin(x)/x, Staircase, etc.). You can create a 
user-definable waveform and save it to internal storage or USB device.  

Output Connection 

Push the Utility button, select Function in the bottom menu, select Output in the left 
menu. In the bottom menu, select Output, in the right menu, select AG Output.  

Single-channel: 
Connect the BNC cable to the port marked Out in the back of the oscilloscope.  

Dual-channel: 
Connect the BNC cable to the port marked Out 1or Out 2 in the back of the oscilloscope.  
Out 1 is the output of CH1, Out 2 is the output of CH2, also can be used as the port of 
trigger signal output & Pass/Fail output.  

 
Figure 5-1 Generator Output Ports (Dual-channel) 

To see the output of the generator, connect the other end of the BNC cable to one of the 
input channels on the front of the oscilloscope. 

To Set Channels 

Single-channel: 

Push to turn on/off the channel output. The indicator will be lighted when the 

corresponding channel is tuned on.  

Dual-channel: 

 To Switch Channels in Menu Settings 

Push button to switch between CH1 menu, CH2 menu, and Channel Copy menu. 

5. Генератор произвольных сигналов (опция)

5. Генератор произвольных сигналов (опция)
Осциллограф может содержать одно- или двухканальный генератор произвольных
сигналов 25 МГц (опция). Он формирует 4 основных сигнала: синусоидальный,
прямоугольный, пилообразный и импульсный, а также 46 встроенных произвольных
форм: шум, экспоненциальный рост/спад, sin(x)/x, ступенчатый и другие. Можно
создать собственную форму и сохранить во внутреннюю память или на USB.

Подключение выхода

Нажмите Utility, выберите Function в нижнем меню, Output в левом. Выберите Output
в нижнем меню, затем AG Output в правом.

Один канал: подключите BNC-кабель к разъёму Out на задней панели.

Два канала: подключите BNC-кабель к Out 1 или Out 2 на задней панели. Out 1 -
выход CH1, Out 2 - выход CH2; последний также служит выходом сигнала запуска и
контроля годен/негоден.

Рис. 5-1. Выходы двухканального генератора

Для просмотра сигнала генератора подключите другой конец BNC-кабеля к одному
из входных каналов передней панели.

Настройка каналов

Один канал:

Нажмите  для включения/выключения выхода канала. Индикатор горит, когда

соответствующий канал включён.

Два канала:

• Переключение каналов в меню настроек

Кнопка  переключает меню CH1, CH2 и Channel Copy.
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 To Turn On/Off Output of Channels 

Push or to turn on/off output of the corresponding channel. The indicator 

will be lighted when the corresponding channel is tuned on.  

 Channel Copy menu 

Push button to switch to Channel Copy menu. 

 

Copy Channel 
Select CH2 To CH1 in the bottom menu to copy parameters of CH2 to CH1. 
Select CH1 To CH2 in the bottom menu to copy parameters of CH1 to CH2. 

Frequency Lock 
Select Freq Lock in the bottom menu as On, the frequency of the two channels can be 
adjusted synchronously. 

Amplitude Lock 
Select Ampl Lock in the bottom menu as On, the amplitude of the two channels can be 
adjusted synchronously. 

Align Phase 
Select Align Phase in the bottom menu to align the initial phase of two channel signals. 

To Set Signals 

(1) Push (single-channel) or (dual-channel) button to show the bottom 

menu of generator.  
(2) Select the desired waveform in the bottom menu, the corresponding menu is displayed 

on the right.  
(3) The parameters can be set in the right menu. 

To Output Sine Signals 
The parameters of Sine waveform in the right menu are: Frequency/Period, Start Phase, 
Amplitude/High Level, Offset/Low Level.  

To Set the Frequency 
Select Frequency in the right menu (if Frequency is not displayed, select Period and 
push it again to switch to Frequency). Set the parameter in the right menu, see below. 

Three methods to change the chosen parameter:  

5. Генератор произвольных сигналов (опция)

• Включение и выключение выходов каналов

Нажмите  или  для включения/выключения соответствующего
выхода. Индикатор горит, когда этот канал включён.

• Меню копирования каналов

Кнопка  открывает меню Channel Copy.

Копирование канала
В нижнем меню выберите CH2 To CH1 для копирования параметров CH2 в CH1,
либо CH1 To CH2 для копирования CH1 в CH2.

Связь частот
Задайте Freq Lock = On в нижнем меню для синхронной регулировки частот двух
каналов.

Связь амплитуд
Задайте Ampl Lock = On в нижнем меню для синхронной регулировки амплитуд двух
каналов.

Выравнивание фаз
Выберите Align Phase в нижнем меню, чтобы совместить начальные фазы сигналов
двух каналов.

Настройка сигналов

(1) Нажмите  (одноканальный) или  (двухканальный) для вызова
нижнего меню генератора.
(2) Выберите нужную форму в нижнем меню; справа появится её меню.
(3) Задайте параметры в правом меню.

Синусоидальные сигналы
Параметры синуса в правом меню: частота/период, начальная фаза,
амплитуда/верхний уровень, смещение/нижний уровень.

Частота
Выберите Frequency в правом меню. Если виден Period, нажмите его повторно для
переключения на Frequency. Задайте значение в правом меню, как описано ниже.

Три способа изменить выбранный параметр:
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 Turn the M knob to change the value of cursor position. Press / direction 

key to move the cursor.  

 Use the input keyboard: Push the M knob, an input keyboard will pop up. Turn the 
M knob to move between the keys. Push the M knob to input the chosen key.  

Units

Clear OK

 
 Use the touchscreen (Touchscreen is optional): 

Click to increase the 
value of cursor position

Move the cursor

Click to decrease the 
value of cursor position  

To Set the Period 
Select Period in the right menu (if Period is not displayed, select Frequency and select it 
again to switch to Period). Set the parameter in the right menu. 

To Set the Start Phase 
Select StartPhase in the right menu. Set the parameter in the right menu. 

To Set the Amplitude  
Select Amplitude in the right menu (if Amplitude is not displayed, select High Level and 
select it again to switch to Amplitude). Set the parameter in the right menu. 

5. Генератор произвольных сигналов (опция)

● Ручкой M измените разряд под курсором; /  перемещают курсор.

• Клавиатура ввода: нажмите M, чтобы открыть клавиатуру. Вращайте
M для выбора клавиши, нажмите M для её ввода.

Единицы

Очистить OK

• Сенсорный экран (опция):

Увеличить положение курсора

Перемещение
курсора

Уменьшить положение курсора

Период
Выберите Period в правом меню. Если видна Frequency, нажмите её повторно для
переключения на Period. Задайте значение в правом меню.

Начальная фаза
Выберите StartPhase и задайте значение в правом меню.

Амплитуда
Выберите Amplitude в правом меню. Если виден High Level, нажмите его повторно
для переключения на Amplitude. Задайте значение в правом меню.
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To Set the Offset  
Select Offset in the right menu (if Offset is not displayed, select Low Level and select it 
again to switch to Offset). Set the parameter in the right menu. 

To Set the High Level  
Select High Level in the right menu (if High Level is not displayed, select Amplitude 
and select it again to switch to High Level). Set the parameter in the right menu. 

To Set the Low Level  
Select Low Level in the right menu (if Low Level is not displayed, select Offset and 
select it again to switch to Low Level). Set the parameter in the right menu. 

To Output Square Signals  
The parameters of Square waveform are: Frequency/Period, Start Phase, Amplitude/High 
Level, Offset/Low Level.  

To set the Frequency/Period, Start Phase, Amplitude/High Level, Offset/Low Level, please 
refer to To Output Sine Signals on page 96.  

To Output Ramp Signals  
The parameters of Ramp waveform are: Frequency/Period, Start Phase, Amplitude/High 
Level, Offset/Low Level, Symmetry.  

To set the Frequency/Period, Start Phase, Amplitude/High Level, Offset/Low Level, please 
refer to To Output Sine Signals on page 96.  

To Set the Symmetry of Ramp  

Select Symmetry in the right menu of Ramp. Set the parameter in the right menu. 

To Output Pulse Signals  
The parameters of Pulse waveform are: Frequency/Period, Start Phase, Amplitude/High 
Level, Offset/Low Level, Width/Duty Cycle.  

To set the Frequency/Period, Start Phase, Amplitude/High Level, Offset/Low Level, please 
refer to To Output Sine Signals on page 96.  

To Set the Pulse Width of Pulse 

Select Width in the right menu (if Width is not displayed, select Duty Cycle and select it 
again to switch to Width). Set the parameter in the right menu. 

To Set the Duty Cycle of Pulse 

Select Duty Cycle in the right menu (if Duty Cycle is not displayed, select Width and 
select it again to switch to Duty Cycle). Set the parameter in the right menu. 

To Output Arbitrary Signals  
The menu items of Arbitrary waveform are: Frequency/Period, Start Phase, 
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Смещение
Выберите Offset в правом меню. Если виден Low Level, нажмите его повторно для
переключения на Offset. Задайте значение в правом меню.

Верхний уровень
Выберите High Level в правом меню. Если видна Amplitude, нажмите её повторно
для переключения на High Level. Задайте значение в правом меню.

Нижний уровень
Выберите Low Level в правом меню. Если виден Offset, нажмите его повторно для
переключения на Low Level. Задайте значение в правом меню.

Прямоугольные сигналы
Параметры меандра: частота/период, начальная фаза, амплитуда/верхний уровень,
смещение/нижний уровень.

Настройку частоты/периода, начальной фазы, амплитуды/верхнего уровня и
смещения/нижнего уровня см. на с. 96, «Синусоидальные сигналы».

Пилообразные сигналы
Параметры пилы: частота/период, начальная фаза, амплитуда/верхний уровень,
смещение/нижний уровень, симметрия.

Настройку частоты/периода, начальной фазы, амплитуды/верхнего уровня и
смещения/нижнего уровня см. на с. 96, «Синусоидальные сигналы».

Симметрия пилы

Выберите Symmetry в правом меню пилы и задайте значение.

Импульсные сигналы
Параметры импульса: частота/период, начальная фаза, амплитуда/верхний уровень,
смещение/нижний уровень, длительность/заполнение.

Настройку частоты/периода, начальной фазы, амплитуды/верхнего уровня и
смещения/нижнего уровня см. на с. 96, «Синусоидальные сигналы».

Длительность импульса

Выберите Width в правом меню. Если виден Duty Cycle, нажмите его повторно для
переключения на Width. Задайте значение в правом меню.

Коэффициент заполнения

Выберите Duty Cycle в правом меню. Если виден Width, нажмите его повторно для
переключения на Duty Cycle. Задайте значение в правом меню.

Произвольные сигналы
Пункты меню произвольной формы: частота/период, начальная фаза,
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Amplitude/High Level, Offset/Low Level, New, File Browse, Built-in. You can operate 
the menu by using the menu selection buttons on the right.  
To set the Frequency/Period, Start Phase, Amplitude/High Level, Offset/Low Level, please 
refer to To Output Sine Signals on page 96.  
The Arbitrary signal consists of two types: the user-definable waveform and the system 
built-in waveform.  

Create a New Waveform  

(1) Enter the operation menu: Push (single-channel) or (dual-channel) 

button. Select Arb in the bottom menu, select Others in the right menu, and select 
New.  

(2) Set the number of waveform points: Select Points in the right menu, turn the M 
knob to change the value, or use the input keyboard (push the M knob to show it) to 
input the value and choose the unit. X1, X1000, Xle6, Xle9 in the keyboard 
respectively represent 1, 1000, 1000000, 1000000000. The waveform points range is 
2 - 8192.  

(3) Set the interpolation: Select Intrpl in the right menu, choose between On/Off. If 
you choose On, the points will be connected with beelines; otherwise, the voltages 
between two consecutive points will not change, and the waveform looks like a 
step-up one.  

(4) Edit the waveform points: Select Edit Points in the right menu.  
 Select Point, input the number of the point to be edited.  
 Select Voltage, input the voltage for the current point.  
 Repeat the step above, set all the points to your needs.  

 Select Save, enter the file system.  

If you want to save the waveform to internal memory, select Memory in the right 
menu as Internal. Turn the M knob to select a file from USER0 through USER31. 
Select Save in the right menu. 

File size

Last modification time

Waveform graph

 

If a USB device is connected, and you want to save the waveform to it, select 
Memory in the right menu as USB. The instrument lists a directory of the folders and 
files on the USB memory device. Select a folder or file using the M knob to scroll up 

5. Генератор произвольных сигналов (опция)

амплитуда/верхний уровень, смещение/нижний уровень, New, File Browse, Built-in.
Для управления служат правые кнопки выбора меню.

Настройку частоты/периода, начальной фазы, амплитуды/верхнего уровня и
смещения/нижнего уровня см. на с. 96, «Синусоидальные сигналы».

Произвольные сигналы бывают двух типов: пользовательские и встроенные.

Создание новой осциллограммы

(1) Откройте меню: нажмите  (одноканальный) или  (двухканальный)
генератора. Выберите Arb внизу, Others справа, затем New.
(2) Число точек: выберите Points справа; измените ручкой M либо введите с
клавиатуры (вызов нажатием M) и выберите множитель. X1, X1000, X1e6 и X1e9
означают 1, 1000, 1000000 и 1000000000. Число точек: 2–8192.

(3) Интерполяция: выберите Intrpl в правом меню, затем On/Off. При On точки
соединяются прямыми. При Off напряжение между соседними точками постоянно,
форма ступенчатая.

(4) Редактирование точек: выберите Edit Points справа.
• Выберите Point и введите номер редактируемой точки.
• Выберите Voltage и введите напряжение текущей точки.
• Повторите эти шаги для всех нужных точек.

• Выберите Save для входа в файловую систему.

Для внутренней памяти задайте Memory = Internal в правом меню. Ручкой M
выберите файл USER0 - USER31, затем Save справа.

Размер файла

Последнее
изменение

График сигнала

Для сохранения на подключённый USB-накопитель задайте Memory = USB
справа. Прибор покажет папки и файлы накопителя. Выберите папку или файл
ручкой M, прокручивая
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and down the list. To enter the current folder, select Change Dir in the right menu, 
select it again to return to the upper directory.  

 
Enter the desired storage path, select Save in the right menu, an input keyboard pops 
up, input the file name, choose in the keyboard to confirm. The waveform is saved 
as BIN file in the folder. 
Note: The input length can have up to 35 characters.  

Confirm

Clear 

Switch the case
Switch to 
symbol 

keyboard

 

File Browse 
To read a waveform stored in internal storage or USB device: 

(1) Push (single-channel) or (dual-channel) button. Select Arb in the 

bottom menu, select Others in the right menu, and select File Browse.  
(2) Select the desired waveform file in internal storage (FLASH) or USB device 

(USBDEVICE).  
(3) Select Read in the right menu.  

Built-in Waveform 
There are 46 built-in Arbitrary waveforms.  

Steps for selecting the built-in waveform:  

(1) Push (single-channel) or (dual-channel) button to show the bottom 

menu of generator.  
(2) Select Arb in the bottom menu, select Others in the right menu, and select Built-in.  
(3) Select Common, Math, Window or Others in the right menu. E.g. select Others to 

enter the following interface.  

5. Генератор произвольных сигналов (опция)

список вверх/вниз. Change Dir в правом меню открывает текущую папку;
повторное нажатие возвращает в родительскую.

Откройте нужную папку; выберите Save справа. На клавиатуре введите имя и
подтвердите клавишей . Осциллограмма сохранится в этой папке как BIN.

Примечание: имя может содержать до 35 символов.

Подтвердить

Очистить

Обзор файлов
Чтение формы из внутренней памяти или USB-накопителя:

(1) Нажмите  (одноканальный) или  (двухканальный). Выберите Arb в
меню, Others справа, затем File Browse.
(2) Выберите файл формы во внутренней памяти (FLASH) или на USB-накопителе
(USBDEVICE).
(3) Выберите Read в правом меню.

Встроенные осциллограммы
Доступны 46 встроенных произвольных форм.

Выбор встроенной формы:

(1) Нажмите  (одноканальный) или  (двухканальный) для вызова
нижнего меню генератора.
(2) Выберите Arb в нижнем меню, Others справа, затем Built-in.
(3) Выберите Common, Math, Window или Others справа. Например, Others открывает
следующий интерфейс.

Регистр
буквСимвольная

клавиатура
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(4) Turn the M knob to select the desired waveform (or touch if the LCD is touchscreen). 
E.g. select Noise. Select Select to output the noise waveform.  

Note: For single-channel, you can push  on the front panel to output DC.  

Built-in Waveform Table 

Name Explanation 
Common 
StairD Stair-down waveform  

StairU Stair-up waveform  

StairUD Stair-up and stair-down waveform  

Trapezia Trapezoid waveform  

RoundHalf RoundHalf wave  

AbsSine Absolute value of a Sine  

AbsSineHalf Absolute value of half a Sine  

SineTra Sine transverse cut 

SineVer Sine vertical cut 

NegRamp Negative ramp  

AttALT Gain oscillation curve  

AmpALT Attenuation oscillation curve  

CPulse Coded pulse 

PPulse Positive pulse  

NPulse Negative pulse  

Maths 
ExpRise Exponential rise function  

ExpFall Exponential fall function  

Sinc Sinc function  

Tan Tangent  

Cot Cotangent  

Sqrt Square root  

XX Square function  

HaverSine HaverSine function 

Lorentz Lorentz function  
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Название Описание

Ступенчатое убывание

Ступенчатое нарастание

Ступенчатое нарастание и убывание

Трапеция

Полуокружность

Модуль синуса

Модуль полуволны синуса

Поперечный срез синуса

Вертикальный срез синуса

Отрицательная пила

Нарастающие колебания

Затухающие колебания

Кодированный импульс

Положительный импульс

Отрицательный импульс

Экспоненциальное нарастание

Экспоненциальный спад

Функция sinc

Тангенс

Котангенс

Квадратный корень

Квадрат

Гаверсинус

Функция Лоренца

5. Генератор произвольных сигналов (опция)

(4) Ручкой M выберите форму (либо касанием сенсорного экрана). Например,
выберите Noise. Нажмите Select, чтобы вывести шум.

Примечание: кнопка  одноканального генератора выводит DC.

Таблица встроенных сигналов

Математические
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ln Natural logarithm function  

Cubic Cubic function  

Cauchy Cauchy distribution 

Besselj BesselI function  

Bessely BesselII function  

Erf Error function  

Airy Airy function  

Windows 
Rectangle Rectangle window  

Gauss Gauss distribution  

Hamming Hamming window  

Hann Hanning window  

Bartlett Bartlett window  

Blackman Blackman window  

Laylight Laylight window 

Triang Triangle window (Fejer window)  

Others 
DC DC signal 

Heart Heart signal 

Round Round signal 

LFMPulse Linear FM pulse  

Rhombus Rhombus signal 

Cardiac Cardiac signal  

Noise Noise signal 

Frequency Response Analysis 

The Frequency Response Analysis (FRA) feature controls the built-in waveform generator 
to sweep a sine wave across a range of frequencies while measuring the input to and 
output from a device under test. At each frequency, gain and phase are measured and 
plotted on a frequency response Bode chart. When the frequency response analysis 
completes, you can move a marker across the chart to see the measured gain and phase 
values at each frequency point. You can also adjust the chart's scale and offset settings for 
the gain and phase plots. 
 
Note: If the signal is disturbed seriously, it is recommended to select Average in Acquire 
Mode before running the analysis, the averages can only be set as 4 or 16, and then run the 
analysis.  
 
Push the Utility button, select Function in the bottom menu, select FRA in the left menu.  
The description of FRA Menu is shown as the follows: 

Function 
Menu  Setting Description 

5.Use the Arbitrary Function Generator (Optional) 
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ЛЧМ-импульс

Ромб

Сердечный сигнал

Шум

Меню Настр. Описание

5. Генератор произвольных сигналов (опция)

Окно

Другие

Анализ частотной характеристики

Функция FRA управляет встроенным генератором: частота синусоиды изменяется в
заданном диапазоне, одновременно измеряются вход и выход исследуемого
устройства. На каждой частоте измеряются усиление и фаза; результаты строятся как
диаграмма Боде. После анализа маркер позволяет просмотреть усиление и фазу в
каждой точке. Масштаб и смещение графиков усиления и фазы регулируются.
Примечание: при сильных помехах перед анализом выберите Acquire Mode =
Average; допустимо только 4 или 16 усреднений. Затем запустите анализ.
Нажмите Utility, выберите Function в нижнем меню и FRA в левом.

Описание меню FRA:
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FRA 

FRA 
Check to enable FRA function and show FRA scale 
line and chart. 

Transparent 

When unchecked, FRA information is shown on the 
FRA window.  
When checked, FRA information is shown on the 
waveform display area.  

Marker 
Turn Multipurpose knob to move the marker, view 
measured gain and phase values.  

Sweep Step 
Fine 

When unchecked, the sweep step is 0.1dB. 
When checked, the sweep step is 0.01dB. 

Setup 

Input V 
CH1 

Input V is input from CH1.  
Output V is input from CH2. 
(Note: The menus are not for selecting menu items, only 
for showing information.) 

Output V 
CH2 

Min Freq 
Fine 

Turn Multipurpose knob to set frequency sweep min 
value. Check to enable fine-tuning.  

Max Freq 
Fine 

Turn Multipurpose knob to set frequency sweep max 
value. Check to enable fine-tuning. 

Amplitude 
Fine 

Turn Multipurpose knob to set waveform generator 
amplitude. Check to enable fine-tuning. 
Note: The amplitude range is 2 mVpp to 6 Vpp. 

Chart 

Gain Scale Adjust scale of gain plot, range from 5dB to 500dB.  

Gain Offset 
Adjust offset of gain plot, range from -250dB to 
250dB. 

Phase Scale Adjust scale of phase plot, range from 5° to 180°. 
Phase Offset Adjust offset of phase plot, range from -180° to 180°.  

Autoscale Autoscale gain and phase plots.  

Analysis 
Run/stop the analysis. 
F: Frequency; G: Gain; P: Phase. 

To run the frequency response analysis, do the following:  
1. The waveform generator output is connected to a device under test. The input to the 

device is probed by CH1of the oscilloscope. The output from the device is probed by 
CH2of the oscilloscope. 

2. Push the Utility button, select Function in the bottom menu, select FRA in the left 
menu 

3. In the bottom menu, select FRA. In the right menu, check FRA, and set other 
menu items.  

4. In the bottom menu, select Setup or Chart. In the right menu, set the menu items.  
5. In the bottom menu, check Analysis to run the analysis.  
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 FRA

Настройка

График

 Анализ

 FRA

 Прозрачно

Маркер

Шаг  Точно

Вход V CH1

Выход V
CH2

Мин. частота
 Точно

 Макс. част.
Точно

Амплитуда 
Точно

Масштаб G
Смещение
усиления

Масштаб фазы
Смещение фазы

Пуск/стоп анализа. F - частота, G - усиление, P - фаза.

Включить FRA, её шкалу и график.

Без флажка информация FRA видна в отдельном
окне; с флажком - в области осциллограммы.

Ручкой M перемещайте маркер для просмотра
усиления и фазы.

Без флажка шаг 0.1 дБ; с флажком - 0.01 дБ.

Входное напряжение - CH1, выходное - CH2. Пункты
только информационные, не для выбора.

Ручкой M задайте минимальную частоту. Флажок
включает точную настройку.
Ручкой M задайте конечную частоту. Флажок -
точная настройка.

Многофункциональной ручкой задайте амплитуду
генератора. Флажок включает точную настройку.
Примечание: диапазон амплитуды 2 мВп-п - 6 Вп-п.

Масштаб усиления: 5-500 дБ.

Смещение усиления: -250 - 250 дБ.

Масштаб фазы: 5° - 180°.
Смещение фазы: -180° - 180°.
Автомасштаб усиления и фазы.

5. Генератор произвольных сигналов (опция)

Порядок анализа частотной характеристики:
1. Подключите выход генератора к исследуемому устройству. CH1 осциллографа
подключите к входу устройства, CH2 - к выходу.

2. Нажмите Utility, выберите Function в нижнем меню, FRA в левом.

3. Выберите  FRA в нижнем меню. Справа установите  FRA и задайте остальные
параметры.

4. Выберите Setup или Chart в нижнем меню. Задайте параметры справа.
5. Установите  Analysis в нижнем меню для запуска анализа.
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6. Use the Multimeter (Optional) 

Input Terminals 

The input terminals are on the back of the oscilloscope, which marked as 10A, mA, COM, 
V/Ω/C. 

 
Figure 6-1 Multimeter Input Terminals 

DMM Menu  

Push DMM button on the front panel to enter/exit the multimeter function. The button 
backlight will be lighted when the multimeter function is enabled.  

 
Figure 6-2 Multimeter Button 

The bottom menu of multimeter is as below: 

Menu Setting Description 

Current 
ACA 
DCA  

Measuring AC current 
Measuring DC current 

Voltage 
ACV 
DCV  

Measuring AC voltage 
Measuring DC voltage 

R 
 
 

C 

Measuring resistance 
Testing diode 
Testing for continuity 
Measuring capacitance 
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6. Мультиметр (опция)

6. Мультиметр (опция)

Входные гнёзда

Гнёзда находятся на задней панели и обозначены 10A, mA, COM, V/Ω/C.

Рис. 6-1. Входы мультиметра

Меню мультиметра

Нажмите DMM на передней панели для входа/выхода из режима мультиметра. При
включённой функции подсветка кнопки горит.

Рис. 6-2. Кнопка мультиметра

Нижнее меню мультиметра:
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Hold ON  OFF Freeze the display during measurement. 
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Relative 
When making relative measurements, reading is the 
difference between a stored reference value and the 
input signal. 

Show Info 
ON  OFF 

Show/Hide the information window 

Auto Range Select auto range mode 
Switch Range Select manual range mode, press to switch range 

Current 
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(Only for current 
measurement) 
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DMM Information Window 
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R ------ Resistance measurement  

 ------ Diode measurement 

 ------ Continuity test  

C ------ Capacitance measurement 

3. Range. 
4. Measurement display ("OL" is short for overload, indicates the reading exceeds the 

display range) 

Удержание ON / OFF

Относительно

Информация
ON / OFF

Автодиапазон

Ток
mA / 10A

(только ток)

Удержание показаний при измерении.

Относительное показание - разность входного
сигнала и сохранённого опорного значения.

Показать/скрыть информационное окно.

Автоматический диапазон.
Ручной диапазон; нажатие переключает его.

Выбор диапазона тока.

6. Мультиметр (опция)

Информационное окно мультиметра

Информационное окно находится вверху справа на экране.

Рис. 6-3. Информационное окно мультиметра

Описание

1. MANUAL - ручной выбор диапазона; AUTO - автоматический.

2. Обозначения режима измерения:

A ------ Ток

V ------ Напряжение

R ------ Сопротивление

------ Проверка диодов

------ Проверка целостности цепи

C ------ Ёмкость

3. Диапазон.
4. Результат измерения. OL (overload) означает превышение диапазона индикации.
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5. Data hold mode is enabled.  
6. Multimeter recorder (See "Multimeter Recorder" on page 108). 
7. The reference value of the relative measurement. 
8. Range of measuring current: mA or 10A. 
9. AC or DC when measuring current or voltage. 

Making Multimeter Measurements 

Measuring AC or DC Current  
To measure a AC or DC current which is less than 400 mA, do the following: 

(1) Push DMM button on the front panel. Select Current in the bottom menu, select it 
again to switch between ACA (AC current ) or DCA (DC current).  

(2) Select Configure in the bottom menu, select Current as mA in the right menu. 
(3) Connect the black test lead to the COM terminal on the back of the oscilloscope. 

Connect the red test lead to the mA terminal.  
(4) Turn off the power of the measured circuit. Discharge all high- voltage capacitors. 
(5) Disconnect the circuit path to be tested. Connect the black test lead to one side of the 

circuit (with a lower voltage); connect the red test lead to the other side (with a higher 
voltage). Reversing the leads will produce a negative reading, but will not damage the 
multimeter.  

(6) Turn on the power of the measured circuit, and read the display.  
(7) Turn off the power of the measured circuit and discharge all high-voltage capacitors. 

Remove the test leads and restore the circuit to the original condition. 

To measure a AC or DC current which is 400 mA to 10 A, do the following: 

(1) Push DMM button on the front panel. Select Current in the bottom menu, select it 
again to switch between ACA (AC current ) or DCA (DC current).  

(2) Select Configure in the bottom menu, select Current as 10A in the right menu. 
(3) Connect the black test lead to the COM terminal on the back of the oscilloscope. 

Connect the red test lead to the 10A terminal.  
(4) Turn off the power of the measured circuit. Discharge all high- voltage capacitors. 
(5) Disconnect the circuit path to be tested. Connect the black test lead to one side of the 

circuit (with a lower voltage); connect the red test lead to the other side (with a higher 
voltage). Reversing the leads will produce a negative reading, but will not damage the 
multimeter.  

(6) Turn on the power of the measured circuit, and read the display.  
(7) Turn off the power of the measured circuit and discharge all high-voltage capacitors. 

Remove the test leads and restore the circuit to the original condition. 

Measuring AC or DC Voltage  
(1) Push DMM button on the front panel. Select Current in the bottom menu, select it 

again to switch between ACA (AC current ) or DCA (DC current).  
(2) Connect the black test lead to the COM terminal on the back of the oscilloscope and 

6. Мультиметр (опция)

5. Включено удержание показаний.
6. Регистратор мультиметра (см. с. 108).
7. Опорное значение относительного измерения.
8. Диапазон тока: мА или 10 А.
9. AC или DC при измерении тока/напряжения.

Измерения мультиметром

Переменный и постоянный ток
Для переменного/постоянного тока менее 400 мА:

(1) Нажмите DMM на передней панели. Выберите Current внизу; повторное нажатие
переключает ACA (переменный ток) и DCA (постоянный).
(2) Выберите Configure внизу, справа задайте Current = mA.
(3) Чёрный провод подключите к COM сзади, красный - к mA.
(4) Отключите питание измеряемой цепи. Разрядите все высоковольтные
конденсаторы.
(5) Разомкните измеряемый участок. Чёрный провод подключите к стороне с
меньшим напряжением, красный - с большим. Обратная полярность даст
отрицательный отсчёт, но не повредит мультиметр.
(6) Включите питание цепи и считайте результат.
(7) Отключите питание, разрядите высоковольтные конденсаторы. Отсоедините
провода и восстановите цепь.

Для переменного/постоянного тока от 400 мА до 10 А:

(1) Нажмите DMM на передней панели. Выберите Current внизу; повторное нажатие
переключает ACA (переменный ток) и DCA (постоянный).
(2) Выберите Configure внизу, справа задайте Current = 10A.
(3) Чёрный провод подключите к COM сзади, красный - к 10A.
(4) Отключите питание измеряемой цепи. Разрядите все высоковольтные
конденсаторы.
(5) Разомкните измеряемый участок. Чёрный провод подключите к стороне с
меньшим напряжением, красный - с большим. Обратная полярность даст
отрицательный отсчёт, но не повредит мультиметр.
(6) Включите питание цепи и считайте результат.
(7) Отключите питание, разрядите высоковольтные конденсаторы. Отсоедините
провода и восстановите цепь.

Переменное и постоянное напряжение
(1) Нажмите DMM на панели; выберите Current внизу. Повторный выбор
переключает ACA (переменный ток) и DCA (постоянный ток).
(2) Подключите чёрный щуп к COM на задней панели,
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the red test lead to the V/Ω/C terminal.  
(3) Probe the test points and read the display. 

Measuring Resistance  

(1) Push DMM button on the front panel. Select  in the bottom menu, select R.  

(2) Connect the black test lead to the COM terminal on the back of the oscilloscope and 
the red test lead to the V/Ω/C terminal.  

(3) Probe the test points and read the display. 

Testing Diodes  

(1) Push DMM button on the front panel. Select  in the bottom menu, select it until 

switching to .  
(2) Connect the black test lead to the COM terminal on the back of the oscilloscope and 

the red test lead to the V/Ω/C terminal.  
(3) Connect the red test lead to the positive terminal (anode) of the diode and the black 

test lead to the negative terminal (cathode). The cathode of a diode is indicated with a 
band. Read the diode forward bias. 

Testing for Continuity  
(1) Push DMM button on the front panel. Select  in the bottom menu, select it until 
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Measuring Capacitance 

(1) Push DMM button on the front panel. Select  in the bottom menu, select it until 

switching to C.  
(2) Insert the supplied capacitance measurer to the COM terminal and the V/Ω/C 

terminal on the back of the oscilloscope.  
(3) Insert the capacitance to the capacitance measurer, then screen shows the capacitance 

reading. 
Note: when measuring the capacitance which is less than 5 nF, please use relative value 
measuring mode to improve measuring precision.   
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6. Мультиметр (опция)

красный - к V/Ω/C.
(3) Коснитесь контрольных точек и считайте результат.

Сопротивление

(1) Нажмите DMM; в нижнем меню выберите , затем R.

(2) Чёрный провод подключите к COM сзади, красный - к V/Ω/C.
(3) Коснитесь щупами точек измерения и считайте результат.

Проверка диодов

(1) Нажмите DMM; внизу повторно выбирайте  до

перехода к значку диода .
(2) Чёрный щуп подключите к COM на задней панели, красный - к V/Ω/C.
(3) Красный щуп соедините с анодом диода, чёрный - с катодом (обозначен полосой).
Считайте прямое падение напряжения.

Проверка целостности цепи
(1) Нажмите DMM; внизу повторно выбирайте  до перехода к значку прозвонки

.
(2) Чёрный щуп подключите к COM на задней панели, красный - к V/Ω/C.
(3) Коснитесь контрольных точек цепи. При сопротивлении менее 50 Ом мультиметр
подаёт звуковой сигнал.

Ёмкость

(1) Нажмите DMM; внизу повторно выбирайте  до

переключения на C.
(2) Вставьте комплектный внешний модуль измерения ёмкости в COM и V/Ω/C
сзади.
(3) Вставьте конденсатор в модуль, считайте ёмкость.
Примечание: при ёмкости менее 5 нФ используйте относительный режим для
повышения точности.
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Multimeter Features 

Data Hold Mode  
You can freeze the display for any function. 
(1) Select Hold in the bottom menu as ON. HOLD will be shown on the display.  
(2) Select OFF to exit this mode.  

Making Relative Measurements  
When making relative measurements, reading is the difference between a stored reference 
value and the input signal.  
(1) Select Configure in the bottom menu, select Relative in the right menu to enter the 

relative mode.  
The measurement value at this time is stored as the reference value, and displayed 
behind △.  
In this mode, current reading = input value - reference value. 

(2) Press it again to exit the mode.  

Note: This function is not available when measuring resistance, diodes, and testing for 
continuity.  

Information Display 
Show/hide the information window on the top right of the display. 
(1) Select Configure in the bottom menu, select Show Info in the right menu as ON. The 

information window will be shown on the display.  
(2) Select OFF to hide.  

Auto or Manual Range 
Auto range is set as default. To switch auto or manual range, do the following steps: 
(1) Select Configure in the bottom menu.  
(2) Select Auto Range in the right menu, AUTO will be shown on the display.  
(3) Select Switch Range in the right menu, MANUAL will be shown on the display. 

Press this softkey to switch range. 

Note: When testing diode, testing continuity, and measuring capacitance, manual range is 
disabled.  

Multimeter Recorder  

You can use the multimeter data recorder to record the measurements when measuring 
current/voltage by multimeter (optional).  

Push the Utility button, select Function in the bottom menu, select DAQ in the left menu. 

The description of DAQ Menu is shown as the follows: 

6. Мультиметр (опция)

Функции мультиметра

Удержание показаний
Удержание доступно для любой функции.
(1) Внизу задайте Hold = ON. Появится HOLD.
(2) Для выхода выберите OFF.

Относительные измерения
Показание - разность входного сигнала и сохранённого опорного значения.
(1) Выберите Configure внизу и Relative справа. Текущее измерение сохраняется как
опорное и показывается после Δ. В этом режиме: показание = входное значение -
опорное значение.

(2) Повторное нажатие выключает режим.

Примечание: функция недоступна при измерении сопротивления, проверке диодов
и целостности цепи.

Отображение информации
Показать/скрыть окно справа вверху.
(1) Выберите Configure внизу; справа задайте Show Info = ON для показа окна.
(2) Выберите OFF, чтобы скрыть его.

Автоматический и ручной диапазон
По умолчанию диапазон автоматический. Переключение:
(1) Выберите Configure внизу.
(2) Auto Range справа включает AUTO на дисплее.
(3) Switch Range справа включает MANUAL; нажатия этой экранной кнопки
переключают диапазон.

Примечание: при проверке диодов, целостности цепи и измерении ёмкости ручной
диапазон недоступен.

Регистратор мультиметра

Регистратор записывает результаты измерения тока/напряжения мультиметром
(опция).

Нажмите Utility, выберите Function внизу, DAQ слева.

Описание меню DAQ:
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To record the current/voltage measurements in the multimeter, do the following:  
1. Push DMM button on the front panel to enter the multimeter function. Select Current 

or Voltage in the bottom menu.  
If you want to enter the relative mode, select Configure in the bottom menu, select 
Relative in the right menu. 

2. Push the Utility button, select Function in the bottom menu, select DAQ in the left 
menu. 

3. Select Storage in the bottom menu, select Internal or External in the right menu. If 
you select External, insert the USB memory device into the front-panel USB port on 
your instrument. 

4. Select Set in the bottom menu, select Enable in the right menu as ON. 
5. Select Interval in the right menu, turn the M knob to set it. 
6. Select Duration in the right menu, push it to switch between the time unit, turn the M 

knob to set the corresponding value. 
7. Select STRT in the bottom menu. 
8. When external storage is selected: The instructions will be shown on the screen. The 

record file will be named as "Multimeter_Recorder.csv". If a file with the same name 
already exists in the USB memory device, it will be overwritten. (If you want to keep 
the existing file, back up it to other location in advance.) Select STRT in the bottom 
menu to start recording. 

9. When the record time gets to the defined duration, the recording will be ended. If you 
want to end recording prematurely, select STOP in the bottom menu. 

Day H M S

Record time, use the defined 
interval as its refresh interval

 
10. When internal storage is selected: You can export the internal record file to a USB 

Function Menu Setting Description 

Set 

Interval Set the record interval (0.5s - 10s, step by 0.5s) 

Duration 

"d h m s" represents day, hour, minute, second.  
E.g. "1 02:50:30" represents a day and 2 hours, 50 
minutes and 30 seconds. 
Press Duration to switch between the time unit, turn 
the M knob to set the value. Max duration: 3 days for 
internal storage, 10 days for external storage. 

Enable Turn on or off the recorder. 
STRT 
STOP 

Start or stop recording. 

Storage 
Internal 
External 

Save to internal storage or USB memory device. 

Export 
When internal storage is selected, you can export the internal 
record file to a USB memory device.  
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Меню

Настройка

Экспорт

Настр.
Интервал

Пуск/остановка записи.

Internal
External

Экспорт файла из внутренней памяти на USB.

Описание
Интервал 0.5-10 с, шаг 0.5 с.

«d h m s»: дни, часы, минуты, секунды. «1 02:50:30»
- 1 день 2 ч 50 мин 30 с. Нажатия Duration
выбирают единицу, M задаёт значение. Максимум:
3 дня внутри, 10 дней снаружи.

Включение/выключение регистратора.

Внутренняя память или USB.

6. Мультиметр (опция)

Запись измерений тока/напряжения мультиметром:
1. Нажмите DMM. Выберите Current или Voltage внизу. Для относительного режима
выберите Configure внизу, Relative справа.
2. Нажмите Utility, выберите Function внизу, DAQ слева.
3. Выберите Storage внизу, Internal или External справа. Для External вставьте
USB-накопитель в передний USB-порт.
4. Выберите Set внизу, задайте Enable = ON справа.
5. Выберите Interval справа и задайте его ручкой M.
6. Выберите Duration справа. Нажатиями переключайте единицы времени; ручкой M
задавайте значения.
7. Выберите STRT внизу.
8. При внешней памяти следуйте указаниям экрана. Имя файла -
Multimeter_Recorder.csv. Одноимённый файл на USB будет перезаписан. Если его
нужно сохранить, заранее скопируйте в другое место. Выберите STRT внизу для
начала записи.
9. По достижении заданной длительности запись закончится. Для досрочного
завершения выберите STOP внизу.

дн. ч мин с

Время записи; обновляется
с заданным интервалом.

10. При внутренней памяти файл можно экспортировать на USB-
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memory device. Insert the USB memory device into the front-panel USB port on your 
instrument. Select Export in the bottom menu. The instructions will be shown on the 
screen. The export file will be named as "Multimeter_Recorder.csv". If a file with the 
same name already exists in the USB memory device, it will be overwritten. (If you 
want to keep the existing file, back up it to other location in advance.) Select Export 
in the bottom menu to export. 

How to chart the data 
You can open the CSV file using Microsoft Excel, or your favorite spreadsheet application, 
and create charts based on the data.  
In the following steps, Microsoft Excel 2010 is used as an example.  
1. Open Multimeter_Recorder.csv in Excel. 

Interval

Measurement mode
Reference value of the 
relative measurements

 
2. Select the data that you want to chart (see Figure 6-4). 
3. On the Insert tab, in the Charts group, click Line, and then click Line in 2-D Line 

(see Figure 6-5). 
4. The chart will be displayed (see Figure 6-6). If you want to keep the chart, save the file 

to XLS format. 

 
 
 
 
 
 
 
 
 
 

 
Figure 6-6 

Figure 6-4 

Figure 6-5 

6. Мультиметр (опция)

накопитель. Вставьте накопитель в передний USB-порт. Выберите Export внизу и
следуйте указаниям экрана. Имя файла - Multimeter_Recorder.csv. Одноимённый
файл на USB будет перезаписан. Если его нужно сохранить, заранее скопируйте в
другое место. Выберите Export внизу для экспорта.

Построение графиков
Откройте CSV в Microsoft Excel или другом табличном редакторе и постройте
графики по данным.

Пример для Microsoft Excel 2010:
1. Откройте Multimeter_Recorder.csv в Excel.

Интервал

Режим измерения
Опорное значение
относительных
измерений

2. Выделите данные для графика (рис. 6-4).
3. На вкладке «Вставка» в группе «Диаграммы» выберите «График», затем плоский
график (рисунок 6-5).

4. Появится диаграмма (рис. 6-6). Для её сохранения сохраните файл в формате XLS.

Рис. 6-6 Рис. 6-4

Рис. 6-5
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7. Communication with PC 
The oscilloscope supports communications with a PC through USB, LAN port or Wi-Fi. 
You can use the Oscilloscope communication software to store, analyze, display the data 
and remote control.  
To learn about how to operate the software, you can push F1 in the software to open the 
help document. 
Here is how to connect with PC. First, install the Oscilloscope communication software on 
the supplied CD. Then there are several ways of connection to choose from. 

Using USB Port  

(1) Connection: Use a USB data cable to connect the USB Device port in the right panel 
of the Oscilloscope to the USB port of a PC.  

(2) Install the driver: Run the Oscilloscope communication software on PC, push F1 to 
open the help document. Follow the steps of title "I. Device connection" in the 
document to install the driver.  

(3) Port setting of the software: Run the Oscilloscope software; click 
"Communications" on the menu bar, choose "Ports-Settings", in the setting dialog, 
choose "Connect using" as "USB". After connect successfully, the connection 
information in the bottom right corner of the software will turn green.  

 
Figure 7-1 Connect with PC through USB port  

7. Связь с ПК

7. Связь с ПК
Осциллограф связывается с ПК по USB, LAN или Wi-Fi. Программа связи позволяет
сохранять, анализировать и отображать данные, а также дистанционно управлять
прибором. Нажмите F1 в программе для открытия справки. Сначала установите
программу с комплектного CD. Ниже описаны способы подключения.

Подключение по USB

(1) Подключение: соедините USB Device на правой панели осциллографа с
USB-портом ПК кабелем данных.
(2) Драйвер: запустите программу осциллографа на ПК, нажмите F1. Установите
драйвер по разделу «I. Device connection» справки.
(3) Настройка порта: в программе выберите Communications → Ports-Settings. В
диалоге задайте Connect using = USB. При успешном подключении информация о
связи внизу справа станет зелёной.

Рис. 7-1. Связь с ПК по USB
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Using LAN Port  

Connect directly  
(1) Connection. Plug in the LAN cable to the LAN port in the back of the oscilloscope; 

plug the other end into the LAN interface of the computer.  
(2) Set the network parameters of the computer. Since the oscilloscope can not 

support obtaining an IP address automatically, you should assign a static IP address. 
Here we set the IP address to 192.168.1.71.  

 
Figure 7-2 Set the network parameters of the computer 

(3) Set the network parameters of the OWON Oscilloscope Software. Run the 
software on the computer; choose the "Ports-settings" of the "Communications" menu 
item. Set "Connect using" to LAN. About the IP, the first three bytes is same as the IP 
in the step (2), the last byte should be different. Here, we set it to 192.168.1.72. The 
range of the port value is 0 - 4000, but the port which under 2000 is always used, so it 
is suggested to set it to the value above 2000. Here, we set it to 3000.  

7. Связь с ПК

Подключение по LAN

Прямое подключение
(1) Подключение: соедините LAN-порт сзади осциллографа с LAN-портом
компьютера сетевым кабелем.
(2) Параметры ПК: осциллограф не получает IP-адрес автоматически, поэтому нужен
статический адрес. В примере: 192.168.1.71.

Рис. 7-2. Сетевые параметры компьютера

(3) Параметры программы OWON: запустите её на ПК, выберите Communications →
Ports-settings. Задайте Connect using = LAN. Первые три байта IP должны совпадать с
адресом из шага (2), последний отличаться. Здесь: 192.168.1.72. Диапазон портов
0-4000; ниже 2000 порты обычно заняты, поэтому рекомендуются значения выше
2000. Здесь: 3000.
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Figure 7-3 Set the network parameters of the OWON Oscilloscope Software 

(4) Set the network parameters of the oscilloscope. In the oscilloscope, push the Utility 
button. Select Function in the bottom menu. Select LAN Set in the left menu. In the 
bottom menu, set the Type item as LAN, and select Set. In the right menu, set IP and 
Port to the same value as the "Ports-settings" in the software in step (3). Select Save 
set in the bottom menu, it prompts "Reset to update the config". After resetting the 
oscilloscope, if you can get data normally in the oscilloscope software, the connection 
is successful.  

 
Figure 7-4 Set the network parameters of the oscilloscope 

Connect through a router  
(1) Connection. Use a LAN cable to connect the oscilloscope with a router, the LAN port 

of the oscilloscope is in the right side panel; the computer should be connected to the 
router too.  

(2) Set the network parameters of the computer. Since the oscilloscope can not 
support obtaining an IP address automatically, you should assign a static IP address. 
The Default gateway and Subnet mask should be set according to the router. Here we 

7. Связь с ПК

Рис. 7-3. Сетевые параметры программы OWON

(4) Параметры осциллографа: нажмите Utility, выберите Function внизу, LAN Set
слева. Внизу задайте Type = LAN и выберите Set. Справа задайте IP и Port как в
Ports-settings программы на шаге (3). Выберите Save set внизу. Появится «Reset to
update the config» (перезапустите для обновления настроек). После перезапуска
нормальное получение данных программой подтверждает связь.

Рис. 7-4. Сетевые параметры осциллографа

Подключение через маршрутизатор
(1) Подключение: соедините осциллограф и маршрутизатор LAN-кабелем; LAN-порт
прибора расположен справа. Подключите ПК к тому же маршрутизатору.
(2) Параметры ПК: задайте статический IP, поскольку осциллограф не получает его
автоматически. Шлюз и маска должны соответствовать маршрутизатору. Здесь
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set the IP address to 192.168.1.71, Subnet mask is 255.255.255.0, Default gateway is 
192.168.1.1.  

 
Figure 7-5 Set the network parameters of the computer 

(3) Set the network parameters of the OWON Oscilloscope Software. Run the 
software on the computer; choose the "Ports-settings" of the "Communications" menu 
item. Set "Connect using" to LAN. About the IP, the first three bytes is same as the IP 
in the step (2), the last byte should be different. Here, we set it to 192.168.1.72. The 
range of the port value is 0 - 4000, but the port which under 2000 is always used, so it 
is suggested to set it to the value above 2000. Here, we set it to 3000.  

 
Figure 7-6 Set the network parameters of the OWON Oscilloscope Software 

7. Связь с ПК

IP = 192.168.1.71, маска = 255.255.255.0, шлюз = 192.168.1.1.

Рис. 7-5. Сетевые параметры компьютера

(3) Параметры программы OWON: запустите её на ПК, выберите Communications →
Ports-settings. Задайте Connect using = LAN. Первые три байта IP должны совпадать с
адресом из шага (2), последний отличаться. Здесь: 192.168.1.72. Диапазон портов
0-4000; ниже 2000 порты обычно заняты, поэтому рекомендуются значения выше
2000. Здесь: 3000.

Рис. 7-6. Сетевые параметры программы OWON
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(4) Set the network parameters of the oscilloscope. In the oscilloscope, push the Utility 
button. Select Function in the bottom menu. Select LAN Set in the left menu. In the 
bottom menu, set the Type item as LAN, and select Set. In the right menu, set IP and 
Port to the same value as the "Ports-settings" in the software in step (3). The Netgate 
and Net mask should be set according to the router. Select Save set in the bottom 
menu, it prompts "Reset to update the config". After resetting the oscilloscope, if you 
can get data normally in the oscilloscope software, the connection is successful.  

 
Figure 7-7 Set the network parameters of the oscilloscope 

Using Wi-Fi to Connect with PC (Optional) 

Connect with PC as Wi-Fi Access Point 
PC should support Wi-Fi. 
(1) Set the oscilloscope. In the oscilloscope, push the Utility button. Select Function in 

the bottom menu. Select LAN Set in the left menu. In the bottom menu, set the Type 
item as WIFI-AP, and select Set in the bottom menu.  

(2) In the right menu, select SSID, a keyboard will pop up. You can turn and push the M 
knob, or touch the keyboard (if the LCD is touchscreen) to set the access point name.  

(3) In the right menu, select Encryption, push again to set the type. Open type needs no 
password. WEP or WPA type need to set the password. You can select WPA. In the 
right menu, select Password, use the keyboard to set the Wi-Fi password (8 to 32 
characters).  

(4) In the right menu, select IP:PORT, IP is fixed by the oscilloscope, and can not be 
edited. Here IP is 192.168.1.1. Turn the M knob to set the PORT. Here, we set it to 
3000. 

(5) After setting, select ON in the Status menu. The  icon appears on the top right of 
the screen.  

7. Связь с ПК

(4) Параметры осциллографа: нажмите Utility, выберите Function внизу, LAN Set
слева. Внизу задайте Type = LAN и выберите Set. Справа задайте IP и Port как в
Ports-settings программы на шаге (3). Netgate и Net mask должны соответствовать
маршрутизатору. Выберите Save set внизу. Появится «Reset to update the config»
(перезапустите для обновления настроек). После перезапуска нормальное получение
данных программой подтверждает связь.

Рис. 7-7. Сетевые параметры осциллографа

Связь с ПК по Wi-Fi (опция)

Подключение к ПК в режиме точки доступа Wi-Fi
ПК должен поддерживать Wi-Fi.
(1) Настройте осциллограф: Utility → Function внизу → LAN Set слева; внизу Type =
WIFI-AP, затем Set.
(2) Справа выберите SSID. Клавиатурой задайте имя точки доступа: поворачивайте и
нажимайте M либо касайтесь экрана.
(3) Справа выберите Encryption; повторным нажатием задайте тип. Open без пароля;
WEP/WPA требуют пароль. Можно выбрать WPA. В Password задайте пароль Wi-Fi
длиной 8–32 символа.
(4) Выберите IP:PORT справа. IP фиксирован прибором и не редактируется; здесь
192.168.1.1. Ручкой M задайте PORT, здесь 3000.
(5) В Status выберите ON; вверху справа появится значок .
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(6) Select Save set in the bottom menu to save current settings.  
(7) Set Wi-Fi connection on PC. Enter the Wi-Fi settings on PC, select the oscilloscope 

access point to connect, enter the set password. 

 
(8) Set the network parameters of the OWON Oscilloscope Software. Run the 

software on the computer; choose the "Ports-settings" of the "Communications" menu 
item. Set "Connect using" to LAN. Set IP and Port to the same value in the 
oscilloscope in the step (4). If you can get data normally, the connection is successful. 

 
Figure 7-8 Set the network parameters of the OWON Oscilloscope Software 

Connect with PC as Wi-Fi Station 
The oscilloscope and PC should be on the same network (LAN).  
(1) In the oscilloscope, push the Utility button. Select Function in the bottom menu. 

7. Связь с ПК

(6) Выберите Save set внизу для сохранения.
(7) В параметрах Wi-Fi ПК выберите точку доступа осциллографа и введите
заданный пароль.

(8) Параметры программы OWON: выберите Communications → Ports-settings.
Задайте Connect using = LAN, IP и Port как на осциллографе в шаге (4). Нормальное
получение данных подтверждает связь.

Рис. 7-8. Сетевые параметры программы OWON

Подключение к ПК в режиме станции Wi-Fi
Осциллограф и ПК должны находиться в одной локальной сети.
(1) На осциллографе нажмите Utility, выберите Function внизу,
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Select LAN Set in the left menu. In the bottom menu, set the Type item as 
WIFI-STA, and select Set in the bottom menu.  

(2) In the right menu, select SSID, a keyboard will pop up. Input the name of the Wi-Fi 
hotspot. You can turn and push the M knob, or touch the keyboard (if the LCD is 
touchscreen).  

(3) In the right menu, select Encryption, push to set the Encryption type of the Wi-Fi 
hotspot. Open type needs no password. WEP or WPA type need to input the 
password. In the right menu, select Password, use the keyboard to input the Wi-Fi 
hotspot password.  

(4) In the right menu, select IP:PORT, Turn the M knob to set the PORT. Here, we set it 
to 3000. 

(5) After setting, select ON in the Status menu. The value of IP is displayed in IP:PORT 
menu. Here IP is 10.1.1.126. A changing icon  appears on the top right of the 
screen.  

    
(6) Select Save set in the bottom menu to save current settings.  
(7) Set the network parameters of the computer. Set IP in the computer, the first three 

bytes is same as the IP in the oscilloscope, the last byte should be different. Here, we 
set it to 10.1.1.123. The Default gateway and Subnet mask should be set according to 
the router.  

7. Связь с ПК

Выберите LAN Set слева; внизу Type = WIFI-STA, затем Set.
(2) Справа выберите SSID и введите имя точки Wi-Fi: клавиши выбираются
поворотом и нажатием M или касанием экрана.
(3) В Encryption задайте тип шифрования точки доступа. Open без пароля; WEP/WPA
требуют пароль. В Password введите пароль точки Wi-Fi.
(4) Выберите IP:PORT справа; ручкой M задайте PORT, здесь 3000.
(5) Выберите ON в Status. В IP:PORT появится IP, здесь 10.1.1.126; вверху справа -
изменяющийся значок .

(6) Выберите Save set внизу для сохранения.
(7) Параметры ПК: первые три байта IP должны совпадать с осциллографом,
последний отличаться. Здесь: 10.1.1.123. Шлюз и маску задайте согласно
маршрутизатору.
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Figure 7-9 Set the network parameters of the computer 

(8) Set the network parameters of the OWON Oscilloscope Software. Run the 
software on the computer; choose the "Ports-settings" of the "Communications" menu 
item. Set "Connect using" to LAN. Set IP and Port to the same value in the 
oscilloscope. If you can get data normally, the connection is successful.  

 
Figure 7-10 Set the network parameters of the OWON Oscilloscope Software 

 
 

7. Связь с ПК

Рис. 7-9. Сетевые параметры компьютера

(8) Параметры программы OWON: выберите Communications → Ports-settings.
Задайте Connect using = LAN, IP и Port как на осциллографе. Нормальное получение
данных подтверждает связь.

Рис. 7-10. Сетевые параметры программы OWON
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8. Communication with Android Device via Wi-Fi 
(Optional) 

The oscilloscope supports communications with Android based smart device via Wi-Fi. 
You can use the free application software on the Android based smart devices to view the 
waveform synchronously, perform remote control, The waveform can be saved as image 
(BMP, PNG) or file (CSV, BIN), or shared via installed sharing apps.  

System Requirements of Mobile Devices  

 Android Versions: 4.0 and above  

Install the application software 

Install the free OWON application software, it can be downloaded from here:  

 Scan the QR Code below with your Android based smart device. Follow the prompts 
on the download page to download and install the APP. 

 

 Visit www.owon.com.cn to download APK file and install into the device.  

Note: The help content below may be not completely consistent with the application 
software, only for reference. Visit www.owon.com.cn to get the latest version of this user 
manual.  

How to Connect 

In Wi-Fi settings of the oscilloscope, there are two connection types. One is WIFI-AP 
(Access Point), the oscilloscope is set as Wi-Fi access point, the Android device can be 
connected to it directly. The other type is WIFI-STA (Station), the oscilloscope is set as 
Wi-Fi station. The Android device can be connected to it through a Wi-Fi hotspot.  

Connect with APP as Wi-Fi Access Point 
(1) In the oscilloscope, push the Utility button. Select Function in the bottom menu. 

Select LAN Set in the left menu. In the bottom menu, set the Type item as WIFI-AP, 
and select Set in the bottom menu.  

(2) In the right menu, select SSID, a keyboard will pop up. You can turn and push the M 
knob, or touch the keyboard (if the LCD is touchscreen) to set the access point name.  

(3) In the right menu, select Encryption, push again to set the type. Open type needs no 

8. Связь с Android по Wi-Fi (опция)

8. Связь с Android по Wi-Fi (опция)

Осциллограф поддерживает связь со смарт-устройствами Android по Wi-Fi.
Бесплатное приложение синхронно отображает осциллограммы и обеспечивает
дистанционное управление. Осциллограмму можно сохранить как изображение
BMP/PNG или файл CSV/BIN, а также передать через установленные приложения
обмена.

Системные требования мобильного устройства

• Android 4.0 и выше

Установка приложения

Установите бесплатное приложение OWON, доступное здесь:

Сканируйте QR-код ниже устройством Android. Следуйте указаниям страницы
загрузки для скачивания и установки приложения.

На www.owon.com.cn загрузите APK и установите на устройство.

Примечание: эта справка носит справочный характер и может не полностью
совпадать с приложением. Новую редакцию руководства см. на www.owon.com.cn.

Подключение

В настройках Wi-Fi осциллографа есть два типа связи. WIFI-AP: осциллограф служит
точкой доступа, Android подключается прямо к нему. WIFI-STA: осциллограф
служит станцией, Android подключается через общую точку доступа Wi-Fi.

Связь с приложением в режиме точки доступа Wi-Fi
(1) На осциллографе нажмите Utility, выберите Function внизу, LAN Set слева. Внизу
задайте Type = WIFI-AP и выберите Set.
(2) Выберите SSID справа. На клавиатуре задайте имя точки доступа
вращением/нажатием M либо касаниями сенсорного экрана.
(3) Выберите Encryption справа; повторное нажатие меняет тип. Open не требует
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password. WEP or WPA type need to set the password. You can select WPA. In the 
right menu, select Password, use the keyboard to set the Wi-Fi password (8 to 32 
characters).  

(4) In the right menu, select IP:PORT, IP is fixed by the oscilloscope, and can not be 
edited. Turn the M knob to set the PORT.  

(5) After setting, select ON in the Status menu. The  icon appears on the top right of 
the screen.  

    
(6) Select Save set in the bottom menu to save current settings.  
(7) In Android device, enter the Wi-Fi settings, select the oscilloscope access point to 

connect, enter the set password. 

 
(8) In Android device, launch the application. 
(9) Click connect on the left. 

8. Связь с Android по Wi-Fi (опция)

пароля. WEP или WPA требуют пароль; можно выбрать WPA. Справа в Password
задайте пароль Wi-Fi длиной 8–32 символа.
(4) Справа выберите IP:PORT. IP фиксирован и не редактируется. Ручкой M задайте
PORT.
(5) В Status выберите ON; вверху справа появится значок .

(6) Выберите Save set внизу для сохранения.
(7) В параметрах Wi-Fi Android выберите точку доступа осциллографа и введите
заданный пароль.

(8) Запустите приложение Android.
(9) Нажмите Connect слева.
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(10) Set IP and Port to the same value as the setting in the oscilloscope. Click Confirm 

to connect. Click History to recall the history settings.  

 

Connect with APP as Wi-Fi Station 
(1) In the oscilloscope, push the Utility button. Select Function in the bottom menu. 

Select LAN Set in the left menu. In the bottom menu, set the Type item as 
WIFI-STA, and select Set in the bottom menu.  

(2) In the right menu, select SSID, a keyboard will pop up. Input the name of the Wi-Fi 
hotspot. You can turn and push the M knob, or touch the keyboard (if the LCD is 
touchscreen).  

(3) In the right menu, select Encryption, push to set the Encryption type of the Wi-Fi 
hotspot. Open type needs no password. WEP or WPA type need to input the 
password. In the right menu, select Password, use the keyboard to input the Wi-Fi 
hotspot password.  

(4) In the right menu, select IP:PORT, Turn the M knob to set the PORT.  
(5) After setting, select ON in the Status menu. The value of IP is displayed in IP:PORT 

menu. A changing icon  appears on the top right of the screen.  

    

8. Связь с Android по Wi-Fi (опция)

(10) Задайте IP и Port как на осциллографе. Нажмите Confirm для подключения.
History вызывает ранее использованные настройки.

Связь с приложением в режиме станции Wi-Fi
(1) Нажмите Utility; выберите Function внизу, LAN Set слева. Внизу задайте Type =
WIFI-STA и выберите Set.
(2) Справа выберите SSID; клавиатурой введите имя точки Wi-Fi. Можно
поворачивать/нажимать M или касаться экрана.
(3) Справа в Encryption задайте шифрование точки доступа. Open без пароля;
WEP/WPA требуют пароль. В Password введите пароль точки.
(4) В IP:PORT ручкой M задайте PORT.
(5) В Status выберите ON. В IP:PORT появится IP; вверху справа - изменяющийся
значок .
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(6) Select Save set in the bottom menu to save current settings.  
(7) In Android device, enter the Wi-Fi settings, select the oscilloscope access point to 

connect, enter the set password. 

 
(8) In Android device, launch the application. 
(9) Click connect on the left. 

 
(10) Set IP and Port to the same value as the setting in the oscilloscope. Click Confirm 

to connect. Click History to recall the history settings.  

 

8. Связь с Android по Wi-Fi (опция)

(6) Выберите Save set внизу для сохранения.
(7) В параметрах Wi-Fi Android выберите точку доступа осциллографа и введите
заданный пароль.

(8) Запустите приложение Android.
(9) Нажмите Connect слева.

(10) Задайте IP и Port как на осциллографе. Нажмите Confirm для подключения.
History вызывает ранее использованные настройки.



8.Communication with Android Device via Wi-Fi (Optional) 

 123 

User Interface 

Touch to enter

CH1
（Selected）

Voltage division of 
CH1

(Colored indicates CH1 
is selected.)
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(Touch to select CH2, 

touch again to turn CH2 
on/off.)
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Pointer

CH2

Show/hide 
menu

(see below)

Trigger 
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Share the image/wave file via 
the installed sharing apps

Save into wave file 
(bmp, png, bin, csv)

Exit APP
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of the screen to show the 
trigger source menu

Trigger Source MenuTrigger Source Menu
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Swipe from the left edge 
of the screen to show the 
trigger source menu

Trigger Source MenuTrigger Source Menu

 
 

8. Связь с Android по Wi-Fi (опция)

Интерфейс пользователя

Нажмите для
входа

CH1 (выбран)

Масштаб напряжения
CH1 (цвет означает, что
CH1 выбран).

Масштаб напряжения
CH2 (касание выбирает
CH2; повторное -
включает/выключает
канал).

Пауза/пуск
синхро-
низации с
прибором
(касание).

Развёртка и
положение
по
горизонтали

Указатель горизонтального положения

Показать /
скрыть меню
(см. ниже)

Уровень
запуска

Отправить изображение/осциллограмму через
установленное приложение обмена

Сохранить файл (bmp, png, bin, csv)

Выход из приложения

Отправить отзыв

Проведите от левого края
для меню источника
запуска

Меню источника запуска
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Control Menu
Touch to enter the control 
interface of the generator

 
 

Turn on/off output 
of selected channel

Select 
channel

Select 
waveform

Set the parameters 
of current waveform

Control Interface of the Generator

 
 

The points will be
connected with lines

Adjust the 
brightness of grid

Set the auto 
measurement

Display Menu

 
 

8. Связь с Android по Wi-Fi (опция)

Меню управления
Коснитесь для управления генератором

Вкл./выкл. выхода
выбранного канала

Выбрать
канал

Выбор формы

Параметры текущей
формы

Интерфейс управления генератором

Соединить точки
линиями

Яркость сетки Автоматические измерения

Меню отображения
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Check to 
measure time

Cursor Menu

Cursor 
Measurement

The cursor line 
can be dragged.

Check to 
measure voltage

 

 

APP Information Enter detail setting 

Setting Menu

 

Gestures Control 

Control the 
vertical position 
of the selected 

channel

Show the vertical 
position when 

gesturing
Control the trigger 
level of the trigger 

source

 

8. Связь с Android по Wi-Fi (опция)

Измерение
времени

Меню курсоров

Курсорные
измерения

Линию курсора
можно
перетаскивать.

Измерение напряжения

Меню настроек

Управление жестами

Вертикальное положение
выбранного канала

Вертикальное
положение при
выполнении жеста

Уровень источника
запуска

Сведения о
приложении

Подробные
настройки
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Control the horizontal position

 

Pinch and spread vertically to 
change the voltage division of 

current channel

Pinch and spread horizontally 
to change the time base

 
 

8. Связь с Android по Wi-Fi (опция)

Горизонтальное положение

Сближайте и разводите
пальцы по вертикали:
В/дел текущего канала.

Сближайте и разводите
пальцы по горизонтали:
развёртка.
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9. Demonstration  

Example 1: Measurement a Simple Signal  

The purpose of this example is to display an unknown signal in the circuit, and 
measure the frequency and peak-to-peak voltage of the signal.  

1. Carry out the following operation steps for the rapid display of this signal: 

(1) Set the probe menu attenuation coefficient as 10X and that of the switch in the 
probe switch as 10X (see "How to Set the Probe Attenuation Coefficient" on P12).  

(2) Connect the probe of Channel 1 to the measured point of the circuit.  

(3) Push the Autoset button.  

The oscilloscope will implement the Autoset to make the waveform optimized, based 
on which, you can further regulate the vertical and horizontal divisions till the 
waveform meets your requirement. 

2. Perform Automatic Measurement  

The oscilloscope can measure most of the displayed signals automatically. To 
measure the period, the frequency of the CH1, following the steps below:  

(1) Push the Measure button to show the Measure menu. 
(2) Select Add in the bottom menu.  
(3) In the right menu, select CH1 in the Source menu item.  
(4) In the left Type menu, turn the M knob to select Period.  
(5) In the right menu, select Add. The period type is added. 
(6) In the left Type menu, turn the M knob to select Frequency.  
(7) In the right menu, select Add. The frequency type is added. 
The measured value will be displayed at the bottom left of the screen automatically 
(see Figure 9-1).  

9. Примеры применения

9. Примеры применения

Пример 1: измерение простого сигнала

Цель примера: отобразить неизвестный сигнал цепи, измерить его частоту и
размах напряжения.

1. Для быстрого отображения сигнала:

(1) Установите ослабление пробника в меню и переключателем в 10X (см.
«Коэффициент ослабления пробника», стр. 12).

(2) Подключите пробник канала 1 к измеряемой точке цепи.

(3) Нажмите Autoset.

Осциллограф выполнит автонастройку оптимального отображения. При
необходимости дополнительно измените вертикальный и горизонтальный
масштабы.

2. Выполните автоматическое измерение

Большинство отображаемых сигналов измеряются автоматически. Для периода и
частоты CH1:

(1) Нажмите Measure для открытия меню.
(2) Выберите Add в нижнем меню.
(3) В правом меню задайте Source = CH1.
(4) В меню Type слева ручкой M выберите Period.
(5) Выберите Add справа: добавится измерение периода.
(6) В меню Type слева ручкой M выберите Frequency.
(7) Выберите Add справа: добавится измерение частоты.
Результат автоматически появится внизу слева (рис. 9-1).
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Figure 9-1 Measure period and frequency value for a given signal 

Example 2: Gain of a Amplifier in a Metering Circuit  

The purpose of this example is to work out the Gain of an Amplifier in a Metering 
Circuit. First we use Oscilloscope to measure the amplitude of input signal and output 
signal from the circuit, then to work out the Gain by using given formulas.  

Set the probe menu attenuation coefficient as 10X and that of the switch in the probe 
as 10X (see "How to Set the Probe Attenuation Coefficient" on P12).  

Connect the oscilloscope CH1 channel with the circuit signal input end and the CH2 
channel to the output end.  

Operation Steps:  
(1) Push the Autoset button and the oscilloscope will automatically adjust the 

waveforms of the two channels into the proper display state.  

(2) Push the Measure button to show the Measure menu.  

(3) Select Add in the bottom menu.  
(4) In the right menu, select CH1 in the Source menu item.  
(5) In the left Type menu, turn the M knob to select PK-PK.  
(6) In the right menu, select Add. The peak-to-peak type of CH1 is added. 

(7) In the right menu, select CH2 in the Source menu item.  
(8) In the left Type menu, turn the M knob to select PK-PK.  
(9) In the right menu, select Add. The peak-to-peak type of CH2 is added. 

(10) Read the peak-to-peak voltages of Channel 1 and Channel 2 from the bottom left 
of the screen (see Figure 9-2). 

(11) Calculate the amplifier gain with the following formulas. 

9. Примеры применения

Рис. 9-1. Измерение периода и частоты сигнала

Пример 2. Усиление усилителя в измерительной цепи

Цель примера: определить коэффициент усиления усилителя измерительной
цепи. Сначала осциллографом измеряют амплитуды входного и выходного
сигналов, затем вычисляют усиление по приведённым формулам.

Установите ослабление пробника в меню и переключателем в 10X (см.
«Коэффициент ослабления пробника», стр. 12).

Подключите CH1 к входу цепи, CH2 - к выходу.

Порядок действий:
(1) Нажмите Autoset: прибор автоматически настроит отображение обоих
каналов.

(2) Нажмите Measure для открытия меню.

(3) Выберите Add в нижнем меню.
(4) В правом меню задайте Source = CH1.
(5) В меню Type слева ручкой M выберите PK-PK.
(6) Выберите Add справа: добавится измерение размаха CH1.

(7) В правом меню задайте Source = CH2.
(8) В меню Type слева ручкой M выберите PK-PK.
(9) Выберите Add справа: добавится измерение размаха CH2.

(10) Считайте размах напряжения каналов 1 и 2 слева внизу (рис. 9-2).

(11) Вычислите усиление по следующим формулам.
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Gain = Output Signal / Input signal 

Gain (db) = 20×log (gain) 

 
Figure 9-2 Waveform of Gain Measurement 

Example 3: Capturing a Single Signal  

It's quite easy to use Digital Oscilloscope to capture non-periodic signal, such as a 
pulse and burr etc. But the common problem is how to set up a trigger if you have no 
knowledge of the signal? For example, if the pulse is the logic signal of a TTL level, 
the trigger level should be set to 2 volts and the trigger edge be set as the rising edge 
trigger. With various functions supported by our Oscilloscope, user can solve this 
problem by taking an easy approach. First to run your test using auto trigger to find 
out the closest trigger level and trigger type, this helps user to make few small 
adjustments to achieve a proper trigger level and mode. Here is how we achieve this. 

The operation steps are as follows:  

(1) Set the probe menu attenuation coefficient to 10X and that of the switch in the 
probe to 10X (see "How to Set the Probe Attenuation Coefficient" on P12).  

(2) Adjust the Vertical Scale and Horizontal Scale knobs to set up a proper vertical 
and horizontal ranges for the signal to be observed.  

(3) Push the Acquire button to display the Acquire menu.  

(4) Select Acqu Mode in the bottom menu. Select Peak Detect in the right menu.  

(5) Push the Trigger Menu button to display the Trigger menu.  

(6) Select the first menu item in the bottom menu. Select Single in the right menu.  

(7) In the left menu, select Edge as the mode. 

(8) Select Source in the bottom menu. Select CH1 in the right menu.  

9. Примеры применения

Коэффициент усиления = Выходной сигнал / Входной сигнал

Усиление (дБ) = 20×log(коэффициент усиления)

Рис. 9-2. Измерение усиления

Пример 3: захват одиночного сигнала

Цифровым осциллографом легко захватывать непериодические сигналы,
например одиночные импульсы и выбросы. Но как настроить запуск, если сигнал
неизвестен? Для логического импульса уровня TTL можно задать уровень
запуска 2 В и нарастающий фронт. Возможности осциллографа позволяют
упростить задачу: начните с автоматического запуска для приближённого
определения уровня и типа запуска, затем внесите небольшие уточнения. Ниже
приведён порядок действий.

Выполните следующие действия:

(1) Установите ослабление пробника в меню и переключателем в 10X (см.
«Коэффициент ослабления пробника», стр. 12).

(2) Ручками Vertical Scale и Horizontal Scale задайте подходящие вертикальный и
горизонтальный диапазоны сигнала.

(3) Нажмите Acquire для открытия меню.

(4) Выберите Acqu Mode внизу, Peak Detect справа.

(5) Нажмите Trigger Menu для открытия меню запуска.

(6) Выберите первый пункт нижнего меню, затем Single справа.

(7) Выберите Edge в левом меню.

(8) Выберите Source внизу, CH1 справа.
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(9) Select Coupling in the bottom menu. Select DC in the right menu.  

(10) In the bottom menu, select Slope as  (rising). 

(11) Turn the Trigger Level knob and adjust the trigger level to the roughly 50% of 
the signal to be measured.  

(12) Check the Trigger State Indicator on the top of the screen, if it is not Ready, push 
down the Run/Stop button and start acquiring, wait for trigger to happen. If a 
signal reaches to the set trigger level, one sampling will be made and then 
displayed in the screen. By using this approach, a random pulse can be captured 
easily. For instance, if we want to find a burst burr of high amplitude, set the 
trigger level to a slightly higher value of the average signal level, push the 
Run/Stop button and wait a trigger. Once there is a burr occurring, the instrument 
will trigger automatically and record the waveform during the period around the 
trigger time. By turning the Horizontal Position knob in the horizontal control 
area in the panel, you can change the horizontal triggering position to obtain the 
negative delay, making an easy observation of the waveform before the burr 
occurs (see Figure 9-3).  

 

Figure 9-3 Capturing a Single Signal  

Example 4: Analyze the Details of a Signal  

Noise is very common inside most of the electronic signal. To find out what's inside 
the noise and reduce the level of noise is very important function our oscilloscope is 
capable to offer.  

Noise Analysis  

The level of noise sometime indicates a failure of electronic circuit. The Peak Detect 
functions acts an important role to help you to find out the details of these noise. Here 
is how we do it:  

9. Примеры применения

(9) Выберите Coupling внизу, DC справа.

(10) Внизу выберите Slope =  (нарастающий фронт).

(11) Ручкой Trigger Level задайте уровень около 50% измеряемого сигнала.

(12) Проверьте индикатор запуска вверху экрана. Если он не Ready, нажмите
Run/Stop и начните сбор, ожидая запуска. Когда сигнал достигнет заданного
уровня, будет выполнен один сбор с отображением результата. Так легко
захватить случайный импульс. Для поиска высокого выброса задайте уровень
немного выше среднего уровня сигнала, нажмите Run/Stop и ждите. При
появлении выброса прибор автоматически запустится и запишет сигнал вокруг
точки запуска. Ручкой Horizontal Position измените положение запуска, получив
отрицательную задержку, чтобы просмотреть сигнал перед выбросом (рис. 9-3).

Рис. 9-3. Захват одиночного сигнала

Пример 4: анализ деталей сигнала

Шум присутствует в большинстве электронных сигналов. Осциллограф
позволяет исследовать его структуру и уменьшить его уровень.

Анализ шума

Уровень шума иногда указывает на неисправность электронной схемы. Peak
Detect помогает исследовать детали шума. Выполните следующее:
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(1) Push the Acquire button to display the Acquire menu.  

(2) Select Acqu Mode in the bottom menu.  

(3) Select Peak Detect in the right menu. 

The signal displayed on the screen containing some noise, by turning on Peak Detect 
function and changing time base to slow down the incoming signal, any peaks or burr 
would be detected by the function (see Figure 9-4).  

 
Figure 9-4 Signal with Noises  

Separate Noises from the Signal  

When focusing on signal itself, the important thing is to reduce the noise level as 
lower as possible, this would enable user to have more details about the signal. The 
Average function offered by our Oscilloscope can help you to achieve this.  

Here are the steps for how to enable Average function.  

(1) Push the Acquire button to display the Acquire menu.  

(2) Select Acqu Mode in the bottom menu.  

(3) Select Average in the right menu, turn the M knob and observe the waveform 
obtained from averaging the waveforms of different average number.  

User would see a much reduced random noise level and make it easy to see more 
details of the signal itself. After applying Average, user can easily identify the burrs 
on the rising and falling edges of some part of the signal (see Figure 9-5).  

9. Примеры применения

(1) Нажмите Acquire для открытия меню.

(2) Выберите Acqu Mode в нижнем меню.

(3) Выберите Peak Detect справа.

На экране виден сигнал с шумом. Включение Peak Detect и замедление развёртки
позволяют обнаружить пики и выбросы (рис. 9-4).

Рис. 9-4. Сигнал с шумом

Выделение сигнала на фоне шума

Чтобы исследовать сам сигнал, нужно максимально снизить шум. Для этого
используется функция усреднения Average.

Для включения усреднения выполните следующие действия.

(1) Нажмите Acquire для открытия меню.

(2) Выберите Acqu Mode в нижнем меню.

(3) Выберите Average справа. Вращайте M и наблюдайте усреднённую
осциллограмму при разных числах усреднений.

Случайный шум заметно уменьшится, и детали сигнала станут виднее. После
усреднения легко различить выбросы на нарастающих и спадающих фронтах
отдельных участков (рис. 9-5).
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Figure 9-5 Reduce Noise level by using Average function  

Example 5: Application of X-Y Function  

Examine the Phase Difference between Signals of two Channels  

Example: Test the phase change of the signal after it passes through a circuit network.  

X-Y mode is a very useful when examining the Phase shift of two related signals. 
This example takes you step by step to check out the phase change of the signal after 
it passes a specified circuit. Input signal to the circuit and output signal from circuit 
are used as source signals.  

For the examination of the input and output of the circuit in the form of X-Y 
coordinate graph, please operate according to the following steps:  

(1) Set the probe menu attenuation coefficient for 10X and that of the switch in the 
probe for 10X (see "How to Set the Probe Attenuation Coefficient" on P12).  

(2) Connect the probe of channel 1 to the input of the network and that of Channel 2 
to the output of the network.  

(3) Push the Autoset button, with the oscilloscope turning on the signals of the two 
channels and displaying them in the screen.  

(4) Turn the Vertical Scale knob, making the amplitudes of two signals equal in the 
rough.  

(5) Push the Display button and recall the Display menu.  

(6) Select XY Mode in the bottom menu. Select Enable as ON in the right menu. 
The oscilloscope will display the input and terminal characteristics of the network 
in the Lissajous graph form.  

(7) Turn the Vertical Scale and Vertical Position knobs, optimizing the waveform.  

9. Примеры применения

Рис. 9-5. Снижение шума усреднением

Пример 5: режим X-Y

Определение разности фаз сигналов двух каналов

Пример: проверка сдвига фазы сигнала после прохождения через цепь.

Режим X-Y удобен для изучения фазового сдвига связанных сигналов. Пример
показывает измерение изменения фазы после прохождения цепи. Источниками
служат входной и выходной сигналы цепи.

Для отображения входа и выхода в координатах X-Y:

(1) Установите ослабление пробника в меню и переключателем в 10X (см.
«Коэффициент ослабления пробника», стр. 12).

(2) Подключите пробник канала 1 к входу цепи, канала 2 - к выходу.

(3) Нажмите Autoset: прибор включит и отобразит оба канала.

(4) Ручкой Vertical Scale приблизительно уравняйте амплитуды двух сигналов.

(5) Нажмите Display для открытия меню.

(6) Внизу выберите XY Mode; справа задайте Enable = ON. Входная и выходная
характеристики цепи отобразятся фигурой Лиссажу.

(7) Ручками Vertical Scale и Vertical Position оптимизируйте изображение.
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(8) With the elliptical oscillogram method adopted, observe and calculate the phase 
difference (see Figure 9-6).  

 
Figure 9-6 Lissajous Graph  

Based on the expression sin (q) =A/B or C/D, thereinto, q is the phase difference 
angle, and the definitions of A, B, C, and D are shown as the graph above. As a result, 
the phase difference angle can be obtained, namely, q =± arcsin (A/B) or ± arcsin 
(C/D). If the principal axis of the ellipse is in the I and III quadrants, the determined 
phase difference angel should be in the I and IV quadrants, that is, in the range of 
(0 - π /2) or (3π / 2 - 2π). If the principal axis of the ellipse is in the II and IV 
quadrants, the determined phase difference angle is in the II and III quadrants, that is, 
within the range of (π / 2 - π) or (π - 3π /2).  

Example 6: Video Signal Trigger  

Observe the video circuit of a television, apply the video trigger and obtain the stable 
video output signal display.  

Video Field Trigger  

For the trigger in the video field, carry out operations according to the following 
steps: 

(1) Push the Trigger Menu button to display the trigger menu.  

(2) Select the first menu item in the bottom menu. Select Single in the right menu.  

The signal must be 
centered and kept in the 

horizontal direction. 

9. Примеры применения

(8) По эллипсу определите и рассчитайте разность фаз (рис. 9-6).

Рис. 9-6. Фигура Лиссажу

По выражению sin(q) = A/B или C/D, где q - угол разности фаз, а A, B, C, D
обозначены на рисунке, получаем q = ±arcsin(A/B) или ±arcsin(C/D). Если
большая ось эллипса находится в I и III квадрантах, разность фаз относится к I
или IV квадранту: (0 - π/2) либо (3π/2 - 2π). Если ось находится во II и IV
квадрантах, разность фаз относится ко II или III квадранту: (π/2 - π) либо (π -
3π/2).

Пример 6: запуск по видеосигналу

Исследуйте видеосхему телевизора, используя видеозапуск для устойчивого
отображения выходного видеосигнала.

Запуск по полю видеосигнала

Для запуска по полю видеосигнала выполните следующие действия:

(1) Нажмите Trigger Menu для открытия меню запуска.

(2) Выберите первый пункт нижнего меню, затем Single справа.

Сигнал должен располагаться по
центру горизонтально.
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(3) In the left menu, select Video as the mode. 

(4) Select Source in the bottom menu. Select CH1 in the right menu.  

(5) Select Modu in the bottom menu. Select NTSC in the right menu.  

(6) Select Sync in the bottom menu. Select Field in the right menu.  

(7) Turn the Vertical Scale, Vertical Position and Horizontal Scale knobs to obtain 
a proper waveform display (see Figure 9-7).  

 
Figure 9-7 Waveform Captured from Video Field Trigger

9. Примеры применения

(3) Выберите Video в левом меню.

(4) Выберите Source внизу, CH1 справа.

(5) Выберите Modu внизу, NTSC справа.

(6) Выберите Sync внизу, Field справа.

(7) Ручками Vertical Scale, Vertical Position и Horizontal Scale настройте
подходящее отображение (рис. 9-7).

Рис. 9-7. Видеосигнал при запуске по полю



10.Troubleshooting 

 135 

10. Troubleshooting  
1. Oscilloscope is powered on but no Display.  
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 If the problem persists, please contact OWON and we will be under your service.  
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 Check whether the probe is properly connected to the signal connecting wire.  
 Check whether the signal connecting wire is correctly connected to the BNC 
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 Check whether there is any signal generated from the object to be measured (the 

trouble can be shot by the connection of the channel from which there is a signal 
generated with the channel in fault).  

 Make the signal acquisition operation again.  

3. The measured voltage amplitude value is 10 times or 1/10 of the actual value.  
Look at the attenuation coefficient for the input channel and the attenuation ration of 
the probe, to make sure they are match (see "How to Set the Probe Attenuation 
Coefficient" on P12). 

4. There is a waveform displayed, but it is not stable.  
 Check whether the Source item in the TRIG MODE menu is in conformity with 

the signal channel used in the practical application. 
 Check on the trigger Type item: The common signal chooses the Edge trigger 

mode for Type and the video signal the Video. If Alternate trigger is selected, 
both of the channel 1 and channel 2 trigger levels should be adjusted to the 
proper position. Only if a proper trigger mode is applied, the waveform can be 
displayed steadily. 

 Try to change the trigger coupling into the high frequency suppress and the low 
frequency suppress to smooth the high frequency or low frequency noise 
triggered by the interference. (Only for the models that have this function.) 

5. No Display Responses to the Push-down of Run/Stop.  
Check whether Normal or Single is chosen for Polarity in the TRIG MODE menu and 
the trigger level exceeds the waveform range. 
If it is, make the trigger level is centered in the screen or set the trigger mode as Auto. 
In addition, with the Autoset button pressed, the setting above can be completed 
automatically.  

6. The displaying of waveform seems getting slow after increasing AVERAGE value 
in Acqu Mode (see "How to Implement Sampling Setup" on P58 ), or a longer 
duration is set in the Persist in Display (see "Persist" on P61). 
It's normal as the Oscilloscope is working hard on many more data points. 

10. Поиск неисправностей

10. Поиск неисправностей
1. Осциллограф включён, но экран не работает.

• Проверьте подключение питания.
• Проверьте предохранитель рядом с сетевым входом: крышку можно поддеть
плоской отвёрткой.
• После проверки перезапустите прибор.
• Если неисправность осталась, обратитесь в OWON.

2. После сбора сигнала осциллограмма не отображается.

• Проверьте соединение пробника с сигнальным проводом.
• Проверьте соединение сигнального провода с BNC-входом канала.
• Проверьте подключение пробника к объекту.
• Убедитесь, что объект выдаёт сигнал: для проверки подключите к
проблемному каналу источник заведомо имеющегося сигнала.
• Повторите сбор данных.

3. Измеренная амплитуда напряжения в 10 раз больше или меньше реальной.

Убедитесь, что ослабление в меню входного канала совпадает с ослаблением
пробника (см. с. 12).

4. Осциллограмма отображается, но неустойчива.
● Проверьте соответствие Source в меню TRIG MODE фактически
используемому каналу.
● Проверьте Type: для обычного сигнала выбирайте Edge, для видео - Video.
При ALT настройте уровни запуска обоих каналов. Устойчивое изображение
получается только при правильном режиме запуска.
● Для подавления вызванного помехами высоко- или низкочастотного шума
попробуйте соответствующее подавление в связи запуска (только модели с этой
функцией).

5. При нажатии Run/Stop экран не реагирует.

Проверьте, не заданы ли Normal/Single в Polarity меню TRIG MODE при уровне
запуска вне диапазона осциллограммы. Поместите уровень по центру экрана или
задайте Auto. Эти настройки можно выполнить автоматически кнопкой Autoset.

6. Отображение замедляется после увеличения числа усреднений в Acqu Mode
(см. «Настройка сбора данных», с. 58) или длительности Persist в Display (см.
«Послесвечение», с. 61).

Это нормально: осциллограф обрабатывает значительно больше точек данных.
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11. Technical Specifications  
Unless otherwise specified, the technical specifications applied are for XDS3000 
dual-channel series only, and Probes attenuation set as 10X. Only if the oscilloscope 
fulfills the following two conditions at first, these specification standards can be 
reached.  

 This instrument should run for at least 30 minutes continuously under the 
specified operating temperature.  

 If change of the operating temperature is up to or exceeds 5℃, do a 
"Self-calibration" procedure (see "How to Implement Self-calibration" on P14).  

All specification standards can be fulfilled, except one(s) marked with the word 
"Typical".  

Oscilloscope 
Performance Characteristics Instruction 

Bandwidth 

XDS3062A 60 MHz 
XDS3102(A) 100 MHz 

XDS3102AP 
8 bits mode 
12 bits mode 

100 MHz 

14 bits mode 25 MHz 
XDS3202E 200 MHz 

XDS3202A 
8 bits mode 200 MHz 
12 bits mode 150 MHz 
14 bits mode 20 MHz 

XDS3202 200 MHz 
XDS3302 300 MHz 

Vertical Resolution (A/D) 

XDS3062A 12 bits 
XDS3102A 12 bits 
XDS3102AP 14 bits 
XDS3102 8 bits 
XDS3202E 8 bits 
XDS3202A 14 bits 
XDS3202 8 bits 
XDS3302 8 bits 

Channel 2  +  1  (External) 
Waveform Refresh Rate 75,000 wfms/s 

Multi-level Gray Scale Display &  
Color Temperature Display 

XDS3062A 
XDS3102A 

Not support 
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Полоса
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Канал
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Серая шкала и цветовая градация

Описание

2 + 1 (внешний)
75 000 осц./с

60 МГц

Режим 8 бит
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200 МГц

8 бит
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11. Технические характеристики

11. Технические характеристики
Если не оговорено иное, характеристики относятся только к двухканальной
серии XDS3000 при ослаблении пробников 10X. Заявленные показатели
достигаются после выполнения следующих двух условий.

• Непрерывный прогрев прибора не менее 30 минут при указанной рабочей
температуре.

• При изменении рабочей температуры на 5 °C и более выполнена
самокалибровка (см. с. 14).

Гарантируется соответствие всем характеристикам, кроме помеченных как
«типовые» (Typical).

Осциллограф
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Performance Characteristics Instruction 
(Use gray scale to indicate frequency of 
occurrence, where frequently occurring 

waveform are bright.) 

XDS3102AP 
XDS3102 
XDS3202E 
XDS3202A 
XDS3202 
XDS3302 

Support 

Magnifier Function 
(The magnifier window can display the 
magnified wave of the wave selection.) 

XDS3062A 
XDS3102A 
XDS3102 
XDS3202E 
XDS3202 
XDS3302 

Not support 

XDS3102AP 
XDS3202A 

Support (the touchscreen 
should be configured) 

Acquisition 

Mode Normal, Peak detect, Averaging 

Sample rate 
(real time) 

XDS3062A 
XDS3102A 

Dual CH 500 MS/s 

Single CH 
8 bits 
mode 1 GS/s 
12 bits 
mode 500 MS/s 

XDS3102 
Dual CH 500 MS/s 
Single CH 1 GS/s 

XDS3202E 
Dual CH 500 MS/s 
Single CH 1 GS/s 

XDS3102AP 
XDS3202A 

Dual CH 

8 bits 
mode 1 GS/s 
12 bits 
mode 500 MS/s 
14 bits 
mode 100 MS/s 

Single CH 

8 bits 
mode 1 GS/s 
12 bits 
mode 500 MS/s 
14 bits 
mode 100 MS/s 

XDS3202 
Dual CH 1 GS/s 
Single CH 2 GS/s 

XDS3302 
Dual CH 1.25 GS/s 
Single CH 2.5 GS/s 

Input 

Input coupling DC,  AC ,  Ground 

Input impedance 

XDS3062A 
XDS3102(A) 
XDS3202E 

1 MΩ±2%, in parallel with  
15 pF±5 pF 

XDS3102AP 
XDS3202(A) 
XDS3302 

1 MΩ±2%, in parallel with  
15 pF±5 pF；50Ω ± 2% 
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1 MΩ±2%, in parallel with  
15 pF±5 pF；50Ω ± 2% 
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Performance Characteristics Instruction 
(Use gray scale to indicate frequency of 
occurrence, where frequently occurring 

waveform are bright.) 

XDS3102AP 
XDS3102 
XDS3202E 
XDS3202A 
XDS3202 
XDS3302 

Support 

Magnifier Function 
(The magnifier window can display the 
magnified wave of the wave selection.) 

XDS3062A 
XDS3102A 
XDS3102 
XDS3202E 
XDS3202 
XDS3302 

Not support 

XDS3102AP 
XDS3202A 

Support (the touchscreen 
should be configured) 

Acquisition 

Mode Normal, Peak detect, Averaging 

Sample rate 
(real time) 

XDS3062A 
XDS3102A 

Dual CH 500 MS/s 

Single CH 
8 bits 
mode 1 GS/s 
12 bits 
mode 500 MS/s 

XDS3102 
Dual CH 500 MS/s 
Single CH 1 GS/s 

XDS3202E 
Dual CH 500 MS/s 
Single CH 1 GS/s 

XDS3102AP 
XDS3202A 

Dual CH 

8 bits 
mode 1 GS/s 
12 bits 
mode 500 MS/s 
14 bits 
mode 100 MS/s 

Single CH 

8 bits 
mode 1 GS/s 
12 bits 
mode 500 MS/s 
14 bits 
mode 100 MS/s 

XDS3202 
Dual CH 1 GS/s 
Single CH 2 GS/s 

XDS3302 
Dual CH 1.25 GS/s 
Single CH 2.5 GS/s 

Input 

Input coupling DC,  AC ,  Ground 

Input impedance 

XDS3062A 
XDS3102(A) 
XDS3202E 

1 MΩ±2%, in parallel with  
15 pF±5 pF 

XDS3102AP 
XDS3202(A) 
XDS3302 

1 MΩ±2%, in parallel with  
15 pF±5 pF；50Ω ± 2% 
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Performance Characteristics Instruction 
(Use gray scale to indicate frequency of 
occurrence, where frequently occurring 

waveform are bright.) 

XDS3102AP 
XDS3102 
XDS3202E 
XDS3202A 
XDS3202 
XDS3302 

Support 

Magnifier Function 
(The magnifier window can display the 
magnified wave of the wave selection.) 

XDS3062A 
XDS3102A 
XDS3102 
XDS3202E 
XDS3202 
XDS3302 

Not support 

XDS3102AP 
XDS3202A 

Support (the touchscreen 
should be configured) 

Acquisition 

Mode Normal, Peak detect, Averaging 

Sample rate 
(real time) 

XDS3062A 
XDS3102A 

Dual CH 500 MS/s 

Single CH 
8 bits 
mode 1 GS/s 
12 bits 
mode 500 MS/s 

XDS3102 
Dual CH 500 MS/s 
Single CH 1 GS/s 

XDS3202E 
Dual CH 500 MS/s 
Single CH 1 GS/s 

XDS3102AP 
XDS3202A 

Dual CH 

8 bits 
mode 1 GS/s 
12 bits 
mode 500 MS/s 
14 bits 
mode 100 MS/s 

Single CH 

8 bits 
mode 1 GS/s 
12 bits 
mode 500 MS/s 
14 bits 
mode 100 MS/s 

XDS3202 
Dual CH 1 GS/s 
Single CH 2 GS/s 

XDS3302 
Dual CH 1.25 GS/s 
Single CH 2.5 GS/s 

Input 

Input coupling DC,  AC ,  Ground 

Input impedance 

XDS3062A 
XDS3102(A) 
XDS3202E 

1 MΩ±2%, in parallel with  
15 pF±5 pF 

XDS3102AP 
XDS3202(A) 
XDS3302 

1 MΩ±2%, in parallel with  
15 pF±5 pF；50Ω ± 2% 
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Performance Characteristics Instruction 
(Use gray scale to indicate frequency of 
occurrence, where frequently occurring 

waveform are bright.) 

XDS3102AP 
XDS3102 
XDS3202E 
XDS3202A 
XDS3202 
XDS3302 

Support 

Magnifier Function 
(The magnifier window can display the 
magnified wave of the wave selection.) 

XDS3062A 
XDS3102A 
XDS3102 
XDS3202E 
XDS3202 
XDS3302 

Not support 

XDS3102AP 
XDS3202A 

Support (the touchscreen 
should be configured) 

Acquisition 

Mode Normal, Peak detect, Averaging 

Sample rate 
(real time) 

XDS3062A 
XDS3102A 

Dual CH 500 MS/s 

Single CH 
8 bits 
mode 1 GS/s 
12 bits 
mode 500 MS/s 

XDS3102 
Dual CH 500 MS/s 
Single CH 1 GS/s 

XDS3202E 
Dual CH 500 MS/s 
Single CH 1 GS/s 

XDS3102AP 
XDS3202A 

Dual CH 

8 bits 
mode 1 GS/s 
12 bits 
mode 500 MS/s 
14 bits 
mode 100 MS/s 

Single CH 

8 bits 
mode 1 GS/s 
12 bits 
mode 500 MS/s 
14 bits 
mode 100 MS/s 

XDS3202 
Dual CH 1 GS/s 
Single CH 2 GS/s 

XDS3302 
Dual CH 1.25 GS/s 
Single CH 2.5 GS/s 

Input 

Input coupling DC,  AC ,  Ground 

Input impedance 

XDS3062A 
XDS3102(A) 
XDS3202E 

1 MΩ±2%, in parallel with  
15 pF±5 pF 

XDS3102AP 
XDS3202(A) 
XDS3302 

1 MΩ±2%, in parallel with  
15 pF±5 pF；50Ω ± 2% 
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Performance Characteristics Instruction 
(Use gray scale to indicate frequency of 
occurrence, where frequently occurring 

waveform are bright.) 

XDS3102AP 
XDS3102 
XDS3202E 
XDS3202A 
XDS3202 
XDS3302 

Support 

Magnifier Function 
(The magnifier window can display the 
magnified wave of the wave selection.) 

XDS3062A 
XDS3102A 
XDS3102 
XDS3202E 
XDS3202 
XDS3302 

Not support 

XDS3102AP 
XDS3202A 

Support (the touchscreen 
should be configured) 

Acquisition 

Mode Normal, Peak detect, Averaging 

Sample rate 
(real time) 

XDS3062A 
XDS3102A 

Dual CH 500 MS/s 

Single CH 
8 bits 
mode 1 GS/s 
12 bits 
mode 500 MS/s 

XDS3102 
Dual CH 500 MS/s 
Single CH 1 GS/s 

XDS3202E 
Dual CH 500 MS/s 
Single CH 1 GS/s 

XDS3102AP 
XDS3202A 

Dual CH 

8 bits 
mode 1 GS/s 
12 bits 
mode 500 MS/s 
14 bits 
mode 100 MS/s 

Single CH 

8 bits 
mode 1 GS/s 
12 bits 
mode 500 MS/s 
14 bits 
mode 100 MS/s 

XDS3202 
Dual CH 1 GS/s 
Single CH 2 GS/s 

XDS3302 
Dual CH 1.25 GS/s 
Single CH 2.5 GS/s 

Input 

Input coupling DC,  AC ,  Ground 

Input impedance 

XDS3062A 
XDS3102(A) 
XDS3202E 

1 MΩ±2%, in parallel with  
15 pF±5 pF 

XDS3102AP 
XDS3202(A) 
XDS3302 

1 MΩ±2%, in parallel with  
15 pF±5 pF；50Ω ± 2% 
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Performance Characteristics Instruction 
(Use gray scale to indicate frequency of 
occurrence, where frequently occurring 

waveform are bright.) 

XDS3102AP 
XDS3102 
XDS3202E 
XDS3202A 
XDS3202 
XDS3302 

Support 

Magnifier Function 
(The magnifier window can display the 
magnified wave of the wave selection.) 

XDS3062A 
XDS3102A 
XDS3102 
XDS3202E 
XDS3202 
XDS3302 

Not support 

XDS3102AP 
XDS3202A 

Support (the touchscreen 
should be configured) 

Acquisition 

Mode Normal, Peak detect, Averaging 

Sample rate 
(real time) 

XDS3062A 
XDS3102A 

Dual CH 500 MS/s 

Single CH 
8 bits 
mode 1 GS/s 
12 bits 
mode 500 MS/s 

XDS3102 
Dual CH 500 MS/s 
Single CH 1 GS/s 

XDS3202E 
Dual CH 500 MS/s 
Single CH 1 GS/s 

XDS3102AP 
XDS3202A 

Dual CH 

8 bits 
mode 1 GS/s 
12 bits 
mode 500 MS/s 
14 bits 
mode 100 MS/s 

Single CH 

8 bits 
mode 1 GS/s 
12 bits 
mode 500 MS/s 
14 bits 
mode 100 MS/s 

XDS3202 
Dual CH 1 GS/s 
Single CH 2 GS/s 

XDS3302 
Dual CH 1.25 GS/s 
Single CH 2.5 GS/s 

Input 

Input coupling DC,  AC ,  Ground 

Input impedance 

XDS3062A 
XDS3102(A) 
XDS3202E 

1 MΩ±2%, in parallel with  
15 pF±5 pF 

XDS3102AP 
XDS3202(A) 
XDS3302 

1 MΩ±2%, in parallel with  
15 pF±5 pF；50Ω ± 2% 
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Performance Characteristics Instruction 
(Use gray scale to indicate frequency of 
occurrence, where frequently occurring 

waveform are bright.) 

XDS3102AP 
XDS3102 
XDS3202E 
XDS3202A 
XDS3202 
XDS3302 

Support 

Magnifier Function 
(The magnifier window can display the 
magnified wave of the wave selection.) 

XDS3062A 
XDS3102A 
XDS3102 
XDS3202E 
XDS3202 
XDS3302 

Not support 

XDS3102AP 
XDS3202A 

Support (the touchscreen 
should be configured) 

Acquisition 

Mode Normal, Peak detect, Averaging 

Sample rate 
(real time) 

XDS3062A 
XDS3102A 

Dual CH 500 MS/s 

Single CH 
8 bits 
mode 1 GS/s 
12 bits 
mode 500 MS/s 

XDS3102 
Dual CH 500 MS/s 
Single CH 1 GS/s 

XDS3202E 
Dual CH 500 MS/s 
Single CH 1 GS/s 

XDS3102AP 
XDS3202A 

Dual CH 

8 bits 
mode 1 GS/s 
12 bits 
mode 500 MS/s 
14 bits 
mode 100 MS/s 

Single CH 

8 bits 
mode 1 GS/s 
12 bits 
mode 500 MS/s 
14 bits 
mode 100 MS/s 

XDS3202 
Dual CH 1 GS/s 
Single CH 2 GS/s 

XDS3302 
Dual CH 1.25 GS/s 
Single CH 2.5 GS/s 

Input 

Input coupling DC,  AC ,  Ground 

Input impedance 

XDS3062A 
XDS3102(A) 
XDS3202E 

1 MΩ±2%, in parallel with  
15 pF±5 pF 

XDS3102AP 
XDS3202(A) 
XDS3302 

1 MΩ±2%, in parallel with  
15 pF±5 pF；50Ω ± 2% 
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Performance Characteristics Instruction 
(Use gray scale to indicate frequency of 
occurrence, where frequently occurring 

waveform are bright.) 

XDS3102AP 
XDS3102 
XDS3202E 
XDS3202A 
XDS3202 
XDS3302 

Support 

Magnifier Function 
(The magnifier window can display the 
magnified wave of the wave selection.) 

XDS3062A 
XDS3102A 
XDS3102 
XDS3202E 
XDS3202 
XDS3302 

Not support 

XDS3102AP 
XDS3202A 

Support (the touchscreen 
should be configured) 

Acquisition 

Mode Normal, Peak detect, Averaging 

Sample rate 
(real time) 

XDS3062A 
XDS3102A 

Dual CH 500 MS/s 

Single CH 
8 bits 
mode 1 GS/s 
12 bits 
mode 500 MS/s 

XDS3102 
Dual CH 500 MS/s 
Single CH 1 GS/s 

XDS3202E 
Dual CH 500 MS/s 
Single CH 1 GS/s 

XDS3102AP 
XDS3202A 

Dual CH 

8 bits 
mode 1 GS/s 
12 bits 
mode 500 MS/s 
14 bits 
mode 100 MS/s 

Single CH 

8 bits 
mode 1 GS/s 
12 bits 
mode 500 MS/s 
14 bits 
mode 100 MS/s 

XDS3202 
Dual CH 1 GS/s 
Single CH 2 GS/s 

XDS3302 
Dual CH 1.25 GS/s 
Single CH 2.5 GS/s 

Input 

Input coupling DC,  AC ,  Ground 

Input impedance 

XDS3062A 
XDS3102(A) 
XDS3202E 

1 MΩ±2%, in parallel with  
15 pF±5 pF 

XDS3102AP 
XDS3202(A) 
XDS3302 

1 MΩ±2%, in parallel with  
15 pF±5 pF；50Ω ± 2% 
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Performance Characteristics Instruction 
(Use gray scale to indicate frequency of 
occurrence, where frequently occurring 

waveform are bright.) 

XDS3102AP 
XDS3102 
XDS3202E 
XDS3202A 
XDS3202 
XDS3302 

Support 

Magnifier Function 
(The magnifier window can display the 
magnified wave of the wave selection.) 

XDS3062A 
XDS3102A 
XDS3102 
XDS3202E 
XDS3202 
XDS3302 

Not support 

XDS3102AP 
XDS3202A 

Support (the touchscreen 
should be configured) 

Acquisition 

Mode Normal, Peak detect, Averaging 

Sample rate 
(real time) 

XDS3062A 
XDS3102A 

Dual CH 500 MS/s 

Single CH 
8 bits 
mode 1 GS/s 
12 bits 
mode 500 MS/s 

XDS3102 
Dual CH 500 MS/s 
Single CH 1 GS/s 

XDS3202E 
Dual CH 500 MS/s 
Single CH 1 GS/s 

XDS3102AP 
XDS3202A 

Dual CH 

8 bits 
mode 1 GS/s 
12 bits 
mode 500 MS/s 
14 bits 
mode 100 MS/s 

Single CH 

8 bits 
mode 1 GS/s 
12 bits 
mode 500 MS/s 
14 bits 
mode 100 MS/s 

XDS3202 
Dual CH 1 GS/s 
Single CH 2 GS/s 

XDS3302 
Dual CH 1.25 GS/s 
Single CH 2.5 GS/s 

Input 

Input coupling DC,  AC ,  Ground 

Input impedance 

XDS3062A 
XDS3102(A) 
XDS3202E 

1 MΩ±2%, in parallel with  
15 pF±5 pF 

XDS3102AP 
XDS3202(A) 
XDS3302 

1 MΩ±2%, in parallel with  
15 pF±5 pF；50Ω ± 2% 
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Performance Characteristics Instruction 
(Use gray scale to indicate frequency of 
occurrence, where frequently occurring 

waveform are bright.) 

XDS3102AP 
XDS3102 
XDS3202E 
XDS3202A 
XDS3202 
XDS3302 

Support 

Magnifier Function 
(The magnifier window can display the 
magnified wave of the wave selection.) 

XDS3062A 
XDS3102A 
XDS3102 
XDS3202E 
XDS3202 
XDS3302 

Not support 

XDS3102AP 
XDS3202A 

Support (the touchscreen 
should be configured) 

Acquisition 

Mode Normal, Peak detect, Averaging 

Sample rate 
(real time) 

XDS3062A 
XDS3102A 

Dual CH 500 MS/s 

Single CH 
8 bits 
mode 1 GS/s 
12 bits 
mode 500 MS/s 

XDS3102 
Dual CH 500 MS/s 
Single CH 1 GS/s 

XDS3202E 
Dual CH 500 MS/s 
Single CH 1 GS/s 

XDS3102AP 
XDS3202A 

Dual CH 

8 bits 
mode 1 GS/s 
12 bits 
mode 500 MS/s 
14 bits 
mode 100 MS/s 

Single CH 

8 bits 
mode 1 GS/s 
12 bits 
mode 500 MS/s 
14 bits 
mode 100 MS/s 

XDS3202 
Dual CH 1 GS/s 
Single CH 2 GS/s 

XDS3302 
Dual CH 1.25 GS/s 
Single CH 2.5 GS/s 

Input 

Input coupling DC,  AC ,  Ground 

Input impedance 

XDS3062A 
XDS3102(A) 
XDS3202E 

1 MΩ±2%, in parallel with  
15 pF±5 pF 

XDS3102AP 
XDS3202(A) 
XDS3302 

1 MΩ±2%, in parallel with  
15 pF±5 pF；50Ω ± 2% 

11.Technical Specifications 

 137 

Performance Characteristics Instruction 
(Use gray scale to indicate frequency of 
occurrence, where frequently occurring 

waveform are bright.) 

XDS3102AP 
XDS3102 
XDS3202E 
XDS3202A 
XDS3202 
XDS3302 

Support 

Magnifier Function 
(The magnifier window can display the 
magnified wave of the wave selection.) 

XDS3062A 
XDS3102A 
XDS3102 
XDS3202E 
XDS3202 
XDS3302 

Not support 

XDS3102AP 
XDS3202A 

Support (the touchscreen 
should be configured) 

Acquisition 

Mode Normal, Peak detect, Averaging 

Sample rate 
(real time) 

XDS3062A 
XDS3102A 

Dual CH 500 MS/s 

Single CH 
8 bits 
mode 1 GS/s 
12 bits 
mode 500 MS/s 

XDS3102 
Dual CH 500 MS/s 
Single CH 1 GS/s 

XDS3202E 
Dual CH 500 MS/s 
Single CH 1 GS/s 

XDS3102AP 
XDS3202A 

Dual CH 

8 bits 
mode 1 GS/s 
12 bits 
mode 500 MS/s 
14 bits 
mode 100 MS/s 

Single CH 

8 bits 
mode 1 GS/s 
12 bits 
mode 500 MS/s 
14 bits 
mode 100 MS/s 

XDS3202 
Dual CH 1 GS/s 
Single CH 2 GS/s 

XDS3302 
Dual CH 1.25 GS/s 
Single CH 2.5 GS/s 

Input 

Input coupling DC,  AC ,  Ground 

Input impedance 

XDS3062A 
XDS3102(A) 
XDS3202E 

1 MΩ±2%, in parallel with  
15 pF±5 pF 

XDS3102AP 
XDS3202(A) 
XDS3302 

1 MΩ±2%, in parallel with  
15 pF±5 pF；50Ω ± 2% 
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Performance Characteristics Instruction 
(Use gray scale to indicate frequency of 
occurrence, where frequently occurring 

waveform are bright.) 

XDS3102AP 
XDS3102 
XDS3202E 
XDS3202A 
XDS3202 
XDS3302 

Support 

Magnifier Function 
(The magnifier window can display the 
magnified wave of the wave selection.) 

XDS3062A 
XDS3102A 
XDS3102 
XDS3202E 
XDS3202 
XDS3302 

Not support 

XDS3102AP 
XDS3202A 

Support (the touchscreen 
should be configured) 

Acquisition 

Mode Normal, Peak detect, Averaging 

Sample rate 
(real time) 

XDS3062A 
XDS3102A 

Dual CH 500 MS/s 

Single CH 
8 bits 
mode 1 GS/s 
12 bits 
mode 500 MS/s 

XDS3102 
Dual CH 500 MS/s 
Single CH 1 GS/s 

XDS3202E 
Dual CH 500 MS/s 
Single CH 1 GS/s 

XDS3102AP 
XDS3202A 

Dual CH 

8 bits 
mode 1 GS/s 
12 bits 
mode 500 MS/s 
14 bits 
mode 100 MS/s 

Single CH 

8 bits 
mode 1 GS/s 
12 bits 
mode 500 MS/s 
14 bits 
mode 100 MS/s 

XDS3202 
Dual CH 1 GS/s 
Single CH 2 GS/s 

XDS3302 
Dual CH 1.25 GS/s 
Single CH 2.5 GS/s 

Input 

Input coupling DC,  AC ,  Ground 

Input impedance 

XDS3062A 
XDS3102(A) 
XDS3202E 

1 MΩ±2%, in parallel with  
15 pF±5 pF 

XDS3102AP 
XDS3202(A) 
XDS3302 

1 MΩ±2%, in parallel with  
15 pF±5 pF；50Ω ± 2% 
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Performance Characteristics Instruction 
(Use gray scale to indicate frequency of 
occurrence, where frequently occurring 

waveform are bright.) 

XDS3102AP 
XDS3102 
XDS3202E 
XDS3202A 
XDS3202 
XDS3302 

Support 

Magnifier Function 
(The magnifier window can display the 
magnified wave of the wave selection.) 

XDS3062A 
XDS3102A 
XDS3102 
XDS3202E 
XDS3202 
XDS3302 

Not support 

XDS3102AP 
XDS3202A 

Support (the touchscreen 
should be configured) 

Acquisition 

Mode Normal, Peak detect, Averaging 

Sample rate 
(real time) 

XDS3062A 
XDS3102A 

Dual CH 500 MS/s 

Single CH 
8 bits 
mode 1 GS/s 
12 bits 
mode 500 MS/s 

XDS3102 
Dual CH 500 MS/s 
Single CH 1 GS/s 

XDS3202E 
Dual CH 500 MS/s 
Single CH 1 GS/s 

XDS3102AP 
XDS3202A 

Dual CH 

8 bits 
mode 1 GS/s 
12 bits 
mode 500 MS/s 
14 bits 
mode 100 MS/s 

Single CH 

8 bits 
mode 1 GS/s 
12 bits 
mode 500 MS/s 
14 bits 
mode 100 MS/s 

XDS3202 
Dual CH 1 GS/s 
Single CH 2 GS/s 

XDS3302 
Dual CH 1.25 GS/s 
Single CH 2.5 GS/s 

Input 

Input coupling DC,  AC ,  Ground 

Input impedance 

XDS3062A 
XDS3102(A) 
XDS3202E 

1 MΩ±2%, in parallel with  
15 pF±5 pF 

XDS3102AP 
XDS3202(A) 
XDS3302 

1 MΩ±2%, in parallel with  
15 pF±5 pF；50Ω ± 2% 
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Performance Characteristics Instruction 
(Use gray scale to indicate frequency of 
occurrence, where frequently occurring 

waveform are bright.) 

XDS3102AP 
XDS3102 
XDS3202E 
XDS3202A 
XDS3202 
XDS3302 

Support 

Magnifier Function 
(The magnifier window can display the 
magnified wave of the wave selection.) 

XDS3062A 
XDS3102A 
XDS3102 
XDS3202E 
XDS3202 
XDS3302 

Not support 

XDS3102AP 
XDS3202A 

Support (the touchscreen 
should be configured) 

Acquisition 

Mode Normal, Peak detect, Averaging 

Sample rate 
(real time) 

XDS3062A 
XDS3102A 

Dual CH 500 MS/s 

Single CH 
8 bits 
mode 1 GS/s 
12 bits 
mode 500 MS/s 

XDS3102 
Dual CH 500 MS/s 
Single CH 1 GS/s 

XDS3202E 
Dual CH 500 MS/s 
Single CH 1 GS/s 

XDS3102AP 
XDS3202A 

Dual CH 

8 bits 
mode 1 GS/s 
12 bits 
mode 500 MS/s 
14 bits 
mode 100 MS/s 

Single CH 

8 bits 
mode 1 GS/s 
12 bits 
mode 500 MS/s 
14 bits 
mode 100 MS/s 

XDS3202 
Dual CH 1 GS/s 
Single CH 2 GS/s 

XDS3302 
Dual CH 1.25 GS/s 
Single CH 2.5 GS/s 

Input 

Input coupling DC,  AC ,  Ground 

Input impedance 

XDS3062A 
XDS3102(A) 
XDS3202E 

1 MΩ±2%, in parallel with  
15 pF±5 pF 

XDS3102AP 
XDS3202(A) 
XDS3302 

1 MΩ±2%, in parallel with  
15 pF±5 pF；50Ω ± 2% 
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Performance Characteristics Instruction 
(Use gray scale to indicate frequency of 
occurrence, where frequently occurring 

waveform are bright.) 

XDS3102AP 
XDS3102 
XDS3202E 
XDS3202A 
XDS3202 
XDS3302 

Support 

Magnifier Function 
(The magnifier window can display the 
magnified wave of the wave selection.) 

XDS3062A 
XDS3102A 
XDS3102 
XDS3202E 
XDS3202 
XDS3302 

Not support 

XDS3102AP 
XDS3202A 

Support (the touchscreen 
should be configured) 

Acquisition 

Mode Normal, Peak detect, Averaging 

Sample rate 
(real time) 

XDS3062A 
XDS3102A 

Dual CH 500 MS/s 

Single CH 
8 bits 
mode 1 GS/s 
12 bits 
mode 500 MS/s 

XDS3102 
Dual CH 500 MS/s 
Single CH 1 GS/s 

XDS3202E 
Dual CH 500 MS/s 
Single CH 1 GS/s 

XDS3102AP 
XDS3202A 

Dual CH 

8 bits 
mode 1 GS/s 
12 bits 
mode 500 MS/s 
14 bits 
mode 100 MS/s 

Single CH 

8 bits 
mode 1 GS/s 
12 bits 
mode 500 MS/s 
14 bits 
mode 100 MS/s 

XDS3202 
Dual CH 1 GS/s 
Single CH 2 GS/s 

XDS3302 
Dual CH 1.25 GS/s 
Single CH 2.5 GS/s 

Input 

Input coupling DC,  AC ,  Ground 

Input impedance 

XDS3062A 
XDS3102(A) 
XDS3202E 

1 MΩ±2%, in parallel with  
15 pF±5 pF 

XDS3102AP 
XDS3202(A) 
XDS3302 

1 MΩ±2%, in parallel with  
15 pF±5 pF；50Ω ± 2% 
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Performance Characteristics Instruction 
(Use gray scale to indicate frequency of 
occurrence, where frequently occurring 

waveform are bright.) 

XDS3102AP 
XDS3102 
XDS3202E 
XDS3202A 
XDS3202 
XDS3302 

Support 

Magnifier Function 
(The magnifier window can display the 
magnified wave of the wave selection.) 

XDS3062A 
XDS3102A 
XDS3102 
XDS3202E 
XDS3202 
XDS3302 

Not support 

XDS3102AP 
XDS3202A 

Support (the touchscreen 
should be configured) 

Acquisition 

Mode Normal, Peak detect, Averaging 

Sample rate 
(real time) 

XDS3062A 
XDS3102A 

Dual CH 500 MS/s 

Single CH 
8 bits 
mode 1 GS/s 
12 bits 
mode 500 MS/s 

XDS3102 
Dual CH 500 MS/s 
Single CH 1 GS/s 

XDS3202E 
Dual CH 500 MS/s 
Single CH 1 GS/s 

XDS3102AP 
XDS3202A 

Dual CH 

8 bits 
mode 1 GS/s 
12 bits 
mode 500 MS/s 
14 bits 
mode 100 MS/s 

Single CH 

8 bits 
mode 1 GS/s 
12 bits 
mode 500 MS/s 
14 bits 
mode 100 MS/s 

XDS3202 
Dual CH 1 GS/s 
Single CH 2 GS/s 

XDS3302 
Dual CH 1.25 GS/s 
Single CH 2.5 GS/s 

Input 

Input coupling DC,  AC ,  Ground 

Input impedance 

XDS3062A 
XDS3102(A) 
XDS3202E 

1 MΩ±2%, in parallel with  
15 pF±5 pF 

XDS3102AP 
XDS3202(A) 
XDS3302 

1 MΩ±2%, in parallel with  
15 pF±5 pF；50Ω ± 2% 
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Performance Characteristics Instruction 
(Use gray scale to indicate frequency of 
occurrence, where frequently occurring 

waveform are bright.) 

XDS3102AP 
XDS3102 
XDS3202E 
XDS3202A 
XDS3202 
XDS3302 

Support 

Magnifier Function 
(The magnifier window can display the 
magnified wave of the wave selection.) 

XDS3062A 
XDS3102A 
XDS3102 
XDS3202E 
XDS3202 
XDS3302 

Not support 

XDS3102AP 
XDS3202A 

Support (the touchscreen 
should be configured) 

Acquisition 

Mode Normal, Peak detect, Averaging 

Sample rate 
(real time) 

XDS3062A 
XDS3102A 

Dual CH 500 MS/s 

Single CH 
8 bits 
mode 1 GS/s 
12 bits 
mode 500 MS/s 

XDS3102 
Dual CH 500 MS/s 
Single CH 1 GS/s 

XDS3202E 
Dual CH 500 MS/s 
Single CH 1 GS/s 

XDS3102AP 
XDS3202A 

Dual CH 

8 bits 
mode 1 GS/s 
12 bits 
mode 500 MS/s 
14 bits 
mode 100 MS/s 

Single CH 

8 bits 
mode 1 GS/s 
12 bits 
mode 500 MS/s 
14 bits 
mode 100 MS/s 

XDS3202 
Dual CH 1 GS/s 
Single CH 2 GS/s 

XDS3302 
Dual CH 1.25 GS/s 
Single CH 2.5 GS/s 

Input 

Input coupling DC,  AC ,  Ground 

Input impedance 

XDS3062A 
XDS3102(A) 
XDS3202E 

1 MΩ±2%, in parallel with  
15 pF±5 pF 

XDS3102AP 
XDS3202(A) 
XDS3302 

1 MΩ±2%, in parallel with  
15 pF±5 pF；50Ω ± 2% 
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Performance Characteristics Instruction 
(Use gray scale to indicate frequency of 
occurrence, where frequently occurring 

waveform are bright.) 

XDS3102AP 
XDS3102 
XDS3202E 
XDS3202A 
XDS3202 
XDS3302 

Support 

Magnifier Function 
(The magnifier window can display the 
magnified wave of the wave selection.) 

XDS3062A 
XDS3102A 
XDS3102 
XDS3202E 
XDS3202 
XDS3302 

Not support 

XDS3102AP 
XDS3202A 

Support (the touchscreen 
should be configured) 

Acquisition 

Mode Normal, Peak detect, Averaging 

Sample rate 
(real time) 

XDS3062A 
XDS3102A 

Dual CH 500 MS/s 

Single CH 
8 bits 
mode 1 GS/s 
12 bits 
mode 500 MS/s 

XDS3102 
Dual CH 500 MS/s 
Single CH 1 GS/s 

XDS3202E 
Dual CH 500 MS/s 
Single CH 1 GS/s 

XDS3102AP 
XDS3202A 

Dual CH 

8 bits 
mode 1 GS/s 
12 bits 
mode 500 MS/s 
14 bits 
mode 100 MS/s 

Single CH 

8 bits 
mode 1 GS/s 
12 bits 
mode 500 MS/s 
14 bits 
mode 100 MS/s 

XDS3202 
Dual CH 1 GS/s 
Single CH 2 GS/s 

XDS3302 
Dual CH 1.25 GS/s 
Single CH 2.5 GS/s 

Input 

Input coupling DC,  AC ,  Ground 

Input impedance 

XDS3062A 
XDS3102(A) 
XDS3202E 

1 MΩ±2%, in parallel with  
15 pF±5 pF 

XDS3102AP 
XDS3202(A) 
XDS3302 

1 MΩ±2%, in parallel with  
15 pF±5 pF；50Ω ± 2% 
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Performance Characteristics Instruction 
(Use gray scale to indicate frequency of 
occurrence, where frequently occurring 

waveform are bright.) 

XDS3102AP 
XDS3102 
XDS3202E 
XDS3202A 
XDS3202 
XDS3302 

Support 

Magnifier Function 
(The magnifier window can display the 
magnified wave of the wave selection.) 

XDS3062A 
XDS3102A 
XDS3102 
XDS3202E 
XDS3202 
XDS3302 

Not support 

XDS3102AP 
XDS3202A 

Support (the touchscreen 
should be configured) 

Acquisition 

Mode Normal, Peak detect, Averaging 

Sample rate 
(real time) 

XDS3062A 
XDS3102A 

Dual CH 500 MS/s 

Single CH 
8 bits 
mode 1 GS/s 
12 bits 
mode 500 MS/s 

XDS3102 
Dual CH 500 MS/s 
Single CH 1 GS/s 

XDS3202E 
Dual CH 500 MS/s 
Single CH 1 GS/s 

XDS3102AP 
XDS3202A 

Dual CH 

8 bits 
mode 1 GS/s 
12 bits 
mode 500 MS/s 
14 bits 
mode 100 MS/s 

Single CH 

8 bits 
mode 1 GS/s 
12 bits 
mode 500 MS/s 
14 bits 
mode 100 MS/s 

XDS3202 
Dual CH 1 GS/s 
Single CH 2 GS/s 

XDS3302 
Dual CH 1.25 GS/s 
Single CH 2.5 GS/s 

Input 

Input coupling DC,  AC ,  Ground 

Input impedance 

XDS3062A 
XDS3102(A) 
XDS3202E 

1 MΩ±2%, in parallel with  
15 pF±5 pF 

XDS3102AP 
XDS3202(A) 
XDS3302 

1 MΩ±2%, in parallel with  
15 pF±5 pF；50Ω ± 2% 
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Performance Characteristics Instruction 
(Use gray scale to indicate frequency of 
occurrence, where frequently occurring 

waveform are bright.) 

XDS3102AP 
XDS3102 
XDS3202E 
XDS3202A 
XDS3202 
XDS3302 

Support 

Magnifier Function 
(The magnifier window can display the 
magnified wave of the wave selection.) 

XDS3062A 
XDS3102A 
XDS3102 
XDS3202E 
XDS3202 
XDS3302 

Not support 

XDS3102AP 
XDS3202A 

Support (the touchscreen 
should be configured) 

Acquisition 

Mode Normal, Peak detect, Averaging 

Sample rate 
(real time) 

XDS3062A 
XDS3102A 

Dual CH 500 MS/s 

Single CH 
8 bits 
mode 1 GS/s 
12 bits 
mode 500 MS/s 

XDS3102 
Dual CH 500 MS/s 
Single CH 1 GS/s 

XDS3202E 
Dual CH 500 MS/s 
Single CH 1 GS/s 

XDS3102AP 
XDS3202A 

Dual CH 

8 bits 
mode 1 GS/s 
12 bits 
mode 500 MS/s 
14 bits 
mode 100 MS/s 

Single CH 

8 bits 
mode 1 GS/s 
12 bits 
mode 500 MS/s 
14 bits 
mode 100 MS/s 

XDS3202 
Dual CH 1 GS/s 
Single CH 2 GS/s 

XDS3302 
Dual CH 1.25 GS/s 
Single CH 2.5 GS/s 

Input 

Input coupling DC,  AC ,  Ground 

Input impedance 

XDS3062A 
XDS3102(A) 
XDS3202E 

1 MΩ±2%, in parallel with  
15 pF±5 pF 

XDS3102AP 
XDS3202(A) 
XDS3302 

1 MΩ±2%, in parallel with  
15 pF±5 pF；50Ω ± 2% 
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Performance Characteristics Instruction 
(Use gray scale to indicate frequency of 
occurrence, where frequently occurring 

waveform are bright.) 

XDS3102AP 
XDS3102 
XDS3202E 
XDS3202A 
XDS3202 
XDS3302 

Support 

Magnifier Function 
(The magnifier window can display the 
magnified wave of the wave selection.) 

XDS3062A 
XDS3102A 
XDS3102 
XDS3202E 
XDS3202 
XDS3302 

Not support 

XDS3102AP 
XDS3202A 

Support (the touchscreen 
should be configured) 

Acquisition 

Mode Normal, Peak detect, Averaging 

Sample rate 
(real time) 

XDS3062A 
XDS3102A 

Dual CH 500 MS/s 

Single CH 
8 bits 
mode 1 GS/s 
12 bits 
mode 500 MS/s 

XDS3102 
Dual CH 500 MS/s 
Single CH 1 GS/s 

XDS3202E 
Dual CH 500 MS/s 
Single CH 1 GS/s 

XDS3102AP 
XDS3202A 

Dual CH 

8 bits 
mode 1 GS/s 
12 bits 
mode 500 MS/s 
14 bits 
mode 100 MS/s 

Single CH 

8 bits 
mode 1 GS/s 
12 bits 
mode 500 MS/s 
14 bits 
mode 100 MS/s 

XDS3202 
Dual CH 1 GS/s 
Single CH 2 GS/s 

XDS3302 
Dual CH 1.25 GS/s 
Single CH 2.5 GS/s 

Input 

Input coupling DC,  AC ,  Ground 

Input impedance 

XDS3062A 
XDS3102(A) 
XDS3202E 

1 MΩ±2%, in parallel with  
15 pF±5 pF 

XDS3102AP 
XDS3202(A) 
XDS3302 

1 MΩ±2%, in parallel with  
15 pF±5 pF；50Ω ± 2% 
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Performance Characteristics Instruction 
(Use gray scale to indicate frequency of 
occurrence, where frequently occurring 

waveform are bright.) 

XDS3102AP 
XDS3102 
XDS3202E 
XDS3202A 
XDS3202 
XDS3302 

Support 

Magnifier Function 
(The magnifier window can display the 
magnified wave of the wave selection.) 

XDS3062A 
XDS3102A 
XDS3102 
XDS3202E 
XDS3202 
XDS3302 

Not support 

XDS3102AP 
XDS3202A 

Support (the touchscreen 
should be configured) 

Acquisition 

Mode Normal, Peak detect, Averaging 

Sample rate 
(real time) 

XDS3062A 
XDS3102A 

Dual CH 500 MS/s 

Single CH 
8 bits 
mode 1 GS/s 
12 bits 
mode 500 MS/s 

XDS3102 
Dual CH 500 MS/s 
Single CH 1 GS/s 

XDS3202E 
Dual CH 500 MS/s 
Single CH 1 GS/s 

XDS3102AP 
XDS3202A 

Dual CH 

8 bits 
mode 1 GS/s 
12 bits 
mode 500 MS/s 
14 bits 
mode 100 MS/s 

Single CH 

8 bits 
mode 1 GS/s 
12 bits 
mode 500 MS/s 
14 bits 
mode 100 MS/s 

XDS3202 
Dual CH 1 GS/s 
Single CH 2 GS/s 

XDS3302 
Dual CH 1.25 GS/s 
Single CH 2.5 GS/s 

Input 

Input coupling DC,  AC ,  Ground 

Input impedance 

XDS3062A 
XDS3102(A) 
XDS3202E 

1 MΩ±2%, in parallel with  
15 pF±5 pF 

XDS3102AP 
XDS3202(A) 
XDS3302 

1 MΩ±2%, in parallel with  
15 pF±5 pF；50Ω ± 2% 
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Performance Characteristics Instruction 
(Use gray scale to indicate frequency of 
occurrence, where frequently occurring 

waveform are bright.) 

XDS3102AP 
XDS3102 
XDS3202E 
XDS3202A 
XDS3202 
XDS3302 

Support 

Magnifier Function 
(The magnifier window can display the 
magnified wave of the wave selection.) 

XDS3062A 
XDS3102A 
XDS3102 
XDS3202E 
XDS3202 
XDS3302 

Not support 

XDS3102AP 
XDS3202A 

Support (the touchscreen 
should be configured) 

Acquisition 

Mode Normal, Peak detect, Averaging 

Sample rate 
(real time) 

XDS3062A 
XDS3102A 

Dual CH 500 MS/s 

Single CH 
8 bits 
mode 1 GS/s 
12 bits 
mode 500 MS/s 

XDS3102 
Dual CH 500 MS/s 
Single CH 1 GS/s 

XDS3202E 
Dual CH 500 MS/s 
Single CH 1 GS/s 

XDS3102AP 
XDS3202A 

Dual CH 

8 bits 
mode 1 GS/s 
12 bits 
mode 500 MS/s 
14 bits 
mode 100 MS/s 

Single CH 

8 bits 
mode 1 GS/s 
12 bits 
mode 500 MS/s 
14 bits 
mode 100 MS/s 

XDS3202 
Dual CH 1 GS/s 
Single CH 2 GS/s 

XDS3302 
Dual CH 1.25 GS/s 
Single CH 2.5 GS/s 

Input 

Input coupling DC,  AC ,  Ground 

Input impedance 

XDS3062A 
XDS3102(A) 
XDS3202E 

1 MΩ±2%, in parallel with  
15 pF±5 pF 

XDS3102AP 
XDS3202(A) 
XDS3302 

1 MΩ±2%, in parallel with  
15 pF±5 pF；50Ω ± 2% 
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Performance Characteristics Instruction 
(Use gray scale to indicate frequency of 
occurrence, where frequently occurring 

waveform are bright.) 

XDS3102AP 
XDS3102 
XDS3202E 
XDS3202A 
XDS3202 
XDS3302 

Support 

Magnifier Function 
(The magnifier window can display the 
magnified wave of the wave selection.) 

XDS3062A 
XDS3102A 
XDS3102 
XDS3202E 
XDS3202 
XDS3302 

Not support 

XDS3102AP 
XDS3202A 

Support (the touchscreen 
should be configured) 

Acquisition 

Mode Normal, Peak detect, Averaging 

Sample rate 
(real time) 

XDS3062A 
XDS3102A 

Dual CH 500 MS/s 

Single CH 
8 bits 
mode 1 GS/s 
12 bits 
mode 500 MS/s 

XDS3102 
Dual CH 500 MS/s 
Single CH 1 GS/s 

XDS3202E 
Dual CH 500 MS/s 
Single CH 1 GS/s 

XDS3102AP 
XDS3202A 

Dual CH 

8 bits 
mode 1 GS/s 
12 bits 
mode 500 MS/s 
14 bits 
mode 100 MS/s 

Single CH 

8 bits 
mode 1 GS/s 
12 bits 
mode 500 MS/s 
14 bits 
mode 100 MS/s 

XDS3202 
Dual CH 1 GS/s 
Single CH 2 GS/s 

XDS3302 
Dual CH 1.25 GS/s 
Single CH 2.5 GS/s 

Input 

Input coupling DC,  AC ,  Ground 

Input impedance 

XDS3062A 
XDS3102(A) 
XDS3202E 

1 MΩ±2%, in parallel with  
15 pF±5 pF 

XDS3102AP 
XDS3202(A) 
XDS3302 

1 MΩ±2%, in parallel with  
15 pF±5 pF；50Ω ± 2% 
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Performance Characteristics Instruction 
(Use gray scale to indicate frequency of 
occurrence, where frequently occurring 

waveform are bright.) 

XDS3102AP 
XDS3102 
XDS3202E 
XDS3202A 
XDS3202 
XDS3302 

Support 

Magnifier Function 
(The magnifier window can display the 
magnified wave of the wave selection.) 

XDS3062A 
XDS3102A 
XDS3102 
XDS3202E 
XDS3202 
XDS3302 

Not support 

XDS3102AP 
XDS3202A 

Support (the touchscreen 
should be configured) 

Acquisition 

Mode Normal, Peak detect, Averaging 

Sample rate 
(real time) 

XDS3062A 
XDS3102A 

Dual CH 500 MS/s 

Single CH 
8 bits 
mode 1 GS/s 
12 bits 
mode 500 MS/s 

XDS3102 
Dual CH 500 MS/s 
Single CH 1 GS/s 

XDS3202E 
Dual CH 500 MS/s 
Single CH 1 GS/s 

XDS3102AP 
XDS3202A 

Dual CH 

8 bits 
mode 1 GS/s 
12 bits 
mode 500 MS/s 
14 bits 
mode 100 MS/s 

Single CH 

8 bits 
mode 1 GS/s 
12 bits 
mode 500 MS/s 
14 bits 
mode 100 MS/s 

XDS3202 
Dual CH 1 GS/s 
Single CH 2 GS/s 

XDS3302 
Dual CH 1.25 GS/s 
Single CH 2.5 GS/s 

Input 

Input coupling DC,  AC ,  Ground 

Input impedance 

XDS3062A 
XDS3102(A) 
XDS3202E 

1 MΩ±2%, in parallel with  
15 pF±5 pF 

XDS3102AP 
XDS3202(A) 
XDS3302 

1 MΩ±2%, in parallel with  
15 pF±5 pF；50Ω ± 2% 
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Performance Characteristics Instruction 
(Use gray scale to indicate frequency of 
occurrence, where frequently occurring 

waveform are bright.) 

XDS3102AP 
XDS3102 
XDS3202E 
XDS3202A 
XDS3202 
XDS3302 

Support 

Magnifier Function 
(The magnifier window can display the 
magnified wave of the wave selection.) 

XDS3062A 
XDS3102A 
XDS3102 
XDS3202E 
XDS3202 
XDS3302 

Not support 

XDS3102AP 
XDS3202A 

Support (the touchscreen 
should be configured) 

Acquisition 

Mode Normal, Peak detect, Averaging 

Sample rate 
(real time) 

XDS3062A 
XDS3102A 

Dual CH 500 MS/s 

Single CH 
8 bits 
mode 1 GS/s 
12 bits 
mode 500 MS/s 

XDS3102 
Dual CH 500 MS/s 
Single CH 1 GS/s 

XDS3202E 
Dual CH 500 MS/s 
Single CH 1 GS/s 

XDS3102AP 
XDS3202A 

Dual CH 

8 bits 
mode 1 GS/s 
12 bits 
mode 500 MS/s 
14 bits 
mode 100 MS/s 

Single CH 

8 bits 
mode 1 GS/s 
12 bits 
mode 500 MS/s 
14 bits 
mode 100 MS/s 

XDS3202 
Dual CH 1 GS/s 
Single CH 2 GS/s 

XDS3302 
Dual CH 1.25 GS/s 
Single CH 2.5 GS/s 

Input 

Input coupling DC,  AC ,  Ground 

Input impedance 

XDS3062A 
XDS3102(A) 
XDS3202E 

1 MΩ±2%, in parallel with  
15 pF±5 pF 

XDS3102AP 
XDS3202(A) 
XDS3302 

1 MΩ±2%, in parallel with  
15 pF±5 pF；50Ω ± 2% 
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Performance Characteristics Instruction 
(Use gray scale to indicate frequency of 
occurrence, where frequently occurring 

waveform are bright.) 

XDS3102AP 
XDS3102 
XDS3202E 
XDS3202A 
XDS3202 
XDS3302 

Support 

Magnifier Function 
(The magnifier window can display the 
magnified wave of the wave selection.) 

XDS3062A 
XDS3102A 
XDS3102 
XDS3202E 
XDS3202 
XDS3302 

Not support 

XDS3102AP 
XDS3202A 

Support (the touchscreen 
should be configured) 

Acquisition 

Mode Normal, Peak detect, Averaging 

Sample rate 
(real time) 

XDS3062A 
XDS3102A 

Dual CH 500 MS/s 

Single CH 
8 bits 
mode 1 GS/s 
12 bits 
mode 500 MS/s 

XDS3102 
Dual CH 500 MS/s 
Single CH 1 GS/s 

XDS3202E 
Dual CH 500 MS/s 
Single CH 1 GS/s 

XDS3102AP 
XDS3202A 

Dual CH 

8 bits 
mode 1 GS/s 
12 bits 
mode 500 MS/s 
14 bits 
mode 100 MS/s 

Single CH 

8 bits 
mode 1 GS/s 
12 bits 
mode 500 MS/s 
14 bits 
mode 100 MS/s 

XDS3202 
Dual CH 1 GS/s 
Single CH 2 GS/s 

XDS3302 
Dual CH 1.25 GS/s 
Single CH 2.5 GS/s 

Input 

Input coupling DC,  AC ,  Ground 

Input impedance 

XDS3062A 
XDS3102(A) 
XDS3202E 

1 MΩ±2%, in parallel with  
15 pF±5 pF 

XDS3102AP 
XDS3202(A) 
XDS3302 

1 MΩ±2%, in parallel with  
15 pF±5 pF；50Ω ± 2% 
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Performance Characteristics Instruction 
(Use gray scale to indicate frequency of 
occurrence, where frequently occurring 

waveform are bright.) 

XDS3102AP 
XDS3102 
XDS3202E 
XDS3202A 
XDS3202 
XDS3302 

Support 

Magnifier Function 
(The magnifier window can display the 
magnified wave of the wave selection.) 

XDS3062A 
XDS3102A 
XDS3102 
XDS3202E 
XDS3202 
XDS3302 

Not support 

XDS3102AP 
XDS3202A 

Support (the touchscreen 
should be configured) 

Acquisition 

Mode Normal, Peak detect, Averaging 

Sample rate 
(real time) 

XDS3062A 
XDS3102A 

Dual CH 500 MS/s 

Single CH 
8 bits 
mode 1 GS/s 
12 bits 
mode 500 MS/s 

XDS3102 
Dual CH 500 MS/s 
Single CH 1 GS/s 

XDS3202E 
Dual CH 500 MS/s 
Single CH 1 GS/s 

XDS3102AP 
XDS3202A 

Dual CH 

8 bits 
mode 1 GS/s 
12 bits 
mode 500 MS/s 
14 bits 
mode 100 MS/s 

Single CH 

8 bits 
mode 1 GS/s 
12 bits 
mode 500 MS/s 
14 bits 
mode 100 MS/s 

XDS3202 
Dual CH 1 GS/s 
Single CH 2 GS/s 

XDS3302 
Dual CH 1.25 GS/s 
Single CH 2.5 GS/s 

Input 

Input coupling DC,  AC ,  Ground 

Input impedance 

XDS3062A 
XDS3102(A) 
XDS3202E 

1 MΩ±2%, in parallel with  
15 pF±5 pF 

XDS3102AP 
XDS3202(A) 
XDS3302 

1 MΩ±2%, in parallel with  
15 pF±5 pF；50Ω ± 2% 

Параметры

(Серая шкала показывает частоту
появления: частые осциллограммы ярче.)

Лупа (окно показывает увеличенный
выбранный фрагмент осциллограммы)

Сбор данных

Вход

Частота
дискретизации (в

реальном времени)

Связь входа

Входной импеданс

Описание

Обычный, пиковый, усреднение

DC, AC, земля

Поддерживается

Не поддерживается

Поддерживается (нужен
сенсорный экран)

2 канала

1 канал

2 канала
1 канал

2 канала
1 канал

2 канала

1 канал

2 канала
1 канал

2 канала
1 канал

1 МОм ±2%, параллельно 15
пФ ±5 пФ

1 МОм ±2%, параллельно 15
пФ ±5 пФ; 50 Ом ±2%

8 бит

12 бит

8 бит

12 бит

14 бит

8 бит

12 бит

14 бит

1 Гвыб/с

1.25 Гвыб/с

1 Гвыб/с

1 Гвыб/с

1 Гвыб/с

11. Технические характеристики
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Performance Characteristics Instruction 

Input coupling 0.001X - 1000X, step by 1 – 2 - 5 

Max input voltage 
1MΩ：≤300 Vrms;  
50Ω：≤5 Vrms (For certain models) 

Bandwidth limit 20 MHz, full bandwidth 

Channel to channel 
isolation 

50Hz:  100 : 1 
10MHz:  40 : 1 

Time delay between 
channel (typical) 

150ps 

Horizontal 
System 

Sampling rate range 

XDS3062A 
XDS3102A 

Dual CH 
0.05 S/s～500 
MS/s 

Single CH 

8 bits 
mode 

0.05 S/s～ 
1 GS/s 

12 bits 
mode 

0.05 S/s～ 
500 MS/s 

XDS3102 
Dual CH 

0.05 S/s～500 
MS/s 

Single CH 0.05 S/s～1 GS/s 

XDS3202E 
Dual CH 

0.05 S/s～500 
MS/s 

Single CH 0.05 S/s～1 GS/s 

XDS3102AP 
XDS3202A 

Dual CH 

8 bits 
mode 

0.05 S/s～ 
1 GS/s 

12 bits 
mode 

0.05 S/s～ 
500 MS/s 

14 bits 
mode 

0.05 S/s～ 
100 MS/s 

Single CH 

8 bits 
mode 

0.05 S/s～ 
1 GS/s 

12 bits 
mode 

0.05 S/s～ 
500 MS/s 

14 bits 
mode 

0.05 S/s～ 
100 MS/s 

XDS3202 
Dual CH 0.05 S/s～1 GS/s 

Single CH 0.05 S/s～2 GS/s 

XDS3302 
Dual CH 

0.05 S/s～1.25 
GS/s 

Single CH 0.05 S/s～2.5 GS/s 

Interpolation (Sinx)/x, x 

Max Record length 40M 
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Performance Characteristics Instruction 

Input coupling 0.001X - 1000X, step by 1 – 2 - 5 

Max input voltage 
1MΩ：≤300 Vrms;  
50Ω：≤5 Vrms (For certain models) 

Bandwidth limit 20 MHz, full bandwidth 

Channel to channel 
isolation 

50Hz:  100 : 1 
10MHz:  40 : 1 

Time delay between 
channel (typical) 

150ps 

Horizontal 
System 

Sampling rate range 

XDS3062A 
XDS3102A 

Dual CH 
0.05 S/s～500 
MS/s 

Single CH 

8 bits 
mode 

0.05 S/s～ 
1 GS/s 

12 bits 
mode 

0.05 S/s～ 
500 MS/s 

XDS3102 
Dual CH 

0.05 S/s～500 
MS/s 

Single CH 0.05 S/s～1 GS/s 

XDS3202E 
Dual CH 

0.05 S/s～500 
MS/s 

Single CH 0.05 S/s～1 GS/s 

XDS3102AP 
XDS3202A 

Dual CH 

8 bits 
mode 

0.05 S/s～ 
1 GS/s 

12 bits 
mode 

0.05 S/s～ 
500 MS/s 

14 bits 
mode 

0.05 S/s～ 
100 MS/s 

Single CH 

8 bits 
mode 

0.05 S/s～ 
1 GS/s 

12 bits 
mode 

0.05 S/s～ 
500 MS/s 

14 bits 
mode 

0.05 S/s～ 
100 MS/s 

XDS3202 
Dual CH 0.05 S/s～1 GS/s 

Single CH 0.05 S/s～2 GS/s 

XDS3302 
Dual CH 

0.05 S/s～1.25 
GS/s 

Single CH 0.05 S/s～2.5 GS/s 

Interpolation (Sinx)/x, x 

Max Record length 40M 

11.Technical Specifications 

 138 

Performance Characteristics Instruction 

Input coupling 0.001X - 1000X, step by 1 – 2 - 5 

Max input voltage 
1MΩ：≤300 Vrms;  
50Ω：≤5 Vrms (For certain models) 

Bandwidth limit 20 MHz, full bandwidth 

Channel to channel 
isolation 

50Hz:  100 : 1 
10MHz:  40 : 1 

Time delay between 
channel (typical) 

150ps 

Horizontal 
System 

Sampling rate range 

XDS3062A 
XDS3102A 

Dual CH 
0.05 S/s～500 
MS/s 

Single CH 

8 bits 
mode 

0.05 S/s～ 
1 GS/s 

12 bits 
mode 

0.05 S/s～ 
500 MS/s 

XDS3102 
Dual CH 

0.05 S/s～500 
MS/s 

Single CH 0.05 S/s～1 GS/s 

XDS3202E 
Dual CH 

0.05 S/s～500 
MS/s 

Single CH 0.05 S/s～1 GS/s 

XDS3102AP 
XDS3202A 

Dual CH 

8 bits 
mode 

0.05 S/s～ 
1 GS/s 

12 bits 
mode 

0.05 S/s～ 
500 MS/s 

14 bits 
mode 

0.05 S/s～ 
100 MS/s 

Single CH 

8 bits 
mode 

0.05 S/s～ 
1 GS/s 

12 bits 
mode 

0.05 S/s～ 
500 MS/s 

14 bits 
mode 

0.05 S/s～ 
100 MS/s 

XDS3202 
Dual CH 0.05 S/s～1 GS/s 

Single CH 0.05 S/s～2 GS/s 

XDS3302 
Dual CH 

0.05 S/s～1.25 
GS/s 

Single CH 0.05 S/s～2.5 GS/s 

Interpolation (Sinx)/x, x 

Max Record length 40M 
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Performance Characteristics Instruction 

Input coupling 0.001X - 1000X, step by 1 – 2 - 5 

Max input voltage 
1MΩ：≤300 Vrms;  
50Ω：≤5 Vrms (For certain models) 

Bandwidth limit 20 MHz, full bandwidth 

Channel to channel 
isolation 

50Hz:  100 : 1 
10MHz:  40 : 1 

Time delay between 
channel (typical) 

150ps 

Horizontal 
System 

Sampling rate range 

XDS3062A 
XDS3102A 

Dual CH 
0.05 S/s～500 
MS/s 

Single CH 

8 bits 
mode 

0.05 S/s～ 
1 GS/s 

12 bits 
mode 

0.05 S/s～ 
500 MS/s 

XDS3102 
Dual CH 

0.05 S/s～500 
MS/s 

Single CH 0.05 S/s～1 GS/s 

XDS3202E 
Dual CH 

0.05 S/s～500 
MS/s 

Single CH 0.05 S/s～1 GS/s 

XDS3102AP 
XDS3202A 

Dual CH 

8 bits 
mode 

0.05 S/s～ 
1 GS/s 

12 bits 
mode 

0.05 S/s～ 
500 MS/s 

14 bits 
mode 

0.05 S/s～ 
100 MS/s 

Single CH 

8 bits 
mode 

0.05 S/s～ 
1 GS/s 

12 bits 
mode 

0.05 S/s～ 
500 MS/s 

14 bits 
mode 

0.05 S/s～ 
100 MS/s 

XDS3202 
Dual CH 0.05 S/s～1 GS/s 

Single CH 0.05 S/s～2 GS/s 

XDS3302 
Dual CH 

0.05 S/s～1.25 
GS/s 

Single CH 0.05 S/s～2.5 GS/s 

Interpolation (Sinx)/x, x 

Max Record length 40M 
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Performance Characteristics Instruction 

Input coupling 0.001X - 1000X, step by 1 – 2 - 5 

Max input voltage 
1MΩ：≤300 Vrms;  
50Ω：≤5 Vrms (For certain models) 

Bandwidth limit 20 MHz, full bandwidth 

Channel to channel 
isolation 

50Hz:  100 : 1 
10MHz:  40 : 1 

Time delay between 
channel (typical) 

150ps 

Horizontal 
System 

Sampling rate range 

XDS3062A 
XDS3102A 

Dual CH 
0.05 S/s～500 
MS/s 

Single CH 

8 bits 
mode 

0.05 S/s～ 
1 GS/s 

12 bits 
mode 

0.05 S/s～ 
500 MS/s 

XDS3102 
Dual CH 

0.05 S/s～500 
MS/s 

Single CH 0.05 S/s～1 GS/s 

XDS3202E 
Dual CH 

0.05 S/s～500 
MS/s 

Single CH 0.05 S/s～1 GS/s 

XDS3102AP 
XDS3202A 

Dual CH 

8 bits 
mode 

0.05 S/s～ 
1 GS/s 

12 bits 
mode 

0.05 S/s～ 
500 MS/s 

14 bits 
mode 

0.05 S/s～ 
100 MS/s 

Single CH 

8 bits 
mode 

0.05 S/s～ 
1 GS/s 

12 bits 
mode 

0.05 S/s～ 
500 MS/s 

14 bits 
mode 

0.05 S/s～ 
100 MS/s 

XDS3202 
Dual CH 0.05 S/s～1 GS/s 

Single CH 0.05 S/s～2 GS/s 

XDS3302 
Dual CH 

0.05 S/s～1.25 
GS/s 

Single CH 0.05 S/s～2.5 GS/s 

Interpolation (Sinx)/x, x 

Max Record length 40M 
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Performance Characteristics Instruction 

Input coupling 0.001X - 1000X, step by 1 – 2 - 5 

Max input voltage 
1MΩ：≤300 Vrms;  
50Ω：≤5 Vrms (For certain models) 

Bandwidth limit 20 MHz, full bandwidth 

Channel to channel 
isolation 

50Hz:  100 : 1 
10MHz:  40 : 1 

Time delay between 
channel (typical) 

150ps 

Horizontal 
System 

Sampling rate range 

XDS3062A 
XDS3102A 

Dual CH 
0.05 S/s～500 
MS/s 

Single CH 

8 bits 
mode 

0.05 S/s～ 
1 GS/s 

12 bits 
mode 

0.05 S/s～ 
500 MS/s 

XDS3102 
Dual CH 

0.05 S/s～500 
MS/s 

Single CH 0.05 S/s～1 GS/s 

XDS3202E 
Dual CH 

0.05 S/s～500 
MS/s 

Single CH 0.05 S/s～1 GS/s 

XDS3102AP 
XDS3202A 

Dual CH 

8 bits 
mode 

0.05 S/s～ 
1 GS/s 

12 bits 
mode 

0.05 S/s～ 
500 MS/s 

14 bits 
mode 

0.05 S/s～ 
100 MS/s 

Single CH 

8 bits 
mode 

0.05 S/s～ 
1 GS/s 

12 bits 
mode 

0.05 S/s～ 
500 MS/s 

14 bits 
mode 

0.05 S/s～ 
100 MS/s 

XDS3202 
Dual CH 0.05 S/s～1 GS/s 

Single CH 0.05 S/s～2 GS/s 

XDS3302 
Dual CH 

0.05 S/s～1.25 
GS/s 

Single CH 0.05 S/s～2.5 GS/s 

Interpolation (Sinx)/x, x 

Max Record length 40M 
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Performance Characteristics Instruction 

Input coupling 0.001X - 1000X, step by 1 – 2 - 5 

Max input voltage 
1MΩ：≤300 Vrms;  
50Ω：≤5 Vrms (For certain models) 

Bandwidth limit 20 MHz, full bandwidth 

Channel to channel 
isolation 

50Hz:  100 : 1 
10MHz:  40 : 1 

Time delay between 
channel (typical) 

150ps 

Horizontal 
System 

Sampling rate range 

XDS3062A 
XDS3102A 

Dual CH 
0.05 S/s～500 
MS/s 

Single CH 

8 bits 
mode 

0.05 S/s～ 
1 GS/s 

12 bits 
mode 

0.05 S/s～ 
500 MS/s 

XDS3102 
Dual CH 

0.05 S/s～500 
MS/s 

Single CH 0.05 S/s～1 GS/s 

XDS3202E 
Dual CH 

0.05 S/s～500 
MS/s 

Single CH 0.05 S/s～1 GS/s 

XDS3102AP 
XDS3202A 

Dual CH 

8 bits 
mode 

0.05 S/s～ 
1 GS/s 

12 bits 
mode 

0.05 S/s～ 
500 MS/s 

14 bits 
mode 

0.05 S/s～ 
100 MS/s 

Single CH 

8 bits 
mode 

0.05 S/s～ 
1 GS/s 

12 bits 
mode 

0.05 S/s～ 
500 MS/s 

14 bits 
mode 

0.05 S/s～ 
100 MS/s 

XDS3202 
Dual CH 0.05 S/s～1 GS/s 

Single CH 0.05 S/s～2 GS/s 

XDS3302 
Dual CH 

0.05 S/s～1.25 
GS/s 

Single CH 0.05 S/s～2.5 GS/s 

Interpolation (Sinx)/x, x 

Max Record length 40M 
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Performance Characteristics Instruction 

Input coupling 0.001X - 1000X, step by 1 – 2 - 5 

Max input voltage 
1MΩ：≤300 Vrms;  
50Ω：≤5 Vrms (For certain models) 

Bandwidth limit 20 MHz, full bandwidth 

Channel to channel 
isolation 

50Hz:  100 : 1 
10MHz:  40 : 1 

Time delay between 
channel (typical) 

150ps 

Horizontal 
System 

Sampling rate range 

XDS3062A 
XDS3102A 

Dual CH 
0.05 S/s～500 
MS/s 

Single CH 

8 bits 
mode 

0.05 S/s～ 
1 GS/s 

12 bits 
mode 

0.05 S/s～ 
500 MS/s 

XDS3102 
Dual CH 

0.05 S/s～500 
MS/s 

Single CH 0.05 S/s～1 GS/s 

XDS3202E 
Dual CH 

0.05 S/s～500 
MS/s 

Single CH 0.05 S/s～1 GS/s 

XDS3102AP 
XDS3202A 

Dual CH 

8 bits 
mode 

0.05 S/s～ 
1 GS/s 

12 bits 
mode 

0.05 S/s～ 
500 MS/s 

14 bits 
mode 

0.05 S/s～ 
100 MS/s 

Single CH 

8 bits 
mode 

0.05 S/s～ 
1 GS/s 

12 bits 
mode 

0.05 S/s～ 
500 MS/s 

14 bits 
mode 

0.05 S/s～ 
100 MS/s 

XDS3202 
Dual CH 0.05 S/s～1 GS/s 

Single CH 0.05 S/s～2 GS/s 

XDS3302 
Dual CH 

0.05 S/s～1.25 
GS/s 

Single CH 0.05 S/s～2.5 GS/s 

Interpolation (Sinx)/x, x 

Max Record length 40M 
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Performance Characteristics Instruction 

Input coupling 0.001X - 1000X, step by 1 – 2 - 5 

Max input voltage 
1MΩ：≤300 Vrms;  
50Ω：≤5 Vrms (For certain models) 

Bandwidth limit 20 MHz, full bandwidth 

Channel to channel 
isolation 

50Hz:  100 : 1 
10MHz:  40 : 1 

Time delay between 
channel (typical) 

150ps 

Horizontal 
System 

Sampling rate range 

XDS3062A 
XDS3102A 

Dual CH 
0.05 S/s～500 
MS/s 

Single CH 

8 bits 
mode 

0.05 S/s～ 
1 GS/s 

12 bits 
mode 

0.05 S/s～ 
500 MS/s 

XDS3102 
Dual CH 

0.05 S/s～500 
MS/s 

Single CH 0.05 S/s～1 GS/s 

XDS3202E 
Dual CH 

0.05 S/s～500 
MS/s 

Single CH 0.05 S/s～1 GS/s 

XDS3102AP 
XDS3202A 

Dual CH 

8 bits 
mode 

0.05 S/s～ 
1 GS/s 

12 bits 
mode 

0.05 S/s～ 
500 MS/s 

14 bits 
mode 

0.05 S/s～ 
100 MS/s 

Single CH 

8 bits 
mode 

0.05 S/s～ 
1 GS/s 

12 bits 
mode 

0.05 S/s～ 
500 MS/s 

14 bits 
mode 

0.05 S/s～ 
100 MS/s 

XDS3202 
Dual CH 0.05 S/s～1 GS/s 

Single CH 0.05 S/s～2 GS/s 

XDS3302 
Dual CH 

0.05 S/s～1.25 
GS/s 

Single CH 0.05 S/s～2.5 GS/s 

Interpolation (Sinx)/x, x 

Max Record length 40M 
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Performance Characteristics Instruction 

Input coupling 0.001X - 1000X, step by 1 – 2 - 5 

Max input voltage 
1MΩ：≤300 Vrms;  
50Ω：≤5 Vrms (For certain models) 

Bandwidth limit 20 MHz, full bandwidth 

Channel to channel 
isolation 

50Hz:  100 : 1 
10MHz:  40 : 1 

Time delay between 
channel (typical) 

150ps 

Horizontal 
System 

Sampling rate range 

XDS3062A 
XDS3102A 

Dual CH 
0.05 S/s～500 
MS/s 

Single CH 

8 bits 
mode 

0.05 S/s～ 
1 GS/s 

12 bits 
mode 

0.05 S/s～ 
500 MS/s 

XDS3102 
Dual CH 

0.05 S/s～500 
MS/s 

Single CH 0.05 S/s～1 GS/s 

XDS3202E 
Dual CH 

0.05 S/s～500 
MS/s 

Single CH 0.05 S/s～1 GS/s 

XDS3102AP 
XDS3202A 

Dual CH 

8 bits 
mode 

0.05 S/s～ 
1 GS/s 

12 bits 
mode 

0.05 S/s～ 
500 MS/s 

14 bits 
mode 

0.05 S/s～ 
100 MS/s 

Single CH 

8 bits 
mode 

0.05 S/s～ 
1 GS/s 

12 bits 
mode 

0.05 S/s～ 
500 MS/s 

14 bits 
mode 

0.05 S/s～ 
100 MS/s 

XDS3202 
Dual CH 0.05 S/s～1 GS/s 

Single CH 0.05 S/s～2 GS/s 

XDS3302 
Dual CH 

0.05 S/s～1.25 
GS/s 

Single CH 0.05 S/s～2.5 GS/s 

Interpolation (Sinx)/x, x 

Max Record length 40M 

Параметры

Горизонт.
система

Связь входа

Макс. входное
напряжение

Ограничение полосы

Межканальная
развязка

Задержка между
каналами (тип.)

Диапазон частоты
дискретизации

Интерполяция

Макс. длина записи

Описание

0.001X - 1000X, шаг 1 - 2 - 5

1 МОм: ≤300 В ср.кв.; 50 Ом: ≤5 В ср.кв.
(некоторые модели)

20 МГц, полная полоса

50 Гц: 100 : 1
10 МГц: 40 : 1

150 пс

(sin x)/x, x

2 канала

1 канал

2 канала

1 канал

2 канала

1 канал

2 канала

1 канал

2 канала

1 канал

2 канала

1 канал

0.05 выб/с~500
Мвыб/с

8 бит

12 бит

0.05 выб/с~500
Мвыб/с

0.05 S/s~1 GS/s

0.05 выб/с~500
Мвыб/с

0.05 S/s~1 GS/s

8 бит

12 бит

14 бит

8 бит

12 бит

14 бит

0.05 S/s~1 GS/s

0.05 S/s~2 GS/s

0.05 выб/с~1.25
Гвыб/с

0.05 S/s~2.5 GS/s

0.05 S/s~
1 GS/s

0.05 S/s~
500 MS/s

0.05 S/s~
1 GS/s

0.05 S/s~
500 MS/s
0.05 S/s~
100 MS/s
0.05 S/s~

1 GS/s
0.05 S/s~
500 MS/s
0.05 S/s~
100 MS/s

11. Технические характеристики
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Performance Characteristics Instruction 

Scanning speed (S/div) 

XDS3062A 
XDS3102(A) 

2ns/div - 1000s/div, 
step by 1 – 2 - 5 

XDS3102AP 
XDS3202E 
XDS3202(A) 
XDS3302 

1ns/div - 1000s/div, 
step by 1 – 2 - 5 

Sampling rate / relay 
time accuracy ±1 ppm (Typical, Ta = +25℃) 

Interval(△T) accuracy 

(DC - 100MHz) 

Single： 
±(1 interval time+1 ppm×reading+0.6 ns); 
Average>16： 
±(1 interval time +1 ppm×reading+0.4 ns) 

Vertical system 

Sensitivity 1 mV/div～10 V/div 

Displacement 

XDS3062A 
XDS3102(A) 
XDS3102AP 
XDS3202A 

±2 V (1 mV/div – 50 mV/div)； 
±20 V (100 mV/div – 1 V/div)； 
±200 V (2 V/div – 10 V/div) 

XDS3202E 
XDS3202 
XDS3302 

±2 V (1 mV/div – 50 mV/div)； 
±20 V (100 mV/div – 500 mV/div)； 
±250 V (1 V/div – 10 V/div) 

Analog bandwidth 60 MHz, 100 MHz, 200 MHz, 300 MHz 

Single bandwidth Full bandwidth 

Low Frequency ≥10 Hz (at input, AC coupling, -3 dB) 

Rise time (at input, 
Typical) 

XDS3062A ≤ 5.8 ns 
XDS3102A ≤ 3.5 ns 

XDS3102AP 
8 bits mode 
12 bits mode 

≤ 3.5 ns 

14 bits mode ≤ 14 ns 
XDS3102 ≤ 3.5 ns 
XDS3202E ≤ 1.75 ns 

XDS3202A 
8 bits mode ≤ 1.75 ns 
12 bits mode ≤ 2.33 ns 
14 bits mode ≤ 17.5 ns 

XDS3202 ≤ 1.75 ns 
XDS3302 ≤ 1.17 ns 

DC gain accuracy 

XDS3062A 
XDS3102A 
XDS3102AP 
XDS3202A 

1 mV 3% 
2 mV 2% 

≥ 5 mV 1.5% 

XDS3102 1 mV 3% 
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Performance Characteristics Instruction 

Scanning speed (S/div) 

XDS3062A 
XDS3102(A) 

2ns/div - 1000s/div, 
step by 1 – 2 - 5 

XDS3102AP 
XDS3202E 
XDS3202(A) 
XDS3302 

1ns/div - 1000s/div, 
step by 1 – 2 - 5 

Sampling rate / relay 
time accuracy ±1 ppm (Typical, Ta = +25℃) 

Interval(△T) accuracy 

(DC - 100MHz) 

Single： 
±(1 interval time+1 ppm×reading+0.6 ns); 
Average>16： 
±(1 interval time +1 ppm×reading+0.4 ns) 

Vertical system 

Sensitivity 1 mV/div～10 V/div 

Displacement 

XDS3062A 
XDS3102(A) 
XDS3102AP 
XDS3202A 

±2 V (1 mV/div – 50 mV/div)； 
±20 V (100 mV/div – 1 V/div)； 
±200 V (2 V/div – 10 V/div) 

XDS3202E 
XDS3202 
XDS3302 

±2 V (1 mV/div – 50 mV/div)； 
±20 V (100 mV/div – 500 mV/div)； 
±250 V (1 V/div – 10 V/div) 

Analog bandwidth 60 MHz, 100 MHz, 200 MHz, 300 MHz 

Single bandwidth Full bandwidth 

Low Frequency ≥10 Hz (at input, AC coupling, -3 dB) 

Rise time (at input, 
Typical) 

XDS3062A ≤ 5.8 ns 
XDS3102A ≤ 3.5 ns 

XDS3102AP 
8 bits mode 
12 bits mode 

≤ 3.5 ns 

14 bits mode ≤ 14 ns 
XDS3102 ≤ 3.5 ns 
XDS3202E ≤ 1.75 ns 

XDS3202A 
8 bits mode ≤ 1.75 ns 
12 bits mode ≤ 2.33 ns 
14 bits mode ≤ 17.5 ns 

XDS3202 ≤ 1.75 ns 
XDS3302 ≤ 1.17 ns 

DC gain accuracy 

XDS3062A 
XDS3102A 
XDS3102AP 
XDS3202A 

1 mV 3% 
2 mV 2% 

≥ 5 mV 1.5% 

XDS3102 1 mV 3% 
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Performance Characteristics Instruction 

Scanning speed (S/div) 

XDS3062A 
XDS3102(A) 

2ns/div - 1000s/div, 
step by 1 – 2 - 5 

XDS3102AP 
XDS3202E 
XDS3202(A) 
XDS3302 

1ns/div - 1000s/div, 
step by 1 – 2 - 5 

Sampling rate / relay 
time accuracy ±1 ppm (Typical, Ta = +25℃) 

Interval(△T) accuracy 

(DC - 100MHz) 

Single： 
±(1 interval time+1 ppm×reading+0.6 ns); 
Average>16： 
±(1 interval time +1 ppm×reading+0.4 ns) 

Vertical system 

Sensitivity 1 mV/div～10 V/div 

Displacement 

XDS3062A 
XDS3102(A) 
XDS3102AP 
XDS3202A 

±2 V (1 mV/div – 50 mV/div)； 
±20 V (100 mV/div – 1 V/div)； 
±200 V (2 V/div – 10 V/div) 

XDS3202E 
XDS3202 
XDS3302 

±2 V (1 mV/div – 50 mV/div)； 
±20 V (100 mV/div – 500 mV/div)； 
±250 V (1 V/div – 10 V/div) 

Analog bandwidth 60 MHz, 100 MHz, 200 MHz, 300 MHz 

Single bandwidth Full bandwidth 

Low Frequency ≥10 Hz (at input, AC coupling, -3 dB) 

Rise time (at input, 
Typical) 

XDS3062A ≤ 5.8 ns 
XDS3102A ≤ 3.5 ns 

XDS3102AP 
8 bits mode 
12 bits mode 

≤ 3.5 ns 

14 bits mode ≤ 14 ns 
XDS3102 ≤ 3.5 ns 
XDS3202E ≤ 1.75 ns 

XDS3202A 
8 bits mode ≤ 1.75 ns 
12 bits mode ≤ 2.33 ns 
14 bits mode ≤ 17.5 ns 

XDS3202 ≤ 1.75 ns 
XDS3302 ≤ 1.17 ns 

DC gain accuracy 

XDS3062A 
XDS3102A 
XDS3102AP 
XDS3202A 

1 mV 3% 
2 mV 2% 

≥ 5 mV 1.5% 

XDS3102 1 mV 3% 
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Performance Characteristics Instruction 

Scanning speed (S/div) 

XDS3062A 
XDS3102(A) 

2ns/div - 1000s/div, 
step by 1 – 2 - 5 

XDS3102AP 
XDS3202E 
XDS3202(A) 
XDS3302 

1ns/div - 1000s/div, 
step by 1 – 2 - 5 

Sampling rate / relay 
time accuracy ±1 ppm (Typical, Ta = +25℃) 

Interval(△T) accuracy 

(DC - 100MHz) 

Single： 
±(1 interval time+1 ppm×reading+0.6 ns); 
Average>16： 
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Параметры

Система
вертикального

отклонения

Развёртка (с/дел.)

Точность
выборки/задержки

Точность интервала
(ΔT) (DC - 100 МГц)

Чувствительность

Смещение

Аналоговая полоса

Полоса однокр.

Нижняя частота

Нарастание (на входе,
тип.)

Точность усиления
DC

Описание

±1 ppm (тип., Ta = +25 °C)

Одиночный: ±(1 интервал + 1 ppm ×
отсчёт + 0.6 нс);
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отсчёт + 0.4 нс)

1 мВ/дел~10 В/дел
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Полная полоса
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±20 В (100 мВ/дел. - 1 В/дел.);
±200 В (2 - 10 В/дел.)

±2 В (1–50 мВ/дел);
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2 нс/дел. - 1000 с/дел., шаг
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1 нс/дел. - 1000 с/дел., шаг
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≤3.5 нс

Режим 8 бит
Режим 12 бит

14 бит
≤3.5 нс
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11. Технические характеристики
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Performance Characteristics Instruction 
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≥ 2 mV 2% 

DC accuracy (average) 

Delta Volts between any two averages of 
≥16 waveforms acquired with the same 
scope setup and ambient conditions (△V):  
±(3% rdg + 0.05 div) 

Waveform inverted ON/OFF 

Measurement 

Cursor 
△V, △T, △T&△V between cursors,  
auto cursor 

Automatic 

Period, Frequency, Mean, PK-PK, RMS, 
Max, Min, Top, Base, Amplitude, Overshoot, 
Preshoot, Rise Time, Fall Time, +Pulse 
Width, -Pulse Width, +Duty Cycle, -Duty 
Cycle, Delay A→B , Delay A→B , Cycle 
RMS, Cursor RMS, Screen Duty, Phase, 
+Pulse Count, -Pulse Count, Rise Edge 
Count, Fall Edge Count, Area, and Cycle 
Area. 

Waveform Math 
＋, －, *, / ,FFT, FFTrms, Intg, Diff, Sqrt, 
User Defined Function, digital filter (low 
pass, high pass, band pass, band reject) 

Decoding Type 
(optional) 

RS232, I2C, SPI, CAN 

Waveform storage 100 waveforms 

Lissajous 
figure 

Bandwidth Full bandwidth 
Phase 
difference 

±3 degrees 

Communication 
port 

Standard USB, USB Host (USB storage）；Trig Out(P/F)；LAN port 

Optional VGA port and AV port  

Counter Support 

 

Trigger 
Performance Characteristics Instruction 

Trigger level range 
Internal ±5 div from the screen center 
EXT ±2 V 
EXT/5 ±10 V 

Trigger level 

Accuracy (typical)  

Internal ±0.3 div 
EXT ± (10 mV + 6% of Set Value) 
EXT/5 ± (50 mV +6% of Set Value) 
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±(3% rdg + 0.05 div) 

Waveform inverted ON/OFF 

Measurement 

Cursor 
△V, △T, △T&△V between cursors,  
auto cursor 

Automatic 

Period, Frequency, Mean, PK-PK, RMS, 
Max, Min, Top, Base, Amplitude, Overshoot, 
Preshoot, Rise Time, Fall Time, +Pulse 
Width, -Pulse Width, +Duty Cycle, -Duty 
Cycle, Delay A→B , Delay A→B , Cycle 
RMS, Cursor RMS, Screen Duty, Phase, 
+Pulse Count, -Pulse Count, Rise Edge 
Count, Fall Edge Count, Area, and Cycle 
Area. 

Waveform Math 
＋, －, *, / ,FFT, FFTrms, Intg, Diff, Sqrt, 
User Defined Function, digital filter (low 
pass, high pass, band pass, band reject) 

Decoding Type 
(optional) 

RS232, I2C, SPI, CAN 

Waveform storage 100 waveforms 

Lissajous 
figure 

Bandwidth Full bandwidth 
Phase 
difference 

±3 degrees 

Communication 
port 

Standard USB, USB Host (USB storage）；Trig Out(P/F)；LAN port 

Optional VGA port and AV port  

Counter Support 

 

Trigger 
Performance Characteristics Instruction 

Trigger level range 
Internal ±5 div from the screen center 
EXT ±2 V 
EXT/5 ±10 V 

Trigger level 

Accuracy (typical)  

Internal ±0.3 div 
EXT ± (10 mV + 6% of Set Value) 
EXT/5 ± (50 mV +6% of Set Value) 

Параметры

Измерения

Интерфейсы

Частотомер

Точность по
постоянному току

(усреднение)

Инверсия сигнала: ON/OFF

Курсор

Автоматический

Арифметика

Декодирование
(опция)

Память осцилл.

Фигуры
Лиссажу

Опция

Поддерживается

Полоса
Разность

фаз

USB, USB Host (накопитель); Trig Out (P/F); LAN

Порты VGA и AV

Описание

Разность напряжений двух усреднённых
значений ≥16 осциллограмм, снятых при
одинаковых настройках и условиях (ΔV):
±(3% отсчёта + 0.05 дел.)

ΔV, ΔT, ΔT и ΔV между курсорами;
автокурсор

Период, частота, среднее, размах, ср.кв.,
макс., мин., вершина, основание,
амплитуда, выброс, предвыброс,
нарастание, спад, ±длительность,
±заполнение, задержки A→B (↑/↓), ср.кв.
за период/между курсорами, заполнение
экрана, фаза, ±число импульсов, число
фронтов ↑/↓, площадь/за период.
Фронты задержки A→B:  / .

+, -, *, /, FFT, FFTrms, Intg, Diff, Sqrt;
пользовательская функция; ФНЧ, ФВЧ,
полосовой, режекторный фильтр

100 осциллограмм
Полная полоса

±3 градуса

≥ 2 мВ

Параметры

Диапазон уровня
запуска

Точность уровня
(тип.)

Внутренний

Внутренний

Описание
±5 дел. от центра экрана

±0.3 дел.
±(10 мВ + 6% заданного)
±(50 мВ + 6% заданного)
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Запуск
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Trigger 
displacement According to Record length and time base 

Trigger Holdoff 
range 

100 ns – 10 s 

50% level setting 
(typical) 

Input signal frequency ≥ 50 Hz 

Edge trigger slope Rising, Falling 

Video Trigger 
Modulation 

Support standard NTSC, PAL and SECAM 
broadcast systems 

Line number range 1-525 (NTSC) and 1-625 (PAL/SECAM) 

Pulse trigger 

Trigger condition 
Positive pulse：＞, ＜, ＝ 
Negative pulse：＞, ＜, ＝ 

Pulse Width range 

30 ns to 10 s 
For XDS3102AP/XDS3202A, the range is 
8 bits mode 2 ns to 10 s 
12 bits mode 4 ns to 10 s 
14 bits mode 20 ns to 10 s 

 

Slope Trigger 

Trigger condition 
Positive pulse：＞, ＜, ＝ 
Negative pulse：＞, ＜, ＝ 

Time setting 

30 ns to 10 s 
For XDS3102AP/XDS3202A, the range is 
8 bits mode 2 ns to 10 s 
12 bits mode 4 ns to 10 s 
14 bits mode 20 ns to 10 s 

 

Runt Trigger 

Polarity Positive, Negative 
Pulse Width 
Condition 

>, =, < 

Pulse Width Range 

30 ns to 10 s 
For XDS3102AP/XDS3202A, the range is 
8 bits mode 2 ns to 10 s 
12 bits mode 4 ns to 10 s 
14 bits mode 20 ns to 10 s 

 

Windows Trigger 

Polarity Positive, Negative 
Trigger Position Enter, Exit, Time 
Windows Time 30 ns to 10 s 

For XDS3102AP/XDS3202A, the range is 
8 bits mode 2 ns to 10 s 
12 bits mode 4 ns to 10 s 
14 bits mode 20 ns to 10 s 

 

Timeout Trigger 

Edge Type Rising, Falling 

Idle Time 

30 ns to 10 s 
For XDS3102AP/XDS3202A, the range is 
8 bits mode 2 ns to 10 s 
12 bits mode 4 ns to 10 s 
14 bits mode 20 ns to 10 s 
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Trigger 
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Windows Trigger 

Polarity Positive, Negative 
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Timeout Trigger 

Edge Type Rising, Falling 

Idle Time 

30 ns to 10 s 
For XDS3102AP/XDS3202A, the range is 
8 bits mode 2 ns to 10 s 
12 bits mode 4 ns to 10 s 
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Смещение запуска

Блокировка
запуска

Уровень 50%
(тип.)

По фронту

Запуск по
видеосигналу

Запуск по
импульсу

Запуск по скорости
изменения (Slope)

Запуск по
неполному

импульсу (Runt)

Запуск по окну

Запуск по
тайм-ауту

По длине записи и развёртке

100 нс - 10 с

Частота входа ≥50 Гц

Наклон

Стандарт

Номера строк

Условие запуска

Диапазон
длительности

Условие запуска

Настройка времени

Полярность
Условие

длительности

Диапазон
длительности

Полярность
Положение запуска

Время окна

Тип фронта

Время простоя

Нарастающий, спадающий

NTSC, PAL, SECAM

1-525 (NTSC), 1-625 (PAL/SECAM)
Положительный импульс: >, <, =.
Отрицательный импульс: >, <, =.

Положительный импульс: >, <, =.
Отрицательный импульс: >, <, =.

Положительный, отрицательный

Положительный, отрицательный
Вход, выход, время

Нарастающий, спадающий

11. Технические характеристики

30 нс–10 с
Для XDS3102AP/XDS3202A:
8 бит 2 нс–10 с
12 бит 4 нс–10 с
14 бит 20 нс–10 с

30 нс–10 с
Для XDS3102AP/XDS3202A:
8 бит 2 нс–10 с
12 бит 4 нс–10 с
14 бит 20 нс–10 с

30 нс–10 с
Для XDS3102AP/XDS3202A:
8 бит 2 нс–10 с
12 бит 4 нс–10 с
14 бит 20 нс–10 с

30 нс–10 с
Для XDS3102AP/XDS3202A:
8 бит 2 нс–10 с
12 бит 4 нс–10 с
14 бит 20 нс–10 с

30 нс–10 с
Для XDS3102AP/XDS3202A:
8 бит 2 нс–10 с
12 бит 4 нс–10 с
14 бит 20 нс–10 с
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Nth Edge Trigger 
Edge Type Rising, Falling 
Idle Time 30 ns to 10 s 
Edge Number 1 to 128 

Logic Trigger 

Logic Mode AND, OR, XNOR, XOR 
Input Mode H, L, X, Rising, Falling 

Output Mode 
Goes True, Goes False, Is True >,  
Is True <, Is True = 

RS232 Trigger 

Polarity Normal, Inverted 
Trigger Condition Start, Error, Check Error, Data 
Baud Rate Common, Custom  
Data Bits 5 bit, 6 bit, 7 bit, 8 bit 

I2C Trigger 

Trigger Condition 
Start, Restart, Stop, ACK Lost, Address, 
Data, Addr/Data 

Address Bits 7 bit, 8 bit, 10 bit 
Address Range 0 to 127, 0 to 255, 0 to 1023 
Byte Length 1 to 5 

SPI Trigger 

Trigger Condition Timeout 
Timeout Value 30 ns to 10 s 
Data Bits 4 bit to 32 bit 
Data Line Setting H, L, X 

CAN Trigger 
(optional) 

Signal Type CAN_H, CAN_L, TX, RX 

Trigger Condition 
Start of Frame, Type of Frame, Identifier, 
Data, ID & Data, End of Frame, Missing 
Ack, Bit Stuffing Error 

Baud Rate Common, Custom  
Sample Point 5% to 95%  
Frame Type Data, Remote, Error, Overload 

Waveform Generator (Optional) 
Performance 

Characteristics Instruction 

Max Frequency Output 25 MHz  
Sample rate 125 MSa/s 

Channel 
1-CH or 2-CH (optional) 
Note: Only 2-CH optional AG available for XDS3202(A), XDS3302.  

Vertical Resolution 14 bits 
Amplitude Range 2 mVpp - 6 Vpp 
Waveform length 8K 
Standard Waveforms Sine, Square, Ramp, and Pulse 
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Запуск по N-му
фронту

Логический запуск

Запуск RS232

Запуск по I2C

Запуск SPI

Запуск CAN
(опция)

Тип фронта
Время простоя
Номер фронта

Логический режим
Режим входа

Выходной режим

Полярность
Условие запуска

Скорость передачи
Биты данных

Условие запуска

Биты адреса
Диапазон адресов

Длина байта
Условие запуска

Тайм-аут
Биты данных

Линия данных
Тип сигнала

Условие запуска

Скорость передачи
Точка выборки

Тип кадра

Нарастающий, спадающий
30 нс–10 с
1-128

H, L, X, нарастание, спад

Обычная, инвертированная
Старт, ошибка, ошибка проверки, данные
Стандартная, произвольная
5, 6, 7, 8 бит
Старт, повторный старт, стоп, нет ACK,
адрес, данные, адрес/данные
7, 8, 10 бит
0-127, 0-255, 0-1023
1-5
Тайм-аут
30 нс–10 с
4-32 бит

Начало кадра, тип кадра, идентификатор,
данные, ID и данные, конец кадра, нет
ACK, ошибка вставки битов
Стандартная, произвольная
5%-95%
Данные, удалённый, ошибки, перегрузки

Параметры

Макс. частота
Частота выборки

Канал

Разрядность
Амплитуда

Длина сигнала
Основные формы

Описание

25 МГц
125 Мвыб/с
1 или 2 канала (опция). Для XDS3202(A), XDS3302 доступен
только двухканальный генератор.

14 бит
2 мВп-п - 6 Вп-п

Синус, меандр, пила, импульс

11. Технические характеристики

Генератор сигналов (опция)
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Multimeter (Optional) 
Performance 

Characteristics Instruction 

Full scale 
reading 

3¾ digits (Max 4000 – count) 

Diode 0 V - 1.5 V 
Input 
impedance 

10 MΩ 

On/Off 
measurement 

<50(±30)Ω beeping 

Capacitance 51.2nF - 100uF: ±(3%±3 digit) 

Voltage 

DCV: 400mV, 4V, 40V, 400V, 1000V: ±(1%±1digit)   
Max. input: DC 1000V  

ACV: 400mV, 4V, 40V, 400V: ±(1%±3digit)  750V: ±(1.5%±3digit) 
     Frequency: 40Hz - 400Hz, Max. input: AC 750V (virtual value) 

Current 
DCA: 40mA, 400mA: ±(1.5%±1 digit)  4A, 10A: ±(3%±3digit)                        
ACA: 40mA: ±(1.5%±3digit)  400mA: ±(2%±1digit)   
     4A, 10A: ±(3%±3digit) 

Impedance 
400Ω: ±(1%±3digit)  4KΩ~4MΩ: ±(1%±1digit)   
40MΩ: ±(1.5%±3digit) 
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Voltage 

DCV: 400mV, 4V, 40V, 400V, 1000V: ±(1%±1digit)   
Max. input: DC 1000V  

ACV: 400mV, 4V, 40V, 400V: ±(1%±3digit)  750V: ±(1.5%±3digit) 
     Frequency: 40Hz - 400Hz, Max. input: AC 750V (virtual value) 

Current 
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Параметры

Полный отсчёт

Диод
Входной
импеданс

Прозвонка

Модуль

Ток

Сопротив-
ление

Описание

3¾ разряда (макс. 4000 отсчётов)

Звук при <50(±30) Ом

51.2 нФ - 100 мкФ: ±(3%±3 ед.)

DCV: 400 мВ, 4/40/400/1000 В: ±(1%±1 ед.), макс. DC 1000 В.
ACV: 400 мВ, 4/40/400 В: ±(1%±3 ед.); 750 В: ±(1,5%±3 ед.),
40–400 Гц, макс. AC 750 В ср.кв.

DCA: 40/400 мА: ±(1,5%±1 ед.); 4/10 А: ±(3%±3 ед.).
ACA: 40 мА: ±(1,5%±3 ед.); 400 мА: ±(2%±1 ед.); 4/10 А: ±(3%±3
ед.).

400 Ом: ±(1%±3 ед.); 4 кОм–4 МОм: ±(1%±1 ед.);
40 МОм: ±(1,5%±3 ед.).

11. Технические характеристики

Мультиметр (опция)
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General Technical Specifications  
Display  

Display Type 8" Colored LCD (Liquid Crystal Display) 
Display Resolution 800 (Horizontal) × 600 (Vertical) Pixels 
Display Colors 65536 colors, TFT screen 

Output of the Probe Compensator  
Output Voltage 
(Typical )   About 5 V, with the Peak-to-Peak voltage ≥1 MΩ.  

Frequency (Typical )   Square wave of 1 KHz  

Power 
Mains Voltage 100V - 240 VACRMS, 50/60 Hz, CAT Ⅱ 

Power Consumption  

XDS3062A 
XDS3102(A) 

＜15 W 

XDS3102AP 
XDS3202E 
XDS3202(A) 
XDS3302 

＜24 W 

Fuse   2 A, T class, 250 V  

Battery (optional) 

3.7V, 13200mAh  
 On XDS3062A, XDS3102(A), the battery can last 

approximately 3.5 hours after charge fully. 
 On XDS3202(E), XDS3302, the battery can last 

approximately 2.5 hours after charge fully. 

Environment 

Temperature  
Working temperature: 0 ℃ - 40 ℃  
Storage temperature: -20 ℃ - 60 ℃  

Relative Humidity  ≤ 90%  

Height  
Operating: 3,000 m  
Non-operating: 15,000 m  

Cooling Method  Fan cooling  

 

Mechanical Specifications  
Dimension  340 mm× 177 mm×90 mm (L*H*W) 
Weight Approx. 2.6 kg (without accessories) 

Interval Period of Adjustment:  
One year is recommended for the calibration interval period. 
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Выходное напряжение
(тип.)

Частота (тип.)

Около 5 В; размах ≥1 МОм.

Меандр 1 кГц

Сетевое напряжение

Потребление

Предохранитель

Аккумулятор (опция)

100–240 В перем. ср.кв., 50/60 Гц, CAT II

2 А, тип T, 250 В
3,7 В, 13200 мА·ч

● XDS3062A, XDS3102(A): около 3,5 ч после полной
зарядки.
● XDS3202(E), XDS3302: около 2,5 ч после полной
зарядки.

<15 Вт

<24 Вт

Температура

Влажность, отн.

Высота

Охлаждение

Работа: 0-40 °C
Хранение: -20-60 °C

Работа: 3,000 м
Хранение: 15,000 м
Вентилятор

Размеры
Масса

340 × 177 × 90 мм (Д × В × Ш)
Около 2.6 кг (без принадлежностей)

11. Технические характеристики

Общие характеристики
Дисплей

Выход компенсатора пробника

Питание

Условия окружающей среды

Механические характеристики

Период регулировки: рекомендуемый интервал калибровки - один год.

Тип дисплея Цветной ЖК-дисплей 8 дюймов
Разрешение 800 × 600 пикселей (гор. × верт.)
Цвета дисплея 65 536 цветов, экран TFT



12.Appendix 

 145 

12. Appendix  

Appendix A: Enclosure  
(The accessories subject to final delivery.) 

Standard Accessories: 

 
Power Cord 

 
CD Rom 

 
Quick Guide 

 
USB Cable 

 
Probe 

 
Probe Adjust 

    

Options: 

 
Multimeter Lead 

 
Q9 

 
Capacitance  
Ext Module 

 
Battery 

 
Soft Bag 

Appendix B: General Care and Cleaning  

General Care  

Do not store or leave the instrument where the liquid crystal display will be exposed 
to direct sunlight for long periods of time.  

Caution: To avoid any damage to the instrument or probe, do not exposed it to any 
sprays, liquids, or solvents.  

Cleaning  

Inspect the instrument and probes as often as operating conditions require.  
To clean the instrument exterior, perform the following steps: 

1. Wipe the dust from the instrument and probe surface with a soft cloth. Do not 
make any scuffing on the transparent LCD protection screen when clean the LCD 
screen. 
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12. Приложения

12. Приложения

Приложение A: комплект поставки
(Фактический комплект определяется поставкой.)

Стандартные принадлежности:

Сетевой шнур Компакт-
диск

Краткое
руководство

Кабель USB Пробник

Регулировочная отвёртка пробника

Дополнительно:

Провода мультиметра Модуль
ёмкости

Аккумулятор Мягкая
сумка

Приложение B: уход и очистка

Общий уход

Не храните и не оставляйте прибор там, где ЖК-экран долго подвергается
воздействию прямого солнечного света.

Внимание: во избежание повреждения прибора или пробника не допускайте
воздействия аэрозолей, жидкостей и растворителей.

Очистка

Осматривайте прибор и пробники с частотой, соответствующей условиям
работы. Для очистки внешних поверхностей выполните следующие действия:

1. Удалите пыль с поверхностей прибора и пробника мягкой тканью. При
очистке ЖК-экрана не поцарапайте его прозрачное защитное покрытие.
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2. Disconnect power before cleaning your Oscilloscope. Clean the instrument with a 
wet soft cloth not dripping water. It is recommended to scrub with soft detergent 
or fresh water. To avoid damage to the instrument or probe, do not use any 
corrosive chemical cleaning agent.  

 
Warning: Before power on again for operation, it is required to confirm that 

the instrument has already been dried completely, avoiding any 
electrical short circuit or bodily injury resulting form the moisture. 

Appendix C: Battery Using Guide  

 

 

Figure 12-1 Battery level indicator 

Charging the oscilloscope 
There will have battery power indication show on the top of panel when oscilloscope 
power supplied by the battery (if no indication has appeared, see "Display" on P78 ).  

 indicates the battery is nearly used up.  

Note: 
To avoid overheat of battery during charging, the ambient temperature is not allowed to 
exceed the permissible value given in technical specification. 

Replacing the Lithium Battery Unit 
It is usually not required to replace the battery unit. But when it is required to replace it, 
only qualified personnel can carry out this operation, and only use the same specification 
lithium battery. 

Battery level indicator 

12. Приложения

2. Перед очисткой отключите питание осциллографа. Протрите прибор влажной
мягкой тканью, с которой не капает вода. Рекомендуется мягкое моющее
средство или чистая вода. Во избежание повреждения прибора или пробника не
применяйте агрессивные химические чистящие средства.

Предупреждение: перед повторным включением убедитесь, что
прибор полностью высох. Влага может вызвать короткое
замыкание или травму.

Приложение C: использование аккумулятора

Рисунок 12-1. Индикатор заряда аккумулятора
Зарядка осциллографа
При питании осциллографа от аккумулятора в верхней части экрана отображается
индикатор заряда. Если он отсутствует, см. «Экран» на стр. 78.
 указывает, что аккумулятор почти разряжен.

Примечание: чтобы аккумулятор не перегревался при зарядке, не превышайте
допустимую температуру среды из технических характеристик.
Замена литиевого аккумулятора
Обычно замена не нужна. Её выполняет лишь квалифицированный специалист,
используя литиевый аккумулятор с теми же параметрами.

Индикатор заряда аккумулятора

Дистрибьютор: ООО «Техника-М»
109428, Москва, 1-й Институтский проезд, 1с4 (4 эт., оф. 402)
Телефоны: (499) 288-8-9-10, (495) 709-34-26
http://www.technica-m.ru    e-mail: technica-m@mail.ru
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